
Designing your lighting solutions
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LED FLEXIBLE STRIP

Our projects are applied for different scenes, even including 

some international brands needs, indoor cases such as 

office lighting, home furnishing decoration, hotel project, 

stage lighting, corridor lighting, supermarket stores; 

outdoor cases such as landscape lighting, bridge construction, 

building, air traffic hub, garden villas, private garden.
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2835 LED  NS-413 

Voltage    

24VDC

24VDC

24VDC

24VDC

24VDC

Dimension

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

Part No.  

NS-413

(GL-K2835XX-24-CV-304-720L)

NS-413

(GL-K2835XX-24-CV-304-720L)

NS-413

(GL-K2835XX-24-CV-304-720L)

NS-413

(GL-K2835XX-24-CV-308-560L)

NS-413

(GL-K2835XX-24-CV-308-560L)

LED Qty

308LED/M

(94LED/ft.)

308LED/M

(94LED/ft.)

304LED/M
(92LED/ft.)

304LED/M
(92LED/ft.)

304LED/M
(92LED/ft.)

Power   

14W/M
(4.3W/ft.)

19W/M
(5.8W/ft.)

24W/M
(7.3W/ft.)

10W/M
(3W/ft.)

14W/M
(4.3W/ft.)

Brightness
@4000k&CRI80

2030lm/M
(620lm/ft.)

2700lm/M
(820lm/ft.)

3360lm/M
(1020lm/ft.)

1540lm/M
(470lm/ft.)

1150lm/M
(350lm/ft.)

22.7mm

(0.89in.)

22.7mm

(0.89in.)

Min.Unit

26.3mm

(1.04in.)

26.3mm

(1.04in.)

26.3mm

(1.04in.)

1720lm/M
(520lm/ft.)

2280lm/M
(700lm/ft.)

2830lm/M
(860lm/ft.)

1330lm/M
(410lm/ft.)

1000lm/M
(310lm/ft.)

Brightness
@4000k&CRI90

Voltage    Power   DimensionPart No.  Min.UnitBrightness
@4000k&CRI90

IP65 IP67 IP68 IP67 PlusIP54 PlusIP54IP40
Dry Damp Wet

5 
SDCM

3
SDCM

Ra
≥95 PWM 3 Years 5 Years24V

Ra
≥80

Ra
≥90 12V

Ultra-Thin Dot-Free  Pure Flow Series
FEATURE

6500K2700K�(CCT�definition�is�for�finished�product)

2216 LED  NS-415 & NS-414 & NS-413 

NS-415

(GL-K2216XX-12-CV-336-730F)

NS-414

(GL-K2216XX-24-CV-336-760F)

NS-413
(GL-K2216XX-12-CV-420-770F)

NS-413

(GL-K2216XX-24-CV-420-780F)

NS-415

(GL-K2216XX-24-CV-336-740F)

NS-414
(GL-K2216XX-12-CV-336-750F)

L5000*W6*H3mm

(L197*W0.24*H0.12mm)

L5000*W6*H3mm

(L197*W0.24*H0.12mm)

L5000*W8*H3.8mm

(L197*W0.31*H0.15mm)

L5000*W8*H3.8mm

(L197*W0.31*H0.15mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

LED Qty

336LED/M

(102LED/ft.)

420LED/M

(128LED/ft.)

336LED/M

(102LED/ft.)

336LED/M

(102LED/ft.)

336LED/M

(102LED/ft.)

420LED/M

(128LED/ft.)

24VDC

12VDC

24VDC

12VDC

24VDC

12VDC

7W/M

(2.1W/ft.)

12W/M

(3.7W/ft.)

12W/M

(3.7W/ft.)

14W/M

(4.3W/ft.)

19W/M

(5.8W/ft.)

7W/M

(2.1W/ft.)

10W/M

(3W/ft.)

24VDC
420LED/M

(128LED/ft.)

NS-413

(GL-K2216XX-24-CV-420-780F)

35.7mm

(1.4in.)

35.7mm

(1.4in.)

33.3mm

(1.3in.)

41.7mm

(1.6in.)

41.7mm

(1.6in.)

35.7mm

(1.4in.)

630lm/M

(190lm/ft.)

1020lm/M

(310lm/ft.)

860lm/M

(260lm/ft.)

1260lm/M

(380lm/ft.)

1650lm/M

(500lm/ft.)

530lm/M

(160lm/ft.)

700lm/M

(210lm/ft.)

33.3mm

(1.3in.)

E516364
E360099

LM-80RoHS TM-21

• Uniform, dot free and ultra-thin 3mm height flexible linear strip.

Strong structure without dark area, higher reliability and higher•

production efficiency compared to COB flexible strip.

High color consistency with one BIN LED and high efficacy up•

to 145lm/W.

Available in different width and power, up to 24W/m.•

On-field cuttable and assembly in IP54 waterproof rating.•

Ideal for high-end applications such as furniture, in space-limit•

mounting places, retail, etc.

LED FLEXIBLE STRIP

Voltage    Power   DimensionPart No.  Min.UnitBrightness
@4000k&CRI90

Ultra-Thin Dot-Free  Pure Flow Series
FEATURE

5 
SDCM

3
SDCM

Ra
≥95 PWM 3 Years 5 Years24V

Ra
≥80

Ra
≥90 12V

6500K2700K�(CCT�definition�is�for�finished�product)

2216 LED  NS-418 & NS-417 & NS-416

L5000*W8*H4mm

(L197*W0.31*H0.16mm)

L5000*W8*H4mm

(L197*W0.31*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

L5000*W10*H4mm

(L197*W0.39*H0.16mm)

LED Qty

336LED/M

(102LED/ft.)

420LED/M

(128LED/ft.)

336LED/M

(102LED/ft.)

336LED/M

(102LED/ft.)

336LED/M

(102LED/ft.)

420LED/M

(128LED/ft.)

24VDC

12VDC

24VDC

12VDC

24VDC

12VDC

7W/M

(2.1W/ft.)

12W/M

(3.7W/ft.)

12W/M

(3.7W/ft.)

14W/M

(4.3W/ft.)

19W/M

(5.8W/ft.)

7W/M

(2.1W/ft.)

10W/M

(3W/ft.)

24VDC
420LED/M

(128LED/ft.)

35.7mm

(1.4in.)

35.7mm

(1.4in.)

33.3mm

(1.3in.)

41.7mm

(1.6in.)

41.7mm

(1.6in.)

35.7mm

(1.4in.)

630lm/M

(190lm/ft.)

1020lm/M

(310lm/ft.)

860lm/M

(260lm/ft.)

1260lm/M

(380lm/ft.)

1650lm/M

(500lm/ft.)

530lm/M

(160lm/ft.)

700lm/M

(210lm/ft.)

33.3mm

(1.3in.)

E516364
E360099

LM-80RoHS TM-21

NS-418

(GL-H2216XX-24-CV-336-740F)

NS-417

(GL-H2216XX-24-CV-336-760F)

NS-416

(GL-H2216XX-12-CV-420-770F)

NS-416

(GL-H2216XX-24-CV-420-780F)

NS-418

(GL-H2216XX-12-CV-336-730F)

NS-417

(GL-H2216XX-12-CV-336-750F)

NS-416

(GL-H2216XX-24-CV-420-780F)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

IP65 IP67 IP68 IP67 PlusIP54 PlusIP54IP40
Dry Damp Wet

• Uniform, dot free and ultra-thin 4mm height flexible linear strip.

Strong structure without dark area, higher reliability and higher•

production efficiency compared to COB flexible strip.

High color consistency with one BIN LED and high efficacy up•

to 145lm/W.

Available in different width and power, up to 24W/m.•

On-field cuttable and assembly in IP67 waterproof rating..•

Ideal for high-end applications such as furniture, in space-limit•

mounting places, retail, etc.

2835 LED  NS-416

Voltage    

24VDC

24VDC

24VDC

24VDC

24VDC

LED Qty

308LED/M

(94LED/ft.)

308LED/M

(94LED/ft.)

304LED/M
(92LED/ft.)

304LED/M
(92LED/ft.)

304LED/M
(92LED/ft.)

Power   

14W/M
(4.3W/ft.)

19W/M
(5.8W/ft.)

24W/M
(7.3W/ft.)

10W/M
(3W/ft.)

14W/M
(4.3W/ft.)

Brightness
@4000k&CRI80

2030lm/M
(620lm/ft.)

2700lm/M
(820lm/ft.)

3360lm/M
(1020lm/ft.)

1540lm/M
(470lm/ft.)

1150lm/M
(350lm/ft.)

22.7mm

(0.89in.)

22.7mm

(0.89in.)

Min.Unit

26.3mm

(1.04in.)

26.3mm

(1.04in.)

26.3mm

(1.04in.)

Dimension

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

L5000*W12*H4.5mm

(L197*W0.47*H0.18mm)

Part No.  

NS-416

(GL-H2835XX-24-CV-304-720L)

NS-416

(GL-H2835XX-24-CV-304-720L)

NS-416

(GL-H2835XX-24-CV-304-720L)

NS-416

(GL-H2835XX-24-CV-308-560L)

NS-416

(GL-H2835XX-24-CV-308-560L)

1720lm/M
(520lm/ft.)

2280lm/M
(700lm/ft.)

2830lm/M
(860lm/ft.)

1330lm/M
(410lm/ft.)

1000lm/M
(310lm/ft.)

Brightness
@4000k&CRI90

LED FLEXIBLE STRIP

G
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G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
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G
Energy 
Efficiency
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G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
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Efficiency
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Efficiency
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F
Energy 
Efficiency
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Energy 
Efficiency
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F
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Efficiency
ClassE
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E
Energy 
Efficiency
ClassE

Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
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Energy 
Efficiency
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F
Energy 
Efficiency
Class
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Efficiency
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Efficiency
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E
Energy 
Efficiency
Class

E
Energy 
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Prime Series  
FEATURE

LED FLEXIBLE STRIP

2835 LED LUMILED & BRIDGELUX & SAMSUNG

Min. Unit

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

Power   

19.2W/M 

19.2W/M 

(5.85W/ft)

(5.85W/ft)

14.4W/M 

14.4W/M 

(4.4W/ft)

(4.4W/ft)

9.6W/M 

9.6W/M 

(2.93W/ft)

(2.93W/ft)

4.8W/M 

4.8W/M 

(1.46W/ft)

(1.46W/ft)

LED Qty

140LED/M

128LED/M

(43LED/ft)

(39LED/ft)

140LED/M

128LED/M

(43LED/ft)

(39LED/ft)

140LED/M

128LED/M

(43LED/ft)

(39LED/ft)

140LED/M

128LED/M

(43LED/ft)

(39LED/ft)

Part No.  

GL-24-LJ89

(GL-X2835XX-24-CC-140-LJ89)

GL-24-LJ88

(GL-X2835XX-24-CC-128-LJ88)

GL-24-LJ89

(GL-X2835XX-24-CC-140-LJ89)

GL-24-LJ88

(GL-X2835XX-24-CC-128-LJ88)

GL-24-LJ89

(GL-X2835XX-24-CC-140-LJ89)

GL-24-LJ88

(GL-X2835XX-24-CC-128-LJ88)

GL-24-LJ89

(GL-X2835XX-24-CC-140-LJ89)

GL-24-LJ88

(GL-X2835XX-24-CC-128-LJ88)

Brightness
@4000k&CRI80&IP20 

2260lm/M 

2690lm/M 

(690lm/ft)

(820lm/ft)

1730lm/M 

2020lm/M 

(530lm/ft)

(620lm/ft)

1200lm/M 

1340lm/M 

(370lm/ft)

(410lm/ft)

590lm/M 

670lm/M 

(180lm/ft)

(200lm/ft)

Dimension
@IP20

L5000*W10*H1.4mm 

L5000*W10*H1.4mm 

(L197*W0.4*H0.055in)

(L197*W0.4*H0.055in)

L10000*W10*H1.4mm 

L10000*W10*H1.4mm 

(L394*W0.4*H0.055in)

(L394*W0.4*H0.055in)

L10000*W10*H1.4mm 

L10000*W10*H1.4mm 

(L394*W0.4*H0.055in)

(L394*W0.4*H0.055in)

L20000*W10*H1.4mm 

L15000*W10*H1.4mm 

(L788*W0.4*H0.055in)

(L590*W0.4*H0.055in)

Voltage    

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

5 
SDCM

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

•Prime series using top material and design as standard configuration,
such as, LED is from LUMILED, BRIDGELUX and SAMSUNG, PCB
with surface treatment of immersion tin for better welding and
anti-oxidation performance, 7/8 LEDs per section circuit layout for
higher light efficacy, on-board constant current IC to ensure perfect
consistency on brightness and color for the entire length.

br e @b

Brightness
@4000k&CRI90&IP20 

1920lm/M 

2300lm/M 

(590lm/ft)

(700lm/ft)

1470lm/M 

1730lm/M 

(450lm/ft)

(530lm/ft)

1020lm/M 

1150lm/M 

(310lm/ft)

(350lm/ft)

500lm/M 

570lm/M 

(150lm/ft)

(170lm/ft)

5 
SDCM

Classical C.V. Series  
FEATURE

2700K 6500K

Classical constant voltage series in popular use on the market.•

50,000h long lifespan.•

LED FLEXIBLE STRIP

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

Ra
≥95

3528 LED G.B. (General Brightness)

Min. Unit Power   

2.4W/M 100mm

(0.73W/ft)(3.94in)

2.88W/M 

(0.88W/ft)

4.8W/M 

(1.46W/ft)

4.8W/M 

(1.46W/ft)

9.6W/M

 (2.92W/ft)

9.6W/M 

(2.92W/ft)

9.6W/M 

(2.92W/ft)

9.6W/M 

(2.92W/ft)

14.4 W/M 

(4.39W/ft)

LED Qty

30LED/M

(9LED/ft)

30LED/M

(9LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

240LED/M

(73LED/ft)

Part No.  

GL-12-F177

(GL-X3528XX-12-CV-030-F177)

GL-24-F719

(GL-X3528XX-24-CV-030-F719)

GL-12-F01

(GL-X3528XX-12-CV-060-F01)

GL-24-F03

(GL-X3528XX-24-CV-060-F03)

GL-12-F197

(GL-X3528XX-12-CV-120-F197)

GL-24-F188

(GL-X3528XX-24-CV-120-F188)

GL-12-F05

(GL-X3528XX-24-CV-120-F05)

GL-24-F06

(GL-X3528XX-24-CV-120-F06)

GL-24-F98

(GL-X3528XX-24-CV-240-F98)

Brightness
@4000k&CRI80&IP20 

200lm/M 

(61lm/ft)

220lm/M 

(67lm/ft)

400lm/M 

(122lm/ft)

400lm/M 

(122lm/ft)

800lm/M 

(244lm/ft)

800lm/M

(244m/ft)

800lm/M 

(244lm/ft)

800lm/M

(244m/ft)

1300lm/M

 (396lm/ft)

166.7mm

(6.56in)

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

25mm

(2.98in)

50mm

(1.97in)

25mm

 (0.98in)

Dimension
@IP20

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W8*H2mm 

(L197*W0.32*H0.08in)

L5000*W10*H2mm 

(L197*W0.4*H0.08in)

L5000*W10*H2mm 

(L197*W0.4*H0.08in)

L5000*W10*H2mm 

(L197*W0.4*H0.08in)

Voltage    

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

3528 LED G.B. (General Brightness) Ultra-Slim
Dimension

@IP20
4.8W/M 50mm

(1.46W/ft)(1.97in)

4.8W/M 

(1.46W/ft)

9.6W/M 

(2.93W/ft)

9.6W/M 

(2.93W/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

GL-12-F715

(GL-X3528XX-12-CV-060-F715)

GL-24-F722

(GL-X3528XX-24-CV-060-F722)

GL-12-F51

(GL-X3528XX-12-CV-120-F51)

GL-24-F36

(GL-X3528XX-24-CV-120-F36)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

L5000*W5*H2mm 

(L197*W0.2*H0.08in)

L5000*W5*H2mm 

(L197*W0.2*H0.08in)

L3000*W5*H2mm 

(L118*W0.2*H0.08in)

L5000*W5*H2mm 

(L197*W0.2*H0.08in)

12VDC

24VDC

12VDC

24VDC

400lm/M

(122lm/ft)

400lm/M

(122lm/ft)

800lm/M

(244lm/ft)

800lm/M

(244lm/ft)

06

E516364
E360099

LM-80RoHS

LM-79 LM-80

CRI 90 125lm/W

Constant Current IC

Immersion Tin1 Bin 3 Step
E516364

E360099

RoHS

TM-21

F
Energy 
Efficiency
Class F

Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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Energy 
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Energy 
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LED FLEXIBLE STRIP

5 
SDCM

Classical C.V. Series  
FEATURE

Classical constant voltage series in popular use on the market.•

50,000h long lifespan.•

19.2W/M 

(5.85W/ft)

26W/M 

(7.93W/ft)

GL-24-L91

(GL-X3528XX-24-CV-240-L91)

2200lm/M

 (671lm/ft)

240LED/M

(73LED/ft)

240LED/M

(73LED/ft)

GL-24-F91

(GL-X3528XX-24-CV-240-F91)

1500lm/M

 (457lm/ft)

L5000*W20*H2mm 

(L197*W0.8*H0.08in)

L5000*W20*H2mm 

(L197*W0.8*H0.08in)

3528 LED Double-Rows

24VDC

24VDC

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

3528 LED H.B. (High Brightness) 

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

Min. Unit

50mm

(1.97in)

50mm

(1.97in)

25mm

(0.98in)

50mm

(1.97in)

25mm

(0.98in)

50mm

(1.97in)

25mm

(0.98in)

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

Part No.  

GL-12-L01

(GL-X3528XX-12-CV-060-L01)

GL-24-F03

(GL-X3528XX-24-CV-060-F03)

Voltage    

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

Power   

7.2W/M

(2.20W/ft)

7.2W/M

(2.20W/ft)

Brightness
@4000k&CRI80&IP20 

610lm/M

(186lm/ft)

610lm/M

(186lm/ft)

Dimension
@IP20

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

120LED/M

(24LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

240LED/M

(73LED/ft)

GL-12-L197

(GL-X3528XX-12-CV-120-L197)

GL-24-L188

(GL-X3528XX-24-CV-120-L188)

GL-12-L05

(GL-X3528XX-12-CV-120-L05)

GL-24-L06

(GL-X3528XX-24-CV-120-L06)

GL-24-L98

(GL-X3528XX-24-CV-240-L98)

14.4W/M

(4.39W/ft)

14.4W/M

(4.39W/ft)

14.4W/M

(4.39W/ft)

14.4W/M

(4.39W/ft)

14.4 W/M

(4.39W/ft)

1080lm/M

(329lm/ft)

1080lm/M

(329lm/ft)

1080lm/M

(329lm/ft)

1080lm/M

(329lm/ft)

1300lm/M

(396lm/ft) 

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

E360099

RoHS LM-80
E516364

07

LED FLEXIBLE STRIP

5 
SDCM

Classical C.V. Series  
FEATURE

2700K 6500K

Classical constant voltage series in popular use on the market.•

50,000h long lifespan.•

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

30LED/M

(9LED/ft)

30LED/M

(9LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

GL-12-F18

(GL-X5050XX-12-CV-030-F18)

GL-24-F19

(GL-X5050XX-24-CV-030-F19)

GL-12-F02

(GL-X5050XX-12-CV-060-F02)

GL-24-F83

(GL-X5050XX-24-CV-060-F83)

6.0W/M

(1.83W/ft)

7.2W/M

(2.2W/ft)

12W/M

(3.66W/ft)

12W/M

(3.66W/ft)

570lm/M

(174lm/ft)

630lm/M

(192lm/ft)

1150lm/M

(350lm/ft)

1150lm/M

(350lm/ft)

LED Qty

5050 LED

Part No.  Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

Voltage    

12VDC

24VDC

12VDC

24VDC

120LED/M

(36LED/ft)

GL-24-F48

(GL-X5050XX-24-CV-120-F48)

24W/M

(7.32W/ft)

1900lm/M

(579lm/ft)

L5000*W20*H2mm

(L197*W0.8*H0.08in)

5050 LED Double-Rows

LED Qty Part No.  Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

Voltage    

24VDC

Min. Unit

100mm

(3.94in)

Min. Unit

100mm

(3.94in)

166.7mm

(6.56in)

50mm

(1.97in)

100mm

(3.94in)

RoHS
E360099

LM-80
E516364

TM-21 TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class G

Energy 
Efficiency
Class

F
Energy 
Efficiency
Class



09 10

LED FLEXIBLE STRIPLED FLEXIBLE STRIP

Classical C.V. Series  
FEATURE

Classical constant voltage series in popular use on the market.•

50,000h long lifespan.•

2700K 6500K

IP20

5 
SDCM PWM 3 Years 5 Years24V

3
SDCM

Ra
≥80

Ra
≥90 12V

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

2835 LED

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

70LED/M

120LED/M

(21LED/ft)

(36LED/ft)

120LED/M

(36LED/ft)

GL-12-F152

(GL-X2835XX-12-CV-060-F152)

GL-24-F156

(GL-X2835XX-24-CV-060-F156)

GL-24-FD35

GL-12-L749

(GL-X2835XX-24-CV-070-FD35)

(GL-X2835XX-12-CV-120-L749)

GL-24-L745

(GL-X2835XX-24-CV-120-L745)

12W/M

(3.66W/ft)

12W/M

(3.66W/ft)

12W/M

14.4W/M

(3.66W/ft)

(4.39W/ft)

14.4W/M

(4.39W/ft)

1240lm/M

(380lm/ft)

1240lm/M

(380lm/ft)

1440lm/M

1460lm/M

(440lm/ft)

(450lm/ft)

1460lm/M

(450lm/ft)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

L5000*W10*H1mm

(L197*W0.4*H0.04in)

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

12VDC

24VDC

24VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

LED Qty Part No.  Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20Voltage    Min. Unit LED Qty Part No.  Power   Brightness

@4000k&CRI80&IP20 
Dimension

@IP20Voltage    Min. Unit

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

140LED/M

238LED/M

(42LED/ft)

(72LED/ft)

238LED/M

(72LED/ft)

GL-24-LD36

GL-24-LD14

(GL-X2835XX-24-CV-140-LD36)

(GL-X2835XX-24-CV-238-LD14)

GL-24-LD14

(GL-X2835XX-24-CV-238-LD14)

14.4W/M

19.2W/M

(4.39W/ft)

(5.85W/ft)

14.4W/M

(4.39W/ft)

1700lm/M

2300lm/M

(520lm/ft)

(700lm/ft)

1770lm/M

(540lm/ft)

L5000*W10*H1mm

L5000*W10*H1mm

(L197*W0.4*H0.04in)

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

50mm

(1.97in)

29.4mm

(1.16in)

29.4mm

(1.16in)

240LED/M

240LED/M

(73LED/ft)

(73LED/ft)

240LED/M

(73LED/ft)

GL-12-L441

GL-24-L455

(GL-X2835XX-12-CV-240-L441)

(GL-X2835XX-24-CV-240-L455)

GL-24-L455

(GL-X2835XX-24-CV-240-L455)

14.4W/M

19.2W/M

(4.39W/ft)

(5.85W/ft)

14.4W/M

(4.39W/ft)

1530lm/M

2020lm/M

(470lm/ft)

(620lm/ft)

1530lm/M

(470lm/ft)

L5000*W10*H1mm

L5000*W10*H1mm

(L197*W0.4*H0.04in)

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

12.5mm

(0.49in)

25mm

(0.98in)

25mm

(0.98in)

2835 LED Ultra-Slim

RoHS
E360099

LM-80
E516364

3
SDCM

Ra
≥95

Classical C.V. Series  
FEATURE

2700K 6500K

Classical constant voltage series in popular use on the market.•

50,000h long lifespan.•

IP20

PWM 3 Years 5 Years24V
5 

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

240LED/M

(73LED/ft)

GL-24-L747

(GL-X2835XX-24-CV-240-L747)

26W/M

(7.93W/ft)

2680lm/M

(820lm/ft)

L5000*W20*H1mm

(L197*W0.8*H0.04in)
24VDC

2835 LED Double-Rows

LED Qty Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

RoHS
E360099

LM-80
E516364

TM-21TM-21

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

GL-12-FC11

(GL-X2835XX-12-CV-060-FC11)

GL-24-FB83

(GL-X2835XX-24-CV-060-FB83)

GL-12-FC06

(GL-X2835XX-12-CV-120-FC06)

GL-24-F479

(GL-X2835XX-24-CV-120-F479)

4.8W/M

(1.46W/ft)

4.8W/M

(1.46W/ft)

9.6W/M

(2.93W/ft)

9.6W/M

(2.93W/ft)

550lm/M

(170lm/ft)

550lm/M

(170lm/ft)

1010lm/M

(310lm/ft)

1010lm/M

(310lm/ft)

L5000*W5*H1mm

(L197*W0.2*H0.04in)

L5000*W5*H1mm

(L197*W0.2*H0.04in)

L3000*W5*H1mm

(L118*W0.2*H0.04in)

L5000*W5*H1mm

(L197*W0.2*H0.04in)

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

12VDC

24VDC

12VDC

24VDC

3014 LED Double-Rows

120LED/M

(36LED/ft)

GL-24-L172

(GL-X3014XX-24-CV-120-L172)

19.2W/M

(5.85W/ft)

1600lm/M

(488lm/ft)

L5000*W15*H1.5mm

(L197*W0.6*H0.06in)
24VDC

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20Min. Unit

50mm

(1.97in)

3014 LED

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

Part No.  

GL-12-F168

(GL-X3014XX-12-CV-060-F168)

GL-24-F169

(GL-X3014XX-24-CV-060-F169

GL-12-L170

(GL-X3014XX-12-CV-120-L170)

GL-24-L171

(GL-X3014XX-24-CV-120-L171)

Voltage    

12VDC

24VDC

12VDC

24VDC

Power   

5.4W/M

(1.65W/ft)

5.4W/M

(1.65W/ft)

10.8W/M

(3.29W/ft)

10.8W/M

(3.29W/ft)

Brightness
@4000k&CRI80&IP20 

500lm/M

(152lm/ft)

500lm/M

(152lm/ft)

980lm/M

(290lm/ft)

980lm/M

(290lm/ft)

Dimension
@IP20

L5000*W8*H1.5mm

(L197*W0.32*H0.06in)

L5000*W8*H1.5mm

(L197*W0.32*H0.06in)

L5000*W10*H1.5mm

(L197*W0.4*H0.06in)

L5000*W10*H1.5mm

(L197*W0.4*H0.06in)

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

Part No.  

50mm

(1.97in)

Min. Unit

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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LED FLEXIBLE STRIP

12

IP54 PlusIP54 IP68

5 
SDCM

Ra
≥90

External C.C. Series  
FEATURE

Linear light engine driven by external constant current driver.•

•Supports on-field cutting and assembly .

For linear luminaires made of extruded aluminum or sheet steel.•

50,000h long lifespan.•

2700K 6500K

IP20

PWM 3 Years 5 Years48V
3

SDCM

Ra
≥90 12V

IP65 IP67 IP67 Plus

Dry Damp Wet

Ra
≥80

(15/19/22)W/1.12M

(15/19/22)W/4ft.

(2400/2800/

3200)lm/1.12M

(2400/2800/

3200)lm/4ft. 

2835 LED 

L5040*W14*H1mm

(L198*W0.55*H0.04in)

GL-48-FG06

(GL-X2835XX-48-

CC-114-FG06)

Part No.  Power Brightness
@4000k&CRI80&IP20

Dimension
@IP20VoltageLED Qty Min. Unit

140mm

(6in)

114LED/M

(34LED/ft.)
(320/400/480mA)/1.12M

(320/400/480mA)/4ft.

44-48VDC

E
Energy 
Efficiency
Class

(14.4/18/21.6)W/M

(15/19/22)W/3.5ft.

(2070/2450/

2800lm)/M

(2070/2450/

2800lm)/3.28ft. 

L5000*W10*H1mm

(L197*W0.4*H0.04in)

GL-36-FH45

(GL-X2835XX-36-

CC-120-FH45)

100mm

(3.94in)

120LED/M

(36LED/ft.)
(400/500/600mA)/M

(400/500/600mA)/3.28ft.

32-42VDC

E
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

1

2

3

4

5

6

7

8
9

Functional Area Division vs. 

Lighting Application

Entrance/Corridor 
(shoe cabinet, cove)  

1

Study Room 
(bookrack, cabinet, cove) 

5

Bathroom 
(dressing mirror, washing table, 

bathtub, shelf, cove)  

6

Living Room 
(TV wall/cabinet, bookcase, 

wall painting, cove)  

2

Dining Room 
(cupboard, wine cabinet, 

cove)  

3

Bedroom 
(bed, bedside table, wardrobe, 

dressing table/mirror, wall painting, 

TV wall/cabinet, cove)

7

Kitchen 
(cupboard, cabinet, table, 

bar counter, sink, cove)  

4

8

Storage Room
(shelf, loft, terrace, stairs, 

mirror, cove) 

Gym and so on  

 

9

(cabinet, shelf, loft, terrace, 

stairs, mirror, cove) 

ULTRA-SLIM HIGH-

DENSITY SERIES

Furniture Light Engine 

2216

HOME FURNISHING
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2�step�MacAdam ellipse 3�step�MacAdam ellipse

5�step�MacAdam ellipse 7�step�MacAdam ellipse

PERFECT COLOR CONSISTENCY

Perfect color consistency with SDCM 

(Standard Deviationof Color Matching) in only 3-step.

HIGH COLOUR RENDERING INDEX

High color restoration capacity with CRI (Color 

Rendering Index)≥90 and R9(Deep Red)≥50.

CRI > 70 CRI > 80 CRI > 90

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14

PASTEL 

COLORS

SATURATED 

COLORS

EARTH 

COLORS

CRI VALUE AVERAGE NOT INCLUDED IN CRI VALUE

5050 3528 2835 2216

MORE THAN JUST TINY

TINY LED ENCAPSULATION

SMD 2216 LED in tiny encapsulation structure with 

dimension of L2.2xW1.6xH1mm 

[L0.09xW0.06xH0.04in.].

2000K     2500K   2800K   3000K       3500K    5000K   5500K                7000K             7500K

Candle Flashlight Tungsten 
filament 
lamp

Sunrise
and sunset

Morning/
afternoon

Midday Sun Electronic Flash Cloudy Sky Overcast Sky 

Range

TUNABLE WHITE

LED mounting in dual colors available, color 

temperature tunable from 2700K to 6500K.

MacAdam's�Ellipse diagram 1-3-5-7 step SDCM diagram

HIGH-DENSITY

High-Density feature with multiple LED density 

from120LED/M[36LED/ft.] to maximum 350LED/M 

[106LED/ft.] for single row layout. 

3.5mm[0.14in] PCB

350LED/M [106LED/ft.]

2.86mm [0.11in]

ULTRA-NARROW

Ultra-Narrow feature with various of widths 

from minimum 3.5mm[0.14in.] to10mm[0.39in.] 

for single row layout.

PERFECT LINEAR

Exclusive for furniture lighting with demand 

of linear, uniform and compact.
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IP54 PlusIP54 IP68

5 
SDCM

Ra
≥90

Ra
≥80

Tiny package of 2216 LED, more appropriate for furniture lighting•

with demand of ultra-narrow and high-density performance.

50,000h long lifespan, UL/TUV-CE/RoHS approval.•

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥90 12V

IP65 IP67 IP67 Plus

Dry Damp Wet

LED FLEXIBLE STRIP

Ultra-Slim High-Density 
Series 
FEATURE

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

600lm/M 

(190lm/ft.)

700lm/M 

(220lm/ft.)

600lm/M 

(190lm/ft.)

600lm/M 

(190lm/ft.)

700lm/M 

(220lm/ft.)

600lm/M 

(190lm/ft.)

600lm/M 

(190lm/ft.)

600lm/M 

(190lm/ft.)

600lm/M 

(190lm/ft.)

700lm/M 

(220lm/ft.)

2216 LED 

L3000*W3.5*H1mm 

(L118*W0.14*H0.04in)

L3000*W3.5*H1mm 

(L118*W0.14*H0.04in)

L3000*W4*H1mm 

(L118*W0.16*H0.04in)

L5000*W4*H1mm 

(L197*W0.16*H0.04in)

L5000*W4*H1mm 

(L197*W0.16*H0.04in)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

L5000*W5*H1mm 

(L197*W0.2*H0.04in)

L5000*W5*H1mm 

(L197*W0.2*H0.04in)

L5000*W5*H1mm 

(L197*W0.2*H0.04in)

L5000*W5*H1mm 

(L197*W0.2*H0.04in)

GL-12-FE22

(GL-X2216XX-12-CV-120-FE22)

GL-24-FD86

(GL-X2216XX-24-CV-140-FD86)

GL-12-FE23

(GL-X2216XX-12-CV-120-FE23)

GL-24-FB02

(GL-X2216XX-24-CV-120-FB02)

GL-24-FE25

(GL-X2216XX-24-CV-238-FE25)

GL-12-F606

(GL-X2216XX-12-CV-120-F606)

GL-24-F607

(GL-X2216XX-24-CV-120-F607)

GL-12-FE26

(GL-X2216XX-12-CV-180-FE26)

GL-24-FD22

(GL-X2216XX-24-CV-180-FD22)

GL-24-FE27

(GL-X2216XX-24-CV-238-FE27)

Part No.  Power Brightness
@4000k&CRI90&IP20

3.5mm

(0.14in.)

4mm

(0.16in.)

4mm

(0.16in.)

4mm

(0.16in.)

5mm

(0.2in.)

5mm

(0.2in.)

5mm

(0.2in.)

5mm

(0.2in.)

5mm

(0.2in.)

Width Rating Dimension
@IP20Voltage

12VDC

24VDC

12VDC

24VDC

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

LED Qty

120LED/M

(36LED/ft.)

Min. Unit

25mm

(0.98in)

50mm

(1.97in)

25mm

(0.98in)

50mm

(1.97in)

29.4mm

(1.16in)

25mm

(0.98in)

50mm

(1.97in)

16.7mm

(0.66in)

16.7mm

(0.66in)

29.4mm

(1.16in)

27.8mm

(1.1in)

13.9mm

(0.55in)

62.5mm

(2.46in)

31.3mm

(1.23in)

140LED/M

(42LED/ft.)

120LED/M

(36LED/ft.)

120LED/M

(36LED/ft.)

238LED/M

(72LED/ft.)

120LED/M

(36LED/ft.)

120LED/M

(36LED/ft.)

180LED/M

(54LED/ft.)

180LED/M

(54LED/ft.)

238LED/M

(72LED/ft.)

RoHS
E360099

LM-80
E516364

TM-21

5mm

(0.2in.)

5mm

(0.2in.)

288LED/M

(88LED/ft.)

288LED/M

(88LED/ft.)

256LED/M

(78LED/ft.)

256LED/M

(78LED/ft.)

GL-12-LM21

(GL-X2216XX-12-CV-288-LM21)

GL-24-FM22

(GL-X2216XX-24CV-288-FM22)

GL-12-LM23

(GL-X2216XX-12-CV-256-LM23)

GL-24-FM24

(GL-X2216XX-24CV-256-FM24)

12VDC

24VDC

12VDC

24VDC

6W/M 

(1.8W/ft.)

6W/M 

(1.8W/ft.)

6W/M 

(1.8W/ft.)

6W/M 

(1.8W/ft.)

750lm/M 

(230lm/ft.)

750lm/M 

(230lm/ft.)

780lm/M 

(240lm/ft.)

780lm/M 

(240lm/ft.)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

3.5mm

(0.14in.)

5mm
(0.2in.)
CCT
5mm

(0.2in.)
CCT

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

5 
SDCM

Ra
≥90

Ra
≥80

Ultra-Slim High-Density 
Series 
FEATURE

Tiny package of 2216 LED, more appropriate for furniture lighting•

with demand of ultra-narrow and high-density performance.

50,000h long lifespan, UL/TUV-CE/RoHS approval.•

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥90 12V

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Wet

2216 LED 

LED Qty Part No.  Power Brightness
@4000k&CRI90&IP20

Dimension
@IP20VoltageWidth Rating Min. Unit

9.6W/M 

(2.9W/ft.)

9.6W/M 

(2.9W/ft.)

9.6W/M 

(2.9W/ft.)

14W/M 

(4.3W/ft.)

14W/M 

(4.3W/ft.)

9.6W/M 

(2.9W/ft.)

14W/M 

(4.3W/ft.)

14W/M 

(4.3W/ft.)

800lm/M 

(250lm/ft.)

750lm/M 

(230lm/ft.)

750lm/M 

(230lm/ft.)

1080lm/M 

(330lm/ft.)

1080lm/M 

(330lm/ft.)

850lm/M 

(260lm/ft.)

1080lm/M 

(330lm/ft.)

1080lm/M 

(330lm/ft.)

L5000*W6*H1mm 

(L197*W0.24*H0.04in)

L3000*W6*H1mm 

(L118*W0.24*H0.04in)

L5000*W6*H1mm 

(L197*W0.24*H0.04in)

L3000*W8*H1mm 

(L118*W0.31*H0.04in)

L5000*W8*H1mm 

(L197*W0.31*H0.04in)

L5000*W8*H1mm 

(L197*W0.31*H0.04in)

L3000*W8*H1mm 

(L118*W0.31*H0.04in)

L3000*W8*H1mm 

(L118*W0.31*H0.04in)

300LED/M

(91LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

300LED/M

(91LED/ft.)

300LED/M

(91LED/ft.)

140LED/M

(42LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

GL-24-F603

(GL-X2216XX-24-CV-300-F603)

GL-12-FE29

(GL-X2216XX-12-CV-240-FE29)

GL-24-FE30

(GL-X2216XX-24-CV-240-FE30)

GL-12-F610

(GL-X2216XX-12-CV-300-F610)

GL-24-F611

(GL-X2216XX-24-CV-300-F611)

GL-24-FE31

(GL-X2216XX-24-CV-140-FE31)

GL-12-FE32

(GL-X2216XX-12-CV-240-FE32)

GL-24-FE33

(GL-X2216XX-24-CV-240-FE33)

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

12VDC

24VDC

6mm

(0.24in.)

6mm
(0.24in.)

CCT

8mm
(0.31in.)

CCT

6mm
(0.24in.)

CCT

8mm

(0.31in.)

8mm

(0.31in.)

8mm
(0.31in.)

CCT
8mm

(0.31in.)
CCT

20mm

(0.79in)

25mm

(0.98in)

50mm

(1.97in)

10mm

(0.39in)

20mm

(0.79in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

Damp

RoHS
E360099

LM-80
E516364

TM-21

12.5mm

(0.49in)

25mm

(0.98in)

10mm

(0.39in)

6mm

(0.24in.)

6mm

(0.24in.)

6mm

(0.24in.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

300LED/M

(91LED/ft.)

GL-12-F608

(GL-X2216XX-12-CV-240-F608)

GL-24-F609

(GL-X2216XX-24-CV-240-F609)

GL-12-FE28

(GL-X2216XX-12-CV-300-FE28)

12VDC

24VDC

12VDC

9.6W/M 

(2.9W/ft.)

9.6W/M 

(2.9W/ft.)

9.6W/M 

(2.9W/ft.)

750lm/M 

(230lm/ft.)

750lm/M 

(230lm/ft.)

800lm/M 

(250lm/ft.)

L3000*W6*H1mm 

(L118*W0.24*H0.04in)

L5000*W6*H1mm 

(L197*W0.24*H0.04in)

L3000*W6*H1mm 

(L118*W0.24*H0.04in)

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class
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LED FLEXIBLE STRIP LED FLEXIBLE STRIP

5 
SDCM

Ra
≥90

Ra
≥80

Ultra-Slim High-Density Series 
FEATURE

Tiny package of 2216 LED, more appropriate for furniture lighting•

with demand of ultra-narrow and high-density performance.

50,000h long lifespan, UL/TUV-CE/RoHS approval.•

2700K 6500K

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥90 12V

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Wet

2216 LED 

LED Qty Part No.  Power Brightness
@4000k&CRI90&IP20

Dimension
@IP20VoltageWidth Rating Min. Unit

14.4W/M 

(4.4W/ft.)

14.4W/M 

(4.4W/ft.)

19.2W/M 

(5.9W/ft.)

19.2W/M 

(5.9W/ft.)

24W/M 

(7.3W/ft.)

24W/M 

(7.3W/ft.)

24W/M 

(7.3W/ft.)

24W/M 

(7.3W/ft.)

24W/M 

(7.3W/ft.)

1080lm/M 

(330lm/ft.)

1080lm/M 

(330lm/ft.)

1500lm/M 

(460lm/ft.)

1500lm/M 

(460lm/ft.)

2160lm/M 

(660lm/ft.)

1700lm/M 

(520lm/ft.)

1700lm/M 

(520lm/ft.)

1940lm/M 

(590lm/ft.)

1940lm/M 

(590lm/ft.)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W12*H1mm 

(L197*W0.47*H0.04in)

L3000*W12*H1mm 

(L118*W0.47*H0.04in)

L5000*W12*H1mm 

(L197*W0.47*H0.04in)

L3000*W12*H1mm 

(L118*W0.47*H0.04in)

L5000*W12*H1mm 

(L197*W0.47*H0.04in)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

288LED/M

(87LED/ft.)

288LED/M

(87LED/ft.)

560LED/M

(171LED/ft.)

600LED/M

(182LED/ft.)

600LED/M

(182LED/ft.)

576LED/M

(175LED/ft.)

576LED/M

(175LED/ft.)

GL-12-FD28

(GL-X2216XX-12-CV-240-FD28)

GL-24-FD29

(GL-X2216XX-24-CV-240-FD29)

GL-12-F616

(GL-X2216XX-12-CV-288-F616)

GL-24-F617

(GL-X2216XX-24-CV-288-F617)

GL-24-F613

(GL-X2216XX-24-CV-560-F613)

GL-12-F614

(GL-X2216XX-24-CV-600-F614)

GL-24-F615

(GL-X2216XX-24-CV-600-F615)

GL-12-F618

(GL-X2216XX-12-CV-576-F618)

GL-24-F619

(GL-X2216XX-24-CV-576-F619)

12VDC

24VDC

12VDC

24VDC

24VDC

12VDC

24VDC

12VDC

24VDC

10mm
(0.39in.)

CCT
10mm

(0.39in.)
CCT

10mm
(0.39in.)

CCT

12mm
(0.47in.)

Two-Rows CCT

12mm
(0.47in.)
Two-Rows

12mm
(0.47in.)
Two-Rows

12mm
(0.47in.)

Two-Rows CCT

12mm
(0.47in.)
Two-Rows

10mm
(0.39in.)

CCT

25mm

(0.98in)

50mm

(1.97in)

20.8mm

(0.82in)

41.6mm

(1.64in)

25mm

(0.98in)

10mm

(0.39in)

20mm

(0.79in)

20.8mm

(0.82in)

41.6mm

(1.64in)

Damp

RoHS
E360099

LM-80
E516364

TM-21

25mm

(0.98in)

20mm

(0.79in)

20mm

(0.79in)

10mm

(0.39in.)

10mm

(0.39in.)

10mm

(0.39in.)

280LED/M

(85LED/ft.)

300LED/M

(91LED/ft.)

350LED/M

(106LED/ft.)

GL-24-F484

(GL-X2216XX-24-CV-280-F484)

GL-24-F482

(GL-X2216XX-24-CV-300-F482)

GL-24-FE34

(GL-X2216XX-24-CV-350-FE34)

24VDC

24VDC

24VDC

14W/M 

(4.3W/ft.)

17.4W/M 

(5.3W/ft.)

17.4W/M 

(5.3W/ft.)

1400lm/M 

(430lm/ft.)

1340lm/M 

(410lm/ft.)

1750lm/M 

(540lm/ft.)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

TM-21

5 
SDCM

Ra
≥90

Ra
≥80

Ultra-Slim High-Density Series 
FEATURE

Ultra-Slim size with 2835 LED, more appropriate for furniture lighting•

with demand of ultra-narrow and high-density performance.

50,000h long lifespan, UL/TUV-CE/RoHS approval.•

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥90 12V

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Wet

2835 LED 

7.5W/M 

(2.3W/ft.)

7.5W/M 

(2.3W/ft.)

800lm/M 

(250lm/ft.)

800lm/M 

(250lm/ft.)

L3000*W4*H1mm 

(L118*W0.16*H0.04in)

L5000*W4*H1mm 

(L197*W0.16*H0.04in)

120LED/M

(36LED/ft.)

120LED/M

(36LED/ft.)

GL-12-LJ35

(GL-X2835XX-12-CV-120-LJ35)

GL-24-LJ36

(GL-X2835XX-24-CV-120-LJ36)

LED Qty Part No.  Power Brightness
@4000k&CRI80&IP20

Dimension
@IP20Voltage

12VDC

24VDC

Width Rating

4mm

(0.16in.)

4mm

(0.16in.)

Min. Unit

25mm

(0.98in)

50mm

(1.97in)

Damp

RoHS
E360099

LM-80
E516364

2110 LED 

LED Qty Part No.  Power Brightness
@4000k&CRI90&IP20

Dimension
@IP20VoltageWidth Rating

10mm

(0.39in.)

Min. Unit

25mm

(0.98in)

20W/M 

(6.1W/ft.)

1800lm/M 

(550lm/ft.)

L5000*W10*H1.3mm 

(L197*W0.4*H0.05in)

700LED/M

(213LED/ft.)

GL-24-FG01

(GL-X2210XX-24-CV-700-FG01)
24VDC

2835 LED High-Efficacy 

6W/M 

(1.8W/ft.)

960lm/M 

(290lm/ft.)

L3000*W5*H1mm 

(L118*W0.2*H0.04in)

160LED/M

(49LED/ft.)

GL-12-LG51

(GL-X2835XX-12-CV-160-LG51)

LED Qty Part No.  Power Brightness
@4000k&CRI80&IP20

Dimension
@IP20Voltage

12VDC

Width Rating

5mm

(0.2in.)

Min. Unit

25mm

(0.98in)

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class
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HIGH-EFFICACY SERIES

Luminary Light Engine 2835

A great invention of modern lighting 

source applying everywhere.

LED LINEAR LUMINARY

LED Type
Lighting 

Area

6.95mm²
[0.011in.²]

2.62mm²
[0.004in.²]

3.93mm²
[0.006in.²]

9.18mm²
[0.014in.²]

Outer Size 

L3.5xW2.8xH0.70mm

[L0.14xW0.11xH0.03in.]

L2.2xW1.6xH0.55mm

[L0.09xW0.06xH0.02in.]

L3.5xW2.8xH1.90mm

[L0.14xW0.11xH0.07in.]

L5.0xW5.0xH1.55mm

[L0.2xW0.2xH0.06in.]

SMD 2835

SMD 2216

SMD 3528

SMD 5050

Lighting Area 

Shape 

rectangle

rectangle

circular

circular

Bottom Pad For 

Heat Dissipation 

yes

yes

no

no

Heat Dissipation 

Area 

large

general

small

small

Heat 

Conductivity 

excellent

good

general

general

Max. 

Light Efficiency 

200-250lm/W

100-120lm/W

100-150lm/W

100-150lm/W

Cost-

Performance

high

general

low

low

Power Rating 

0.06/0.1/0.2W

0.06/0.1W

0.2W

0.06/0.1/0.2/

0.5/1W

POWERFUL & EFFICIENT &COMPREHENSIVE

ADVANCED LED PERFORMANCE

HIGH-EFFICIENCY

High-efficiency design up to 210lm/W for 

energy-saving.

2�step�MacAdam ellipse 3�step�MacAdam ellipse

5�step�MacAdam ellipse 7�step�MacAdam ellipse

VARIOUS CHOICES OF BRIGHTNESS

Various choices of brightness output in from 

670lm/M [ 200 l m/ f t . ] to 7200lm/M 

[2190lm/ft.]. 

PERFECT COLOR CONSISTENCY 

Perfect color consistency with SDCM

(Standard Deviation of Color Matching) in only 3-step.

CRI>70 CRI>80

HIGH COLOUR RENDERING INDEX

High color restoration capacity with CRI (Color 

Rendering Index)≥90 and R9(Deep Red)≥50. 

CRI>90

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14

PASTEL 

COLORS

SATURATED 

COLORS

EARTH 

COLORS

CRI VALUE AVERAGE NOT INCLUDED IN CRI VALUE

MacAdam's Ellipse diagram 1-3-5-7 step SDCM diagram

HIGH-DENSITY

Multiple LED density options from 64LED/M

[19LED/ft.] to maximum 240LED/M [73LED/ft.] 

for single row layout.
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LED FLEXIBLE STRIPLED FLEXIBLE STRIP

7 LEDs / 8 LEDs in series per circuit section, available to achieve•
high light efficacy output up to 165lm/W, suitable used as a powerful

light engine of luminary lighting with ultra high lumen output.

36,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

IP65 IP67 PlusIP54 Plus

Damp
IP54 IP67 IP68

3
SDCM 5 Years

Ra
≥90

IP20

PWM 3 Years24V
5 

SDCM

Ra
≥80 12V

Ra
≥95

Dry Wet

2835 LED CRI80 Samsung

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

Min. Unit

100mm

(3.94in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

62.5mm

(2.46in)

62.5mm

(2.46in)

50mm

(1.97in)

50mm

(1.97in)

Dimension
@IP20

70LED/M

(21LED/ft.)

140LED/M

(42LED/ft.)

70LED/M

(21LED/ft.)

70LED/M

(21LED/ft.)

126LED/M

(39LED/ft.)

140LED/M

(42LED/ft.)

140LED/M

(42LED/ft.)

168LED/M

(51LED/ft.)

GL-24-F685

(GL-X2835XX-24-CV-070-F685)

GL-24-F438

(GL-X2835XX-24-CV-140-F438)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FE38

(GL-X2835XX-24-CV-070-FE38)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FE39

(GL-X2835XX-24-CV-168-FE39)

7.2W/M 

(2.2W/ft.)

9.6W/M 

(2.9W/ft.)

4.8W/M 

(1.5W/ft.)

8.5W/M 

(2.6W/ft.)

12W/M 

(3.7W/ft.)

14.4W/M 

(4.4W/ft.)

17W/M 

(5.2W/ft.)

21W/M 

(6.4W/ft.)

LED Qty Part No.  PowerVoltage

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

1010lm/M

(310lm/ft.)

1340lm/M

(410lm/ft.)

670lm/M

(200lm/ft.)

1130lm/M

(340lm/ft.)

1680lm/M

(510lm/ft.)

2020lm/M

(620lm/ft.)

2260lm/M

(690lm/ft.)

2790lm/M

(850lm/ft.)

Brightness
@4000k&CRI80&IP20

Light Efficacy

140lm/W

(Samsung LED)

140lm/W

(Samsung LED)

140lm/W

(Samsung LED)

133lm/W

(Samsung LED)

140lm/W

(Samsung LED)

140lm/W

(Samsung LED)

133lm/W

(Samsung LED)

133lm/W

(Samsung LED)

100mm

(3.94in)

100mm

(3.94in)

55.6mm

(2.19in)

RoHS
E360099

LM-80
E516364

41.7mm

(1.64in)

TM-21

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

GL-24-FE20

(GL-X2835XX-24-CV-080-FE20)

GL-24-FE20

(GL-X2835XX-24-CV-080-FE20)

GL-24-FC21

(GL-X2835XX-24-CV-128-FC21)

GL-24-FC21

(GL-X2835XX-24-CV-128-FC21)

GL-24-F642

(GL-X2835XX-24-CV-160-F642)

GL-24-F642

(GL-X2835XX-24-CV-160-F642)

80LED/M

(24LED/ft.)

80LED/M

(24LED/ft.)

128LED/M

(39LED/ft.)

128LED/M

(39LED/ft.)

160LED/M

(49LED/ft.)

160LED/M

(49LED/ft.)

165lm/W

(Samsung LED)

155lm/W

(Samsung LED)

165lm/W

(Samsung LED)

155lm/W

(Samsung LED)

165lm/W

(Samsung LED)

155lm/W

(Samsung LED)

990lm/M

(300lm/ft.)

1860lm/M

(570lm/ft.)

1580lm/M

(480lm/ft.)

2790lm/M

(850lm/ft.)

1980lm/M

(600lm/ft.)

3410lm/M

(1040lm/ft.)

6W/M 

(1.8W/ft.)

12W/M 

3.6W/ft.)

9.6W/M 

(2.9W/ft.)

18W/M 

(5.5W/ft.)

12W/M 

(3.7W/ft.)

22W/M 

(6.7W/ft.)

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

3 Years

Ra
≥90

5 
SDCM

7 LEDs in series per circuit section, available to achieve high light•
efficacy output up to 140lm/W, suitable used as a powerful light

engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

IP20

PWM 5 Years24V
3

SDCM

Ra
≥80 12V

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W20*H1mm 

(L197*W0.79*H0.04in)

L5000*W20*H1mm 

(L197*W0.79*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

Min. Unit

100mm

(3.94in)

100mm

(3.94in)

55.6mm

(2.19in)

50mm

(1.97in)

41.7mm

(1.64in)

Dimension
@IP20

70LED/M

(21LED/ft.)

70LED/M

(21LED/ft.)

126LED/M

(38LED/ft.)

140LED/M

(42LED/ft.)

168LED/M

(51LED/ft.)

280LED/M

(85LED/ft.)

280LED/M

(85LED/ft.)

420LED/M

(128LED/ft.)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FE38

(GL-X2835XX-24-CV-126-FE38)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FE39

(GL-X2835XX-24-CV-168-FE39)

GL-24-FE40

(GL-X2835XX-24-CV-280-FE40)

GL-24-FE40

(GL-X2835XX-24-CV-280-FE40)

GL-24-LC48

(GL-X2835XX-24-CV-420-LC48

4.8W/M 

(1.5W/ft.)

8.5W/M 

(2.6W/ft.)

12W/M 

(3.7W/ft.)

17W/M 

(5.2W/ft.)

21W/M 

(6.4W/ft.)

23W/M 

(7W/ft.)

31W/M 

(9.5W/ft.)

30W/M 

(9.1W/ft.)

LED Qty Part No.  PowerVoltage

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

670lm/M

(200lm/ft.)

1130lm/M

(340lm/ft.)

1680lm/M

(510lm/ft.)

2260lm/M

(690lm/ft.)

2790lm/M

(850lm/ft.)

Brightness
@4000k&CRI80&IP20

Light Efficacy

140lm/W

133lm/W

140lm/W

133lm/W

133lm/W

140lm/W

133lm/W

133lm/W

2835 LED CRI80 Plus

RoHS
E360099

LM-80
E516364

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

TM-21

3220lm/M
[980lm/ft.]
Two-Rows

4120lm/M
[1260lm/ft.]

Two-Rows
3990lm/M
[1220lm/ft.]
Three-Rows

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class
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LED FLEXIBLE STRIP LED FLEXIBLE STRIP

5 Years3 Years

5 
SDCM

3
SDCM

4 LEDs / 8 LEDs in series per circuit section, available to achieve•
high light efficacy output up to 160lm/W, suitable used as a powerful

light engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

2835 LED CRI80 Plus

Ra
≥90 PWM24V

Ra
≥80

Ra
≥95

62.5mm

(2.46in)

33.3mm

(1.31in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

Dimension
@IP20

64LED/M

(19LED/ft.)

120LED/M

(36LED/ft.)

64LED/M

(19LED/ft.)

64LED/M

(19LED/ft.)

80LED/M

(24LED/ft.)

128LED/M

(39LED/ft.)

160LED/M

(48LED/ft.)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

480LED/M

(146LED/ft.)

480LED/M

(146LED/ft.)

GL-12-LD38

(GL-X2835XX-12-CV-064-LD38)

GL-12-LD21 

(GL-X2835XX-12-CV-120-LD21)

GL-24-LD37

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD37 

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-LC21

(GL-X2835XX-24-CV-128-LC21)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

7W/M 

(2.1W/ft.)

10W/M 

(3W/ft.)

7W/M 

(2.1W/ft.)

10W/M 

(3W/ft.)

12W/M 

(3.7W/ft.)

18W/M 

(5.5W/ft.)

22W/M 

(6.7W/ft.)

25W/M 

(7.6W/ft.)

27W/M 

(8.2W/ft.)

30W/M 

(9.1W/ft.)

33W/M 

(10W/ft.)

40W/M 

(12W/ft.)

LED Qty Part No.  PowerVoltage

12VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

1090lm/M

(330lm/ft.)

1600lm/M

(490lm/ft.)

1090lm/M

[330lm/ft.]

1550lm/M

(470lm/ft.)

1860lm/M

[570lm/ft.]

2790lm/M

[850lm/ft.]

3410lm/M

[1040lm/ft.]

3880lm/M

[1180lm/ft.]

4190lm/M

[1280lm/ft.]

4650lm/M

[1420lm/ft.]

Brightness
@4000k&CRI80&IP20

Light Efficacy

155lm/W

160lm/W

155lm/W

155lm/W

155lm/W

155lm/W

155lm/W

155lm/W

155lm/W

155lm/W

160lm/W

160lm/W

Min. Unit

25mm

(0.98in)

25mm

(0.98in)

100mm

(3.94in)

62.5mm

(2.46in)

50mm

(1.97in)

50mm

(1.97in)

33.3mm

(1.31in)

33.3mm

(1.31in)

50mm

(1.97in)

50mm

(1.97in)

RoHS
E360099

LM-80
E516364

TM-21

5280lm/M
[1610lm/ft.]
Three-Rows
6400lm/M
[1950lm/ft.]
Three-Rows

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

12V
Ra

≥80
5 

SDCM 3 YearsPWM 5 Years24V
3

SDCM

Ra
≥90

Ra
≥95

4 LEDs / 8 LEDs in series per circuit section, available to achieve•
high light efficacy output up to 180lm/W, suitable used as a powerful

light engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry WetDamp

2835 LED CRI80 Plus

RoHS
E360099

LM-80
E516364

TM-21

62.5mm

(2.46in)

33.3mm

(1.31in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

Dimension
@IP20

64LED/M

(19LED/ft.)

120LED/M

(36LED/ft.)

64LED/M

(19LED/ft.)

64LED/M

(19LED/ft.)

80LED/M

(24LED/ft.)

128LED/M

(39LED/ft.)

160LED/M

(48LED/ft.)

GL-12-LD38

(GL-X2835XX-12-CV-064-LD38)

GL-12-LD21 

(GL-X2835XX-12-CV-120-LD21)

GL-24-LD37

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD37 

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-LC21

(GL-X2835XX-24-CV-128-LC21)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

7W/M 

(2.1W/ft.)

10W/M 

(3W/ft.)

7W/M 

(2.1W/ft.)

10W/M 

(3W/ft.)

12W/M 

(3.7W/ft.)

18W/M 

(5.5W/ft.)

22W/M 

(6.7W/ft.)

LED Qty Part No.  PowerVoltage

12VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

1190lm/M

(360lm/ft.)

1800lm/M

(550lm/ft.)

1190lm/M

[360lm/ft.]

1700lm/M

[520lm/ft.]

2040lm/M

[620lm/ft.]

3060lm/M

[930lm/ft.]

3740lm/M

[1140lm/ft.]

Brightness
@4000k&CRI80&IP20

Light Efficacy

170lm/W

180lm/W

170lm/W

170lm/W

170lm/W

170lm/W

170lm/W

Min. Unit

25mm

(0.98in)

25mm

(0.98in)

100mm

(3.94in)

62.5mm

(2.46in)

50mm

(1.97in)

50mm

(1.97in)

33.3mm

(1.31in)

33.3mm

(1.31in)

50mm

(1.97in)

50mm

(1.97in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

25W/M 

(7.6W/ft.)

27W/M 

(8.2W/ft.)

30W/M 

(9.1W/ft.)

33W/M 

(10W/ft.)

40W/M 

(12W/ft.)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.)

480LED/M

(146LED/ft.)

480LED/M

(146LED/ft.)

4250lm/M

[1300lm/ft.]

4590lm/M

[1400lm/ft.]

5100lm/M

[1550lm/ft.]

170lm/W

170lm/W

170lm/W

180lm/W

180lm/W

5940lm/M
[1810lm/ft.]
Three-Rows
7200lm/M
[2190lm/ft.]
Three-Rows

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

12V
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LED FLEXIBLE STRIP LED FLEXIBLE STRIP

L5000*W20*H1mm 

(L197*W0.79*H0.04in)

L5000*W20*H1mm 

(L197*W0.79*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

280LED/M

(85LED/ft.)

280LED/M

(85LED/ft.)

420LED/M

(128LED/ft.)

GL-24-FE40

(GL-X2835XX-24-CV-280-FE40)

GL-24-FE40

(GL-X2835XX-24-CV-280-FE40)

GL-24-LC48

(GL-X2835XX-24-CV-420-LC48)

27W/M 

(8.2W/ft.)

36W/M 

(11W/ft.)

33W/M 

(10.1W/ft.)

24VDC

24VDC

24VDC

119lm/W

119lm/W

119lm/W

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

Ra
≥80

5 
SDCM 3 Years

7 LEDs in series per circuit section, available to achieve high light•
efficacy output up to 119lm/W, suitable used as a powerful light

engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

PWM 5 Years24V
3

SDCM

Ra
≥90 12V

Ra
≥95

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

Dimension
@IP20

670lm/M

(200lm/ft.)

1130lm/M

(340lm/ft.)

1680lm/M

(510lm/ft.)

2260lm/M

(690lm/ft.)

2790lm/M

(850lm/ft.)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FE38

(GL-X2835XX-24-CV-126-FE38)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FE39

(GL-X2835XX-24-CV-168-FE39)

5.6W/M 

(1.7W/ft.)

10W/M 

(3W/ft.)

14W/M 

(4.3W/ft.)

20W/M 

(6.1W/ft.)

25W/M 

(7.6W/ft.)

LED Qty Part No.  PowerVoltage

24VDC

24VDC

24VDC

24VDC

24VDC

70LED/M

(21LED/ft.)

70LED/M

(21LED/ft.)

126LED/M

(38LED/ft.)

140LED/M

(42LED/ft.)

168LED/M

(51LED/ft.)

Brightness
@4000k&CRI90&IP20

Light Efficacy

119lm/W

113lm/W

119lm/W

113lm/W

113lm/W

2835 LED CRI90 Plus

Min. Unit

100mm

(3.94in)

100mm

(3.94in)

55.6mm

(2.19in)

50mm

(1.97in)

41.7mm

(1.64in)

RoHS
E360099

LM-80
E516364

TM-21

3220lm/M
[980lm/ft.]
Two-Rows

4120lm/M
[1260lm/ft.]
Two-Rows

3990lm/M
[1220lm/ft.]
Three-Rows

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

62.5mm

(2.46in)

33.3mm

(1.31in)

Ra
≥80

5 
SDCM 3 YearsPWM 5 Years24V

3
SDCM

Ra
≥90

Ra
≥95

4 LEDs / 8 LEDs in series per circuit section, available to achieve•
high light efficacy output up to 136lm/W, suitable used as a powerful

light engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

Dimension
@IP20

64LED/M

(19LED/ft.)

120LED/M

(36LED/ft.)

64LED/M

(19LED/ft.)

64LED/M

(19LED/ft.)

80LED/M

(24LED/ft.)

128LED/M

(39LED/ft.)

160LED/M

(48LED/ft.)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.

480LED/M

(146LED/ft.)

480LED/M

(146LED/ft.)

GL-12-LD38

(GL-X2835XX-12-CV-064-LD38)

GL-12-LD21

 (GL-X2835XX-12-CV-120-LD21)

GL-24-LD37

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD37

 (GL-X2835XX-24-CV-064-LD37)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-LC21

(GL-X2835XX-24-CV-128-LC21)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

8.3W/M 

(2.5W/ft.)

12W/M 

(3.7W/ft.)

8.3W/M 

(2.5W/ft.)

12W/M 

(3.7W/ft.)

14W/M 

(4.3W/ft.)

21W/M 

(6.4W/ft.)

26W/M 

(7.9W/ft.)

30W/M 

(9.1W/ft.)

32W/M 

(9.8W/ft.)

36W/M 

(11W/ft.)

39W/M 

(11.9W/ft.)

47W/M 

(14.3W/ft.)

LED Qty Part No.  PowerVoltage

12VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

1090lm/M

(330lm/ft.)

1600lm/M

(490lm/ft.)

1090lm/M

330lm/ft.( )

1550lm/M

(470lm/ft.)

1860lm/M

(570lm/ft.)

2790lm/M

(850lm/ft.)

3410lm/M

(1040lm/ft.)

3880lm/M

1180lm/ft.( )

4190lm/M

1280lm/ft.( )

4650lm/M

1420lm/ft.( )

Brightness
@4000k&CRI90&IP20

Light Efficacy

132lm/W

136lm/W

132lm/W

132lm/W

132lm/W

132lm/W

132lm/W

132lm/W

132lm/W

132lm/W

136lm/W

136lm/W

2835 LED CRI90 Plus

Min. Unit

25mm

(0.98in)

25mm

(0.98in)

100mm

(3.94in)

62.5mm

(2.46in)

50mm

(1.97in)

50mm

(1.97in)

33.3mm

(1.31in)

33.3mm

40W/M 

(12W/ft.)

46W/M 

(14W/ft.)

(1.31in)

RoHS
E360099

LM-80
E516364

TM-21

5280lm/M
[1610lm/ft.]
Three-Rows

6400lm/M
[1950lm/ft.]
Three-Rows

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

12V



2827

LED FLEXIBLE STRIP

Brightness
@4000k&CRI90&IP20

LED FLEXIBLE STRIP

Ra
≥80

5 
SDCM 3 YearsPWM 5 Years24V

3
SDCM

Ra
≥90

Ra
≥95

4 LEDs / 8 LEDs in series per circuit section, available to achieve•
high light efficacy output up to 153lm/W, suitable used as a powerful

light engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

2700K 6500K

2835 LED CRI90 Plus

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry WetDamp

RoHS
E360099

LM-80
E516364

62.5mm

(2.46in)

33.3mm

(1.31in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5300*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L3000*W10*H1mm 

(L118*W0.39*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

L5000*W25*H1mm 

(L197*W0.98*H0.04in)

Dimension
@IP20

64LED/M

(19LED/ft.)

120LED/M

(36LED/ft.)

64LED/M

(19LED/ft.)

64LED/M

(19LED/ft.)

80LED/M

(24LED/ft.)

128LED/M

(39LED/ft.)

160LED/M

(48LED/ft.)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

240LED/M

(73LED/ft.

480LED/M

(146LED/ft.)

480LED/M

(146LED/ft.)

GL-12-LD38

(GL-X2835XX-12-CV-064-LD38)

GL-12-LD21

 (GL-X2835XX-12-CV-120-LD21)

GL-24-LD37

(GL-X2835XX-24-CV-064-LD37)

GL-24-LD37

 (GL-X2835XX-24-CV-064-LD37)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-LC21

(GL-X2835XX-24-CV-128-LC21)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

GL-24-L493

(GL-X2835XX-24-CV-480-L493)

8.3W/M 

(2.5W/ft.)

12W/M 

(3.7W/ft.)

8.3W/M 

(2.5W/ft.)

12W/M 

(3.7W/ft.)

14W/M 

(4.3W/ft.)

21W/M 

(6.4W/ft.)

26W/M 

(7.9W/ft.)

30W/M 

(9.1W/ft.)

32W/M 

(9.8W/ft.)

36W/M 

(11W/ft.)

39W/M 

(11.9W/ft.)

47W/M 

(14.3W/ft.)

LED Qty Part No.  PowerVoltage

12VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

1190lm/M

(360lm/ft.)

1800lm/M

(550lm/ft.)

1190lm/M

(360lm/ft.)

1700lm/M

(520lm/ft.)

2040lm/M

620lm/ft.( )

3060lm/M

930lm/ft.( )

3740lm/M

1140lm/ft.( )

4250lm/M

1300lm/ft.( )

4590lm/M

1400lm/ft.( )

5100lm/M

1550lm/ft.( )

Brightness
@4000k&CRI90&IP20

Light Efficacy

145lm/W

153lm/W

145lm/W

145lm/W

145lm/W

145lm/W

145lm/W

145lm/W

145lm/W

145lm/W

153lm/W

153lm/W

Min. Unit

25mm

(0.98in)

25mm

(0.98in)

100mm

(3.94in)

62.5mm

(2.46in)

50mm

(1.97in)

50mm

(1.97in)

33.3mm

(1.31in)

40W/M 

(12W/ft.)

46W/M 

(14W/ft.)

33.3mm

(1.31in)

TM-21

5940lm/M
[1810lm/ft.]
Three-Rows

7200lm/M
[2190lm/ft.]
Three-Rows

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

12V

2835 LED 210lm/W CRI80 Plus

5 
SDCM

Ra
≥95

•9 LEDs in series per circuit section, available to achieve high light
efficacy output up to 210lm/W, suitable used as a powerful light
engine of luminary lighting with ultra high lumen output.

50,000h long lifespan.•

High-Efficacy Series
FEATURE

6500K2700K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

RoHS
E360099

LM-80
E516364

TM-21

Part No.  

GL-24-LM18

(GL-X2835XX-24-CV-090-LM18)

GL-24-LM19

(GL-X2835XX-24-CV-180-LM19)

Part No.  

GL-24-LM18

(GL-X2835XX-24-CV-090-LM18)

GL-24-LM19

(GL-X2835XX-24-CV-180-LM19)

Voltage    

24VDC

24VDC

Voltage    

24VDC

24VDC

Power

4.3W/M

(1.3W/ft)

8.6W/M

(2.6W/ft)

Power

4.3W/M

(1.3W/ft)

8.6W/M

(2.6W/ft)

900lm/M

(280lm/ft)

750lm/M

(230lm/ft)

210lm/W

175lm/W

1800lm/M

(550lm/ft)

1500lm/M

(460lm/ft)

210lm/W

175lm/W

Dimension
@IP20

Dimension
@IP20

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

LED Qty

90LED/M

(27LED/ft)

180LED/M

(55LED/ft)

LED Qty

90LED/M

(27LED/ft)

180LED/M

(55LED/ft)

2835 LED 175lm/W CRI90 Plus

Min. Unit

100mm

(3.94in)

50mm

(1.97in)

Min. Unit

100mm

(3.94in)

50mm

(1.97in)

Light Efficacy

Light Efficacy

Brightness
@4000K&CRI80&IP20

Brightness
@4000K&CRI90&IP20

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

B
Energy 
Efficiency
Class

B
Energy 
Efficiency
Class



3029

LED FLEXIBLE STRIP LED FLEXIBLE STRIP

Regulation (EU) No. 2019/2020 On Ecodesign &

Regulation (EU) No. 2019/2015 On Energy Labelling

NEW ErP COMPLIANT

5 
SDCM

Ra
≥95

•Premium ErP version with high energy efficiency class, which can
replace the non- ErP or low-efficacy ErP version with classical power
and LED density.

50,000h long lifespan.•

High-Efficacy Series (Classical ErP)
FEATURE

6500K2700K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

RoHS
E360099

LM-80
E516364

TM-21
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W
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Z

kW
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Z
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h/
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ER
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E
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D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

2835 LED White CRI80 Plus

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

Dimension
@IP20

70LED/M

(21LED/ft.)

140LED/M

(42LED/ft.)

140LED/M

(42LED/ft.)

80LED/M

(24LED/ft.)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

80LED/M

(24LED/ft.)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

4.8W/M 

(1.5W/ft.)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.8W/M 

(1.5W/ft.)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.8W/M 

(1.5W/ft.)

LED Qty Part No.  PowerVoltage

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

670lm/M

(200lm/ft.)

1340lm/M
(410lm/ft.)

2020lm/M

[620lm/ft.]

790lm/M

[240lm/ft.]

1580lm/M

[480lm/ft.]

2380lm/M

[730lm/ft.]

870lm/M

[270lm/ft.]

Brightness
@4000k&CRI80&IP20

Light Efficacy

140lm/W

140lm/W

140lm/W

165lm/W

165lm/W

165lm/W

180lm/W

Min. Unit

33.3mm

(1.31in)

33.3mm

(1.31in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.3W/M 

(1.3W/ft.)

8.6W/M 

(2.6W/ft.)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-LM18

(GL-X2835XX-24-CV-090-LM18)

GL-24-LM19

(GL-X2835XX-24-CV-180-LM19)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

90LED/M

(27LED/ft.)

180LED/M

(55LED/ft.)

1730lm/M

[530lm/ft.]

2600lm/M

[790lm/ft.]

900lm/M

[280lm/ft.]

180lm/W

180lm/W

210lm/W

210lm/W
1800lm/M

[550lm/ft.]

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

2835 LED CCT CRI80 Plus

Part No.  

GL-24-FE15

(GL-X2835XX-24-CV-140-FE15)

GL-24-LE63

(GL-X2835XX-24-CV-196-LE63)

Voltage    

24VDC

24VDC

Power

14.4W/M

(4.39W/ft)

20W/M

(6.1W/ft)

1780lm/M

(540lm/ft)
124lm/W

2420lm/M

(740lm/ft)
121lm/W

Dimension
@IP20

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

LED Qty

140LED/M

(42LED/ft)

196LED/M

(60LED/ft)

Min. Unit

100mm

(3.94in)

71 4mm.

(2.81in)

Light EfficacyBrightness
@4000K&CRI90&IP20

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

B
Energy 
Efficiency
Class

B
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

D
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

C
Energy 
Efficiency
Class

2835 LED White CRI90 Plus

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

100mm

(3.94in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

50mm

(1.97in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

Dimension
@IP20

70LED/M

(21LED/ft.)

140LED/M

(42LED/ft.)

140LED/M

(42LED/ft.)

80LED/M

(24LED/ft.)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

80LED/M

(24LED/ft.)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-FD36

(GL-X2835XX-24-CV-140-FD36)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-LD39

(GL-X2835XX-24-CV-080-LD39)

4.8W/M 

(1.5W/ft.)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.8W/M 

(1.5W/ft.)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.8W/M 

(1.5W/ft.)

LED Qty Part No.  PowerVoltage

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

580lm/M

(180lm/ft.)

1160lm/M
(350lm/ft.)

1730lm/M

[530lm/ft.]

670lm/M

[200lm/ft.]

1340lm/M

[410lm/ft.]

2020lm/M

[620lm/ft.]

730lm/M

[220lm/ft.]

Brightness
@4000k&CRI80&IP20

Light Efficacy

120lm/W

120lm/W

120lm/W

140lm/W

140lm/W

140lm/W

153lm/W

Min. Unit

33.3mm

(1.31in)

33.3mm

(1.31in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

L5000*W10*H1mm 

(L197*W0.39*H0.04in)

9.6W/M 

(2.93W/ft.)

14.4W/M 

(4.39W/ft.)

4.3W/M 

(1.3W/ft.)

8.6W/M 

(2.6W/ft.)

GL-24-L642

(GL-X2835XX-24-CV-160-L642)

GL-24-L643

(GL-X2835XX-24-CV-240-L643)

GL-24-LM18

(GL-X2835XX-24-CV-090-LM18)

GL-24-LM19

(GL-X2835XX-24-CV-180-LM19)

160LED/M

(48LED/ft.)

240LED/M

(73LED/ft.)

90LED/M

(27LED/ft.)

180LED/M

(55LED/ft.)

1470lm/M

[450lm/ft.]

2200lm/M

[670lm/ft.]

750lm/M

[230lm/ft.]

153lm/W

153lm/W

175lm/W

175lm/W
1500lm/M

[460lm/ft.]

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

2835 LED CCT CRI90 Plus

Part No.  

GL-24-FE15

(GL-X2835XX-24-CV-140-FE15)

GL-24-LE63

(GL-X2835XX-24-CV-196-LE63)

Voltage    

24VDC

24VDC

Power

14.4W/M

(4.39W/ft)

20W/M

(6.1W/ft)

1520lm/M

(460lm/ft)
106lm/W

2060lm/M

(630lm/ft)
103lm/W

Dimension
@IP20

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

LED Qty

140LED/M

(42LED/ft)

196LED/M

(60LED/ft)

Min. Unit

100mm

(3.94in)

71 4mm.

(2.81in)

Light EfficacyBrightness
@4000K&CRI90&IP20

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

Regulation (EU) No. 2019/2020 On Ecodesign &

Regulation (EU) No. 2019/2015 On Energy Labelling

NEW ErP COMPLIANT

5 
SDCM

Ra
≥95

•Premium ErP version with high energy efficiency class, which can
replace the non- ErP or low-efficacy ErP version with classical power
and LED density.

50,000h long lifespan.•

High-Efficacy Series (Classical ErP)
FEATURE

6500K2700K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

RoHS
E360099

LM-80
E516364

TM-21
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LED FLEXIBLE STRIP LED FLEXIBLE STRIP

LED Qty

LED Qty

Part No.  

Part No.  

GL-24-F669

(GL-X5050XX-24-CV-060-F669)

GL-24-FN31

(GL-X2835XX-24-CV-140-FN31)

Voltage    

Voltage    

24VDC

24VDC

Power   

Power   

14.4W/M

(4.39W/ft)

17.2W/M

(5.24W/ft)

Brightness
@4500K&CRI80&IP20

Brightness
@4500K&CRI80&IP20

1100lm/M

(335lm/ft)

1900lm/M

(580lm/ft)

Dimension
@IP20

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H1.5mm

(L197*W0.4*H0.06in)

60LED/M

(18LED/ft)

140LED/M

(42LED/ft)

5050 LED 2in1

2835 LED On&Of Switch

Min. Unit

100mm

(3.94in)

Min. Unit

100mm

(3.94in)

5 
SDCM

CCT - Tunable by controller getting specify and comfortable ambient.•

50,000h long lifespan.•

CCT-Tunable Series
FEATURE

Ra
≥95

2700K 6500K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

LED Qty Part No.  

GL-24-F67

(GL-X3528XX-24-CV-120-F67)

Voltage    

24VDC

Power   

18W/M

(5.49W/ft)

Brightness
@4500K&CRI80&IP20

1400lm/M

(427lm/ft)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

3528 LED 2in1

120LED/M

(36LED/ft)

Min. Unit

50mm

(1.97in)

LED Qty Part No.  

GL-24-F175

(GL-X5050XX-24-CV-060-F175)

Voltage    

24VDC

Power   

13W/M

(3.96W/ft)

Brightness
@4500K&CRI80&IP20

1000lm/M

(335lm/ft)

Dimension
@IP20

L5000*W12*H2mm

(L197*W0.48*H0.08in)

5050 LED W+W

60LED/M

(18LED/ft)

Min. Unit

100mm

(3.94in)

LED Qty

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

240LED/M

(73LED/ft)

Part No.  

GL-12-L12

(GL-X3528XX-12-CV-120-L12)

GL-24-L13

(GL-X3528XX-24-CV-120-L13)

GL-24-L93

(GL-X3528XX-24-CV-240-L93)

Voltage    

12VDC

24VDC

24VDC

Power   

14.4W/M

(4.39W/ft)

14.4W/M

(4.39W/ft)

26W/M

(7.93W/ft)

Brightness
@4500K&CRI80&IP20

1100lm/M

(335lm/ft)

1100lm/M

(335lm/ft)

2200lm/M

(671lm/ft)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W20*H2mm

(L197*W0.8*H0.08in)

3528 LED W+W

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

RoHS
E360099

LM-80
E516364

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

5 
SDCM

Ra
≥95

CCT - Tunable by controller getting specify and comfortable ambient.•

50,000h long lifespan.•

CCT-Tunable Series
FEATURE

6500K1600/1800K/2700K/3000K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

2216 LED W+W+W Pro 2700-6500K (Warm Dim 1800-3000K / Circadian Rhythm 1600-6500K)

LED Qty

384LED/M

(117LED/ft)

Part No.  

GL-24-FJ96

(GL-X2216XX-24-CV-384-FJ96)

Voltage    

24VDC

Power   

15W/M 

(4.6W/ft)

Brightness
@4500K&CRI80&IP20

Dimension
@IP20

L5000*W12*H1.2mm 

(L197*W0.47*H0.05in)

1320lm/M 

(574lm/ft)

Min. Unit

62.5mm

(2.46in)

RoHS
E360099

LM-80
E516364

TM-21

G
Energy 
Efficiency
Class

LED Qty Part No.  

GL-24-FH01

(GL-X2216XX-24-CV-252-FH01)

Voltage    

24VDC

Power/Color   

4W/M

(1.22W/ft)

Brightness/Color  
@4500K&CRI90&IP20

320lm/M

(98lm/ft)

Dimension
@IP20

L5000*W4*H1mm

(L197*W0.16*H0.04in)

252LED/M

(76LED/ft)

2216 LED W+W Ultra-Slim 2 Channels

Min. Unit

55.6mm

(2.19in) G
Energy 
Efficiency
Class

LED Qty

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

140LED/M

(42LED/ft)

196LED/M

(60LED/ft)

240LED/M

(73LED/ft)

Part No.  

GL-12-LD25

(GL-X2835XX-12-CV-120-LD25)

GL-24-F481

(GL-X2835XX-24-CV-120-F481)

GL-24-FE15

(GL-X2835XX-24-CV-140-FE15)

GL-24-LE63

(GL-X2835XX-24-CV-196-LE63)

GL-24-LN28

(GL-X2835XX-24-CV-240-LN28)

Voltage    

12VDC

24VDC

24VDC

24VDC

24VDC

Power   

14.4W/M 

(4.39W/ft)

14.4W/M 

(4.39W/ft)

14.4W/M 

(4.39W/ft)

20W/M 

(6.1W/ft)

24W/M 

(7.32W/ft)

Brightness
@4500K&CRI80&IP20

1390lm/M 

(420lm/ft)

1390lm/M 

(420lm/ft)

1620lm/M 

(490lm/ft)

2200lm/M 

(670lm/ft)

2400lm/M 

(730lm/ft)

Dimension
@IP20

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

2835 LED W+W 2700-6500K ( Warm Dim 1800-3000K / Circadian Rhythm 1600-6500K)

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

71.4mm

50mm

(2.81in)

(1.97in)

2216 LED W+W 2700-6500K (Warm Dim 1800-3000K / Circadian Rhythm 1600-6500K)

LED Qty

240LED/M

(73LED/ft)

240LED/M

(73LED/ft)

Part No.  

GL-12-FD28

(GL-X2216XX-12-CV-240-FD28)

GL-24-FD29

(GL-X2216XX-24-CV-240-FD29)

Voltage    

12VDC

24VDC

Power   

14.4W/M 

(4.39W/ft)

14.4W/M 

(4.39W/ft)

Brightness
@4500K&CRI80&IP20

Dimension
@IP20

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

1090lm/M 

(332lm/ft)

1090lm/M 

(332lm/ft)

Min. Unit

25mm

(0.98in)

50mm

(1.97in) G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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2835 LED Dim-to-Warm PWM 1800-3000K

LED Qty Part No.  Voltage    Power   Brightness
@3000K & CRI80 & IP20

Dimension
@IP20

Min. Unit

168LED/M

(51LED/ft.) 

GL-24-FG69

(GL-X2835XX-24-CC-168-FG69) 
24VDC

11W/M

(3.35W/ft.) 

L5000*W10*H1mm

(L197*W0.4*H0.04in) 

1160lm/M 

(354lm/ft.) 

83.33mm

(3.28in.) 

2216 LED Dim-to-Warm AM 1800-3000K

LED Qty

224LED/M

(68LED/ft.) 

Part No.  

GL-24-L675

(GL-X2216XX-24-CC-224-L675) 

Voltage    

24VDC

Power   

17W/M

(5.2W/ft.) 

&Brightness
@3000K & CRI90 & IP20

Dimension
@IP20

L5000*W10*H1mm

(L197*W0.4*H0.04in) 

970lm/M 

(296lm/ft.) 

Min. Unit

240LED/M

(73LED/ft.) 

GL-24-LB43

(GL-X2216XX-24-CC-240-LB43) 
24VDC

17W/M

(5.2W/ft.) 

L5000*W10*H1mm

(L197*W0.4*H0.04in) 

748lm/M 

(228lm/ft.) 

50mm

(1.97in.) 

71.43mm

(2.81in.) 

5 
SDCM

Ra
≥95

•It warms as it is dimmed from 3000K (or 2700K) to 1800K
while its brightness is dimmed from 100% to 10% synchronously
and smoothly, perfectly simulating the warmth and dimming
curve of incandescent and halogen lamp, which create a
comfortable and natural lighting performance.

CCT-Tunable Series
FEATURE

2700/3000K1800K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

RoHS
E360099

LM-80
E516364

TM-21

2216 LED Dim-to-Warm AM 1800-3000K Pro

LED Qty

384LED/M

(117LED/ft.) 

Part No.  

GL-24-FJ95

(GL-X2216XX-24-CV-384-FJ95) 

Voltage    

24VDC

Power   

17W/M

(5.2W/ft.) 

&Brightness
@3000K & CRI90 & IP20

Dimension
@IP20

L5000*W12*H1.2mm

(L197*W0.48*H0.05in) 

700lm/M 

(210lm/ft.) 

Min. Unit

62.5mm

(2.46in.) 

2835 LED Dim-to-Warm PWM 1800-3000K Pro

LED Qty

140LED/M

(42LED/ft.) 

Part No.  

GL-24-LN26

(GL-X2216XX-24-CV-140-LN26) 

Voltage    

24VDC

Power   

20&15W/M

(6.1&4.57W/ft.) 

&Brightness
@3000K & CRI80 & Ip20

Dimension
@IP20

L5000*W12*H1.2mm

(L197*W0.48*H0.05in) 

2000&1570lm/M 

(610&480lm/ft.) 

Min. Unit

100mm

(3.94in.) 

2216 LED Dim-to-Warm PWM 1800-3000K Pro

LED Qty

252LED/M

(76LED/ft.) 

Part No.  

GL-24-LN27

(GL-X2216XX-24-CV-252-LN27) 

Voltage    

24VDC

Power   

15&9.6W/M

(4.57&2.93W/ft.) 

&Brightness
@3000K & CRI90 & IP20

Dimension
@IP20

L5000*W12*H1.2mm

(L197*W0.48*H0.05in) 

1100&730lm/M 

(330&220lm/ft.) 

Min. Unit

55.6mm

(2.19in.) 

2216 LED Dim-to-Warm PWM 1800-3000K

LED Qty Part No.  Voltage    Power   &Brightness
@3000K & CRI90 & IP20

Dimension
@IP20

Min. Unit

224LED/M

(68LED/ft.) 

GL-24-FF98

(GL-X2835XX-24-CC-224-FF98) 
24VDC

9.6W/M

(2.93W/ft.) 

L5000*W12*H1mm

(L197*W0.48*H0.04in) 

900lm/M

 (275lm/ft.) 

62.5mm

(2.46in.) F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

APPLICATION

1600K-2400K

PWM 3 Years 5 Years24V
5 

SDCM

Ra
≥95

3
SDCM

Ra
≥80

Ra
≥90 12V

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

Ultra-Warm Series
FEATURE

•Relatively low blue-light and lumen output, long wavelength source,

creates warmth and natural as sunrise and sunset circadian rhythms,
takes living things back to the period of firelight or candlelight, which
had been build into our DNA.

50,000h long lifespan.•

2835 LED 

LED Qty

60LED/M
(18LED/ft.)

60LED/M
(18LED/ft.)

120LED/M
(36LED/ft.)

Part No.  

GL-12-F152

(GL-X2835XX-12-CV-060-F152)

GL-24-F156
(GL-X2835XX-24-CV-060-F156)

GL-12-L749
(GL-X2835XX-12-CV-120-L749)

Part No.  

GL-12-F152
(GL-X2835XX-12-CV-060-F152)

GL-24-F156
(GL-X2835XX-24-CV-060-F156)

Dimension
@IP20

5000*10*1mm
(197*0.4*0.04in.)

5000*10*1mm
(197*0.4*0.04in.)

Power   

12W/M 
(3.66W/ft.)

GL-12-L749
(GL-X2835XX-12-CV-120-L749)

5000*10*1mm
(197*0.4*0.04in)

14.4W/M
(4.39W/ft.)

GL-24-FD35
(GL-X2835XX-24-CV-070-FD35)

5000*10*1mm
(197*0.4*0.04in.)

12W/M 

(3.66W/ft.) 

12W/M 
(3.66W/ft.) 

GL-24-L745
(GL-X2835XX-24-CV-120-L745)

5000*10*1mm
(197*0.4*0.04in.)

14.4W/M
(4.39W/ft.)

GL-24-LD36
(GL-X2835XX-24-CV-140-LD36)

5000*10*1mm
(197*0.4*0.04in.)

14.4W/M
(4.39W/ft.)

Voltage    

12VDC

12VDC

24VDC

24VDC

24VDC

24VDC

Min. Unit

50mm

(1.97in.)

100mm
(3.94in.)

25mm
(0.98in.)

70LED/M
(21LED/ft.)

GL-24-FD35
(GL-X2835XX-24-CV-070-FD35)

25mm
(0.98in.)

140LED/M
(42LED/ft.)

GL-24-LD36
(GL-X2835XX-24-CV-140-LD36)

50mm
(1.97in.)

120LED/M
(36LED/ft.)

GL-24-L745
(GL-X2835XX-24-CV-120-L745)

50mm
(1.97in.)

RoHS
E360099

LM-80
E516364

TM-21

Brightness
@2400k&CRI80

950lm/M
(290lm/ft.)

950lm/M
(290lm/ft.)

1080lm/M
(329lm/ft.)

1110lm/M
(340lm/ft.)

1260lm/M
(380lm/ft.)

1080lm/M
(329lm/ft.)

910lm/M
(277lm/ft.)

Brightness
@2200k&CRI80

910lm/M
(277lm/ft.)

1010lm/M
(308lm/ft.)

1060lm/M
(320lm/ft.)

1180lm/M
(360lm/ft.)

1010lm/M
(308lm/ft.)

910lm/M
(277lm/ft.)

910lm/M
(277lm/ft.)

Brightness
@2000k&CRI80

1010lm/M
(308lm/ft.)

1060lm/M
(320lm/ft.)

1180lm/M
(360lm/ft.)

1010lm/M
(308lm/ft.)

720lm/M

(220lm/ft.)

Brightness
@1800k&CRI80

720lm/M
(220lm/ft.)

790lm/M
(241lm/ft.)

840lm/M
(260lm/ft.)

920lm/M
(280lm/ft.)

790lm/M
(241lm/ft.)

650lm/M

(198lm/ft.)

Brightness
@1600k&CRI80

650lm/M
(198lm/ft.)

720lm/M
(220lm/ft.)

760lm/M
(230lm/ft.)

920lm/M
(280lm/ft.)

720lm/M
(220lm/ft.)

F
Energy 
Efficiency
Class
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5 
SDCM

Ra
≥95

3
SDCM

Ra
≥80

Ra
≥90

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

7500K-10000K

PWM 3 Years 5 Years24V12V

Ultra-Cold Series adopting LED in very cold CCT, specify for the•

back-lit of signage, showcase, also for the accent lighting of jewelry.

50,000h long lifespan.•

Ultra-Cold Series
FEATURE

2835 LED

GL-12-F152

(GL-X2835XX-12-CV-060-F152)

GL-24-F156

(GL-X2835XX-24-CV-060-F156)

GL-24-FD35

(GL-X2835XX-24-CV-070-FD35)

GL-12-L749

(GL-X2835XX-12-CV-120-L749)

GL-24-L745

(GL-X2835XX-24-CV-120-L745)

GL-24-LD36

(GL-X2835XX-24-CV-140-LD36)

60LED/M

(18LED/ft.)

60LED/M

(18LED/ft.)

70LED/M

(21LED/ft.)

120LED/M

(36LED/ft.)

120LED/M

(36LED/ft.)

140LED/M

(42LED/ft.)

12W/M

(3.66W/ft.)

12W/M

(3.66W/ft.)

12W/M

(3.66W/ft.)

14.4W/M

(4.39W/ft.)

14.4W/M

(4.39W/ft.))

14.4W/M

(4.39W/ft.)

1100lm/M

(340lm/ft.)

1100lm/M

(340lm/ft.)

1280lm/M

(390lm/ft.)

1380lm/M

(420lm/ft.)

1380lm/M

(420lm/ft.)

1610lm/M

(490lm/ft.)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

12VDC

24VDC

24VDC

12VDC

24VDC

24VDC

LED Qty Part No.  Power   Brightness
@7500K&CRI80&IP20

Dimension
@IP20

Voltage    Min. Unit

50mm

(1.97in.)

100mm

(3.94in.)

100mm

(3.94in.)

25mm

(0.98in.)

50mm

(1.97in.)

50mm

(1.97in.)

1080lm/M

(330lm/ft.)

1080lm/M

(330lm/ft.)

1260lm/M

(380lm/ft.)

1260lm/M

(380lm/ft.)

1260lm/M

(380lm/ft.)

1470lm/M

(450lm/ft.)

Brightness
@10000K&CRI80&IP20

APPLICATION

RoHS
E360099

LM-80
E516364

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
ClassF

Energy 
Efficiency
Class

F
Energy 
Efficiency
ClassF

Energy 
Efficiency
Class

TLCI

TLCI (based on camera device)
CRI (based on human eyes)

IP54 IP67 IP68

3
SDCM

5 
SDCM

Ra
≥90

Ra
≥80

2400K 6500K

IP20

PWM 3 Years 5 Years24V12V
Ra

=97

IP65 IP67 PlusIP54 Plus

Dry Damp Wet

•Ra(avg. R1~R8)=97, Ra'(avg. R1~R15)=95, R9≥90, Rf(Fidelity Index)

=95, Rg(Relative Gamut Index)=100, and TLCI(Television Lighting

Consistency Index)=97.

•Ideal for decorative lighting in the residential, retail and hospitality industry.

Ideal for the light supplementary lighting in the photography industry.•
Ideal for the direct and indirect lighting of studio in the film and television industry. •

Full-Spectrum 
Series
FEATURE

2835 LED

GL-24-FG82

[GL-X2835XX-24-CV-100-FG82]

GL-24-FG85

[GL-X2835XX-24-CV-200-FG85]

196LED/M
(60LED/ft)

CCT
240LED/M
(73LED/ft)

CCT

20W/M 

(6.1W/ft)

24W/M 

(7.32W/ft)

1880lm/M 

(574lm/ft)

4030lm/sheet

1980lm/M 

(600lm/ft)

L480*W240*H1mm

( )L19*W9.5*H0.04in.

L480*W240*H1mm

(L19*W9.5*H0.04in.)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

LED Qty Part No.  Power   Brightness
@4000K&CRI97&IP20

Dimension
@IP20

Voltage    Min. Unit

20*20mm

(0.8*0.8in)

20*20mm

(0.8*0.8in)

71.42mm

(2.81in)

25mm

(0.981in)

RoHS
E360099

LM-80
E516364

TM-21

45W/sheet

90W/sheet

288LED/Sheet

288LED/Sheet

CCT
7275lm/sheet

Ra(R1~R8)

Re(R1~R15)

CQS

TLCI(Qa)

97

96

97

96

140

130

120

110

100

90

80

70

60
50 60 70 80 90 100

Rg

110

100

90

80

70

60

50
1 2 3 4 5 6 7 8 10 119 12 13 14 15 16

Rf: 95
Rg: 102

CCT: 2425K
DUV: 0.0000

u’: 0.2762
v’: 0.5325

Rf
WaveLength (nm)

S
p
e
ct

ru
m

1.2

1

0.8

0.6

0.4

0.2

0
380 430 480 530 580 630 680 730 780

Test Source Ref Source 97 96 96 97 97

93
95 94 95 97 95

93 92

90

94
92

25mm

(0.98in)

50mm

(1.97in)

50mm

(1.97in)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

140LED/M

(42LED/ft)

GL-12-L749

(GL-X2835XX-12-CV-120-L749)

GL-24-L745

(GL-X2835XX-24-CV-120-L745)

GL-24-LD36

(GL-X2835XX-24-CV-140-LD36)

1160lm/M 

(350lm/ft)

1160lm/M 

(350lm/ft)

1350lm/M 

(410lm/ft)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

14.4W/M 

(4.39W/ft)

14.4W/M 

(4.39W/ft)

14.4W/M 

(4.39W/ft)

GL-24-LE63

[GL-X2835XX-24-CV-196-LE63]

GL-24-LN28

[GL-X2835XX-24-CV-240-LN28]

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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3
SDCM

5 
SDCM

2400K 6500K

PWM 3 Years 5 Years24V12V
Ra

=97

Food Lighting Series adopting LED in specific CCT and color for•

different kinds of foods, like red meat(bacon), fresh meat(beef/pork),

bakery(bread/cake), cheese/pasta, fruit, fresh vegetable, seafood/

dairy(fresh/milk), to look more attractive.

50,000h long lifespan.•

Food Lighting Series
FEATURE

2835 LED

120LED/M

(36LED/ft.)

120LED/M

(36LED/ft.)

LED Qty

GL-24-L745

(GL-X2835XX-24-

CV-120-L745)

Part No.  

14.4W/M

(4.39W/ft.)

Power   

L5000*W10*H1mm

(L197*W0.4*H0.04in)

Dimension
@IP20

24VDC

Voltage    Min. Unit

50mm

(1.97in.)

140LED/M

(42LED/ft.)

GL-24-LD36

(GL-X2835XX-24-

CV-140-LD36)

24VDC
50mm

(1.97in.)

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

Ra
≥80

Ra
≥90

APPLICATION

RoHS
E360099

LM-80
E516364

TM-21

GL-12-L749

(GL-X2835XX-12-

CV-120-L749)

12VDC
25mm

(0.98in.)

730lm/M [230lm/ft.]

880lm/M [270lm/ft.]

970lm/M [300lm/ft.]

Brightness
@IP20&120LED/M

Brightness
@IP20&140LED/M

1030lm/M (310lm/ft.)

1130lm/M (340lm/ft.)

1190lm/M (360lm/ft.)

1190lm/M (360lm/ft.)

@red meat&1800K&CRI80

850lm/M( 260lm/ft.)

1020lm/M [310lm/ft.]

1020lm/M [310lm/ft.]

@fresh meat&3100K&CRI80

red meat fresh meat pastry cheese/pasta fruit/vegetable green vegetable seafood

@pastry&2400K&Full-Spectrum

@cheese/pasta&2700K& Full-Spectrum

@fruit/vegetable&3000K& Full-Spectrum

@green vegetable&5000K& Full-Spectrum

@seafood&7500K&CRI90

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

1250lm/M (380lm/ft.)

1380lm/M (420lm/ft.)

1070lm/M [330lm/ft.]

1180lm/M [360lm/ft.]

5 
SDCM

Ra
≥95

Built-in IC Series
FEATURE

Patent design, simple and clear appearance without other components•

except LED, easily to make linear lighting with high density layout.

•Built-in constant current IC can assure same LED working current

under fluctuant input voltage, and generate same LED brightness

even running in long length.

50,000h long lifespan.•

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

LED Qty

180LED/M

(55LED/ft.)

240LED/M

(73LED/ft.)

300LED/M

(91LED/ft.)

Part No.  

GL-24-LC40

(GL-X2835XX-24-CV-180-LC40)

GL-24-L488

(GL-X2835XX-24-CV-240-L488)

GL-24-LC41

(GL-X2835XX-24-CV-300-LC41)

Voltage    

24VDC

24VDC

24VDC

Power   

14.4W/M 

(4.39W/ft.)

19.2W/M 

(5.85W/ft.)

24W/M 

(7.32W/ft.)

Brightness
@4000k&CRI80&IP20 

1368lm/M 

(417lm/ft.)

1767lm/M 

(539lm/ft.)

2160lm/M 

(659lm/ft.)

Dimension
@IP20

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

2835 LED

Min. Unit

33.3mm

(1.31in)

25mm

(0.98in)

20mm

(0.79in)

LED Qty

238LED/M

(73LED/ft.)

Part No.  

GL-24-LE54

(GL-X2835XX-24-CV-238-LE54)

Voltage    

24VDC

Power   

16.3W/M 

(4.97W/ft.)

Brightness
@4000k&CRI80&IP20 

1712lm/M 

(522lm/ft.)

Dimension
@IP20

L5000*W10*H1mm 

(L197*W0.4*H0.04in)

2835 LED-High Efficacy

Min. Unit

29.4mm

(1.16in)

RoHS
E360099

LM-80
E516364

TM-21

12V

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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5 
SDCM

Ultra-Long Series
FEATURE

Ultra-Long Series guarantee a uniform brightness from the first to the end•

section, even running in long length.

50,000h long lifespan.•

Ra
≥95

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

RoHS
E360099

LM-80
E516364

2835 LED 15M/30M 24V High-Efficacy

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

70LED/M

(21LED/ft.)

70LED/M

(21LED/ft.)

GL-24-LH20

(GL-X2835XX-24-CC-070-LH20)

GL-24-LH20

(GL-X2835XX-24-CC-070-LH20)

L15000*W12*H1mm 

(L591*W0.48*H0.04in)

L30000*W12*H1mm 

(L1181*W0.48*H0.04in)

24VDC

24VDC

6W/M 

(1.83W/ft.)

3W/M 

(0.91W/ft.)

690lm/M 

(210lm/ft.)

360lm/M 

(110lm/ft.)

Min. Unit

100mm

(3.94in)

100mm

(3.94in)

TM-21

2835 LED 20M 24V

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20Min. Unit

60LED/M

(18LED/ft.)

60LED/M

(18LED/ft.)

120LED/M

(36LED/ft.)

GL-24-F322

(GL-X2835XX-24-CC-060-F322)

GL-24-L968

(GL-X2835XX-24-CC-060-L968)

GL-24-L969

(GL-X2835XX-24-CC-120-L969)

L20000*W10*H1mm 

(L787*W0.4*H0.04in)

L20000*W10*H1mm 

(L787*W0.4*H0.04in)

L20000*W10*H1mm 

(L787*W0.4*H0.04in)

24VDC

24VDC

24VDC

2.4W/M 

(0.73W/ft.)

8W/M 

(2.44W/ft.)

11W/M 

(3.35W/ft.)

270lm/M 

(82lm/ft.)

600lm/M 

(183lm/ft.)

770lm/M 

(235lm/ft.)

100mm

(3.94in)

83.8mm

(3.28in)

41.7mm

(1.64in)

2835 LED 25M 24V

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

60LED/M

(18LED/ft.)

GL-24-F350

(GL-X2835XX-24-CC-060-F350)
24VDC

2.4W/M 

(0.73W/ft.)

270lm/M 

(82lm/ft.)

L25000*W10*H1mm 

(L984*W0.4*H0.04in)

Min. Unit

100mm

(3.94in)

Min. Unit

83.8mm

(3.28in)

LED Qty

60LED/M

(18LED/ft.)

Part No.  

GL-24-L968

(GL-X2835XX-24-CC-060-L968)

Voltage    

24VDC

Power   

5W/M 

(1.52W/ft.)

Brightness
@4000k&CRI80&IP20 

390lm/M 

(119lm/ft.)

Dimension
@IP20

L30000*W10*H1mm 

(L1181*W0.4*H0.04in)

2835 LED 30M 24V

41.7mm

(1.64in.) 

120LED/M

(36LED/ft.) 

GL-24-L969

(GL-X2835-24-CC-120-L969) 
24VDC

7.5W/M 

(2.3W/ft.)

550lm/M 

(170lm/ft.)

L30000*W10*H1mm 

(L1181*W0.4*H0.04in)

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

12V

2835 LED 15/30M 36V

Min. Unit

83.8mm

(3.28in)

LED Qty

120LED/M

(36LED/ft.)

Part No.  

GL-36-L971

(GL-X2835XX-36-CV-120-L971)

Voltage    

36VDC

Power   

12W/M 

(3.66W/ft.)

Brightness
@4000k&CRI80&IP20 

1090lm/M 

(332lm/ft.)

Dimension
@IP20

L15000*W10*H1mm 

(L591*W0.4*H0.04in)

166.7mm

(6.56in)
36VDC

6W/M 
(1.83W/ft.)

560lm/M 

(171lm/ft.)

60LED/M

(18LED/ft.)

GL-36-L970

(GL-X2835XX-36-CV-060-L970)

L30000*W10*H1mm 

(L1181*W0.4*H0.04in)

2835 LED 10M/15M/25M 24V High-Efficacy & High-Density

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

126LED/M

(38LED/ft.)

126LED/M

(38LED/ft.)

126LED/M

(38LED/ft.)

GL-24-LD97

(GL-X2835XX-24-CC-126-LD97)

GL-24-LD97

(GL-X2835XX-24-CC-126-LD97)

GL-24-LD97

(GL-X2835XX-24-CC-126-LD97)

L10000*W10*H1mm

(394*0.39*0.04in.)

L15000*W10*H1mm

(591*0.39*0.4in.)

L25000*W10*H1mm

(984*0.39*0.4in.)

24VDC

24VDC

24VDC

15W/M 

(4.6W/ft.)

8W/M 

(2.4W/ft.)

4.5W/M 

(1.4W/ft.)

1810lm/M 

(550lm/ft.)

1020lm/M 

(310lm/ft.)

550lm/M 

(170lm/ft.)

Min. Unit

55.6mm

(2.2in)

55.6mm

(2.2in)

55.6mm
(2.2in)

Ultra-Long Series
FEATURE

Ultra-Long Series guarantee a uniform brightness from the first to the end•

section, even running in long length.

50,000h long lifespan.•

5 
SDCM

Ra
≥95

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

RoHS
E360099

LM-80
E516364

TM-21

12V

2535 LED 10M 24V CCT

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

168LED/M

(51LED/ft.)

GL-24-L J94

(GL-X2835XX-24-CC-168-L J94)

L10000*W10*H1.6mm 

(L394*W0.4*H0.06in)
24VDC

12.5W/M 

(3.8W/ft.)

1250lm/M 

(380lm/ft.)

Min. Unit

71.4mm

(2.81in)

2835 LED 20M/30M/50M/100M 54V

Min. Unit

250mm

(9.84in)

250mm

(9.84in)

250mm

(9.84in)

250mm

(9.84in)

LED Qty

128LED/M
(39LED/ft.)

128LED/M
(39LED/ft.)

128LED/M
(39LED/ft.)

128LED/M

(39LED/ft.)

Part No.  

NS-108

(GL-H2835XX-54-CV-128-389L)

NS-108
(GL-H2835XX-54-CV-128-389L)

NS-108
(GL-H2835XX-54-CV-128-389L)

NS-108
(GL-H2835XX-54-CV-128-389L)

Voltage    

54VDC

54VDC

54VDC

54VDC

Power   

15W/M 
(4.57W/ft.)

10W/M 
(3.05W/ft.)

5.5W/M 
(1.68W/ft.)

3W/M 
(0.91W/ft.)

Brightness
@4000k&CRI80&IP67 

1900lm/M 
(580lm/ft.)

1300lm/M 
(400lm/ft.)

750lm/M 

(230lm/ft.)

400lm/M 
(120lm/ft.)

Dimension
@IP67

L20000*W16.5*H7mm 

(L787*W0.65*H0.28in)

L30000*W16.5*H7mm 

(L1181*W0.65*H0.28in)

L50000*W16.5*H7mm 

(L1969*W0.65*H0.28in)

L100000*W16.5*H7mm 

(L3937*W0.65*H0.28in)

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class
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2835 LED 20M/30M/50M High-Density  48V 

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

130LED/M

(39LED/ft.)

130LED/M

(39LED/ft.)

130LED/M

(39LED/ft.)

GL-48-LN21

(GL-X2835XX-48-CV-130-LN21)

GL-48-LN21

(GL-X2835XX-48-CV-130-LN21)

GL-48-LN21

(GL-X2835XX-48-CV-130-LN21)

L20000*W12*H1mm

(787*0.48*0.04in.)

L30000*W12*H1mm

(1181*0.48*0.04in.)

L50000*W12*H1mm

(1969*0.48*0.04in.)

48VDC

48VDC

48VDC

14.4W/M 

(4.39W/ft.)

9.6W/M 

(2.93W/ft.)

4.8W/M 

(1.46W/ft.)

1610lm/M 

(490lm/ft.)

1130lm/M 

(340lm/ft.)

600lm/M 

(180lm/ft.)

Min. Unit

100mm
(3.94in)

100mm
(3.94in)

100mm
(3.94in)

2835 LED 15M/25M/40M High-Density 48V CCT 

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

208LED/M

(63LED/ft.)

208LED/M

(63LED/ft.)

208LED/M

(63LED/ft.)

GL-48-LN22

(GL-X2835XX-48-CV-208-LN22)

GL-48-LN22

(GL-X2835XX-48-CV-208-LN22)

GL-48-LN22

(GL-X2835XX-48-CV-208-LN22)

L15000*W12*H1mm

(591*0.48*0.04in.)

L25000*W12*H1mm

(984*0.48*0.04in.)

L50000*W12*H1mm

(1969*0.48*0.04in.)

48VDC

48VDC

48VDC

14.4W/M 

(4.39W/ft.)

9.6W/M 

(2.93W/ft.)

4.8W/M 

(1.46W/ft.)

1630lm/M 

(500lm/ft.)

1160lm/M 

(350lm/ft.)

560lm/M 

(170lm/ft.)

Min. Unit

125mm

(4.92in)

125mm

(4.92in)

125mm
(4.92in)

Ultra-Long Series
FEATURE

Ultra-Long Series guarantee a uniform brightness from the first to the end•

section, even running in long length.

50,000h long lifespan.•

2700K 6500K

IP20

5 
SDCM

Ra
≥95 PWM 3 Years 5 Years24V

3
SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

RoHS
E360099

LM-80
E516364

TM-21

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

70LED/M
(21LED/ft.) 

GL-48-LF96
(GL-X2835XX-48-CV-070-LF96) 

48VDC
2W/M

(0.61W/ft.) 
240lm/M
73lm/ft.( ) 

L100000*W12*H1mm

(L3937*W0.48*H0.04in) 

Min. Unit

200mm

(7.88in.) 

2835 LED 100M 48V

2835 LED 40M/50M/60M 48V

LED Qty Part No.  Voltage    Power   Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

84LED/M

(26LED/ft.)

GL-48-LD23

(GL-X2835XX-48-CV-084-LD23)
48VDC

8W/M 

(2.44W/ft.)

920lm/M 

(280lm/ft.)

L40000*W12*H1mm 

(L1575*W0.48*H0.04in)

Min. Unit

166.7mm

(6.56in)
84LED/M

(26LED/ft.)

GL-48-LD23

(GL-X2835XX-48-CV-084-LD23)
48VDC

5.6W/M 

(1.7W/ft.)

580lm/M 

(177lm/ft.)

L50000*W12*H1mm 

(L1969*W0.48*H0.04in)

166.7mm

(6.56in)

84LED/M

(26LED/ft.)

GL-48-LD23

(GL-X2835XX-48-CV-084-LD23)
48VDC

3.7W/M 

(1.13W/ft.)

520lm/M 

(159lm/ft.)

L60000*W12*H1mm 

(L2362*W0.48*H0.04in)

166.7mm

(6.56in)

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

Ultra-Long Series
FEATURE

Ultra-Long Series guarantee a uniform brightness from the first to the end•

section, even running in long length.

50,000h long lifespan.•

5 
SDCM

Ra
≥95 PWM 3 Years 5 Years24V

3
SDCM

Ra
≥80

Ra
≥90 12V

IP20 IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

RoHS
E360099

LM-80
E516364

TM-21

5050 LED 15M 24V RGB

LED Qty Part No.  Voltage    Power   Brightness
@IP20 

Dimension
@IP20

60LED/M

(18LED/ft.)

GL-24-L J27

(GL-X5050XX-24-CC-060-L J27)

L15000*W10*H2mm 

(L590*W0.4*H0.08in)
24VDC

8W/M 

(2.44W/ft.)

300lm/M 

(91lm/ft.)

Min. Unit

100mm

(3.94in)

5050 LED 15M 24V RGBW

LED Qty Part No.  Voltage    Power   Brightness
@3000k&CRI80&IP20 

Dimension
@IP20

60LED/M

(18LED/ft.)

GL-24-LJ25

(GL-X5050XX-24-CC-060-LJ25)

L15000*W12*H2mm 
(L590*W0.48*H0.08in)24VDC

11.5W/M 

(3.5W/ft.)

600lm/M 

(183lm/ft.)

Min. Unit

100mm

(3.94in)

5050 LED 15M/25M 48V RGB 

5050 LED 10M/20M 48V RGBW 

5050 LED 10M/15M/20M 48V RGBWW 

LED Qty

LED Qty

LED Qty

Part No.  

Part No.  

Part No.  

Voltage    

Voltage    

Voltage    

Power   

Power   

Power   

Brightness
@4000k&CRI80&IP20 

Brightness
@4000k&CRI80&IP20 

Brightness
@4000k&CRI80&IP20 

Dimension
@IP20

Dimension
@IP20

Dimension
@IP20

78LED/M

(23LED/ft.)

78LED/M

(23LED/ft.)

78LED/M

(23LED/ft.)

78LED/M

(23LED/ft.)

130LED/M

(39LED/ft.)

78LED/M

(23LED/ft.)

78LED/M

(23LED/ft.)

GL-48-LN23

(GL-X5050XX-48-CV-078-LN23)

GL-48-LN23

(GL-X5050XX-48-CV-078-LN23)

GL-48-LN24

(GL-X5050XX-48-CV-078-LN24)

GL-48-LN24

(GL-X5050XX-48-CV-078-LN24)

GL-48-LN25

(GL-X5050XX-48-CV-130-LN25)

GL-48-LN25

(GL-X5050XX-48-CV-078-LN25)

GL-48-LN25

(GL-X5050XX-48-CV-078-LN25)

L15000*W14*H2mm

(591*0.55*0.08in.)

L25000*W14*H2mm

(984*0.55*0.08in.)

L10000*W14*H2mm

(394*0.55*0.08in.)

L20000*W14*H2mm

(787*0.55*0.08in.)

L10000*W14*H2mm

(394*0.55*0.08in.)

L15000*W14*H2mm

(591*0.55*0.08in.)

L20000*W14*H2mm

(787*0.55*0.08in.)

48VDC

48VDC

48VDC

48VDC

48VDC

48VDC

48VDC

15.6W/M 

(4.76W/ft.)

10W/M 

(3.05W/ft.)

21W/M 

(6.4W/ft.)

14W/M 

(4.27W/ft.)

16W/M 

(4.88W/ft.)

10.5W/M 

(3.2W/ft.)

8.64W/M 

(2.63W/ft.)

615lm/M 

(188lm/ft.)

400lm/M 

(123lm/ft.)

1180lm/M 

(358lm/ft.)

795lm/M 

(243lm/ft.)

1454lm/M 

(444lm/ft.)

829lm/M 

(253lm/ft.)

634lm/M 

(194lm/ft.)

Min. Unit

Min. Unit

Min. Unit

166.7mm

166.7mm

500mm

(6.56in)

(6.56in)

(19.7in)

166.7mm

166.7mm

(6.56in)

(6.56in)

500mm
(19.7in)

500mm
(19.7in)

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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5 
SDCM

Short-Unit Cuttable Series
FEATURE

Ra
≥95

2700K 6500K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

5050 LED

LED Qty

60LED/M

(18LED/ft)

Part No.  

GL-12-F635

(GL-X5050XX-12-CV-060-F635)

Voltage    

12VDC

Power   

12.6W/M

(3.84W/ft)

Brightness
@4000k&CRI80&IP20 

1100lm/M

(335lm/ft)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

2835 LED

Dimension
@IP20

LED Qty

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

60LED/M

60LED/M

(18LED/ft)

(18LED/ft)

60LED/M

60LED/M

(18LED/ft)

(18LED/ft)

Part No.  

GL-5-F634

(GL-X2835XX-05-CV-060-F634)

GL-24-F636

(GL-X2835XX-24-CV-120-F636)

GL-24-F638

(GL-X2835XX-24-CV-120-F638)

GL-24-F639

(GL-X2835XX-24-CV-120-F639)

GL-24-F640

(GL-X2835XX-24-CV-120-F640)

GL-24-L641

(GL-X2835XX-24-CV-120-F641)

GL-12-FE56

GL-12-FE58

(GL-X2835XX-12-CV-60- )FE56

(GL-X2835XX-12-CV-60-FE58)

GL-24-FE57

GL-24-FE59

(GL-X2835XX-24-CV-60-FE57)

(GL-X2835XX-24-CV-60-FE59)

L2000*W8*H1mm

(L79*W0.32*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W8*H1mm

(L197*W0.32*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W8*H1mm

(L197*W0.32*H0.04in)

L5000*W8*H1mm

(L197*W0.32*H0.04in)

L5000*W8*H1mm

(L197*W0.32*H0.04in)

L5000*W8*H1mm

(L197*W0.32*H0.04in)

Voltage    

5VDC

12VDC

24VDC

12VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

Power   

4W/M

(1.22W/ft)

14W/M

(4.27W/ft)

14W/M

(4.27W/ft)

9.6W/M

(2.93W/ft)

14W/M

(4.27W/ft)

14W/M

(4.27W/ft)

9.6W/M

(2.93W/ft)

9.6W/M

(2.93W/ft)

9.6W/M

(2.93W/ft)

9.6W/M

(2.93W/ft)

Brightness
@4000K&CRI80&IP20

250lm/M

(76lm/ft)

1400lm/M

(427lm/ft)

1400lm/M

(427lm/ft)

1000lm/M

(305lm/ft)

1400lm/M

(427lm/ft)

1400lm/M

(427lm/ft)

1000lm/M

(305lm/ft)

1000lm/M

(305lm/ft)

1000lm/M

(305lm/ft)

1000lm/M

(305lm/ft)

Min. Unit 

Min. Unit 

16.7mm[0.66in]

1 LED/Unit

16.7mm[0.66in]

1 LED/Unit

16.7mm[0.66in]

1 LED/Unit

16.7mm[0.66in]

1 LED/Unit

16.7mm[0.66in]

CCT 1 LED/Unit

8.33mm[0.33in]

1 LED/Unit

8.33mm[0.33in]

CCT 1 LED/Unit

16.7mm[0.66in]

2 LED/Unit

16.7mm[0.33in]

2 LED/Unit

16.7mm[0.66in]

CCT 2 LED/Unit

16.7mm[0.66in]

CCT 1 LED/Unit

RoHS
E360099

LM-80
E516364

TM-21

Short-Unit Cuttable Series in single LED cuttable is a perfect solution•

avoiding dark area on the edge for fixture assembly together with

aluminum channel.

50,000h long lifespan.•

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

5 
SDCM

Short-Unit Cuttable Series in single LED cuttable is a perfect solution•

avoiding dark area on the edge for fixture assembly together with

aluminum channel.

50,000h long lifespan.•

Short-Unit Cuttable Series
FEATURE

Ra
≥95

2700K 6500K

PWM 3 Years 5 Years

IP67 PlusIP54 Plus

Dry Damp Wet
IP20

24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP54 IP65 IP67 IP68

16.7mm[0.66in]

1 LED/Unit

Min. Unit 

8.33mm[0.33in]

1 LED/Unit

2835 LED Ultra-Slim

LED Qty

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

Part No.  

GL-12-FH79

(GL-X2835XX-12-CV-060-FH79)

GL-12-FG93

(GL-X2835XX-12-CV-120-FG93)

Voltage    

12VDC

12VDC

Power   

9.6W/M

(2.93W/ft)

9.6W/M

(2.93W/ft)

Brightness
@4000k&CRI80&IP20 

1030lm/M

(310lm/ft)

1060lm/M

(320lm/ft)

Dimension
@IP20

L3000*W5*H1mm

(L118*W0.2*H0.04in)

L3000*W5*H1mm

(L118*W0.2*H0.04in)

RoHS
E360099

LM-80
E516364

TM-21

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class
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3
SDCM

Ra
≥95

Multi-View available, more appropriate for special case and•

application requiring wide beam angle lighting.

50,000h long lifespan.•

Multi-View Series
FEATURE

2700K 6500K

IP20

PWM 3 Years 5 Years24V
5 

SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Damp Wet
IP54 IP67 IP68

3014 LED Side/Top-Side View

LED Qty Part No.  Voltage    Power   Brightness
@4000K&CRI80&IP20

Dimension
@IP20

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

GL-12-L795

(GL-X3014XX-12-CV-120-L795)

GL-24-F408

(GL-X3014XX-24-CV-120-F408)

7.2W/M

(2.2W/ft)

7.2W/M

(2.2W/ft)

600lm/M

(180lm/ft)

600lm/M

(180lm/ft)

L5000*W5*H1.5mm

(L197*W0.2*H0.06in)

L5000*W5*H1.5mm

(L197*W0.2*H0.06in)

12VDC

24VDC

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

GL-12-F453

(GL-X3014XX-12-CV-060-F453)

GL-24-FB20

(GL-X3014XX-24-CV-060-FB20)

4.8W/M

(1.46W/ft)

4.8W/M

(1.46W/ft)

400lm/M

(120lm/ft)

400lm/M

(120lm/ft)

L5000*W5*H1.5mm

(L197*W0.2*H0.06in)

L5000*W5*H1.5mm

(L197*W0.2*H0.06in)

12VDC

24VDC

240LED/M
(73LED/ft)

GL-24-FB03
(GL-X3014XX-24-CV-240-FB03)

12W/M
(3.66W/ft)

1200lm/M
(366lm/ft)

L5000*W8*H1.5mm
(L197*W0.32*H0.06in)

24VDC

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

25mm

(0.98in)

3014 LED Side-Side View

LED Qty

240LED/M

(73LED/ft)

240LED/M

(73LED/ft)

Part No.  

GL-24-FB03

(GL-X3014XX-24-CV-240-FB03)

GL-24-FB04

(GL-X3014XX-24-CV-240-FB04)

Voltage    Power   

12W/M

(3.66W/ft)

19.2W/M

(5.85W/ft)

Brightness
@4000K&CRI80&IP20

1200lm/M

(366lm/ft)

1800lm/M

(549lm/ft)

Dimension
@IP20

L5000*W8*H1.5mm

(L197*W0.32*H0.06in)

L5000*W15*H1.5mm

(L197*W0.6*H0.06in)

24VDC

24VDC

Min. Unit

25mm

(0.98in)

25mm

(0.98in)

LED Qty

180LED/M

(55LED/ft)

Part No.  

GL-24-FB05

(GL-X3014XX-24-CV-180-FB05)

Voltage    Power   

14.4W/M

(4.39W/ft)

Brightness
@4000K&CRI80&IP20

1350lm/M

(412lm/ft)

Dimension
@IP20

L5000*W10*H1.5mm

(L197*W0.4*H0.06in)

3014 LED Side-Top-Side View

24VDC

Min. Unit

100mm

(3.94in)

RoHS
E360099

LM-80
E516364

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class

3
SDCM

Ra
≥95

Multi-View available, more appropriate for special case and•

application requiring wide beam angle lighting.

50,000h long lifespan.•

Multi-View Series
FEATURE

2700K 6500K

IP20

PWM 3 Years 5 Years24V
5 

SDCM

Ra
≥80

Ra
≥90 12V

IP65
Dry Wet

IP54 IP67 IP68 IP67 PlusIP54 Plus

Damp

4020 LED Side-View High-Efficacy

LED Qty

140LED/M

(43LED/ft)

Part No.  

GL-24-FE62

(GL-X4020XX-24-CV-140-FE62)

Voltage    Power   

14.4W/M

(4.39W/ft)

Brightness
@4000K&CRI80&IP20

1838lm/M

(560lm/ft)

Dimension
@IP20

L5000*W8*H2.3mm

(L197*W0.32*H0.09in)
24VDC

Min. Unit

50mm

(1.97in)

4020 LED Side-View High-Efficacy Free-Cutting

LED Qty

120LED/M

(36LED/ft)

Part No.  

GL-12-LH72

(GL-X4020XX-12-CV-120-LH72)

Voltage    Power   

9.6W/M

(2.93W/ft)

Brightness
@4000K&CRI80&IP20

1100lm/M

(340lm/ft)

Dimension
@IP20

L5000*W8*H2.3mm

(L197*W0.32*H0.09in)
12VDC

Min. Unit

8.33mm

(0.331in)

RoHS
E360099

LM-80
E516364

TM-21

LED Qty

60LED/M

(18LED/ft)

Part No.  

GL-24-FG44

(GL-X6060XX-24-CV-60-FG44)

Voltage    Power   

14.4W/M

(4.39W/ft)

Brightness
@4000K&CRI80&IP20

1150lm/M

(350lm/ft)

Dimension
@IP20

L5000*W10*H3.5mm

(L197*W0.4*H0.14in)

6060 LED 160°View Angle

24VDC

Min. Unit

33.33mm

(1.31in)

6



47 48

Sign exclusive, 

highlight your brand

concept. 

SIGN BACKLIGHT SERIES

For curvy, space-sensitive backlighting solutions requiring the thinnest of lighting solutions. 

Light sheet is great for backlighting projects where a lighting solution that is both thin and bendable 

may be needed to fit into soft, curving surfaces and spaces.

Applied as the backlight for showcase, shelf, billboard, signage with features of small size and  thin width.

2 step MacAdam ellipse 3 step MacAdam ellipse

5 step MacAdam ellipse 7 step MacAdam ellipse

PERFECT COLOR 
CONSISTENCY

Perfect color consistency with SDCM

(Standard Deviation of Color Matching) 

in only 3-step.

MacAdam's Ellipse diagram 1-3-5-7 step SDCM diagram

FLEXIBLE BEND & MULTIPLE SOLUTIONS

MODULE-BEND

Alternative solution, smart design, can be 

the replacement of S-Bend.

S-BEND

Flexible bend at any position and to be 
any shape.

MULTIPLE COLORS

Colorful choices in white/Red/Green/Blue/

Yellow/Pink/Amber/RGB/RGBW.

White

RGBW

LIGHT SHEET

RGB



Flexible cut per single LED to desired 

shape, following any solid line in the 

direction of horizontal, vertical or 45-

degree t i l ted,  and apply as the 

backlight of customized brand sign.

LIGHT SHEET

Convenient to achieve split joint and power 

fed, through the on-board connector or 

soldering processing (4-directional solder pads 

designed on each unit for both square and 

diamond shape), and apply as the backlight of 

advertising board.

3M tape on backside is a standard configuration for 

installation and fixing applying on any flat or 

curved mounting surface, staple gun or nails 

can also be applied for further secure, since the 

inside open circles are none electricity area where 

can be stapled through.

Cross-shaped run Straight run

Cross-shaped run Straight run

“ ”L shaped run “S”shaped run Donut-shaped run

“L”shaped run “S”shaped run Donut-shaped run

FOR EXAMPLES
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LED FLEXIBLE STRIP

6

Damp
IP54

Sign Backlight Series in S, Module and sheet appearance, allows 

  flexible angle bending for backlight apply such as advertising 

  word, signboard light box or abnormity mount scene.

50,000h long lifespan, UL/CE/RoHS approval.

•

•

Sign Backlight Series
FEATURE

Ra
≥95

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Wet
IP67 IP68

RGB: RGB/RGBW

2835 LED S-Bend

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

Part No. 

GL-12-5257

(GL-X2835XX-12-CV-060-5257)

GL-24-7609

(GL-X2835XX-24-CV-060-7609)

Voltage   Power  

4.8W/M

(1.46W/ft)

7.2W/M

(2.2W/ft)

Brightness
@4000K&CRI80&IP20

420lm/M

(128lm/ft)

600lm/M

(183lm/ft)

Dimension
@IP20

L5000*W6*H1mm

(L197*W0.24*H0.04in)

L5000*W6*H1mm

(L197*W0.24*H0.04in)

12VDC

24VDC

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

2835 LED Module-Bend

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

Part No. 

GL-12-FE75

(GL-X2835XX-12-CV-060-FE75)

GL-24-FE76

(GL-X2835XX-24-CV-060-FE76)

Voltage   Power  

7.2W/M

(2.2W/ft)

7.2W/M

(2.2W/ft)

Brightness
@4000K&CRI80&IP20

643lm/M

(196lm/ft)

643lm/M

(196lm/ft)

Dimension
@IP20

L5000*W8*H1mm 

L5000*W8*H1mm 

(L197*W0.32*H0.04in)

(L197*W0.32*H0.04in)

12VDC

24VDC

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

5050 LED Module-Bend RGB

LED Qty

60LED/M

(18LED/ft)

Part No. 

GL-24-FE77

(GL-X5050XX-24-CV-060-FE77)

Voltage   Power  

12W/M 

(3.66W/ft.)

Brightness
@IP20

435lm/M 

(133lm/ft.)

Dimension
@IP20

L5000*W12*H2mm 

(L197*W0.48*H0.08in)
24VDC

Min. Unit

100mm

(3.94in)

5050 LED Module-Bend RGBW/RGBA

LED Qty Part No. Voltage   Power  Brightness
@IP20

Dimension
@IP20Min. Unit

60LED/M

(18LED/ft)

100mm

(3.94in)

GL-24-FE78

(GL-X5050XX-24-CV-048-FE78)

12.6W/M 

(3.84W/ft.)

420lm/M 

(128lm/ft.)

L5000*W12*H2mm 

(L197*W0.48*H0.08in)
24VDC

LED Qty Part No. Voltage   Power  Brightness
@4000k&CRI80&IP20

Dimension
@IP20Min. Unit

28LED/M

48LED/M

(8LED/ft)

(14LED/ft)

71.43mm

41.67mm

(2.81in)

(1.64in)

GL-24-FG46

(GL-X6060XX-24-CV-028-FG46)

GL-24-FG45

(GL-X6060XX-24-CV-048-FG45)

7.2W/M 

(2.2W/ft.)

7.2W/M 

(2.2W/ft.)

610lm/M 

(186lm/ft.)

610lm/M 

(186lm/ft.)

L5000*W10*H3.5mm 

(L197*W0.4*H0.14in)

L5000*W10*H3.5mm 

(L197*W0.4*H0.14in)

24VDC

24VDC

6060 LED Module-Bend 160°Beam Angle

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class
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LED FLEXIBLE STRIP

5 
SDCM

Sign Backlight Series in S, Module and sheet appearance, allows 

  flexible angle bending for backlight apply such as advertising 

  word, signboard light box or abnormity mount scene.

50,000h long lifespan.

•

•

Sign Backlight 
Series
FEATURE

Ra
≥95

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Wet
IP67 IP68

Damp
IP54

2835 LED Light Sheet - White

LED Qty

288LED/Sheet

Part No. 

GL-24-FG82

(GL-X2835XX-24-CV-100-FG82)

Voltage   Power  

45W 

Brightness
@4000K&CRI80&IP20

5060lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

60*40mm

(2.4*1.6in.)

2835 LED Light Sheet - White High-Efficacy

LED Qty

252LED/Sheet

Part No. 

GL-24-FP20

(GL-X2835XX-24-CV-044-FP20)

Voltage   Power  

10W/20W 

30W/45W 

Brightness
@4000K&CRI80&IP20

1400lm/

4050lm/5940lm

2720lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

60*40mm

(2.4*1.6in.)

Note: Red/Green/Blue/Yellow/Amber/Pink color are also available.

2835 LED Light Sheet - CCT

LED Qty

576LED/Sheet

Part No. 

GL-24-FG85

(GL-X2835XX-24-CV-200-FG85)

Voltage   Power  

 90W 

Brightness
@4000K&CRI80&IP20

8550lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

60*40mm

(2.4*1.6in.)

2835 LED Light Sheet - CCT High-Efficacy

LED Qty

504LED/Sheet

Part No. 

GL-24-FP21

(GL-X2835XX-24-CV-088-FP21)

Voltage   Power  

20W/40W 

60W/90W 

Brightness
@4000K&CRI80&IP20

2600lm/5080lm

7380lm/10890lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

60*40mm

(2.4*1.6in.)

2835 LED Light Sheet - White 1 LED Cuttable

RoHS
E360099

LM-80
E516364

TM-21

2835 LED Light Sheet - CCT 2 LED Cuttable

LED Qty

400LED/Sheet

Part No. 

GL-24-FG81

(GL-X2835XX-24-CV-084-FG81)

Voltage   Power  

20W/40W/ 

60W/90W 

Brightness
@4000K&CRI80&IP20

2330lm/4500lm/ 

6600lm/9450lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

24*24mm

(0.9*0.9in) F
Energy 
Efficiency
Class

LED Qty

288LED/Sheet

Part No. 

GL-24-FE71/FG80

(GL-X2835XX-24-CV-050-FE71/FG80)

Voltage   Power  

10W/20W/ 

30W/45W 

Brightness
@4000K&CRI80&IP20

1190lm/2230lm/ 

3450lm/5060lm

Dimension
@IP20

L480*W240*H1mm 

(L19*W9.5*H0.04in)
24VDC

Min. Unit

20*20mm

(0.8*0.8in) E
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

5050 LED Light Sheet-RGB

LED Qty

288LED/Sheet

Part No. 

GL-24-FG83

(GL-X5050XX-24-CV-100-FG83)

Voltage   Power  

60W 

Brightness
@IP20

2550lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

120*40mm

(4.8*1.6in.)

5 
SDCM

Sign Backlight Series in S, Module and sheet appearance, allows 

  flexible angle bending for backlight apply such as advertising 

  word, signboard light box or abnormity mount scene.

50,000h long lifespan.

•

•

Sign Backlight Series
FEATURE

Ra
≥95

2700K 6500K

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Wet
IP67 IP68

Damp
IP54

5050 LED Light Sheet-RGBW

LED Qty

288LED/Sheet

Part No. 

GL-24-FG84

(GL-X5050XX-24-CV-100-FG84)

Voltage   Power  

80W 

Brightness
@IP20

4250lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

120*40mm

(4.8*1.6in.)

5050+2835 LED Light Sheet-RGB+W+W

LED Qty

864LED/Sheet

Part No. 

GL-24-FG47

(GL-X2835XX-24-CV-300-FG47)

Voltage   Power  

80W 

Brightness
@4000K&CRI80&IP20

5310lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

120*40mm

(4.8*1.6in.)

RoHS
E360099

LM-80
E516364

6060 LED Light Sheet-160° Beam Angle White 2 LED Cuttable

LED Qty

128LED/Sheet

Part No. 

GL-24-FH09

(GL-X6060XX-24-CV-033-FH09)

Voltage   Power  

30W 

Brightness
@4000K&CRI80&IP20

3250lm

Dimension
@IP20

L480*W240*H3.5mm 

(L19*W9.5*H0.14in)
24VDC

Min. Unit

60*30mm

(2.4*1.2in.)

2835 LED Light Sheet-180° Beam Angle White 1 LED Cuttable

LED Qty

32LED/Sheet

Part No. 

GL-24-FK48

(GL-X2835XX-24-CV-017-FK48)

Voltage   Power  

20W 

Brightness
@4000K&CRI80&IP20

2100lm

Dimension
@IP20

L480*W240*H6.8mm 

(L19*W9.5*H0.27in)
24VDC

Min. Unit

60*60mm

(2.4*2.4in.)

TM-21

6
8

E
Energy 
Efficiency
Class

E
Energy 
Efficiency
Class



53 54

LED FLEXIBLE STRIP

Sign Backlight Series in S, Module and sheet appearance, allows 

  flexible angle bending for backlight apply such as advertising 

  word, signboard light box or abnormity mount scene.

50,000h long lifespan.

•

•

Sign Backlight Series
FEATURE

2700K 6500K

5 
SDCM

Ra
≥95

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Wet
IP67 IP68

Damp
IP54

5050 LED Light Sheet-Pixel SPI RGB

LED Qty

288LED/Sheet

Part No. 

GL-24-FH17

(GL-X5050XX-24-CC-050-FH17)

Voltage   Power  

60W 

Brightness
@IP20

1540lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

240*20mm

(9.6*0.8in.)

5050 LED Light Sheet-Pixel SPI RGBW

LED Qty

288LED/Sheet

Part No. 

GL-24-FH34

(GL-X5050XX-24-CC-050-FH34)

Voltage   Power  

80W 

Brightness
@4000K&CRI80&IP20

3580lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

240*20mm

(9.6*0.8in.)

5050 LED Light Sheet-Pixel DMX RGBW

LED Qty

288LED/Sheet

Part No. 

GL-24-FH39

(GL-X5050XX-24-CC-050-FH39)

Voltage   Power  

80W 

Brightness
@4000K&CRI80&IP20

3330lm

Dimension
@IP20

L480*W240*H2mm 

(L19*W9.5*H0.08in)
24VDC

Min. Unit

240*20mm

(9.6*0.8in.)

RoHS
E360099

LM-80
E516364

TM-21

LED FLEXIBLE STRIP

Sign Backlight Series in S, Module and sheet appearance, allows 

  flexible angle bending for backlight apply such as advertising 

  word, signboard light box or abnormity mount scene.

50,000h long lifespan.

•

•

Sign Backlight Series
FEATURE

2700K 6500K

5 
SDCM

Ra
≥95

IP20

PWM 3 Years 5 Years24V
3

SDCM

Ra
≥80

Ra
≥90 12V

IP65 IP67 PlusIP54 Plus

Dry Wet
IP67 IP68

Damp
IP54

LED Qty

288LED/Sheet

Part No. 

FH14

GL-24-FH14

(GL-X5050XX-24-CV-079- )

Voltage   Power  

 40W 

Brightness
@IP20

1850lm

Dimension
@IP20

L610*W305*H2mm 

(L24*W12*H0.08in)
24VDC

Min. Unit

152.4*50.8mm

(6*2in.)

5050 LED Light Sheet-RGB (Larger Size)

2835 LED Light Sheet-White 1 LED Cuttable (Larger Size)

LED Qty

288LED/Sheet

Part No. 

FH12

GL-24-FH12

(GL-X2835XX-24-CV-039- )

Voltage   Power  

30W/40W 

10W/20W

Brightness
@4000K&CRI80&IP20

3210lm/4160lm

1100lm/2160lm

Dimension
@IP20

L610*W305*H1mm 

(L24*W12*H0.04in)
24VDC

Min. Unit

25.4*25.4mm

(1*1in.)

2835 LED Light Sheet-CCT 2 LED Cuttable (Larger Size)

LED Qty

288LED/Sheet

Part No. 

FH13

GL-24-FH13

(GL-X2835XX-24-CV-039- )

Voltage   Power  

30W/40W 

10W/20W

Brightness
@4000K&CRI80&IP20

3210lm/4160lm

1100lm/2160lm

Dimension
@IP20

L610*W305*H1mm 

(L24*W12*H0.04in)
24VDC

Min. Unit

50.8*25.4mm

(2*1in.)

LED Qty

288LED/Sheet

Part No. 

FH15

GL-24-FH15

(GL-X5050XX-24-CV-079- )

Voltage   Power  

 80W 

Brightness
@4000K&CRI80&IP20

3750lm

Dimension
@IP20

L610*W305*H2mm 

(L24*W12*H0.08in)
24VDC

Min. Unit

152.4*50.8mm

(6*2in.)

5050 LED Light Sheet-RGBW (Larger Size)

Note: Red/Green/Blue/Yellow/Amber/Pink color are also available.

RoHS
E360099

LM-80
E516364

TM-21

 30W 1370lm

5050 LED Light Sheet-RGB 1 LED Cuttable (Larger Size)

LED Qty

432LED/Sheet

Part No. 

FN29

GL-24-FN29

(GL-X2835XX-24-CV-060- )

Voltage   Power  Brightness
@4000K&CRI80&IP20

Dimension
@IP20

L610*W305*H1mm 

(L24*W12*H0.04in)
24VDC

Min. Unit

50.8*25.4mm

(2*1in.)

LED Qty

576LED/Sheet

Part No. 

FN30

GL-24-FN30

(GL-X5050XX-24-CV-080- )

Voltage   Power  

 40W 

Brightness
@IP20

2420lm

Dimension
@IP20

L610*W305*H1mm 

(L24*W12*H0.04in)
24VDC

Min. Unit

50.8*25.4mm

(2*1in.)

5050 LED Light Sheet-RGBW 1 LED Cuttable (Larger Size)

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class



5655

LED FLEXIBLE STRIP

High waterproof rating in IP67 with full-seal structure.

Ultra low working temperature rise with high-efficacy design and 

  low driving current using high power LED.

Prevent the feeling of extreme hot and cold during human contact.

Indirect lighting solution ideal for high-temperature sauna/steam room 

  and low-temperature snow/ice room of SPA and wellness.

•

•

•

•

FEATURE

Sauna-Snow Room Series

LED Qty

80LED/M

(24LED/ft)

Part No. 

GL-24-FD39

(GL-H2835XX-24-CV-080-FD39)

Voltage   

24VDC

Power  

4.8W/M

(1.46W/ft.)

Brightness
@4000k&CRI80&IP68

670lm/M

(200lm/ft.)

Dimension
@IP68

L5000*W12*H5mm

(L197*W0.48*H0.0.2in)

2835 LED

Min. Unit

100mm

(3.94in.)

IP67 PlusIP54 PlusIP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

2700K 6500K

E
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

IP67 PlusIP54 PlusIP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

2700K 6500K

FEATURE
•

•
•

•

•

IP67 ensures the effectiveness of waterproofing under extreme hot 
  and cold environment.
Ultra-low working temperature rise guarantees the long lifespan.
Self-cooling and self-adjusting using smart temperature-inductive IC 

  when over-heating occupied or disappeared.
Prevent the touch feeling of extreme hot and cold by using non-metallic 

  material for the exterior contact parts.
Ideal for high-temperature sauna/steam room and low-temperature 

  snow/ice room of SPA and wellness.

Sauna-Snow Room Series

LED Qty

126LED/M

(38LED/ft)

Part No. 

GL-24-FK76

(GL-H2835-24-CV-126-FK76)

Voltage   

24VDC

Power  

9.6W/M

(2.93W/ft)

Brightness
@4000k&CRI80&IP68

1300lm/M

(396lm/ft.)

Dimension
@IP20

L5000*W10*H5mm

(L197*W0.39*H0.2in)

2835 LED Temperature-Inductive

Min. Unit

55.6mm

(2.19in) E
Energy 
Efficiency
Class

Min.

-25℃

Max.

100℃
85

APPLICATION APPLICATION



APPLICATION

APPLICATION

5857

LED FLEXIBLE STRIP

Texture appearance in dual colors jacket, smooth light grazing with 
advanced optic and structure design
IP67 structure ensures the stability and effectiveness of waterproofing 
under extreme hot and cold environment.
Ultra-low working temperature rise with excellent cooling design, 
guarantees the long lifespan of components and materials.
Prevent the touch feeling of extreme hot and cold by using non-metallic
material for the exterior contact parts.
I

•

•

•

•

• deal for high-temperature sauna/steam room and low-temperature
snow/ice room of SPA and wellness.

Sauna-Snow Room Series
FEATURE

2700K 6500K

Wet

5 Years

IP67 PlusIP54 PlusIP20 IP54 IP65 IP67 IP68
Dry Damp

3
SDCM

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

LED Qty

120LED/M

(36LED/ft)

Part No. 

NS-108

(GL-H2835XX-24-CV-120-431L)

Voltage   

24VDC

Power  

9.6W/M

(2.93W/ft.)

Brightness
@3000k&CRI80&IP68

1000lm/M

(305lm/ft.)

Dimension
@IP68

L10000*W16.5*H7mm

(L394*W0.65*H0.28in)

2835 LED

Min. Unit

50mm

(1.97in.) F
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

Texture appearance in dual colors jacket, smooth light grazing with 

advanced optic and structure design

IP67 structure ensures the stability and effectiveness of waterproofing 

under extreme hot and cold environment.

Ultra-low working temperature rise with excellent cooling design, 

guarantees the long lifespan of components and materials.

Prevent the touch feeling of extreme hot and cold by using non-metallic

material for the exterior contact parts.

I

•

•

•

•

• deal for high-temperature sauna/steam room and low-temperature

snow/ice room of SPA and wellness.

Sauna-Snow Room Series
FEATURE

2700K 6500K

Wet

5 Years

IP67 PlusIP54 PlusIP20 IP54 IP65 IP67 IP68
Dry Damp

3
SDCM

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

NS-109XVAW-09

Part No. Voltage   

24VDC

Power  

9.6W/M

(2.93W/ft.)

Brightness
@4000k&CRI80

500lm/M

(150lm/ft.)

Dimension

L5000*W10*H20mm

(L197*W0.39*H0.79in)

Dot-Free Top-Bend NS-109

Style

Top-Bend

(White)

NS-205XVAW-09

Part No. Voltage   

24VDC

Power  

9.6W/M

(2.93W/ft.)

Brightness
@4000k&CRI80

500lm/M

(150lm/ft.)

50mm

(1.64in.)

50mm

(1.64in.)

Dimension

L5000*W10*H20mm

(L197*W0.39*H0.79in)

Dot-Free Side-Bend NS-205

Style Min. Unit

Min. Unit

Side-Bend

(White)



6059

LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

120LED/M

240LED/M

(73LED/ft)

240LED/M

(73LED/ft)

GL-12-F197

(GL-X3528XX-12-CV-120-F197)

GL-24-F188

(GL-X3528XX-24-CV-120-F188)

GL-12-F05

(GL-X3528XX-12-CV-120-F05)

GL-24-F06

GL-24-F98

(GL-X3528XX-24-CV-240-F98)

GL-24-F91

(GL-X3528XX-24-CV-240-F91)

9.6W/M

(2.92W/ft)

9.6W/M

(2.92W/ft)

9.6W/M

(2.92W/ft)

9.6W/M

(2.92W/ft)

14.4W/M

(4.39W/ft)

19.2W/M

(4.39W/ft)

(R:240, G:720, B:180, Y:240)lm/M

[(R:74, G:220, B:54 Y:74)lm/ft]

(R:240, G:720, B:180, Y:240)lm/M

[(R:74, G:220, B:54 Y:74)lm/ft]

(R:240, G:720, B:180, Y:240)lm/M

(R:360, G:1080, B:270, Y:360)lm/M

[(R:111, G:330, B:81 Y:111)lm/ft]

(R:480, G:1440, B:360, Y:480)lm/M

[(R:148, G:440, B:108 Y:148)lm/ft]

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W20*H2mm

(L197*W0.8*H0.08in)

(36LED/ft) (GL-X3528XX-24-CV-120-F06) [(R:74, G:220, B:54 Y:74)lm/ft] (L197*W0.4*H0.08in)

(R:240, G:720, B:180, Y:240)lm/M

[(R:74, G:220, B:54 Y:74)lm/ft]

Detailed parameters for Pink/Amber,please refer to product specification.

3 Years

Colorful-Light Series makes red/green/blue/yellow single color 

  available.

50,000h long lifespan.

•

•

Colorful-Light Series
FEATURE

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

Part No. 

GL-12-F01

(GL-X3528XX-12-CV-060-F01)

GL-24-F03

(GL-X3528XX-24-CV-060-F03)

Voltage   

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

24VDC

Power  

4.8W/M

(1.46W/ft)

4.8W/M

(1.46W/ft)

Brightness
@IP20

(R:120, G:360, B:90, Y:120)lm/M

[(R:37, G:110, B:27 Y:37)lm/ft]

Dimension
@IP20

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

3528 LED Red/Green/Blue/Yellow/Pink/Amber

(R:120, G:360, B:90, Y:120)lm/M

[(R:37, G:110, B:27 Y:37)lm/ft]

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

25mm

(0.98in)

50mm

( )1.97in

25mm

(0.98in)

50mm

(1.97in)

TM-21

LED FLEXIBLE STRIP

Colorful-Light Series makes red/green/blue/yellow single color 

  available.

50,000h long lifespan.

•

•

Colorful-Light Series
FEATURE

RGB: Red/Green/Blue/Yellow/Purple/Pink/Amber

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

LED Qty

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

Part No. 

GL-12-F01

(GL-X3528XX-12-CV-060-F01)

GL-24-F03

(GL-X3528XX-24-CV-060-F03)

GL-12-F197

(GL-X3528XX-12-CV-120-F197)

GL-24-F188

(GL-X3528XX-24-CV-120-F188)

Voltage   

12VDC

24VDC

12VDC

24VDC

Power  

4.8W/M

(1.46W/ft)

4.8W/M

(1.46W/ft)

9.6W/M

(2.92W/ft)

9.6W/M

(2.92W/ft)

Radiation Flux

1~1.5mW/M

1~1.5mW/M

2~3mW/M

2~3mW/M

(0.31~0.46mW/ft.)

(0.31~0.46mW/ft.)

(0.61~0.91mW/ft.)

(0.61~0.91mW/ft.)

Dimension
@IP20

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

L5000*W8*H2mm

(L197*W0.32*H0.08in)

3528 LED Purple

LED Qty

30LED/M

(9LED/ft)

30LED/M

(9LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

120LED/M

(36LED/ft)

Part No. 

GL-12-F18

(GL-X5050XX-12-CV-030-F18)

GL-24-F19

(GL-X5050XX-24-CV-030-F19)

GL-12-F02

(GL-X5050XX-12-CV-060-F02)

GL-24-F83

(GL-X5050XX-24-CV-060-F83)

GL-24-F48

(GL-X5050XX-24-CV-120-F48)

Voltage   

12VDC

24VDC

12VDC

24VDC

24VDC

Power  

6.0W/M

(1.83W/ft)

7.2W/M

(2.2W/ft)

12W/M

(3.66W/ft)

12W/M

(3.66W/ft)

24W/M

(7.32W/ft)

Brightness
@IP20

(R:132, G:398, B:100, Y:132)lm/M

[(R:40, G:121, B:30 Y:40)lm/ft]

(R:159, G:480, B:120, Y:159)lm/M

[(R:49, G:147, B:37 Y:49)lm/ft]

(R:318, G:960, B:240, Y:318)lm/M

[(R:97, G:293, B:73 Y:97)lm/ft]

(R:318, G:960, B:240, Y:318)lm/M

[(R:97, G:293, B:73 Y:97)lm/ft]

(R:636, G:1920, B:480, Y:636)lm/M

[(R:194, G:585, B:146 Y:194)lm/ft]

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W20*H2mm

(L197*W0.8*H0.08in)

5050 LED Red/Green/Blue/Yellow/Pink/Amber

Detailed parameters for Pink/Amber,please refer to product specification.

3 Years

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

25mm

(0.98in)

50mm

(1.97in)

Min. Unit

100mm

(3.94in)

166.7mm

(6.56in)

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

RoHS
E360099

LM-80
E516364

TM-21
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LED FLEXIBLE STRIP

3 Years

Colorful-Light Series makes red/green/blue/yellow single color 

  available.

50,000h long lifespan.

•

•

Colorful-Light Series
FEATURE

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

L5000*W10*H1mm

(L197*W0.4*H0.04in)

(L197*W0.4*H0.04in)

Detailed parameters for Pink/Amber/Golden/Ice Blue(Cyan)/Light Green(Aqua Marine)/Pinkish Purple(Violet /Hyler Red, please refer to product specification.)

LED Qty

60LED/M

60LED/M

120LED/M

120LED/M

240LED/M

240LED/M

(18LED/ft.)

(18LED/ft.)

(36LED/ft.)

(36LED/ft.)

(73LED/ft.)

(73LED/ft.)

Part No. 

GL-12-F152

GL-24-F156

GL-12-L749

GL-24-L745

GL-12-L441

GL-24-L455

(GL-X2835XX-12-CV-060-F152)

(GL-X2835XX-24-CV-060-F156)

(GL-X2835XX-12-CV-120-L749)

(GL-X2835XX-24-CV-120-L745)

(GL-X2835XX-12-CV-240-L441)

(GL-X2835XX-24-CV-240-L455)

Voltage   

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

Power  

12W/M

12W/M

14.4W/M

14.4W/M

14.4W/M

14.4W/M

(3.66W/ft.)

(3.66W/ft.)

(4.39W/ft.)

(4.39W/ft.)

(4.39W/ft.)

(4.39W/ft.)

Brightness
@IP20

(R:450, G:1020, B:250, Y:350)lm/M

(R:450, G:1020, B:250, Y:350)lm/M

(R:540, G:1200, B:300, Y:420)lm/M

(R:540, G:1200, B:300, Y:420)lm/M

(R:540, G:1200, B:300, Y:420)lm/M

(R:540, G:1200, B:300, Y:420)lm/M

[(R:140, G:310, B:76 Y:107)lm/ft.]

[(R:140, G:310, B:76 Y:107)lm/ft.]

[(R:170, G:370, B:90 Y:130)lm/ft.]

[(R:170, G:370, B:90 Y:130)lm/ft.]

[(R:170, G:370, B:90 Y:130)lm/ft.]

[(R:170, G:370, B:90 Y:130)lm/ft.]

Dimension
@IP20Min. Unit

50mm

100mm

25mm

50mm

12.5mm

25mm

(1.97in.)

(3.94in.)

(0.98in.)

(1.97in.)

(0.49in.)

(0.98in.)

2835 LED Red/Green/Blue/Yellow/Pink/Amber/Golden/Cyan/Emerald/Violet/Hyper Red

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

RoHS
E360099

LM-80
E516364

TM-21

LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

RGB Mixes-Light Series
FEATURE

RGB Mixes-Light series with RGB/RGB+W/RGBW/RGB+CCT 

   multiple color combined, more appropriate for customized scenes 

  lighting, such as flower, meat, fruit, vegetable, seafood, bread etc.

 50,000h long lifespan.

• 

•

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 PlusIP54 Plus

Dry Damp Wet

3 Years

LED Qty

30LED/M

(9LED/ft)

30LED/M

(9LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

Part No. 

GL-12-F24

(GL-X5050XX-12-CV-030-F24)

GL-24-F11

(GL-X5050XX-24-CV-030-F11)

GL-12-F32

(GL-X5050XX-12-CV-060-F32)

GL-24-F82

(GL-X5050XX-24-CV-060-F82)

GL-12-F20

(GL-X5050XX-12-CV-060-F20)

GL-24-F21

(GL-X5050XX-24-CV-060-F21)

Voltage   Power  

5.28W/M

(1.61W/ft)

6.34W/M

(1.93W/ft)

10.56W/M

(3.22W/ft)

10.56W/M

(3.22W/ft)

10.56W/M

(3.22W/ft)

10.56W/M

(3.22W/ft)

Brightness
@IP20

158lm/M

(48lm/ft)

158lm/M

(48lm/ft)

310lm/M

(95lm/ft)

310lm/M

(95lm/ft)

310lm/M

(95lm/ft)

310lm/M

(95lm/ft)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

GL-24-F330

(GL-X5050XX-24-CC-060-F330)

13W/M

(3.96W/ft)

390lm/M

(119lm/ft)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

5050 LED RGB

12VDC

24VDC

12VDC

24VDC

12VDC

24VDC

24VDC

Min. Unit

100mm

(3.94in)

166.7mm

(6.56in)

50mm

(1.97in)

100mm

(3.94in)

100mm

(3.94in)

50mm

(1.97in)

100mm

(3.94in)

TM-21

LED Qty

240LED/M

(73LED/ft)

Part No. 

GL-24-FF99

(GL-X3535XX-24-CV-240-FF99)

Voltage   Power  

14.4W/M

(4.39W/ft.)

Brightness
@IP20

Dimension
@IP20

620lm/M

(190lm/ft)

L5000*W12*H2mm

(L197*W0.47*H0.08in)

3535 LED RGB High-Density

24VDC

Min. Unit

25mm

(0.98in)

4040 LED RGB

4040 LED RGB Ultra-Slim

120LED/M

(36LED/ft)

GL-24-FE64

(GL-X4040XX-24-CV-120-FE64)

21.6W/M

(6.59W/ft)

650lm/M

(198lm/ft)

L5000*W10*H3.5mm

(L197*W0.4*H0.14in)
24VDC

LED Qty Part No. Voltage   Power  Brightness
@IP20

Dimension
@IP20Min. Unit

50mm

(1.97in)

120LED/M

(36LED/ft)

GL-24-FE67

(GL-X4040XX-24-CV-120-FE67)

14.4W/M

(4.39W/ft)

600lm/M

(183lm/ft)

L3000*W6*H3.5mm

(L118*W0.24*H0.14in)
24VDC

50mm

(1.97in)

LED Qty Part No. Voltage   Power  Brightness
@IP20

Dimension
@IP20Min. Unit
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LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

IP54 Plus

RGB Mixes-Light Series
FEATURE

RGB Mixes-Light series with RGB/RGB+W/RGBW/RGB+CCT 

   multiple color combined, more appropriate for customized scenes 

  lighting, such as flower, meat, fruit, vegetable, seafood, bread etc.

 50,000h long lifespan, UL/CE/RoHS approval.

• 

•

2700K 6500K

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 Plus

Dry Damp Wet

3 Years

120LED/M

(36LED/ft)

GL-24-L06

(GL-X3528XX-24-CV-120-L06)

14.4W/M

(4.39W/ft)

1050lm/M

(320lm/ft)

L5000*W10*H2mm

(L197*W0.4*H0.08in)

12VDC

24VDC

24VDC

24VDC

24VDC

LED Qty Part No. Voltage   Power  Brightness
@ 2700k&CRI80&IP20RGB+

Dimension
@IP20

5050 LED 4in1 RGBW/RGBA (amber) 

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

72LED/M

(22LED/ft)

84LED/M

(26LED/ft)

GL-12-F761

(GL-X5050XX-12-CV-060-F761)

GL-24-F762

(GL-X5050XX-24-CV-060-F762)

GL-24-F764

(GL-X5050XX-24-CV-072-F764)

GL-24-F766

(GL-X5050XX-24-CV-084-F766)

15.36W/M

(4.68W/ft)

15.36W/M

(4.68W/ft)

18.43W/M

(5.62W/ft)

21.5W/M

(6.55W/ft)

600lm/M

(183lm/ft)

600lm/M

(183lm/ft)

740lm/M

(226lm/ft)

870lm/M

(266lm/ft)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

96LED/M

(29LED/ft)

GL-24-FD17

(GL-X5050XX-24-CV-096-FD17)

25W/M

(7.62W/ft)

1000lm/M

(305lm/ft)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

Min. Unit

50mm

(1.97in)

100mm

(3.94in)

71 4mm.

(2 in).81

83.3mm

( in)3.28

62 4mm.

( in)2.46

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

60LED/M

(18LED/ft)

60LED/M

(18LED/ft)

GL-12-F173

(GL-X5050XX-12-CV-060-F173)

GL-24-F174

(GL-X5050XX-24-CV-060-F174)

11.28W/M

(3.44W/ft)

14W/M

(4.27W/ft)

670lm/M

(204lm/ft)

670lm/M

(204lm/ft)

LED Qty Part No. Voltage   Power  Brightness
@RGB+2700k&CRI80&IP20

Dimension
@IP20

L5000*W12*H2mm

(L197*W0.48*H0.08in)

L5000*W12*H2mm

(L197*W0.48*H0.08in)

5050+5050 LED RGB+W/RGB+A (amber)

12VDC

24VDC

Min. Unit

100mm

(3.94in)

166 7mm.

(6 56in).

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

LED Qty Part No. Voltage   Power  Brightness
@RGB+2700k&CRI80&IP20

Dimension
@IP20

5050+2835 LED RGB+W/RGB+A (amber)

Min. Unit

96LED/M

(29LED/ft)

GL-24-LD24

(GL-X5050XX-24-CV-096-LD24)
24VDC

12W/M 

(3.66W/ft)

L5000*W12*H2mm 

(L197*W0.48*H0.08in)

720lm/M 

(220lm/ft)

125mm

( in)4.92 G
Energy 
Efficiency
Class

LED Qty Part No. Voltage   Power  Brightness
@RGB+4000k&CRI80&IP20

Dimension
@IP20

2835+2835 LED RGB+W/RGB+A (amber)

Min. Unit

168LED/M

(51LED/ft)

GL-24-LN17

(GL-X2835XX-24-CV-168-LN17)
24VDC

16W/M 

(4.88W/ft)

L5000*W10*H1.5mm 

(L197*W0.4*H0.06in)

1095lm/M 

(330lm/ft)

71.4mm

( in)2.81 G
Energy 
Efficiency
Class

LED Qty Part No. Voltage   Power  Brightness
@RGB+4000k&CRI90&IP20

Dimension
@IP20

2835+2216 LED RGB+W/RGB+A (amber) High-Density

Min. Unit

240LED/M

(73LED/ft)

GL-24-FM88

(GL-X2835XX-24-CV-240-FM88)
24VDC

20W/M 

(6.1W/ft)

L5000*W12*H1.5mm 

(L197*W0.47*H0.06in)

1025lm/M 

(310lm/ft)

50mm

( in)1.97 G
Energy 
Efficiency
Class

RoHS
E360099

LM-80
E516364

IP54 Plus

RGB Mixes-Light Series
FEATURE

RGB Mixes-Light series with RGB/RGB+W/RGBW/RGB+CCT 

   multiple color combined, more appropriate for customized scenes 

  lighting, such as flower, meat, fruit, vegetable, seafood, bread etc.

 50,000h long lifespan, UL/CE/RoHS approval.

• 

•

2700K 6500K

IP20

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP54 IP65 IP67 IP68 IP67 Plus

Dry Damp Wet

3 Years

TM-21
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LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

IP65
Damp Wet

RGB Mixes-Light Series
FEATURE

RGB Mixes-Light series with RGB/RGB+W/RGBW/RGB+CCT 

   multiple color combined, more appropriate for customized scenes 

  lighting, such as flower, meat, fruit, vegetable, seafood, bread etc.

 50,000h long lifespan, UL/CE/RoHS approval.

• 

•

2700K 6500K

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP67 IP68 IP67 PlusIP20
Dry

3 Years

LED Qty Part No. Voltage   Power  Brightness
@IP20

Dimension
@IP20

Min. Unit

IP54 IP54 Plus

125mm

(4.92in)

144LED/M

(44LED/ft)

GL-24-FB10

(GL-X5050XX-24-CV-144-FB10)

17W/M

(5.18W/ft)

900lm/M

(274lm/ft)

L5000*W14*H2mm

(L197*W0.56*H0.08in)
24VDC

5050+3014+3014 RGB+W+W/RGB+W+A (amber)

TM-21

5050 LED RGBCCT 5in1

LED Qty

60LED/M

(18LED/ft)

Part No. 

GL-24-FB54

(GL-X5050XX-24-CV-060-FB54)

Voltage   

24VDC

Power  

18W/M 

(5.5W/ft)

Brightness
@IP20

Dimension
@IP20

L5000*W12*H2mm 

(L197*W0.48*H0.08in)

960lm/M 

(293lm/ft)

Min. Unit

100mm

(3.94in)

LED Qty Part No. Voltage   Power  Brightness
@ 4500k&CRI80&IP20RGB+

Dimension
@IP20

LED Qty Part No. Voltage   Power  Brightness
@ 4500k&CRI80&IP20RGB+

Dimension
@IP20

5050 LED RGB+CCT 2in1

60LED/M

(18LED/ft)

84LED/M

(26LED/ft)

GL-24-F650

(GL-X5050XX-24-CV-060-F650)

GL-24-FB09

(GL-X5050XX-24-CV-084-FB09)

11W/M

(3.35W/ft)

15W/M

(4.57W/ft)

500lm/M

(153lm/ft)

850lm/M

(259lm/ft)

L5000*W14*H2mm

(L197*W0.56*H0.08in)

L5000*W16*H2mm

(L197*W0.64*H0.08in)

24VDC

24VDC

108LED/M

(33LED/ft)

GL-24-LD27

(GL-X5050XX-24-CV-108-LD27)

14.4W/M 

(4.39W/ft)

L5000*W15*H2mm 

(L197*W0.6*H0.08in)

860lm/M 

(262lm/ft)
24VDC

5050+2835+2835 LED RGB+W+W/RGB+W+A (amber)

Min. Unit

200mm

(7.87in)

143mm

(5.63in)

Min. Unit

166.7mm

(6.56in)

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

IP65
Damp Wet

RGB Mixes-Light Series
FEATURE

RGB Mixes-Light series with RGB/RGB+W/RGBW/RGB+CCT 

   multiple color combined, more appropriate for customized scenes 

  lighting, such as flower, meat, fruit, vegetable, seafood, bread etc.

 50,000h long lifespan, UL/CE/RoHS approval.

• 

•

2700K 6500K

PWM 5 Years24V12V
3

SDCM

5 
SDCM

Ra
≥80

Ra
≥90

Ra
≥95

IP67 IP68 IP67 PlusIP20
Dry

3 Years

5050+5050 LED RGBA 4in1+CCT 2in1

LED Qty

96LED/M

(29LED/ft)

Part No. 

GL-24-FE24

(GL-X5050XX-24-CV-096-FE24)

Voltage   

24VDC

Power  

23W/M 

(7.0W/ft)

Brightness
@IP20

Dimension
@IP20

L5000*W15*H2mm 

(L197*W0.59*H0.08in)

1270lm/M 

(390lm/ft)

180LED/M

(54LED/ft)

GL-24-FE21

(GL-X5050XX-24-CV-096-FE21)
24VDC

21.6W/M 

(6.59W/ft)

L5000*W15*H2mm 

(L197*W0.59*H0.08in)

1080lm/M 

(330lm/ft)

5050+2216+2216 LED RGBA 4in1+W+W

LED Qty Part No. Voltage   Power  Brightness
@IP20

Dimension
@IP20

Min. Unit

100mm

(3.94in)

Min. Unit

125mm

(4.92in)

IP54 IP54 Plus

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class
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LED FLEXIBLE STRIP

RoHS
E360099

LM-80
E516364

IP67 PlusIP54 Plus

Pixel Control Series with external programmable smart IC WS2811, 

  appropriate for pixel controllable application by SPI signal.

36,000h long lifespan, UL/CE/RoHS approval.

•

•

Pixel Control Series
FEATURE

2700K 6500K

IP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

LED Qty

30LED/M

60LED/M

60LED/M

(9LED/ft)

(18LED/ft)

(18LED/ft)

Part No. 

GL-5-LD20

GL-12-F964

GL-24-F965

(GL-X5050XX-5-CV-030-LD20)

(GL-X5050XX-12-CV-060-F964)

(GL-X5050XX-24-CV-060-F965)

Voltage   

5VDC

12VDC

24VDC

Power  

7.2W/M 

12W/M 

12W/M 

(2.2W/ft)

(3.66W/ft)

(3.66W/ft)

Brightness
@IP20

220lm/M 

340lm/M 

340lm/M 

(67lm/ft)

(104lm/ft)

(104lm/ft)

Dimension
@IP20

L3000*W10*H2mm 

L5000*W10*H2mm 

L5000*W10*H2mm 

(L118*W0.4*H0.08in)

(L197*W0.4*H0.08in)

(L197*W0.4*H0.08in)

5050 LED RGB SPI

Min. Unit

33.3mm

50mm

100mm

(1.31in)

(1.97in)

(3.94in)

5050 LED White SPI

LED Qty

30LED/M

60LED/M

60LED/M

(9LED/ft)

(18LED/ft)

(18LED/ft)

120LED/M

(36LED/ft)

Part No. 

GL-5-LD20

GL-12-F964

GL-24-F965

(GL-X5050XX-5-CV-030-LD20)

(GL-X5050XX-12-CV-060-F964)

(GL-X5050XX-24-CV-060-F965)

GL-24-FK21

(GL-X2835XX-24-CV-120-FK21)

Voltage   

5VDC

12VDC

24VDC

24VDC

Power  

7.2W/M 

12W/M 

12W/M 

(2.2W/ft)

(3.66W/ft)

(3.66W/ft)

9W/M 

(2.74W/ft)

Brightness
@4000K&CRI80&IP20

490lm/M 

900lm/M 

900lm/M 

(149lm/ft)

(274lm/ft)

(274lm/ft)

720lm/M 

(220lm/ft)

Dimension
@IP20

L3000*W10*H2mm 

L5000*W10*H2mm 

L5000*W10*H2mm 

(L118*W0.4*H0.08in)

(L197*W0.4*H0.08in)

(L197*W0.4*H0.08in)

L10000*W10*H2mm 

(L393.7*W0.4*H0.08in)

2835 LED CCT SPI

LED Qty Part No. Voltage   Power  Brightness
@4000K&CRI80&IP20

Dimension
@IP20

Min. Unit

33.3mm

50mm

100mm

(1.31in)

(1.97in)

(3.94in)

100mm

(3.94in)

5050 LED RGBW SPI

LED Qty

30LED/M

60LED/M

60LED/M

(9LED/ft)

(18LED/ft)

(18LED/ft)

Part No. 

GL-5-FE68

GL-12-FE69

GL-24-FE70

(GL-X5050XX-5-CV-030-FE68)

(GL-X5050XX-12-CV-060-FE69)

(GL-X5050XX-24-CV-060-FE70)

Voltage   

5VDC

12VDC

24VDC

Power  

12W/M 

19W/M 

19W/M 

(3 66W/ft)

(5.79W/ft)

(5.79W/ft)

.

380lm/M 

710lm/M 

730lm/M 

(116lm/ft)

(217lm/ft)

(223lm/ft)

Dimension
@IP20

L2000*W10*H2mm 

L3000*W10*H2mm 

L5000*W10*H2mm 

(L78 8*W0.4*H0.08in)

(L118*W0.4*H0.08in)

(L197*W0.4*H0.08in)

.

Brightness
@4000K&CRI80&IP20

Min. Unit

33.3mm

50mm

100mm

(1.31in)

(1.97in)

(3.94in)

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class

LED FLEXIBLE STRIP

LED Qty

60LED/M

(18LED/ft)

Part No. 

GL-24-FG04

(GL-X5050XX-24-CV-060-FG04)

Voltage   

24VDC

Power  

15W/M

(4.57W/ft.)

Brightness
@IP20

450lm/M

(137lm/ft.)

Dimension
@IP20

L5000*W12*H2mm

(L197*W0.47*H0.08in)

5050 LED RGB DMX

Min. Unit

100mm

(3.94in.)

5050 LED RGBW DMX 

LED Qty

60LED/M

(18LED/ft)

Part No. 

GL-24-FG67

(GL-X5050XX-24-CV-060-FG67)

Voltage   

24VDC

Power  

20W/M

(6.1W/ft.)

Brightness

@IP20
760lm/M

(230lm/ft.)

Dimension
@IP20

L5000*W12*H2mm

(L197*W0.47*H0.08in)

Min. Unit

100mm

(3.941in)

RoHS
E360099

LM-80
E516364

IP67 PlusIP54 Plus

Pixel Control Series with external programmable smart IC TM512ACS, 

  appropriate for pixel controllable application by SPI signal.

36,000h long lifespan, UL/CE/RoHS approval.

•

•

Pixel Control Series
FEATURE

IP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

LED Qty

30LED/M

(9LED/ft)

Part No. 

GL-12-L J14

(GL-X5050XX-12-CV-030-L J14)

Voltage   

12VDC

Power  

6W/M

(1.8W/ft.)

Brightness
@IP20

170lm/M

(52lm/ft.)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

5050 LED RGB SPI (1 LED per pixel, offline working available with default built-in program)

Min. Unit

33.3mm

(1.31in.)

LED Qty

30LED/M

(9LED/ft)

Part No. 

GL-12-L J65

(GL-X5050XX-12-CV-030-L J65)

Voltage   

12VDC

Power  

6.5W/M

(2W/ft.)

Brightness
@IP20

200lm/M

(61lm/ft.)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

5050 LED RGB DMX (1 LED per pixel )

Min. Unit

33.3mm

(1.31in.)

LED Qty

60LED/M

(18LED/ft)

Part No. 

GL-24-FG04

(GL-X5050XX-24-CV-060-FG04)

Voltage   

24VDC

Power  

14.4W/M

(4.4W/ft.)

Brightness
@4000K&CRI80&IP20

920lm/M

(280lm/ft.)

Dimension
@IP20

L5000*W10*H2mm

(L197*W0.4*H0.08in)

5050 LED White DMX

Min. Unit

100mm

(3.94in.)

LED Qty

120LED/M

(36LED/ft)

Part No. 

GL-24-FK22

(GL-X2835XX-24-CV-120-FK22)

Voltage   

24VDC

Power  

11.5W/M

(4.4W/ft.)

Brightness
@4000K&CRI80&IP20

850lm/M

(260lm/ft.)

Dimension
@IP20

L10000*W10*H2mm

(L393.7*W0.4*H0.08in)

2835 LED CCT DMX

Min. Unit

100mm

(3.94in.)

TM-21

G
Energy 
Efficiency
Class

G
Energy 
Efficiency
Class



69 70

LED FLEXIBLE STRIP

RoHS
E360099

E516364

IP67 PlusIP54 Plus

Visible “UV” light in purple color, with typical peak wavelength of 

405nm, safe and reliable for human, material and environment, 

can be combined with normal white light (in one control system or 

in separated control system), to get both functions of general illumination

  and bacteria disinfection without special precautions.

•

Visible Disinfection Light Series
FEATURE

IP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

LED Qty

120LED/M

(36LED/ft)

120LED/M

(36LED/ft)

140LED/M

(42LED/ft)

Part No. 

GL-12-L749

(GL-X2835XX-12-CV-120-L749)

GL-12-L745

(GL-X2835XX-24-CV-120-L745)

GL-12-LD36

(GL-X2835XX-24-CV-140-LD36)

Voltage   

12VDC

24VDC

24VDC

Power  

14.4W/M

(4.39W/ft.)

14.4W/M

(4.39W/ft.)

14.4W/M

(4.39W/ft.)

Radiation Flux

3-4.5W/M

(0.91-1.37W/ft.)

3-4.5W/M

(0.91-1.37W/ft.)

3.5-5.2W/M

(1.07-1.59W/ft.)

Dimension
@IP20

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

L5000*W10*H1mm

(L197*W0.4*H0.04in)

2835 LED 405nm Purple

APPLICATION

Min. Unit

25mm

(0.98in.)

50mm

(1.97in.)

50mm

(1.97in.)

X-rays Vacuum UV UV-C UV-B UV-A Visible Light Infrared

Wavelength (nm)

LED FLEXIBLE STRIP

RoHS
E360099

E516364

IP67 PlusIP54 Plus

•

•
•

•

High transmittance of PMMA lens with grazing angles in 20°, 30°, 

40°, 60° and asymmetric 20°*45°.
Slim size and high-efficacy up to 110lm/w using high-power 3030 LED.

Uniform brightness and good color consistency in 5M[164ft.] run length.

On-field cuttable and assembly.

Flexible Wall Washer Series
FEATURE

IP20 IP54 IP65 IP67 IP68
Dry Damp Wet

3
SDCM 5 Years

5 
SDCM PWM24V12V

Ra
≥80

Ra
≥95

Ra
≥90 3 Years

LED Qty

42LED/M

(12LED/ft)

Part No. 

GL-24-LK49

(GL-X3030-24-CV-042-LK49)

Voltage   

24VDC

Power  

18W/M

(5.49W/ft.)

Brightness
@4000K&CRI80

1980lm/M

(600lm/ft.)

Dimension

L5000*W23*H11mm

(L197*W0.91*H0.43in)

High-Efficacy

Short-Cutting

APPLICATION

Min. Unit

166.7mm

(0.56in.)

LED Qty

36LED/M

(10LED/ft)

Part No. 

GL-24-LN26

(GL-X3030-24-CV-036-LN26)

Voltage   

24VDC

Power  

18W/M

(5.49W/ft.)

Brightness
@4000K&CRI80

1620lm/M

(490lm/ft.)

Dimension

L5000*W23*H11mm

(L197*W0.91*H0.43in)

Min. Unit

27.8mm

(1.1in.)

2700K 6500K

optional

F
Energy 
Efficiency
Class

F
Energy 
Efficiency
Class



Warranty Policy

Warranty for IINNO-Branded Professional LED Luminaires
This document sets out the warranty policy of IINNO from which you purchase your professional lunimaires.

Terms and Condition

1. This warranty is only applicable to IINNO branded lighting products sold by IINNO Limited (hereinafter  referred to as 

‘Product’).

2. The warranty is only applicable to the party purchasing the products directly from IINNO (Hereinafter referred to as 

‘Purchaser’). Third party products sold by IINNO are not covered under this warranty. With respect to products sold to 

the Purchaser by IINNO, but not bearing the IINNO name or sub-brands, IINNO makes no warranty of any kind, express 

or implied, including, without limitation, any warranty of merchantability or fitness for a particular purpose, but will make 

available to the Purchaser upon request, but only to the extent permitted by law and relevant contracts, the warranties of 

the manufacturer of the relevant product.

3. No agent, distributor or dealer is authorized to change, modify or extend the terms of the warranty on behalf of IINNO.

4. IINNO warrants that each Product will be free from defects in material and workmanship. The foregoing warranty shall 

be valid for the period mentioned in the applicable warranty clause for the Products referred to in IINNO’s confirmation 

of your PI.

5. The warranty term starts from the production date printed on the products used in professional applications.

6. The warranty period is based on a burning behaviour of max. 4000 hours/year. In case of more than 4000 hours/year, 

the warranty period will be adjusted pro-rata.

7. This warranty only applies when the Product has been properly wired and installed and operated within the electrical 

values, operating range and environmental conditions provided in the specifications, application guidelines, IEC 

standards or any other document accompanying the Products.

Additionally, installation must be performed only by authorized personnel, who will establish that the above mentioned 

precautions will be taken under consideration. 

8. This warranty does not apply to damage or failure to perform arising as a result of any Acts of God or from any abuse, 

existing local network (or Public grid) failure, misuse, abnormal use or use in violation of any applicable standard, 

code or instructions for use, including without limitation, those contained in the latest safety, industry and/or electrical 

standards for the relevant region(s). 

9. IINNO reserves the right to the validity of a guarantee claim. For this purpose, the Purchaser must return, with 

sufficient postage, for analysis (enclosing a copy of the delivery note or the invoice).

10. Within the applicable warranty period and on examination IINNO determines to its satisfaction that such Product 

failed to satisfy this warranty, IINNO will, at its option, repair or replace the Product or the defective part thereof, or 

reimburse Purchaser the purchase price. For purposes of clarity, ‘repair or replace the Product or the defective part 

thereof’ does not include any removal or reinstallation activities, costs or expenses, including without limitation, labor 

costs or expenses.

11. If IINNO chooses to replace the Product and is not able to do so because it has been discontinued or is not available, 

IINNO may refund the purchaser or replace the product with a comparable product (that can show small deviations in 

design and product specification).

12. Warranty claims have to be reported and returned to IINNO office within 30 days after discovery, specifying at least 

the following information (additional information may be required on request):

Details of the failed Products; and for System  

warranties also details of other components used; 

Installation date and invoice date;

Detailed problem description, number and % of  

failures date-code of failure; 

Application, hours burned and number of switching cycles.

13. Where a warranty claim is justified, IINNO will pay for freight expenses. IINNO may charge Customer for returned 

Products that are not found to be defective or non-conforming together with the freight, testing and handling costs 

associated therewith.

14. The warranty and remedies contained in this warranty are the only warranties given by IINNO with respect the 

Products and are given in lieu of all other warranties, whether express or implied, including without limitation warranties 

of merchantability or fitness for a particular purpose, which warranties are hereby disclaimed.

15. These terms and conditions state IINNO’s entire liability and obligation to Purchaser and Purchaser’s sole and 

exclusive remedy in connection with defective or non-conforming Products supplied by IINNO to Customer, whether or 

not such damages are based on any warranty not explicitly mentioned in these terms and conditions, tort, contract or 

any other legal theory, even if IINNO has been advised or is aware of such defects.

16. This is a limited warranty and excludes, among other items, installation, providing access to products (scaffolding, 

lifts, etc.), and special, incidental and consequential damages (such as loss of revenue/profits, damage to property or 

other miscellaneous costs not previously mentioned), and is further defined by the limitations and conditions set forth in 

the respective warranty policy and these terms and conditions.

17. Upon request, IINNO’S representatives shall be allowed access to the defective Product, system or application for 

verification of non-compliance.

18. IINNO cannot be held liable for electrical supply conditions, including supply spikes, over-voltage/under-voltage and 

Ripple Current control systems that are beyond the specified limits of the products and those defined by relevant supply 

standards (e.g. EN 50160 norms).



Contact details 

IINNO Ltd 
Unit 04-05, 16th Floor, 

The Broadway No. 54-62 Lockhart Road, 

Wanchai, Hong Kong 

Tel: +852 2134 9906 
+86 (0)769 2301 0151/2 

M: +86 13922905402 

Email: sales@iinno-lighting.com

www.iinno-lighting.com 
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https://www.youtube.com/user/IINNOLED
https://www.facebook.com/iinnolight
https://www.instagram.com/iinno_light/
https://www.linkedin.com/company/iinno-intelligent-innovations/


Commercial Flexible Lighting IIDesigning your lighting solutions




