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The D culture in ΙΙΝΝΟ  means design.  We pay special  attent ion to the design of luminaires,  which 
should be reasonable, convinence and beauty. Including the design of appearance, structure, optics and 
electrical.

When designing new products,  we 
a r e  f o c u s  o n  m e e t i n g  t h e  r e a l  
r e q u i r e m e n t s ,  m u s t  b e  u n i q u e ,  
top-qual ity,  excel lent functional i ty,  
the safety and a long service life.

We  a re  d eve l o p i n g  o u r  d e s i g n  t e a m ,  to  
make each design perfect.
We very  care  about  each feedback f rom 
our  c l ients ,  the i r  feedback a lways make 
our products upgrading and more reliable.



The A cu l ture  in  Ι ΙΝΝΟ  means to  create  a  successfu l  ba lance be-
tween l ighting and architecture. Lighting plays a vital role in the way 
people experience and understand architecture. Whether buildings and 
structures are l i t  natural ly or ar  t i f ic ial ly,  l ighting is the medium that 
allows us to see and appreciate the beauty in the buildings around us. 
Our commitment is to qual ity and our focus on the i l lumination,  not 
just the fitting

Lighting can bring an emotional value to architecture 
– it helps create an experience for those who occupy
the space. Without l ighting, where would architecture
b e ?  W o u l d  i t  s t i l l  h a v e  t h e  s a m e  i m p a c t ?  N o ,  i t
wouldn’ t. Whether it’ s daylighting or artificial lighting,
light draws attention to textures, colors, and forms of
a space, helping architecture achieve its true purpose.
V is ion is  the  s ing le  most  impor tant  sense through
which we enjoy architecture,  and l ight ing enhances
the way we perceive architecture even more.



MAGIC - SINGLE AND DOUBLE BULB IN VARIOUS INSTALLATION VERSIONS

MPOWER - MAGNETIC TRACK SYSTEM 48V LOW VOLTAGE

SHARP - IMMERSIVE LIGHTING EXPERIENCE

HILIGHT - TRIM AND TRIMLESS IN ONE

CHOPIN- ADJUSTABLE AND FIXED IN ONE WITHOUT LIGHT LEAKAGE

RASTER - LINEAR DOWNLIGHT FULL FAMILY

RAINBOW - COLOR MAKES DIFFERENT

PROLIGHT - MODULAR SPOTLIGHT IN VARIOUS COLORS

CANVAS - ADJUSTABLE BULB IN SURFACE MOUNTED

COOLER - ANTI GLARE SURFACE SPOTLIGHT

ROUND - TILTABLE SURFACE MOUNTED AND TRACK LIGHT

BATH - IP44 FOR BATHROOM

INDEX

1-74

75-136

137-158

159-164

165-184

185-234

235-246

247-278

279-284

285-292

293-296

297-300



SLIM - SPOTLIGHT ADJUSTABLE

RING - WALL LIGHT

MASTER - NARROW EDGE SPOTLIGHT

UGR DOWNLIGHT - UGR DIFFUSER LED DOWNLIGHT

MOON - BIG SIZES PANEL LIGHT

HIO - TRIMLESS CIRCLE SPOTLIGHT

LOOP - BIG SIZES LOOP LIGHT WITH SILICONE DIFFUSE

LOOP SPOT - BIG SIZES LOOP LIGHT WITH SPOTS

OFI - OFFICE LIGHTING NO GLARE

301-304

305-307

308-313

314-318

319-338

339-344

345-348

349-352

352-360
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of  MAGIC FAMILYINDEXES

MAGIC MAGICIAN

Ceiling | Suspended

MAGIC RING MASTER

Ceiling | Suspended

MAGIC TRAPEZE

Ceiling | Suspended

MAGIC DIVA

Floor | Table 

MAGIC FLEX

Ceiling | Surface

MAGIC BOX FLEX

Ceiling | Surface
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MAGIC PINNACLE

Ceiling | Surface

MAGIC AERIAL

Ceiling | Surface

MAGIC AERIAL

Floor | Table

MAGIC PEEKABOO

Ceiling | Recessed

MAGIC SWING

Ceiling | Recessed

MAGIC PINNACLE2.0

Ceiling | Suspended
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MGA07-
SUS158-062

7W

CRI 90+

MAG07-
SUS158-281

7W

CRI 90+

127

127

127

127

127

127 127

158

158

159

308

283

308 308

MAG07-
SUS159-281

7W

CRI 90+

MAG07-
SUS308-281

7W

CRI 90+

MAG07-
SUS283-130

7W

CRI 90+

SPECIFICATION

MAG07-
SUS308-300

7W

CRI 90+

MAG07-
SUS308-400

7W

CRI 90+

Φ10

Φ10

Φ10 Φ10 Φ10

Φ10

Φ10

Color Options:
     White           Black          Gold

Dimming Options:

Design & Fun11
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MGA07-
SUS158-062

7W

CRI 90+

MAG07-
SUS158-281

7W

CRI 90+

127

127

127

127

127

127 127

158

158

159

308

283

308 308

MAG07-
SUS159-281

7W

CRI 90+

MAG07-
SUS308-281

7W

CRI 90+

MAG07-
SUS283-130

7W

CRI 90+

MAG07-
SUS308-300

7W

CRI 90+

MAG07-
SUS308-400

7W

CRI 90+

Φ10

Φ10

Φ10 Φ10 Φ10

Φ10

Φ10

Color Options:
     White           Black          Gold

Dimming Options:

Design & Fun11

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

17

OPTIONS

No DIM

2.4GTUNABLE WHITE

1

2
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63

35

35

MAG25-SUS06-650F
25W

CRI 90+

25 25135

1500 1500

1500

MAG25-SUS06-650A
25W

CRI 90+

SPECIFICATION

Color Options:
     White           Black          Gold

Dimming Options:

Φ10H 180° V 180°

Φ10H 180° V 180°

19

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

25

OPTIONS

No DIM

0-10V
TRIAC

2.4GTUNABLE WHITE

1

2

3

4
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2329



30



MAG07-TRA01
7W

CRI 90+

MAG25-TRA08
25W

CRI 90+

MAG35-TRA08
35W

CRI 90+

SPECIFICATION

63

63 63
140

35

Color Options:
     White           Black          Gold

Dimming Options:

Φ10Φ10

Φ10

25

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

31

2.4G TUNABLE WHITE TRIACPHASE DIM

OPTIONS

No DIM

TRIAC

2.4GTUNABLE WHITE

1

2

3
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MAG08-SUR35-450
8W

CRI 90+

450

196

350

MAG08-SUR35-196
8W

CRI 90+

MAG12-SUR45-350
12W

CRI 90+

SPECIFICATION

Φ10

Φ10

Φ10

Color Options:
     White           Black          Gold

Dimming Options:

29

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

35

OPTIONS

No DIM1
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MAG108-TR35-S01
8W

CRI 90+

MAG08-WALL35
8W

CRI 90+

137

137137

137

255255 297

70

MAG108-SUR35-S01
8W

CRI 90+

MAG108-SUR35-D02
2x8W

CRI 90+

SPECIFICATION

Color Options:
     White           Black          Gold

Φ10H 355° V 355°H 355° V 355°

Φ10H 355° V 355°

Φ10V 355°

35

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

41

OPTIONS

No DIM1
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MAG15-FL129-339
15W

CRI 90+

MAG10-TB062-160
10W

CRI 90+

160

137

252339

125

125

480 480

16081608

480

1400

MAG15-FL046-252
15W

CRI 90+

MAG10-TB035-137
10W

CRI 90+

MAG10-FL035-125
10W

CRI 90+

MAG10-TB035-125
10W

CRI 90+

SPECIFICATION

Color Options:
     White           Black          Gold

H 355° H 355°

V 90° V 90°

V 355°V 180° V 90°

V 90°

45



3844



3945
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FLOOR
&

TABLE

4147
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MAG15-FL129-339
15W

CRI 90+

MAG10-TB062-160
10W

CRI 90+

160

137

252339

125

125

480 480

16081608

480

1400

MAG15-FL046-252
15W

CRI 90+

MAG10-TB035-137
10W

CRI 90+

MAG10-FL035-125
10W

CRI 90+

MAG10-TB035-125
10W

CRI 90+

SPECIFICATION

Color Options:
     White           Black          Gold

H 355° H 355°

V 90° V 90°

V 355°V 180° V 90°

V 90°

45

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

51

OPTIONS

No DIM1
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MAG05-SUR35-
155
5W

CRI 90+

MAG05-RE35-133
5W

CRI 90+

155 170
214

133
159

MAG-SUR46-170
10W

CRI 90+

MAG10-RE46-159
10W

CRI 90+

MAG16-SUR62-214
16W

CRI 90+

SPECIFICATION

Φ10V 90°

Φ10V 90°

Φ45V 90°

Φ10V 90°

Φ45V 90°

Color Options:
     White           Black          Gold

Dimming Options:

XTE2240A XTE2340A

Design & Fun51

OPTIONS

No DIM

TRIAC

1

2

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

57

(FOR MAG05-RE35-133/MAG10-RE46-159 ONLY)
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58



59



QUATTUOR
+

DOUBEL

54
60



FLOOD

NARROW

5561



FLOOD + FLOOD 36°+36°

36°+15°

15°+15°

FLOOD + NARROW

NARROW + NARROW

ACCENTUATING VARIED SIZES OF OBJECTS WITH 

ADJUSTABLE BEAM ANGLE.

ZOOMABLE

5662



MAG110-SUR45
10W

CRI 90+

MAG210-SUR45
2x10W

CRI 90+

MAG216-SUR60
2x16W

CRI 90+

MAG25-SUR35-
D04
25W

CRI 90+

153

65 80213 262

244

MAG116-SUR60
16W

CRI 90+

MAG15-SUR45-D02
15W

CRI 90+

SPECIFICATION

153

65
276

61 161178 161

85 63

80 375

244

Color Options:
     White           Black          Gold

Dimming Options:

AXE02027A AXE0247A

Φ55H 355° V 90°

Φ55H 355° V 90°

Φ55H 355° V 90°

Φ55H 355° V 90°

Φ55H 355° V 90°

Φ55H 355° V 90°

Design & Fun57

OPTIONS

No DIM

TRIAC

2.4GTUNABLE WHITE

1

2

3

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

63

(FOR MAG15-SUR45-D02/MAG25-SUR35-DO4 ONLY)



6458



65



52

6066



MAG05-IO60
5W

CRI 90+

95
120

158

MAG07-IO70
7W

CRI 90+

MAG15-IO87
15W

CRI 90+

SPECIFICATION

Color Options:
     White           Black          Gold

Dimming Options:

Φ80H 355° V 90°

Φ65H 355° V 90°

Φ55H 355° V 90°

Design & Fun61

DALI DIM TRIACPHASE DIM

OPTIONS

No DIM

DALI DIM

TRIAC

1

2

3

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

67



ACCENTUATING VARIED SIZES OF OBJECTS WITH 

ADJUSTABLE BEAM ANGLE.

ZOOMABLE
+

ADJUSTABLE

FLOOD

NARROW

MIDDLE

6268



69



64 70



MAG105-S33
5W

CRI 90+

MAG105-S33T
5W

CRI 90+

MAG115-S60
15W

CRI 90+

MAG115-S60T
15W

CRI 90+

MAG107-S45
7W

CRI 90+

MAG107-S45T
7W

CRI 90+

SPECIFICATION

90

90
105

140

105

140

46

47 47 47

46 46

Color Options:
     White           Black          Gold

Dimming Options:

Φ105H 355° V 25°

Φ105H 355° V 25°

Φ95H 355° V 25°

Φ95H 355° V 25°

Φ75H 355° V 25°

Φ75H 355° V 25°

Design & Fun65

2.4G TUNABLE WHITE 0-10V DIM TRIACPHASE DIM

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

71

OPTIONS

No DIM

DALI DIM

0-10V DIM

TRIAC

1

2

3

4



MAG205-D33
2x5W

CRI 90+

MAG205-D33T
2x5W

CRI 90+

MAG215-D60
2x15W

CRI 90+

MAG215-D60T
2x15W

CRI 90+

MAG207-D45
2x7W

CRI 90+

MAG207-D45T
2x7W

CRI 90+

SPECIFICATION

88

88
103

140

103

143

46

47
71 71

70 70

Color Options:
     White           Black          Gold

Dimming Options

Φ165H 355° V 25°

Φ165H 355° V 25°

Φ135H 355° V 25°

Φ135H 355° V 25°

Φ110H 355° V 25°

Φ110H 355° V 25°

66

2.4G TUNABLE WHITE 0-10V DIM TRIACPHASE DIM

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

72

OPTIONS

No DIM

DALI DIM

0-10V DIM

TRIAC

1

2

3

4



MAGIC 
PINNACLE 2.0

The slender shape of the cylinder combing with its modern style perfectly shows the 

uniqueness of Pinnacle 2.0 series. Slim tubes, just carelessly hanging down from the 

ceiling highlights the whole environment.

67

MAG05-SUS33
5W

CRI 90+

196

350

60
90

MAG10-SUS45
10W

CRI 90+

MAG16-SUS60
16W

CRI 90+

SPECIFICATION

442

126

Color Options:
     White           Black          Gold

Dimming Options:

Φ10

Φ10

Φ10

68

73



MAG05-SUS33
5W

CRI 90+

196

350

60
90

MAG10-SUS45
10W

CRI 90+

MAG16-SUS60
16W

CRI 90+

SPECIFICATION

442

126

Color Options:
     White           Black          Gold

Dimming Options:

Φ10

Φ10

Φ10

68

OPTIONS

No DIM1

IES files PLEASE CONSULT

COLOUR MATERIALBK GD AL MAGIC

MAGIC

WH

74
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It is a low voltage(DC48V)track system,where the miniaturization of the profile(26mm),
Luminaires and components reaches a new paradigm.

OPEN AND LOCK

82



Connection adapter for Track
driver and cluster configuration

83



Mpower has been designed to bring you a miniaturized yet 
high performing, integrated track lighting solution. Its 
magnet installation offers a super easy and flexible way to 
design thelight in the space. Compatible with internation 
DALI protocol and BLUE MESH.

84
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RECESSED

TRACK VERSION

SURFACE

TRIMLESS

TRIMLESS

Voltage DC48V

26mm

Regular size 1m/2m/3m.can be customized

Side electricity

Track corner,track connector,power supply curcuits.end-cap

Track width

Track Length

Conductive

Accessory

88



Linear spot

Lamp Type

Spotlight

Linear diffuser

Pendant Light

89
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MPOWER
Length Input Voltage

1000mm

2000mm

3000mm

DC48V

DC48V

DC48V

Installation

surface

surface

surface

Material

aluminum

aluminum

aluminum

Color Model Number

black MP-SUR-TR100B

MP-SUR-TR200B

MP-SUR-TR300B

black

black

54 (mm)

23

26

DC48V CE IP20 Intelligent control
system

DIMMABLE

INSTALLATION TRACK

POWER FEEDER UNIT

CONNECTOR SET

CEILING FASTENER/CABLE SUSPENSION/CANOPY

1 2 3

1 2 3

100

100

100

100

100

100

MP-SUR-VER90

vertical track corner 90°

surface+circuit corner connector

MP-KIT-SUS01

suspended kit 

CABLE 200cm

MP-KIT-SUS02

Suspended kit

with cylinder driver box

MP-KIT-SUS03

suspended kit

with rectangle driver box

MP-SUR-HOR90

horizontal track corner 90°

surface+circuit corner connector

MP-SUR-EXT90

external track corner 90°

surface+circuit corner connector

22.5 35

L2000

2000

65 364

54

2000

130 17

MP-50CON
power supply connector, CABLE50CM

MP-200CON

MP-TRCONL

MP-TRCON

END CAPS

Track connector

MP-ENDCAP

End cap

Track corner connector

power supply connector, CABLE200CM

16

130 17

16

130 17

16

130 17

16

160
22

26

54 54

26

94



MPOWER
Length Input Voltage

1000mm

2000mm

3000mm

DC48V

DC48V

DC48V

Installation

trim 30mm

trim 30mm

trim 30mm

Material

aluminum

aluminum

aluminum

Color Model Number

black MP-RE-100B

MP-RE-200B

MP-RE-300B

black

black

54 (mm)

23

37

30

26

DC48V CE IP20 Intelligent control
system

DIMMABLE

INSTALLATION TRACK

POWER FEEDER UNIT

CONNECTOR SET

1 2 3100

100

100

100

100

100

MP-RE-VER90

vertical track corner 90°

surface+circuit corner connector

MP-RE-HOR90

horizontal track corner 90°

surface+circuit corner connector

MP-RE-EXT90

external track corner 90°

surface+circuit corner connector

130 17

MP-50CON
power supply connector, CABLE50CM

MP-200CON

MP-TRCONL

MP-TRCON

END CAPS

Track connector

MP-ENDCAP

End cap

Track corner connector

power supply connector, CABLE200CM

16

130 17

16

130 17

16

130 17

16

160
22

26

54 54

26

95
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MPOWER
Length Input Voltage

1000mm

2000mm

3000mm

DC48V

DC48V

DC48V

Installation

trimless 30mm

trimless 30mm

trimless 30mm

Material

aluminum

aluminum

aluminum

Color Model Number

black MP-RE01T-100B

MP-RE01T-200B

MP-RE01T-300B

black

black

54 (mm)

23

13.5

70

26

39.5

DC48V CE IP20 Intelligent control
system

DIMMABLE

INSTALLATION TRACK

POWER FEEDER UNIT

CONNECTOR SET

1

2 3100

100

100

100

100

100

MP-RE01T-VER90

vertical track corner 90°

surface+circuit corner connector

MP-RE01T-HOR90

horizontal track corner 90°

surface+circuit corner connector

MP-RE01T-EXT90

external track corner 90°

surface+circuit corner connector

130 17

MP-50CON
power supply connector, CABLE50CM

MP-200CON

MP-TRCONL

MP-TRCON

END CAPS

Track connector

MP-ENDCAP

End cap

Track corner connector

power supply connector, CABLE200CM

16

130 17

16

130 17

16

130 17

16

160
22

26

54 54

26

96
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MPOWER
Length Input Voltage

1000mm

2000mm

3000mm

DC48V

DC48V

DC48V

Installation

trimless 30mm

trimless 30mm

trimless 30mm

Material

aluminum

aluminum

aluminum

Color Model Number

black MP-RE02T-100B

MP-RE02T-200B

MP-RE02T-300B

black

black

54 (mm)

23

70

26

DC48V CE IP20 Intelligent control
system

DIMMABLE

INSTALLATION TRACK

POWER FEEDER UNIT

CONNECTOR SET

1

2 3100

100

100

100

100

100

MP-RE02T-VER90

vertical track corner 90°

surface+circuit corner connector

MP-RE02T -HOR90

horizontal track corner 90°

surface+circuit corner connector

MP-RE02T-EXT90

external track corner 90°

surface+circuit corner connector

130 17

MP-50CON
power supply connector, CABLE50CM

MP-200CON

MP-TRCONL

MP-TRCON

END CAPS

Track connector

MP-ENDCAP

End cap

Track corner connector

power supply connector, CABLE200CM

16

130 17

16

130 17

16

130 17

16

160
22

26

54 54

26

97
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101



102



103



MP-S108

MP-S108

OPTIONS

No DIM

DIM DALI

TUYA BluetoothMP-S112

ColorFlux

610lm B/W

B/W

B/W

640lm

680lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

8W

8W

8W

P Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

MP-S112
ColorFlux

960lm B/W

B/W

B/W

1000lm

1040lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

12W

12W

12W

P

183.5

138.5

85

(mm)

35∅

183.5

163.5

85

(mm)

45∅

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

1

2

3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

0-10V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

104

4



183.5

138.5

110
(mm)

35∅

183.5

163.5

110

(mm)

45∅

MP-S208

MP-S208

MP-S212

ColorFlux

2*610lm B/W

B/W

B/W

2*640lm

2*680lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

2*8W

2*8W

2*8W

P

MP-S212
ColorFlux

960lm B/W

B/W

B/W

1000lm

1040lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

12W

12W

12W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

105

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

1

2

3

0-10V4
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183.5

185
120

(mm)

55∅

183.5

211
130

(mm)

70∅

MP-S115

MP-S115

MP-S125

ColorFlux

1160lm W/B

W/B

W/B

W/B

W/B

W/B

1200lm

1240lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15W

15W

15W

P

MP-S125
ColorFlux

1960lm

2000lm

2040lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

25W

25W

25W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

108

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

1

2

3

0-10V4



109



183.5

190

125

(mm)

55∅

MP-S15BEA

MP-S15BEA OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

MP-S25BEA

ColorFlux

1160lm B

B

B

B

B

B

1200lm

1240lm

CCT

2700K

3000K

4000K

Beam

15°-36° 36°-60°

36°-60°

36°-60°

15°-36°

15°-36°

15W

15W

15W

P

MP-S25BEA
ColorFlux

1960lm

2000lm

2040lm

CCT

2700K

3000K

4000K

Beam

25W

25W

25W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

1

2

3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

，

，

，

15°-36° 36°-60°

36°-60°

36°-60°

15°-36°

15°-36°

，

，

，

183.5

225

145

(mm)

70∅

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

110

0-10V4



90°

111



15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

183.5

120

117

(mm)

MP-R10A

MP-R10A

MP-R15A

ColorFlux

810lm B

B

B

B

B

B

840lm

880lm

CCT

2700K

3000K

4000K

Beam

10W

10W

10W

P

MP-R20A
ColorFlux

1560lm

1600lm

1640lm

CCT

2700K

3000K

4000K

Beam

20W

20W

20W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 90°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 90°DIMMABLE
MacAdam

Step 3

183.5

120

231

(mm)

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

112

OPTIONS

No DIM

DIM DALI

1

2

0-10V3
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112°

112°

112°

183.5

120

117

(mm)

MP-R08B

MP-R08B

MP-R15B

ColorFlux

610lm B

B

B

B

B

B

640lm

680lm

CCT

2700K

3000K

4000K

Beam

8W

8W

8W

P

MP-R15B
ColorFlux

1160lm

1200lm

1240lm

CCT

2700K

3000K

4000K

Beam

15W

15W

15W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 90°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 90°DIMMABLE
MacAdam

Step 3

183.5

120

231

(mm)

112°

112°

112°

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

114

OPTIONS

No DIM

DIM DALI

1

2

3 0-10V



115



116



15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

MP-R10F

MP-R10F

MP-R20F

ColorFlux

810lm B

B

B

B

B

B

840lm

880lm

CCT

2700K

3000K

4000K

Beam

10W

10W

10W

P

MP-R20F
ColorFlux

1560lm

1600lm

1640lm

CCT

2700K

3000K

4000K

Beam

20W

20W

20W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60°DIMMABLE
MacAdam

Step 3

183.5

183.5

117.5

43

43

231.5

(mm)

(mm)

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERWH

117

OPTIONS

No DIM

DIM DALI

1

2

3 0-10V
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112°

119



MP-L303

MP-L603

MP-L303

MP-L603

ColorFlux

810lm B

B

B

840lm

880lm

CCT

2700K

3000K

4000K

Beam

10W

10W

10W

P

1610lm B

B

B

1640lm

1680lm

2700K

3000K

4000K

20W

20W

20W

MP-L903 2410lm B

B

B

2450lm

2500lm

2700K

3000K

4000K

30W

30W

30W

MP-L1203 3160lm B

B

B

3200lm

3240lm

2700K

3000K

4000K

40W

40W

40W

MP-L1503 3960lm B

B

B

4000lm

4040lm

2700K

3000K

4000K

50W

50W

50W

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

112°

DIMMABLE
MacAdam

Step 3

(mm)

MP-L903

MP-L1203

MP-L1503

183.5

23

16

25

303

183.5

183.5

183.5

183.5

23

23

23

23

16

16

16

16

25

25

25

25

603

903

1203

1503

Voltage

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWER
120

OPTIONS

No DIM

DIM DALI

1

2

3 0-10V



121



∅

wall washer

wall washer

wall washer

183.5

155

102

(mm)

MP-T20WW

MP-T20WW

ColorFlux

1600lm B

B

B

1640lm

1680lm

CCT

2700K

3000K

4000K

Beam

20W

20W

20W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350°DIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWER
122

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

1

2

3

0-10V4



123



183.5

173.5

120

(mm)

45∅

MP-S108

MP-S108

ColorFlux

610lm B/W

B/W

B/W

640lm

680lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

8W

8W

8W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALGD AL MPOWER

124

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

1

2

3

0-10V4
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126



∅

B/G

B/G

B/G

183.5

330

51.5

(mm)

MP-SUS10

MP-SUS10

ColorFlux

810lm

840lm

880lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°

15°/24°/38°

15°/24°/38°

10W

10W

10W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60°DIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERGD

127

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

0-10V



∅

183.5

200

55

(mm)

MP-SUS12

MP-SUS12

ColorFlux

960lm

1000lm

1040lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°

15°/24°/38°

15°/24°/38°

12W

12W

12W

P

MP-SUS15
ColorFlux

1160lm W/G

W/G

W/G

B/G

B/G

B/G

1200lm

1240lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°

15°/24°/38°

15°/24°/38°

15W

15W

15W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

MP-SUS15

TRACK 48V 15°/24°/38°/60°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48V 15°/24°/38°/60°DIMMABLE
MacAdam

Step 3

∅

183.5

300

55

(mm)

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERGD

128

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

0-10V



129



130



B/G

B/G

B/G

MP-SUS006

OPTIONS

No DIM

DIM DALI

0-10V

ColorFlux

410lm

440lm

480lm

CCT

2700K

3000K

4000K

Beam

150°

150°

150°

6W

6W

6W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48VDIMMABLE
MacAdam

Step 3

1

2

3

B/G

B/G

B/G

MP-SUS10
ColorFlux

810lm

840lm

880lm

CCT

2700K

3000K

4000K

Beam

150°

150°

150°

10W

10W

10W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48VDIMMABLE
MacAdam

Step 3

∅

183.5 183.5

78

(mm)

MP-SUS06 MP-SUS10

∅95

15001500

(mm)

Voltage

DC48V

DC48V

DC48V

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERGD

131



∅

B/G

B/G

B/G

183.5

1500

118

(mm)

MP-SUS12

MP-SUS12

OPTIONS

No DIM

DIM DALI

0-10V

ColorFlux

1010lm

1040lm

1010lm

CCT

2700K

3000K

4000K

Beam

150°

150°

150°

12W

12W

12W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48VDIMMABLE
MacAdam

Step 3

1

2

3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERGD

132



133



B

B

B

183.5

1500

190

(mm)

MP-CAP20

MP-CAP20

ColorFlux

1610lm

1640lm

1680lm

CCT

2700K

3000K

4000K

Beam

15°/23°/36°/60°

15°/23°/36°/60°

15°/23°/36°/60°

20W

20W

20W

P

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48VDIMMABLE
MacAdam

Step 3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWERGD

134

OPTIONS

No DIM

DIM DALI

TUYA Bluetooth

0-10V



135



B

B

B

183.5

260

130

(mm)

MP-OLED03

MP-OLED03 OPTIONS

No DIM

DIM DALI

0-10V

ColorFlux

810lm

840lm

880lm

CCT

2700K

3000K

4000K

Beam

112°

112°

112°

3W

3W

3W

P

OLED UGR<19 IP20 CRI>90 L80B20
>50.000h

TRACK 48VDIMMABLE
MacAdam

Step 3

1

2

3

Voltage

DC48V

DC48V

DC48V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MPOWER
136



SHARP
137



138



Sharp is a slim and clean LED track light that will fit smoothly into any 
retail and gallery environments , with built-in driver and high lumen 
efficiency from 85lm/w to 95lm/w.Can be dressed in honeycomb filter 
and cross lourve to enhance the visual quality, reduce glare. The head 
can be adjusted precisely 360° + horizontal (rotation) without dead 
angle and 90° vertical. The light,as a result, is emitted exactly where 
you need it.

139
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142



High Performance Accent Lighting

143



SHA15

SHA15

OPTIONS

No DIM

DIM DALI

Bluetooth

ColorFlux

1300lm B/W

B/W

B/W

1350lm

1450lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

15W

15W

15W

P mA

350mA

350mA

350mA

75

15
8

12
3 (mm)

3-pin track adaptor

4-pin track adaptor

∅

75

16
5

12
3

∅

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

Accessories

15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

1

2

3

0-10V
TRIAC

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL SHARP

SHARP

WH

144
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15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

SHA20

SHA20

ColorFlux

1700lm B/W

B/W

B/W

1800lm

1900lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

20W

20W

20W

P mA

mA

500mA

500mA

500mA

(mm)

3-pin track adaptor

3-pin track adaptor/4-pin track adaptor

4-pin track adaptor
75

19
8

16
3

20
5

16
3

∅

75

16
3

∅

75∅

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

SHA30

 Accessories

SHA30
ColorFlux

2550lm B/W

B/W

B/W

2700lm

2900lm

CCT

2700K

3000K

4000K

Beam

15°/24°/38°/60°

15°/24°/38°/60°

15°/24°/38°/60°

30W

30W

30W

P

700mA

700mA

700mA

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

OPTIONS

No DIM

DIM DALI

Bluetooth

1

2

3

0-10V
TRIAC

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL SHARP

SHARP

WH

146



SHARP BEAMING

147



Dim on board Barn-door Angle adjusted

148



Lighting Solutions

Beam angle adjustable from 6° to 50°

149



15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

SHA-BEA10

SHA-BEA10

ColorFlux

300-500lm B/W

B/W

B/W

300-500lm

300-500lm

CCT

2700K

3000K

4000K

Beam

6°-50°/10°-50°

6°-50°/10°-50°

6°-50°/10°-50°

6°-50°/10°-50°

6°-50°/10°-50°

6°-50°/10°-50°

10W

10W

10W

P mA

mA

700mA

700mA

700mA

75

16
1

12
6

(mm)3-pin track adaptor 4-pin track adaptor

∅
59∅

75∅
59∅

16
9

12
6

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

SHA-BEA15

Optical Accessories

SHA-BEA15
ColorFlux

600-1200lm B/W

B/W

B/W

600-1200lm

600-1200lm

CCT

2700K

3000K

4000K

Beam

15W

15W

15W

P

250mA

250mA

250mA

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

OPTIONS

No DIM

DIM DALI

Bluetooth

1

2

3

0-10V
TRIAC

4

5

(mm)3-pin track adaptor 4-pin track adaptor

12 12

92.5

17
8

17
8

IES files PLEASE CONSULT

COLOUR MATERIALBK AL SHARP

SHARP BEAMING

WH
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Lighting Solutions
Beam angle adjustable from 15° to 90° with sharp outlines

Beam angle adjustable from 15° to 70° with soft outlines

151



15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

15°/24°/38°/60° 350° 90°DIMMABLE
MacAdam

Step 3

75∅
59∅

75∅
59∅

SHA-BEA20
ColorFlux

700-1800lm B/W

B/W

B/W

700-1800lm

700-1800lm

CCT

2700K

3000K

4000K

Beam

15°-70°/15-90°

15°-70°/15-90°

15°-70°/15-90°

15°-70°/15-90°

15°-70°/15-90°

15°-70°/15-90°

20W

20W

20W

P mA

mA

500mA

500mA

500mA

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

Optical Accessories

SHA-BEA30
ColorFlux

1000-2400lm B/W

B/W

B/W

1000-2400lm

1000-2400lm

CCT

2700K

3000K

4000K

Beam

30W

30W

30W

P

700mA

700mA

700mA

LED UGR<19 IP20 Ra>90 L80B20
>50.000h

OPTIONS

No DIM

DIM DALI

Bluetooth

1

2

3

0-10V
TRIAC

4

5

SHA-BEA20

(mm)3-pin track adaptor 4-pin track adaptor

SHA-BEA30

(mm)3-pin track adaptor 4-pin track adaptor

12

17
8

15
0

24
7.

8

68
25

8

15
0

176.5 215.1

12

92.5

17
8

IES files PLEASE CONSULT

COLOUR MATERIALBK AL SHARP

SHARP BEAMING

WH
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SHARP PROJECTOR
SHARP PROJECTOR is a slim and functional LED track light that will fit smoothly 
into optimum accurate lighting for museums, exhibitions, art galleries and sales 
and showroom areas.Featuring a group of precision optical lens and framing 
patterns mechanism designed to provide sharpedged, high-contrast square & 
triangle light shapes, logo projection is also available. The head can be adjusted 
precisely 360+ horizontal(rotation) and 90 vertical without dead angle. The 
light, as a result, is emitted exactly where you need it.

153



UGR<6
No Spilt Light
No StrayLight
Pure style exhibitions need dark environment in order to get all attentions 
focus on the exhibits(pictures). SHARP-Projector maximumly collect the light 
beam, cooperating with precisely designed optical system and precision optical 
lens, fully control the lights, achieve optimized light distribution with UGR<6, 
plus no spilt light and no stray light.
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Condenser lens

LOGO/Filter

155



18°-30°

Rotate it to change the sharpness 
of the light outline

The iris diaphragm controls the 
light beam for cicular illustrations.

Clear or Soft Outline

Push in & pull out the cylinder to 
change the light beam from 18° to 
30° or 27° to 42°.

Zoomable 18-30° or 27-42° 

Iris diaphragm
The framing blades controls the 
light beam for square / rectangular 
illustrations

Framing blades

27°-42°

156



 Sharp projector designed for high-end museum&gallery, creat sharp-focus and soft-fo-
cus on the art works. 
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SHA-PRO20

SHA-PRO20

ColorFlux

700lm B/W

B/W

B/W

700lm

700lm

CCT

2700K

3000K

4000K

Beam

18°-30°/27-42°

18°-30°/27-42°

18°-30°/27-42°

20W

20W

20W

P mA

500mA

500mA

500mA

66

21
3

(mm)

3-pin track adaptor/4-pin track adaptor

∅

75∅

LED UGR<6 IP20 Ra>90 L80B20
>50.000h

350° 90°DIMMABLE
MacAdam

Step 3 18°-30° 27°-42°

Colour Filter

OPTIONS

No DIM

DIM DALI

Bluetooth

1

2

3

0-10V
TRIAC

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL SHARP

SHARP PROJECTOR

WH
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HILIGHT
160
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HIL-120

HIL-T120

HIL-120

ColorFlux

1500lm WB

WB

WB

WB

WB

WB

1550lm

1600lm

CCT

2700K

3000K

4000K

Beam

15°/23°/36°

15°/23°/36°

15°/23°/36°

15°/23°/36°

15°/25°/36°

15°/23°/36°

15°/23°/36°

15°/25°/36°

20W

20W

20W

P

500mA

500mA

500mA

146

146

148

(mm)

142

146.5

142

(mm)

HIL-T120

ColorFlux

1500lm

1550lm

1600lm

CCT

2700K

3000K

4000K

Beam

20W

20W

20W

P

500mA

500mA

500mA

mA

mA

110-130V
220-240V

Adjustable
LED UGR<19 IP20 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

Adjustable
LED UGR<19 IP20 RA>90

RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL HILIGHT

HILIGHT

WH
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HIL-220

HIL-T220

15°/23°/36°

15°/23°/36°

15°/23°/36°

15°/23°/36°

15°/25°/36°

15°/23°/36°

15°/23°/36°

15°/25°/36°

WB

WB

WB

WB

WB

WB

265.5

146

148

(mm)

HIL-220

ColorFlux

2*1610lm

2*1640lm

2*1680lm

2*1610lm

2*1640lm

2*1680lm

CCT

2700K

3000K

4000K

BeamP mA

mA

500mA

500mA

500mA

ColorFlux CCT

2700K

3000K

4000K

Beam

2*20W

2*20W

2*20W

2*20W

2*20W

2*20W

P

500mA

500mA

500mA

265.5

146

148

(mm)

HIL-T220

RA>90

RA>90 110-130V
220-240V

Adjustable
LED UGR<19 IP20 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

Adjustable
LED UGR<19 IP20 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL HILIGHT

HILIGHT

WH
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CHOPIN
166



CHOPIN

ASYMMETRIC GEAR
ADJUSTMENT TECHNOLOGY To provide a solution
to precise adjustment of light-emitting angles

167



The central axis rotating structure of ordinary adjustable spotlights 

makes it difficult to accurately adjust the angle and requiring multiple 

adjustments.

A ruler and corresponding point inside to accurately determine 

lightemitting angles.
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CHOPIN
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CHO-R15

CHO-R15T

CHO-R15

ColorFlux

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

Max15W

Max15W

Max15W

Max15W

Max15W

Max15W

P mA

mA

83

97

(mm)

(mm)

CHO-R15T

ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

73

97

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

ZIGBEE6

GBK CHR MSLV MWH

MBK Round hole Oval hole Snoot

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

110-130V
220-240V

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CHOPIN

CHOPIN

WH
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200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

900lm

950lm

1000lm

900lm

950lm

1000lm



WB

WB

WB

WB

WB

WB

Max15W

Max15W

Max15W

Max15W

Max15W

Max15W

mA

mA

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

CHO-S115

CHO-S115T

CHO-S115

ColorFlux CCT

2700K

3000K

4000K

BeamP

CHO-S115T

ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

83 83

105

(mm)

73 73

105

(mm)

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

ZIGBEE6

GBK CHR

MSLV MWH MBK

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

110-130V
220-240V

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CHOPIN

CHOPIN

WH
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200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

900lm

950lm

1000lm

900lm

950lm

1000lm
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WB

WB

WB

WB

WB

WB

mA

mA

2*Max900lm

2*Max950lm

2*Max1000lm

2*Max900lm

2*Max950lm

2*Max1000lm

2*Max15W

2*Max15W

2*Max15W

2*Max15W

2*Max15W

2*Max15W

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

CHO-S215

CHO-S215T

CHO-S215

ColorFlux CCT

2700K

3000K

4000K

BeamP

CHO-S215T

ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

83
153

105
(mm)

73
143

105

(mm)

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

ZIGBEE6

GBK CHR

MSLV MWH MBK

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

110-130V
220-240V

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CHOPIN

CHOPIN

WH
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200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

200-350mA



WB

WB

WB

WB

WB

WB

mA

mA

3*Max900lm

3*Max950lm

3*Max1000lm

3*Max900lm

3*Max950lm

3*Max1000lm

3*Max15W

3*Max15W

3*Max15W

3*Max15W

3*Max15W

3*Max15W

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

CHO-S315

CHO-S315T

CHO-S315

ColorFlux CCT

2700K

3000K

4000K

BeamP

CHO-S315T

ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

83
223

105

(mm)

73
213

105

(mm)

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

ZIGBEE6

GBK CHR

MSLV MWH MBK

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

110-130V
220-240V

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CHOPIN

CHOPIN

WH
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200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

200-350mA
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WB

WB

WB

WB

WB

WB

mA

mA

4*Max900lm

4*Max950lm

4*Max1000lm

4*Max900lm

4*Max950lm

4*Max1000lm

4*Max15W

4*Max15W

4*Max15W

4*Max15W

4*Max15W

4*Max15W

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

8°/18°/28°/38°/50°

CHO-S415

CHO-S415T

ColorFlux CCT

2700K

3000K

4000K

BeamP

ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

CHO-S415

CHO-S415T

83
293

105

(mm)

73

283

105

(mm)

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

ZIGBEE6

GBK CHR

MSLV MWH MBK

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 8°/18°/28°/38°/50°

110-130V
220-240V

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CHOPIN

CHOPIN

WH
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200-350mA

200-350mA

200-350mA

200-350mA

200-350mA

200-350mA



RASTER
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Raster is a luminaire that takes care of the visual comfort of the 
spaces where it is installed, like no other. Its small-sized reflector, 
situated in a considerably set back position with respect to the 
ceiling plane, permits reducing glare, thus offering a very low UGR 
index(between 16.2 and 16.6).

Even so, the UGR is not a typical characteristic of the luminaire, but 
of the installation, so the values given in this catalogue have been 
calculated using standard installation. We recommend the specific 
calculation of your nstallation to ensure the desired anti-glare 
index. All the UGRs in this catalogue have been calculated under 
the conditions:(4H, 2H)
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RASTER line to circle

Refractive screen
Clilr for option:

Various optical reflectors
Beam angle:10°/15°/30°/45°

More wattage in family:
2W/4W/10W/20W/30W

High CRI

High CRI and Low SDCM

Raster's LED products adopt world top class LED chip.Lightingin high power&high 
CRI makes the subject outstand in color and material feature, and thus perfectly 
reflecting the colors of the subject and of human beings.

187



Optional filters

Clear lens:

Frosted lens:

Vertical lens:

Woven lens:

Average color rendering index ranges from Rl to R8 Eight Kinsd colorrendering 
index average

R1
0

20

40

60

80

100

120

Ra

R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
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RASTER
RASTER is a revolution of spotlight.t is linear lighting fixture, but its 
light distribution is a perfect round.It is small body, but it can light 
up large areas.You can never see where the light comes from, but 
itlights up the article magically with low eco impact and low visual 
impact.
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RA-02

RA-02

ColorFlux

140lm B/W

B/W

B/W

145lm

150lm

280lm

310lm

340lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

B/W

B/W

B/W

15°/30°/45°

15°/30°/45°

15°/30°/45°

2W

2W

2W

P mA

mA

700mA

700mA

700mA

RA-04
ColorFlux CCT

2700K

3000K

4000K

Beam

4W

4W

4W

P

700mA

700mA

700mA

RA-04

45

45

45

75

49

49

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

(mm)

(mm)

3V/LED

3V/LEDLED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

15°/30°/45°
LED UGR<19 IP20 RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER

WH
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RA-06
ColorFlux

350lm B/W

B/W

B/W

380lm

400lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

6W 

6W 

6W 

600lm

650lm

700lm

10W 

10W 

10W 

P mA

mA

700mA

700mA

700mA

10°/15°/30°/45°

RA-10
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

550mA

550mA

550mA

RA-06

RA-10

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

45

45

105

49

49

147

(mm)

(mm)

3V/LED

3V/LED

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER

WH
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mA

mA

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

RA-20
ColorFlux

1300lm B/W

B/W

B/W

1350lm

1400lm

CCT

2700K

3000K

4000K

Beam

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

20W 

20W 

20W 

1900lm

2000lm

2100lm

30W 

30W 

30W 

P

600mA

600mA

600mA

RA-30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

RA-20

RA-30

(mm)

(mm)

45
280

49

45
412

49

3V/LED

3V/LED

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER

WH
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RASTER  ADJUSTABLE
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RASTER  ADJUSTABLE
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Adjustable Recessed Light
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RA-AD02
ColorFlux

140lm B/W

B/W

B/W

145lm

150lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

2W 

2W 

2W 

P mA

700mA

700mA

700mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

RA-AD02

(mm)

48.5

65 58

3V/LEDLED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER ADJUSTABLE

WH
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mA

mA

RA-AD04
ColorFlux

280lm B/W

B/W

B/W

310lm

340lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

4W 

4W 

4W 

P

700mA

700mA

700mA

RA-AD04

RA-AD10

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

(mm)

(mm)

3V/LED

3V/LED

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

600lm

650lm

700lm

10W 

10W 

10W 

10°/15°/30°/45°

RA-AD10
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

700mA

700mA

700mA

DIMMABLE
MacAdam

Step 3

48.5

48.5

95

167

58

58

15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER ADJUSTABLE

WH
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RA-AD20
ColorFlux

1300lm B/W

B/W

B/W

1350lm

1400lm

CCT

2700K

3000K

4000K

Beam

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

20W 

20W 

20W 

1900lm

2000lm

2100lm

30W 

30W 

30W 

P mA

mA

600mA

600mA

600mA

RA-AD30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

RA-AD20

RA-AD30

(mm)

(mm)

3V/LED

3V/LED

48.5

48.5

432

58

300

58

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER ADJUSTABLE

WH
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RASTER TRIMLESS
Hidden in the ceiling of white or black.Main body replacement 
supported after years using.Optics changeable to general lighting, 
wall washer, spotlight.
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3V/LED

RA-TRI04
ColorFlux

280lm B/W

B/W

B/W

310lm

340lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

4W 

4W 

4W 

P mA

700mA

700mA

700mA

RA-TRI04

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

70
70

56.5

(mm)

15°/30°/45°
LED UGR<19 IP20 RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER TRIMLESS

WH
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RA-TRI06
ColorFlux

350lm B/W

B/W

B/W

400lm

450lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

6W 

6W 

6W 

600lm

650lm

700lm

10W 

10W 

10W 

P

700mA

700mA

700mA

RA-TRI10
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

700mA

700mA

700mA

RA-TRI06

RA-TRI10

70
98

56.5

(mm)

3V/LED

3V/LED

70141

56.5

(mm)

mA

mA

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

15°/30°/45°
LED UGR<19 IP20 RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER TRIMLESS

WH
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RA-TRI20
ColorFlux

1300lm B/W

B/W

B/W

1350lm

1400lm

CCT

2700K

3000K

4000K

Beam

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

20W 

20W 

20W 

1900lm

2000lm

2100lm

30W 

30W 

30W 

P

600mA

600mA

600mA

RA-TRI30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

RA-TRI20

RA-TRI30

3V/LED

3V/LED

mA

mA

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

70
273.5

56.5

(mm)

70

405

56.5

(mm)

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER TRIMLESS

WH
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RASTER SURFACE
Change the optics RASTER is available in surface.Perfect light 
out-put, clear and uniform.Anti glare and visual comfort.
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RA-SUR04

RA-SUR04

ColorFlux

280lm B/W

B/W

B/W

300lm

310lm

610lm

650lm

700lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

B/W

B/W

B/W

15°/30°/45°

15°/30°/45°

15°/30°/45°

4W

4W

4W

P

700mA

700mA

700mA

RA-SUR10
ColorFlux CCT

2700K

3000K

4000K

Beam

10W

10W

10W

P

700mA

700mA

700mA

RA-SUR10

137

64.7

34.5
72

(mm)

(mm)

3V/LED

3V/LED

34.5
80

mA

mA

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER SURFACE

WH
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RA-SUR20
ColorFlux

1300lm B/W

B/W

B/W

1350lm

1400lm

CCT

2700K

3000K

4000K

Beam

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

20W 

20W 

20W 

1900lm

2000lm

2100lm

30W 

30W 

30W 

P mA

mA

600mA

600mA

600mA

RA-SUR30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

RA-SUR20

RA-SUR30

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

(mm)

(mm)

3V/LED

3V/LED

34.5

269.5

406.5

72

34.5

72

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER SURFACE

WH
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RASTER TRACK

Change the optics RASTER is available in track.Perfect light 
out-put, clear and uniform.Anti glare and visual comfort.
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3V/LED

RA-TRA10
ColorFlux

600lm B/W

B/W

B/W

650lm

700lm

CCT

2700K

3000K

4000K

Beam

10W 

10W 

10W 

P mA

700mA

700mA

700mA

RA-TRA10

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

137

34.5

0-70°

345°

44

72

(mm)

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER TRACK

WH
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3V/LED

3V/LED

mA

mA

RA-TRA20
ColorFlux

1300lm B/W

B/W

B/W

1350lm

1400lm

CCT

2700K

3000K

4000K

Beam

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

10°/15°/30°/45°

20W 

20W 

20W 

1900lm

2000lm

2100lm

30W 

30W 

30W 

P

600mA

600mA

600mA

10°/15°/30°/45°

10°/15°/30°/45°

DIMMABLE
MacAdam

Step 3

RA-TRA30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

DIMMABLE
MacAdam

Step 3

HOUSING IN DIFFERENT COLOR

White

GoldRose Gold

Matt Black

Matt White

Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

RA-TRA20

RA-TRA30

72

269.5

34.5

0-70°

345°

44

44

(mm)

(mm)

72

406.5

34.5

0-70°

345°

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER TRACK

WH
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RASTER GENERAL
Change the optics RASTER is available in diffuser.Application in 
general lightings.
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RA-GEN10
ColorFlux

600lm B/W

B/W

B/W

650lm

700lm

CCT

2700K

3000K

4000K

Beam

100°

100°

100°

10W 

10W 

10W 

P mA

700mA

700mA

700mA

RA-GEN10

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

(mm)

147

45

49

CUT OUT:140*37

3V/LED
100°DIMMABLE

MacAdam
Step 3

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER GENERAL

WH
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RASTER WALL WASHER

Change the optics RASTER is available in wall washer.Perfect light 
out-put, clear and uniform.Anti glare and visual comfort.
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Wall washing for uniform vertical 
illuminance, the distance a of the 
luminaire from the wall should be 
around one third of the room 
height(h). Optimal wall offset and 
luminaire spacing values are 
indicated in the wall 
washer tables on the product data 
sheets.Rough guide: 
a=1/3xh

For good longitudinal uniformity, 
the spacing (d)of Compar lens 
wall washers may be up to 1.3 
times the offset from the wall(a) 
Arrangement:d 1.3 x a

Please make sure install alluminaire in same direction which its keep Bparallel with the wall.

224



mA

3V/LED

RA-WW10
ColorFlux

810lm B/W

B/W

B/W

840lm

880lm

CCT

2700K

3000K

4000K

Beam

wall washer

wall washer

wall washer

wall washer

10W 

10W 

10W 

P

700mA

700mA

700mA

RA-WW10

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

45

49

147

(mm)

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER WALL WASHER

WH
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RA-WW20
ColorFlux

1350lm B/W

B/W

B/W

1400lm

1450lm

CCT

2700K

3000K

4000K

Beam

20W 

20W 

20W 

1950lm

2000lm

2100lm

30W 

30W 

30W 

P mA

mA

600mA

600mA

600mA

RA-WW30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

600mA

600mA

600mA

RA-WW20

RA-WW30

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

3V/LED

3V/LED

wall washer

wall washer

wall washer

wall washer

wall washer

wall washer

45

45

49

49

280

412

(mm)

(mm)

wall washer

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

wall washer

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER WALL WASHER

WH

226



RASTER ACRYLIC
Change the optics RASTER is available in general lighting.Perfect 
light out-put, more brightness.
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RA-ACR10
ColorFlux

600lm B/W

B/W

B/W

650lm

700lm

CCT

2700K

3000K

4000K

Beam

120°

120°

120°

120°

120°

120°

10W 

10W 

10W 

P

700mA

700mA

700mA

120°

120°

DIMMABLE
MacAdam

Step 3

RA-ACR10

RA-ACR20

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

(mm)

147

280

45

45

45

49

CUT OUT:140*37

CUT OUT:273*37

ACEYLIC 5mm

ACEYLIC 5mm

(mm)

RA-ACR20
ColorFlux

1350lm B/W

B/W

B/W

1400lm

1450lm

CCT

2700K

3000K

4000K

Beam

20W 

20W 

20W 

P mA

mA

600mA

600mA

600mA

DIMMABLE
MacAdam

Step 3

3V/LED

3V/LEDLED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER ACRYLIC

WH
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RASTER PRO
1, 2 or 3 lamps combination available for Raster pro series.Visual installation and 
performing UGR<19.Anti-glare, matt frosted and spread optical accessories are 
available to match different applications.
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RA-PRO10
ColorFlux

700lm B/W

B/W

B/W

800lm

850lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

10W 

10W 

10W 

P

250mA

250mA

250mA

15°/30°/45°DIMMABLE
MacAdam

Step 3

RA-PRO10

HOUSING IN DIFFERENT COLOR

White Gold Black

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

mA

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER PRO

WH
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15°/30°/45°DIMMABLE
MacAdam

Step 3

15°/30°/45°DIMMABLE
MacAdam

Step 3

RA-PRO20
ColorFlux

1610lm B/W

B/W

B/W

1640lm

1680lm

CCT

2700K

3000K

4000K

Beam

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

20W 

20W 

20W 

2410lm

2440lm

2480lm

30W 

30W 

30W 

P

250mA

250mA

250mA

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

RA-PRO30
ColorFlux

B/W

B/W

B/W

CCT

2700K

3000K

4000K

BeamP

250mA

250mA

250mA

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

HOUSING IN DIFFERENT COLOR

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Frosted lens

Square spread lens

Retangle spread lens

ACCESSORIES

RA-PRO20

RA-PRO30

mA

mA

White Gold Black

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER PRO

WH
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RASTER PENDANT
Raster pendant is a new version in Raster family.Further will be more options.
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13°/36°/46°DIMMABLE
MacAdam

Step 3

LED UGR<19 IP20 CRI>90 L80B20
>50.000h

RA-PEN05
ColorFlux

280lm B/W

B/W

B/W

320lm

380lm

CCT

2700K

3000K

4000K

Beam

13°/36°/46°

13°/36°/46°

13°/36°/46°

5W 

5W 

5W 

P mA

150mA

150mA

150mA

RA-PEN05

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RASTER

RASTER PRO

WH
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The combination of these two elements controls the visual 
comfort of the downlights. The high precision LEDIL optics 
directs the light effectively past the ring.This means that 
white light stays white, even with coloured rings. 
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However, the coloured rings does alter the effect of the 
light, depending on the colour tone, the light gives a 
different impression, producing less glare. Simply 
switch on the lights for a real wow effect: the coloured 
ring reflects the light in such a way that it appears to 
be lit from within.

Rainbow
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Rainbow
VISUAL COMFORT

THE WOW-EFFECT
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RB-S12

RB-S12

ColorFlux

850lm W/B

W/B

W/B

900lm

960lm

CCT

2700K

3000K

4000K

Beam

12W

12W

12W

P mA

800mA

800mA

800mA

110-130V
220-240VLED UGR<19 IP20 RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°
/50°/60°/80°

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

VIVID RED OCEAN BLUEFRESH ORANGEQUIET BLACK

Reflector Option

7194

94

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RAINBOW

RAINBOW

WH
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Rainbow
VISUAL COMFORT

THE WOW-EFFECT
243



RA-TR08

RA-TR08

ColorFlux

610lm W/B

W/B

W/B

640lm

680lm

CCT

2700K

3000K

4000K

Beam

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

8W

8W

8W

P mA

650mA

650mA

650mA

110-130V
220-240VLED UGR<19 IP20 RA>90 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 15°/25°/30°/40°
/50°/60°/80°

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

VIVID RED OCEAN BLUEFRESH ORANGEQUIET BLACK

REFLECOTR OPTION

60

60

14
5

350° 90°

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RAINBOW

RAINBOW

WH
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Colors and glare-free lighting sets a stylish scene, and that’s what 
the Rainbow family is all about. These downlights owe their special 
effect to the interplay between a accurate LEDIL lens and the fitting 
rings in front of it. The rings in these lights are visible from exterior 
and can be personalized in a range of colors.
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15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

15°/25°/30°/40°/50°/60°/80°

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

RB-L15

RB-L15

ColorFlux

1000lm W/B

W/B

W/B

1100lm

1200lm

CCT

2700K

3000K

4000K

Beam

15W

15W

15W

P mA

700mA

700mA

700mA

VIVID RED OCEAN BLUEFRESH ORANGEQUIET BLACK

RELECTOR OPTION

110-130V
220-240VLED UGR<19 IP20 RA>90 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 15°/25°/30°/40°
/50°/60°/80°

��

���

��

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RAINBOW

RAINBOW

WH
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PROLIGHT
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PROLIGHT
Self-contained LED engine in four colours with industrial design
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Circular bezel

Fixed LED Engine

Fixed reflector

Chrome Silver White Black Gold Orange-red Light grey

REFLECTORS IN DIFFERENT COLOR

Adiustable reflector Fixed reflector Addjustable reflector

Adiustable LED Engine

Circular bezel trimless Square bezel Square bezel trimless
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Striped Glass

Clesr Glass

Frosted Softness
Honey Comb

Fixed Ring

Sleeve

Optional accessoriesgive the designrflexibility in 

combination of different luminaires.

Anti-glare sleeve achieves cut-off angle>40,UGR<6.

The lighting tool for perfectly glre-free light from ceiling

266



PRO-FR09

PRO-FR09

ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

9W

9W

9W

9W

9W

9W

P mA

mA

200mA

200mA

200mA

85

91

(mm)
PRO-TR09

200mA

200mA

200mA

PRO-TR09
ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

Honey comb Clear Glass Striped Glass Frosted Softness Sleeve

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

Secondary Reflector

Direct Arc PIN-hole

Reflector color

Chrome Silver White

Gold Orange-red Light grey

Black

75

110

91

(mm)

75

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE

267
SR GD OR OR



268



mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

PRO-FS09
ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

9W

9W

9W

9W

9W

9W

P

200mA

200mA

200mA

200mA

200mA

200mA

PRO-TS09
ColorFlux CCT

2700K

3000K

4000K

BeamP

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

PRO-FS09

85*85

91

(mm)
PRO-TS09

Optical Accessories

Honey comb Clear Glass Striped Glass Frosted Softness Sleeve

Secondary Reflector

Reflector color

Chrome Silver White

Gold Orange-red Light grey

Black

75*75

114*114

91

(mm)
75*75

Square

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

PRO-AS09
ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

9W

9W

9W

9W

9W

9W

P

200mA

200mA

200mA

200mA

200mA

200mA

PRO-ATS09
ColorFlux CCT

2700K

3000K

4000K

BeamP

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

PRO-AS09

85*85

91

(mm)
PRO-ATS09

Optical Accessories

Honey comb Clear Glass Striped Glass Frosted Softness Sleeve

Secondary Reflector

Reflector color

Chrome Silver White

Gold Orange-red Light grey

Black

114*114

91

(mm)
75*75

75*75

Square

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

75

75

PRO-AR09
ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

9W

9W

9W

9W

9W

9W

P

200mA

200mA

200mA

200mA

200mA

200mA

PRO-ATR09
ColorFlux CCT

2700K

3000K

4000K

BeamP

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

PRO-AR09

85

91

(mm)
PRO-ATR09

Optical Accessories

Honey comb Clear Glass Striped Glass Frosted Softness Sleeve

Secondary Reflector

Reflector color

Chrome Silver White

Gold Orange-red Light grey

Black

110

91

(mm)

reflector oval hole

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

75

75

PRO-WWR09
ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K Wall Washer

Wall Washer

Wall Washer

Wall Washer

Wall Washer

Wall Washer

3000K

4000K

Beam

9W

9W

9W

9W

9W

9W

P

200mA

200mA

200mA

200mA

200mA

PRO-WWR09

200mA

ColorFlux CCT

2700K

3000K

4000K

BeamP

LED UGR<10 IP20 RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

wall washer
LED UGR<10 IP20 RA>90

R9>50
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

wall washerDIMMABLE
MacAdam

Step 3

PRO-WWR12

85

91

(mm)
PRO-WWR12

110

91

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

85*85

114*114

75*75

75*75

Wall Washer

Wall Washer

Wall Washer

Wall Washer

Wall Washer

Wall Washer

wall washerDIMMABLE
MacAdam

Step 3

wall washerDIMMABLE
MacAdam

Step 3

PRO-WWS09
ColorFlux

710lm

740lm

780lm

710lm

740lm

780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

9W

9W

9W

9W

9W

9W

P

200mA

200mA

200mA

200mA

200mA

PRO-WWS09

200mA

ColorFlux CCT

2700K

3000K

4000K

BeamP

LED UGR<10 IP20 RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240VLED UGR<10 IP20 RA>90

R9>50
Rf>90
Rg>90

L80B20
>50.000h

PRO-WWS12

91

(mm)
PRO-WWS12

91

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

PRO-FR20

PRO-FR20

ColorFlux

1610lm

1640lm

1680lm

2710lm

2740lm

2780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

20W

20W

20W

35W

35W

35W

P

200mA

200mA

200mA

115

119

(mm)
PRO-FR35

200mA

200mA

200mA

PRO-FR35
ColorFlux CCT

2700K

3000K

4000K

BeamP

Optical Accessories

Honey comb

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

Secondary Reflector

Direct

Reflector color

Chrome
105

160

156

(mm)

150

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE
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mA

mA

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

Optical Accessories

Honey comb

Secondary Reflector

Direct

Reflector color

Chrome

PRO-AR20

PRO-AR20

ColorFlux

1610lm

1640lm

1680lm

2710lm

2740lm

2780lm

WB

WB

WB

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

15°/24°/36°/60°

20W

20W

20W

35W

35W

35W

P

200mA

200mA

200mA

115

129

(mm)
PRO-FAR35

200mA

200mA

200mA

PRO-FAR35
ColorFlux CCT

2700K

3000K

4000K

BeamP

Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240V

DIMMABLE
MacAdam

Step 3 15°/24°/36°/60°

15°/24°/36°/60° Adjustable
LED UGR<10 IP20

IP65
RA>90
R9>50

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

105

160

172

(mm)

150

IES files PLEASE CONSULT

COLOUR MATERIALBK AL PROLIGHT

PROLIGHT

WH CE
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CANVAS
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L
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W/B

W/B

W/B

10W

10W

10W

15°/24°/36°/50°

15°/24°/36°/50°

15°/24°/36°/50°

250mA

250mA

250mA

CAN-10

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

CAN-10

132

80
(mm)

OPTIONS

No DIM

DIM DALI

0-10V

1

2

3

Adjustable
LED UGR<19 IP20 RA>90 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 15°/24°/36°/50°

110-130V
220-240V

700lm

750lm

800lm

IES files PLEASE CONSULT

COLOUR MATERIALBK AL CANVAS

CANVAS

WH
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COOLER

285



COOLER is using special smoke color reflector.The 
sleek housing takes care of cooling, ensuring the 
best possible conditions for LED.Available in round 
and square, surface mounted to the ceiling.

COOLER
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W/B

W/B

W/B

10W

10W

10W

15W

15W

15W

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

15°/30°/45°

500mA

500mA

500mA

COO-S10

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

COO-S10

COO-S15

92

108.5

57

57

(mm)

(mm)

OPTIONS

No DIM

0-10V

TRIAC

1

2

3

LED UGR<19 IP20 RA>90

RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

15°/30°/45°

15°/30°/45°

110-130V
220-240V

W/B

W/B

W/B

600mA

600mA

600mA

COO-S15

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

LED UGR<19 IP20 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

1000lm

1050lm

1100lm

600lm

650lm

700lm

77

77

IES files PLEASE CONSULT

COLOUR MATERIALBK AL COOLER

COOLER

WH
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COOLER
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OPTIONS

No DIM

0-10V

TRIAC

1

2

3

RA>90LED UGR<19 IP20 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

W/B

W/B

W/B

10W

10W

10W

15°/24°/36°

15°/24°/36°

15°/24°/36°

250mA

250mA

250mA

COO-R10

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

COO-R10

DIMMABLE
MacAdam

Step 3 15°/24°/36°

650lm

700lm

750lm

105

78

IES files PLEASE CONSULT

COLOUR MATERIALBK AL COOLER

COOLER

WH
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OPTIONS

No DIM

0-10V

TRIAC

1

2

3

RA>90LED UGR<19 IP20 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

RA>90LED UGR<19 IP20 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

mA

mA

DIMMABLE
MacAdam

Step 3 15°/24°/36°

DIMMABLE
MacAdam

Step 3 15°/24°/36°

W/B

W/B

W/B

15W

15W

15W

30W

30W

30W

500mA

500mA

500mA

COO-R15

ColorFlux CCT

2700K

3000K

4000K

BeamP

COO-R15

COO-R30

104

92125

142

W/B

W/B

W/B

600mA

600mA

600mA

COO-R30

ColorFlux CCT

2700K

3000K

4000K

BeamP

2000lm

2100lm

2200lm

1050lm

1100lm

1150lm

IES files PLEASE CONSULT

COLOUR MATERIALBK AL COOLER

COOLER

WH
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ROUND
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W/B

W/B

W/B

12W

12W

12W

24°

24°

24°

300mA

300mA

300mA

ROU-SUR12 

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

ROU-SUR12

351°

107 0-80°

(mm)

OPTIONS

No DIM

TRIAC

1

2

1010lm

1040lm

1080lm

AdjustableDIMMABLE
MacAdam

Step 3 24°
LED UGR<19 IP20 RA>90

Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

100

IES files PLEASE CONSULT

COLOUR MATERIALBK AL ROUND

ROUND

WH
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OPTIONS

No DIM

TRIAC

24°

24°

24°

AdjustableDIMMABLE
MacAdam

Step 3 24°

W/B

W/B

W/B

12W

12W

12W

300mA

300mA

300mA

ROU-TR12 

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

ROU-TR12

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

1010lm

1040lm

1080lm

351°
107

0-80°

(mm)

100

IES files PLEASE CONSULT

COLOUR MATERIALBK AL ROUND

ROUND

WH
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BATH
297



Fog-proof downLight
1.Heat Dispersion System
● Heat sink in aviation aluminum keeps the LED
chip of fitting working with a low temperature and
working for a long time.

2.LED SMD Chip
● High performance SMD chip creates soft and
even optical performance.

3.High Quality Material
● High quality acrylic in frosted finishing,
Suitable for various height of ceiling.

4.IP Rating
● Fitting in Ip44 suits for wet environment.

5.Constant LED Driver
● Constant LED driver with power factor≥0.9
achieves high efficiency..

IP44
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DIMMABLE
MacAdam

Step 3

DIMMABLE
MacAdam

Step 3

BATH-03
ColorFlux

200lm

220lm

240lm

350lm

400lm

460lm

W/B

W/B

W/B

W/B

W/B

W/B

CCT

2700K

3000K

4000K

Beam

3W

3W

3W

6W

6W

6W

P mA

mA

250mA

250mA

250mA

150mA

150mA

150mA

BATH-06
ColorFlux CCT

2700K

3000K

4000K

BeamP

LED UGR<22 IP44 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

110-130V
220-240VLED UGR<22 IP44 Rf>90

Rg>90
L80B20
>50.000h

BATH-03

(mm)

(mm)
BATH-06

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

120°

120°

120°

120°

120°

120°

120°

120°
RA>90

RA>90

IES files PLEASE CONSULT

COLOUR MATERIALBK AL BATH

BATH

WH
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W/B

W/B

W/B

W/B

W/B

W/B

mA

mA

(mm)

(mm)

BATH-12
ColorFlux

900lm

950lm

1000lm

1200lm

1300lm

1400lm

CCT

2700K

3000K

4000K

Beam

12W

12W

12W

18W

18W

18W

P

280mA

280mA

280mA

500mA

500mA

500mA

BATH-18
ColorFlux CCT

2700K

3000K

4000K

BeamP

BATH-12

BATH-18

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

1

2

3

4

120°

120°

120°

120°

120°

120°

DIMMABLE
MacAdam

Step 3

DIMMABLE
MacAdam

Step 3
LED UGR<22 IP44 Rf>90

Rg>90
L80B20
>50.000h

110-130V
220-240V

110-130V
220-240VLED UGR<22 IP44 RA>90

RA>90

Rf>90
Rg>90

L80B20
>50.000h

120°

120°

IES files PLEASE CONSULT

COLOUR MATERIALBK AL BATH

BATH

WH
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SLIM
301



Slim downLight Concept:
1.Heat Dispersion System
● Heat sink in aviation aluminum keeps the LED
chip of fitting working with a low temperature
and working for a long lifetime.

2.High Performance Chip
● High performance chip with Ra>90.

3.Multi beam angles
● Beam angle in 10°/20°/30° with precise and
concentric speckle.

4.Narrow Space
● Cutout range from Φ55-Φ125mm,suits for
small cutout size of ceiling and short distance
which is less than 50mm.

5.Constant LED Driver
● Constant LED driver with internal IC chip.

6.Application
● Suitable for villas, hotels, residential buildings
and high upscale clubs.
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DIMMABLE
MacAdam

Step 3

DIMMABLE
MacAdam

Step 3

SLIM-03
ColorFlux

200lm

215lm

225lm

400lm

410lm

420lm

W

W

W

W

W

W

CCT

2700K

3000K

4000K

Beam

3W

3W

3W

6W

6W

6W

P mA

mA

250mA

250mA

250mA

180mA

180mA

180mA

SLIM-06
ColorFlux CCT

2700K

3000K

4000K

BeamP

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

SLIM-03

(mm)

(mm)
SLIM-06

OPTIONS

No DIM

DIM DALI

0-10V

TRIAC

1

2

3

4

10°/20°

10°/20°

10°/20°

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°

10°/20°/36°

IES files PLEASE CONSULT

COLOUR MATERIAL AL SLIM

SLIM

WH
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W

W

W

W

W

W

mA

mA

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

(mm)

(mm)

OPTIONS

No DIM

DIM DALI

0-10V

TRIAC

1

2

3

4

DIMMABLE
MacAdam

Step 3

DIMMABLE
MacAdam

Step 3

SLIM-08
ColorFlux

500lm

530lm

580lm

800lm

850lm

880lm

CCT

2700K

3000K

4000K

Beam

8W

8W

8W

12W

12W

12W

P

200mA

200mA

200mA

300mA

300mA

300mA

SLIM-12
ColorFlux CCT

2700K

3000K

4000K

BeamP

SLIM-08

SLIM-12

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°/36°

10°/20°/36°

IES files PLEASE CONSULT

COLOUR MATERIAL AL SLIM

SLIM

WH
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RING
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DIMMABLE
MacAdam

Step 3 Step light

RING-02
ColorFlux

80lm

110lm

110lm

110lm

110lm

130lm

W/B

W/B

W/B

W/B

W/B

W/B

CCT

2700K

3000K

4000K

RED

GREEN

BLUE

Beam

2W

2W

2W

2W

2W

2W

P mA

500mA

500mA

500mA

500mA

500mA

500mA

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

RING-02

(mm)

black

45

62
white

OPTIONS

No DIM

TRIAC

1

2

Optional Color

IES files PLEASE CONSULT

COLOUR MATERIALBK AL RING

RING

WH
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MASTER
The unique narrow side face ring design breaksthroughthetraditional 
way of expression.Rich color matching, to meetthe varioustheme space 
applications.30° shading Angle design, UGR<6, to provide you with 
more comfortable lighting space.Various dimming control schemes are 
available with dimming accuracy up to 0.1%.
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MAS-10

MAS-10

ColorFlux

810lm

840lm

880lm

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

10W

10W

10W

P mA

mA

250mA

250mA

250mA

85

75

(mm)
MAS-10M

Refractive Screen Color OptionOptical Accessories

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Black White

White+Black

White+Rose Gold

White+Red

White+Gold

White+silver

LED UGR<19 IP20 RA>90

RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

MAS-MIN10
ColorFlux

810lm

840lm

880lm

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

10W

10W

10W

P

250mA

250mA

250mA

LED UGR<19 IP20
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

LensReflector

IES files PLEASE CONSULT

COLOUR MATERIAL AL MASTER

MASTER

WH
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312



mA

RA>90
15°/24°/36°

LED UGR<19 IP20
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

MAS-T10

MAS-T10

ColorFlux

810lm

840lm

880lm

WB

WB

WB

CCT

2700K

3000K

4000K

Beam

15°/24°/36°

15°/24°/36°

15°/24°/36°

10W

10W

10W

P

250mA

250mA

250mA

112.5

80

(mm)

cut out:    80

Refractive Screen Color Option

OPTIONS

No DIM

DIM DALI

0-10V
TRIAC

Bluetooth

1

2

3

4

5

Black

White

Gold

IES files PLEASE CONSULT

COLOUR MATERIAL AL MASTER

MASTER

WH
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UGR downlight
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W/B

W/B

W/B

410lm

440lm

480lm

5W

5W

5W

100°

100°

100°

250mA

250mA

250mA

UGR-05

UGR-05

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

Inner Trim Color Option

Black

Red White+Black

White Gold

Sliver

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 100°

110-130V
220-240V

OPTIONS

No DIM

0-10V
TRIAC

1

2

3

4

DALI

90

CUT OUT:75

50

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL UGR

UGR downlight

WH
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 100°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 100°

110-130V
220-240V

W/B

W/B

W/B

810lm

840lm

880lm

10W

10W

10W

100°

100°

100°

300mA

300mA

300mA

UGR-10

UGR-10

ColorFlux CCT

2700K

3000K

4000K

BeamP

UGR-15

Inner Trim Color Option

Black

Red White+Black

White Gold

Sliver

W

W

W

1210lm

1240lm

1280lm

15W

15W

15W

100°

100°

100°

350mA

350mA

350mA

UGR-15

ColorFlux CCT

2700K

3000K

4000K

BeamP

mA

mA

OPTIONS

No DIM

0-10V
TRIAC

1

2

3

4

DALI

102

CUT OUT:90

50

(mm)

135

CUT OUT:120

50

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL UGR

UGR downlight

WH
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 100°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 100°

110-130V
220-240V

W/B

W/B

W/B

1700lm

1800lm

1850lm

20W

20W

20W

100°

100°

100°

500mA

500mA

500mA

UGR-20

UGR-20

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

mA

UGR-30

Inner Trim Color Option

OPTIONS

No DIM

0-10V
TRIAC

1

2

3

4

DALI

Black

Red White+Black

White Gold

Sliver

W/B

W/B

W/B

2500lm

2600lm

2700lm

30W

30W

30W

100°

100°

100°

750mA

750mA

750mA

UGR-30

ColorFlux CCT

2700K

3000K

4000K

BeamP

214

CUT OUT:200

50

(mm)

176

CUT OUT:160

50

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL UGR

UGR downlight

WH
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319

The MOON, features by its multiple 
sizes and its flexibility in application. 
Visual comfort finds its most rational 
form, creating spectacular effects 
with the simplicity of pure geomety.

FLEXIONAL DIFFUSER



MOON
320

Glare Free 
UGR<19

SANDY WHITE/
BLACK PAINTING



W/B

W/B

W/B

W/B

W/B

W/B

1700lm

1750lm

1800lm

25W

25W

25W

110°

110°

110°

MO10-R40

MO10-R40

ColorFlux CCT

2700K

3000K

4000K

BeamP

MO10-R50

Accessories

OPTIONS

No DIM1

SUSPENDED KIT

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

2510lm

2540lm

2580lm

36W

36W

36W

110°

110°

110°

MO10-R50

ColorFlux CCT

2700K

3000K

4000K

BeamP

(mm)

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

3510lm

3540lm

3580lm

48W

48W

48W

MO10-R60

MO10-R60

FluxP

MO10-R80

Accessories

OPTIONS

No DIM1

6710lm

6740lm

6780lm

96W

96W

96W

MO10-R80

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

9810lm

9840lm

9880lm

130W

130W

130W

MO10-R100

MO10-R100

FluxP

MO10-R120

Accessories

OPTIONS

No DIM1

10210lm

10240lm

10280lm

164W

164W

164W

MO10-R120

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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MOON slim and classic illumination that sets new standards.The 
round, seamlessly welded surface lights makes a discreetly 
elegant impression but set unique accentsin any space. In playing 
with various sizes and classic or unconventional arrangements, 
MOON becomes a formative architectural element.
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OFFICE LIGHTING
technology meets the precision of design, Visual comfort finds its 
most rationa form, creating spectacular effectswith the simplicity 
of pure geometry.
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

1810lm

1840lm

1880lm

25W

25W

25W

MO10-S40

MO10-S40

FluxP

MO10-S50

Accessories

OPTIONS

TRIAC1

SUSPENDED KIT

2510lm

2540lm

2580lm

36W

36W

36W

MO10-S50

FluxP

(mm)

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

3510lm

3540lm

3580lm

48W

48W

48W

MO10-S60

MO10-S60

FluxP

MO10-S80

Accessories

OPTIONS

1 TRIAC

6710lm

6740lm

6780lm

96W

96W

96W

MO10-S80

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

9810lm

9840lm

9880lm

130W

130W

130W

MO10-S100

MO10-S100

FluxP

MO10-S120

Accessories

OPTIONS

1 TRIAC

10210lm

10240lm

10280lm

164W

164W

164W

MO10-S120

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY

330



MOON  COLORFUL  LIGHT

BLACK PINK GREEN BLUEWHITE YELLOW
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LED
COLORFUL LIGHT
round shape it literally
invites you to play with colour.
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

2700K

3000K

4000K

ColorCCT Beam

1300lm

1400lm

1500lm

20W

20W

20W

MO06-R30

MO06-R30

FluxP

MO06-R40

Accessories

OPTIONS

TRIAC1

SUSPENDED KIT

1800lm

1900lm

2000lm

28W

28W

28W

MO06-R40

FluxP

(mm)

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY

335



LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

2500lm

2550lm

2600lm

36W

36W

36W

MO06-R50

MO06-R50

FluxP

MO06-R60

Accessories

OPTIONS

TRIAC1

3200lm

3300lm

3400lm

48W

48W

48W

MO06-R60

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

2700K

3000K

4000K

ColorCCT Beam

1300lm

1400lm

1500lm

20W

20W

20W

MO06-S30

MO06-S40

FluxP

MO06-S50

Accessories

OPTIONS

1 TRIAC

SUSPENDED KIT

1800lm

1900lm

2000lm

28W

28W

28W

MO06-S40

FluxP

(mm)

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3 110°

110-130V
220-240V

W/B

W/B

W/B

110°

110°

110°

ColorCCT

2700K

3000K

4000K

Beam

W/B

W/B

W/B

110°

110°

110°

2700K

3000K

4000K

ColorCCT Beam

2500lm

2550lm

2600lm

36W

36W

36W

MO06-S60

MO06-S60

FluxP

MO06-S80

Accessories

OPTIONS

1 TRIAC

3200lm

3300lm

3400lm

48W

48W

48W

MO06-S80

FluxP

(mm)

(mm)

SUSPENDED KIT

IES files PLEASE CONSULT

COLOUR MATERIALBK AL MOON

MOON

WH GY
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HIO

339



340



341



B

B

B

2810lm

2840lm

2880lm

35W

35W

35W

25°/40°

25°/40°

25°/40°

25°/40°

350mA

350mA

350mA

HIO-305

HIO-305

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

OPTIONS

No DIM

0-10V
TRIAC

Bluetooth

1

2

3

4

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

CUT OUT:90
(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL HIO

HIO

342



343



25°/40°

25°/40°

25°/40°

25°/40°

25°/40°

25°/40°

25°/40°
LED UGR<19 IP20 RA>90 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

25°/40°
LED UGR<19 IP20 RA>90 Rf>90

Rg>90
L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

B

B

B

5810lm

5840lm

5880lm

70W

70W

70W

500mA

500mA

500mA

HIO-605

HIO-605

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

mA

HIO-905

OPTIONS

No DIM

0-10V
TRIAC

Bluetooth

1

2

3

4

B

B

B

8210lm

8240lm

8280lm

105W

105W

105W

700mA

700mA

700mA

HIO-905

ColorFlux CCT

2700K

3000K

4000K

BeamP

(mm)

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL HIO

HIO
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LOOP

345



346

LOOP SPOT



B

B

B

B

B

B1510lm

1540lm

1580lm

25W

25W

25W

aluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

DC24V

DC24V

DC24V

LOOP-450

LOOP-450

ColorFlux CCT

2700K

3000K

4000K

MaterialP DC

DC

LOOP-600

OPTIONS

No DIM1

LED UGR<19 IP20
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

2110lm

2140lm

2180lm

35W

35W

35W

DC24V

DC24V

DC24V

LOOP-600

ColorFlux CCT

2700K

3000K

4000K

P

LED UGR<19 IP20 RA>90

RA>90

Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL LOOP

LOOP 

347



B

B

B

B

B

Baluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

aluminum+PS

Material

Material

LED UGR<19 IP20
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240VRA>90

LED UGR<19 IP20
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240VRA>90

3510lm

3540lm

3580lm

55W

55W

55W

DC24V

DC24V

DC24V

LOOP-950

LOOP-950

ColorFlux CCT

2700K

3000K

4000K

P DC

DC

LOOP-1200

OPTIONS

No DIM1

4610lm

4640lm

4680lm

75W

75W

75W

DC24V

DC24V

DC24V

LOOP-1200

ColorFlux CCT

2700K

3000K

4000K

P

IES files PLEASE CONSULT

COLOUR MATERIALBK AL LOOP

LOOP 

348



349



W/B

W/B

W/B

1010lm

1040lm

1080lm

3*5W

3*5W

3*5W

700mA

700mA

700mA

LOOP-S700-3

LOOP-S700-3

700 (mm)

(mm)

700

700

70

70

ColorFlux CCT

2700K

3000K

4000K

P mA

OPTIONS

No DIM1

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

Beam

IES files PLEASE CONSULT

COLOUR MATERIALBK AL LOOP

LOOP SPOT 

350



W/B

W/B

W/B

Beam

3510lm

3540lm

3580lm

6*5W

6*5W

6*5W

700mA

700mA

700mA

LOOP-S1200-6

LOOP-S1200-6

1200

1200

1200

70

70

ColorFlux CCT

2700K

3000K

4000K

P mA

OPTIONS

No DIM1

15°/24°/36°

15°/24°/36°

15°/24°/36°

(mm)

IES files PLEASE CONSULT

COLOUR MATERIALBK AL LOOP

LOOP SPOT 

351

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V 15°/24°/36°



1200

70

W/B

W/B

W/B

Beam

3510lm

3540lm

3580lm

10*5W

10*5W

10*5W

700mA

700mA

700mA

LOOP-S1200-10

LOOP-S1200-10

ColorFlux CCT

2700K

3000K

4000K

P mA

OPTIONS

No DIM1

15°/24°/36°

15°/24°/36°

15°/24°/36°

1200

1200 (mm)

70

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V 15°/24°/36°

IES files PLEASE CONSULT

COLOUR MATERIALBK AL LOOP

LOOP SPOT 

352



OFI
353



354



VISUAL
COMFORT
DIRECT/INDIRECT

355



HIGHLY DIVERSE PENDANT LUMINAIRES WITH LINEAR 
PROFILES AND DIRECT/INDIRECT ILLUMINATION.OFI CAN 
BE MODIFIED CONTINUOUSLY FROM 3000KTO 6000K. THIS 
ENABLES THE LIGHT ATMOSPHERE INTHE ROOM TO BE 
ADAPTED TO DAYLIGHT OR PERSONALMOODS.

356



W/B

W/B

W/B

2000lm

2050lm

2100m

30W

30W

30W

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

1050mA

1050mA

1050mA

OFI-31

OFI-31

1280

100
40

34

70

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

mA

OFI-31U

OPTIONS

No DIM

0-10V
TRIAC

Bluetooth

1

2

3

4

DIMMABLE
MacAdam

Step 3

W/B

W/B

W/B

2210lm

2240lm

2280lm

30W+12W

30W+12W

30W+12W

1050mA

1050mA

1050mA

OFI-31U

ColorFlux CCT

2700K

3000K

4000K

BeamP

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

LED UGR<19 IP20 RA>90
Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL OFI

OFI

WH

357

/



358



W/B

W/B

W/B

2000lm

2050lm

2100lm

30W

30W

30W

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

12°/36°/48°

1050mA

1050mA

1050mA

OFI-33

OFI-33

ColorFlux CCT

2700K

3000K

4000K

BeamP mA

mA

OPTIONS

No DIM

0-10V
TRIAC

Bluetooth

1

2

3

4

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

DIMMABLE
MacAdam

Step 3

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

W/B

W/B

W/B

2700lm

2800lm

2900lm

30W+12W

30W+12W

30W+12W

1050mA

1050mA

1050mA

OFI-33U

ColorFlux CCT

2700K

3000K

4000K

BeamP

DIMMABLE
MacAdam

Step 3

IES files PLEASE CONSULT

COLOUR MATERIALBK AL OFI

OFI

WH

359

1280

85
40

40

OFI-33U/



W/B

W/B

W/B

2000lm

2050lm

2100lm

30W

30W

30W

120°

120°

120°

120°

120°

1050mA

1050mA

1050mA

OFI-32

OFI-32

ColorFlux CCT

2700K

3000K

4000K

BeamP

OPTIONS

No DIM

0-10V
TRIAC

Bluetooth

1

2

3

4

DIMMABLE
MacAdam

Step 3

W/B

W/B

W/B

2700lm

2800lm

2900lm

30W+12W

30W+12W

30W+12W

1050mA

1050mA

1050mA

OFI-32U

ColorFlux CCT

2700K

3000K

4000K

BeamP

DIMMABLE
MacAdam

Step 3

mA

mA

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

LED UGR<19 IP20 RA>90 Rf>90
Rg>90

L80B20
>50.000h

110-130V
220-240V

IES files PLEASE CONSULT

COLOUR MATERIALBK AL OFI

OFI

WH

360

1280

100
40

70

OFI-32U/

120°

120°

120°



Contact details 

IINNO Ltd 
Unit 04-05, 16th Floor, 

The Broadway No. 54-62 Lockhart Road, 

Wanchai, Hong Kong 

Tel: +852 2134 9906 
+86 (0)769 2301 0151/2 

M: +86 13922905402 

Email: sales@iinno-lighting.com

www.iinno-lighting.com 

ooe® 

https://www.youtube.com/user/IINNOLED
https://www.facebook.com/iinnolight
https://www.instagram.com/iinno_light/
https://www.linkedin.com/company/iinno-intelligent-innovations/


Architechtural Lighting IIDesigning your lighting solutions


