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GOLF 

CE: 

The Golf series is a brand-new series, it means 

focusing and persevering in outdoor lighting. 

Integrated creatively with technology, wisdom and 

light through innovative way to show the beauty 

and beauty of the city. 

The entire series continues ultimate pursuit of 

light quality, integrates 17 years of self-innovative 

research and development advantages, and 

combines digital intelligent manufacturing and 

production technology to fully improve the light 

quality and stability of products. 

Faced by demands of globalization, we integrate 

patented technology and industrial design to light 

up the quality of the city and create a comfortable, 

healthy and fashionable light environment for 

people. 

PRODUCT 

CHARACTERISTICS 

Extreme light quality 

Combining materials, optics and application research, self-developed optical PMMA-8N lens, 
make the light fixture with efficient light 

High gray scale 65536 chip, support 4K refresh rate, with gamma compensation function, Low 
grayscale adjustment light does not jitter, high grayscale smooth dimming effect 

The program playback is smooth, up to 25ms/frame, and there is no ripple on the camera. 
ROLEDS digital light technology, the color gamut is improved, and exclusive colors can be 
customized 

Black light technology, built-in anti-glare accessories, optional hood, comfortable light feeling 

Super stability 

Circuit control with ROM protocol control and DMX512 decoding function, temperature or power 
protection value can be set 

High-density aviation aluminum material, high thermal conductivity, fast heat conduction and 

good heat dissipation, surface treatment uses high thermal conductivity, weather-resistant and 

scratch-resistant powder 

Big data production management, automatic intelligent manufacturing, complete quality system 

Diversified specifications 

Wide power coverage, low voltage 12V/ 24V or high voltage 100-240V series products, full 

configuration, color temperature, color mixed light 

Diversity of styles to meet the needs of various scenarios 

Integration of Architecture 

Industrial design, patented appearance, a full range of lamp models, providing designers with 

consistency in the products they choose, integrating architectural beauty to show the unique 

charm of the city 
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• • LED LINEAR LIGHT

371 RLL 17S 40 I RLL22S 

• • LED FLOOD LIGHT

53 I RFL 190R 57 I RFL220R 

• • EXTENDED SERIES

711 RLS001 72IRLS003 
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231 RWW38 261 RWW38H 29 1 RWW65 

431 RLL30S 461 RCL30 

60 I RFL260R 631 RFL350R 

73I RLS007 74IRLS008 

851 RGL 195 881 RGL265 91 I RGL325 

94 I RGL 155WW 971 RGL 195WW 100 I RGL265WW 1031 RGL195T 1061 RGL265T 

1091 RGL 195SM 112 I RGL265SM 1151 RGL325SM 

• • LED DOT LIGHT

123 I RDO35 126 I RDO45 129 I RDO4030B 132 I RDO5040B 

7-
135 I RDO7023B 138 I RDO5635 141 I RDO4530 144 I RDO5540 

1471 RDOB0B 1501 RDO100B 153 I RDO90 156 I RDO120 159 I RDO150 

• • LED INGROUND LIGHT

167 I RGL30 170 I RGLSO 173IRGL100 176 I RGL200 179 I RGL300 
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LED WALL WASHER 

GOLF 
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GOLF 

LED WALL WASHER 

P17 I RWW 24 

P20 I RWW 33 

P23 I RWW 38 

P26 I RWW 38H 

P29 I RWW65 
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171 RWW24 20 I RWW33 231 RWW38 261 RWW38H 291 RWW65 

Specification 

Power Consumption fYV) 11-14 18-24 24-48 36-48 48-60

Input Voltage DC24V DC24V DC24V AC100-240V AC100-240V 

Beam Angle(°) 30/45/25*45 20/30/45/20*40 7 /15/30/45/60/15*60/20*40 7 /15/30/45/60/15*60/20*40 15/22/45 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 

5in1 Colour /7in1 Colour 
• 

RGB/RGBW • • • 

Anti-glare Accessories • • • • • 

Adjustable Brackets • • • • • 

DMX512 • • • • 

Longitudinal Louvre Light Baffle 
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LED WALL WASHER 

GOLF RWW24 

High-en d wall washer, high transpa ren t  glass,
Extreme m ixin g l ightin g 

17

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

Features 

• Monochrome color, RGB, RGBW, various op tions

• Bev el design at its edge is more delica t e  an d protect

it from edge bumping.

• Super white glass with 94% high light transmittance,

high luminous efficacy, no dark area

IDMxl DMX w !Al!Alll 
� 8pixel �210□-6□□□K���

u 30° ij 45° u 2ox45° 

Light Baffle 
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GOLF RWW24 

TShape Bracket Size:1000x24.5x63.2mm(L*W*H) NetWeight:0.8kg 
L�1000/500/300mm 

1000 

"---�..,--j __ _,1L1 --,_�-.. ,.,.......,, Jt 

Specification 

Model LED Quantity(PCS) Power(W) Beam angle 

11 30/45/25*45 

RWW24 48 11 30/45/25*45 

14 30/45/25*45 

Light Distribution 

0 0 

CCT 

2700-6000K 

RGB 

RGBW 

Average beam angle (50%): 30' Average beam angle (50%): 45' Average beam angle (50%): 25X45' 

19 

• • Technical Parameters

.. w24.5 
N �I . I 

g J 

L u  mens output(lm) Efficacy(lm/W) 

540-610 45-52.5 

228-252 19-20.5

328.2-384 23.4-24.3 

LED WALL WASHER 

GOLF RWW33 

High-end monochrome wall washer, high transparent glass,  super high luminous efficiency 

Luminaire colour code 

Black 

RAL9011 
Dark Grey 

RAL7011 

White 

RAL9003 

Green 

RAL6032 

20 



Features 

• Super white glass with 94% high light transmittance, 

high light efficacy

• Bevel design at its edge is more delicate and protect

it from edge bumping,

• Black light technology, built-in gr ille for anti-glare

21 

2700-6000K 

u 20° u 30° il 45° u 20X40° 

Lrngitudinal L□LMB Light Baffle 

GOLF RWW33 

T Shape Bracket Size: 1000x33x57.8mm(L*W*H) Net Weight:1.2kg 
L=1000/500/300mm 

1000 

Specification 

Model LED Quant i ty(PCS ) 

r M' ______c_____t 

JI._ 

Power(W) Beam ang le CCT 

180° 

____N_._ 

• • Technical Parameters

Lu mens out put(lm) Efficacy(lm/W) 

RWW33 
18 

24 

18 

24 
20/30/45/20*40 

2700-6000K 

2700-6000K 

1800-1998 

2400-2745 

100-111,2 

100- 112,6

Light Distribution 

-/+180 -/+180 -/+180 -/+180 

Average beam angle (50%): 20° Average beam angle (50%): 30° Average beam angle (50%): 45° Average beam angle (50%): 20X40° 
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LED WALL WASHER 

GOLF RWW38 

High-en d wall was her, high-transp arent glass ,
perfect ant i-glare tech nology 

23

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 
Signal White Signal Green 

RAL9003 RAL6032 

Features 

• Super white glass with 94% high light transmittance, 

high light efficacy 

• Bevel design at its edge is more delicate 

and protect it from edge bumping. 

• Black light technology, built-in grille for anti-glare 

� DMX w IA71A7l7 
� 8pixel � 2100-soooK ��� 

15° u 30' ij 45' u 60' 

u15x60 20X40' 

Longitudinal Louwe Light Baffle Semicircle bull's-eye 
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GOLF RWW38 

T Shape Bracket Size: 1000x38x57.2mm(L *W"H) Net Weight: 1.5kg 
L�1000/500/300mm 

1000 

�

Specification 

Model LED Quantity(PCS) Power(W) 

RWW38 

24 

16 

16 

36 

16 

16 

24 

16 

Light Distribution 

-/+180 

-90 

24 

36 

48 

48 

-/+180 

-17 -

ro 

N 

Beam angle CCT 

7 /15/30/45/60/15*60/20*40 2700-6000K 

RGB3in1 
15/30/45/15*60/20*40 

7 /15/30/45/60/15*60/20*40 

RGBW4in1 

2700-6000K 

RGB 

RGBW 

7/15/30/45/60/15*60/20*40 2700-6000K 

15/30/45/15*60/20*40 RGBW4in1 

-/+180 

• • Technical Parameters

Lu mens output(lm) Efficacy(lm/W) 

-/+180 

2208-2616 

768-780

912-932

3060-3420 

1260-1440 

1764-1787 

3192-4145 

1872-1902 

92-109

32-32.5

38-40.5

110.2-112.4 

44.5-45 

49-50

66.5-87 

39-40.5

-/+180 

90 

Average beam angle (50%): 7" Average beam angle (50%): 15' Average beam angle (50%): 30' Average beam angle (50%): 45' Average beam angle (50%): 60' 

-/+180 
-/+180 

-90 90 

0 0 

Average beam angle (50%): 15x60' Average beam angle (50%): 20X40' 
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LED WALL WASHER 

GOLF RWW38H 

� AC100V iDCl 
LJ -240V � 

High-end wall washer, built-in LED driver, 
high transparent glass, 
high light technology perfect anti-glare 

Luminaire colour code 

Black 

RAL9011 
Dark Grey 

RAL7011 

White 

RAL9003 

Green 

RAL6032 

26 



Features 

• Super white glass with 94% high light transmittance 

• Satisfy multiple color choices of monochrome, RGB, RGBW 

• Bevel design at its edge is more delicate and protect it from 

edge bumping. 
• Black light technology, built-in grille for anti-glare 

• Built-in power supply to ensure beautiful appearance design 

27 

�DMXl]il �i4ll7 
� 8pixel � 2100-6000K ���

�15x60' u20X40' 

Longitudinal Louvre Light Baffle

GOLF RWW38H 

T Shape Bracket Size: 1000x38x86mm(L *W"H) Net Weight: 2.4kg

L�1000/500/300mm

�,�-
'."f 

Specification 

Model

RWW38H 

LED Quant ity(PCS)

36

16

16

24 

24 

24 

24 

Light Distribution 

+� 2-7.5 

� 34 _ .J _ 50 _ � 

Power(W) Beam angle

36 

48 
(DC24V) 

48 (DC24V)

7 /15/30/45/60/15*60/20*40

7 /15/30/45/60/15*60/20*40

15/30/45/15*60/20*40

CCT 

180" 
,----.._ 

2700-6000K

RGB 

RGBW 

2700-6000K 

RGB 

RGBW 

RGBW4in1

• • Technical Parameters

Lu mens output(lm) Efficacy(lm/W)

3967-4001

1564-1582

1764-1781

4088-4102 

2016-2320 

2304-2325 

1824-1867 

109.2-110.6 

43.5-44

48-49

85-86

42-42.5

48-49

38-39.5

Average beam angle (50%): 7° Average beam angle (50%): 15° Average beam angle (50%): 30' Average beam angle (50%): 45" Average beam angle (50%): 60' 

-/+180 
-/+180 

-90 
90 

0 0 

Average beam angle (50%): 15x60° Average beam angle (50%): 20X40° 
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LED WALL WASHER 

GOLF RWW65 

Uniform wall wa shing effects, no dark area, 
high luminous efficacy, high cost effective 

29 

Luminaire colour code 

Black 

RAL9011 
Dark Grey 

RAL7011 

White 

RAL9003 

Green 

RAL6032 

Features 

• Super white glass with 94% high light transmittance

• Unique color algorithms 5 in 1, 7 in 1 various options 

• Bevel design at its edge is more delicate and protect 

it from edge bumping. 

• Black light technology, built-in grille for anti-glare 

• Built-in power supply to ensure beautiful appearance

design

11 7

° 

0 12' 0 1
5' 0 22' 0 30' 

a
45' 

�
60' 

�15x60'U 
2

0X40' 

Longitudinal LCXJvre Light Baffle 
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GOLF RWW65 

T Shape Bracket Size: 1000x65x116m m(L *W*H) Net Weight: 3.5kg 

L=1000/500/300mm 

n 

11 

1000 

Specification 

Model LED Quantity(PCS) 

90 

RXQ65 
126 

31 

28 

Power(W) 

48 

60 

Beam angle 

15/22/45 

15/22/45 

7 /15/22/30/ 
45/60/15*60/20*40 

CCT 

5in1 

7in1 

2700-6000K 

RGB 

RGBW 

•• Technical Parameters

Lu mens output(l m) Efficacy(lm/ W) 

2784-2904 

3720-4028.4 

4187-4205 

1497-1521 

2086-2121 

58-60.5 

62-68.9 

69.8-70.1 

24.95-25.35 

34.8-35.35 

Light Distribution 

Average beam angle(50%) :7' Average beam angle(50%): 15' Average beam angle (50%) :22' Average beam angle (50%) :30' 

-/+180 -/+160 

Average beam angle (50%):45' Average beam angle (50%): 60' Average beam angle(50%):15x60' Average beam angle (50%):20X40' 
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LED LINEAR LIGHT 

GOLF 

33 

GOLF 

LED LINEAR& CONTOUR LIGHT 

P37 I RLL 17S 

P40 I RLL 22S 

P43 I RLL 30S 

P46 I RCL 30 
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37 I RLL 17S 40 I RLL22S 43 I RLL30S 461 RCL30 

Specifications 

Power Consumption (W) 11-14 11-14 11-14 11-14

Input Voltage DC24V DC24V DC24V DC24V 

Beam Angle( 0 ) 120 45/60/120 120 120 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 

RGB/RGBW • • • • 

PC Cover • • • 

Acrylic Cover • 

Cable Channel • • • 

DMX512 • • • • 
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LED LINEAR LIGHT 

GOLF RLL17S 

17mm width structure wat erproof design, seamless connection, 
uniform lighting effects, mult iple brackets opt ional 

37 

Luminaire colour code 

Black 
RAL9011 

Dark Grey 
RAL7011 

White 
RAL9003 

Green 
RAL6032 

Features 

• Brandnew tube in tube structure waterproof technology without glue is 

more safe and stable. 

• End cap with Bi-color injection technology ensures seamless connection 

between luminaires 

• Multiple installation brackets options to meet different installation 

requirement. 

• A variet y of mounting bracket options to adapt to different installation 

environment 

□ 120
° 

w !Al!Al 
� 2700-6000K � � 
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GOLF RLL 17S 

Spring bracket Size:1000x22.Sx50.8mm(L*W"H) Net Weight:0.Skg 
L=1000/500/300mm 

600 

Fixed U shape bracket Size: 1000x21.8x50.8mm Weight: 0.5kg 
L=1000/500/300mm 

Specification 

Model LED Quantity(PCS) Power(W) 

RLL17S 80 

Light Distribution 

-/+180 

Average beam angle (50%): 120° 

39 

11 

14 

11 

Beam angle 

120 

120 

120 

CCT 

• • Technical Parameters

' ' 

g�

::i 

"''.::. 
17 

... 21.8 

g[_gJ '7 

fu. 

Lu mens output(lm) Efficacy(lm/W) 

2700-6000K 352-363 

276-280 

32-33 

RGBW 

RGB 110-115 

19. 7-20 

10-10.5

LED LINEAR LIGHT 

GOLF RLL22S 

Structure waterproof technology, various beam angle 
optional ,  multiple brackets optional 

Luminaire colour code 

Black 

RAL9011 

Dark Grey 

RAL7011 

White 

RAL9003 

Green 

RAL6032 
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Features 

• Brandnew structure waterproof technology, more safe 

and stable 

• Various beam angle and installation methods for different 

project onsite situation 

• Aluminum channel under luminaire is good for hiding 

wires on facade 

41 

W ll!Al!Al 
� 2700-BOOOK � � � 

u 30
° a 45° □ 12

0
° u 25X45° 

GOLF RLL22S 

• • Technical Parameters

Spring bracket Size: 1000x22x47 .9mm(L*W*H) Net Weight: 0.6kg 
L=1000/500/300mm 

Fixed U shape bracket Size: 1000x22x47 .9mm(L *W*H) Net Weight: 0.6kg 
L=1000/500/300mm 

�,-"' 
@II 

"" , 1�r- -���-�' 1,6 0 

�-------A\---� � 

Trunking Size:1000x22x47.9mm(L*W*H) Net Weight:0.6kg 
L=1000/500/300mm 

09.0 

600 

=====-=--=--=--=--=--=----_ -_-_-_- _-_-_-_- _- _-_ -_ -_ -_ -----------����-

Specification 

Model LED Quanti ty(PCS) Power(W) Bea m  angle CCT L u  mens output(lm) Efficacy(lm/W) 

RLL22S 48 

RLL22S 

30/45/25*45/120 

30/45/25*45/120 

30/45/25*45/120 

120 

572-605

424-455 

312-319 

198-220 

(mi!ky cover) 48 

11 

14 

11 

11 

14 

11 

120 

120 

2700-6000K 

RGBW 

RGB 

2700-6000K 

RGBW 

RGB 

84-98 

55-66 

Light Distribution 

-90 

-/+180 -/+180 -/+180 
-/+180 

90 

0 0 O O 

Average beam angle (50%): 30° Average beam angle (50%): 45° Average beam angle (50%): 25X45° Average beam angle (50%): 120° 

52-55

31-32.5

28.4-29 

52-55

31-32.5

28.4-29 
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LED LINEAR LIGHT 

GOLF RLL30S 

Waterproof structure, a var ie ty of conto ur covers and 
bracket o pt ions 

1 
-4 

43  

Luminaire colour code 

Black 

RAL9011 
Dark Grey 

RAL7011 

White 

RAL9003 

Green 

RAL6032 

Features 

• Brandnew structure waterproof technology, more safe 

and stable

• Various beam angle and installation methods for different 

project onsite situation 

• Aluminum channel under luminaire is good for hiding 

wires on facade

DMX 
8pixel 

�120° 

w 
� 2700-6000K 
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GOLF RLL30S 

Trunking Size:995x32.4x62mm(L*W*H) Net Weight:0.6kg 
L=995/500/300mm 

600 

Fixed U shape bracket Size: 995x32.4x62mm(L *W*H) Net Weight: 0.6kg 
L=995/500/300mm 

.5 04 5 

600 

Trunking Size:1000x32.4x62mm(L*W*H) Net Weight:0.6kg 
L=995/500/300mm 

600 

Fixed U shape bracket 
L=995/500/300mm 

Size: 995x32.4x62mm(L *W*H) Net Weight: 0.6kg 

Specification 

Model LED Quantity(PCS) Power(W) 

RLL30S 80 

Light Distribution 

-/+180 

Average beam angle (50%): 120° 

45 

11 

14 

11 

Beam angle 

120 

120 

120 

CCT 

2700-6000K 

RGBW 

RGB 

• • Technical Parameters

Lu mens output(lm) Efficacy(lm/W) 

550-572

276-375

231-253

50-52

23-25

21-23

LED LINEAR LIGHT 

GOLF RCL30 

Structure waterproof technology, high-end acrylic diffuser, 
multiplelight emitting methods 

Luminaire colour code 

Black 

RAL9011 
Dark Grey White 

RAL7011 RAL9003 

Green 

RAL6032 
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Features 

• Brandnew structure waterproof technology, more safe and

stable. 

• Square and triangle shape acrylic, dual-color acrylic optional 

as diffuser 

• A variety of installation bracket options, can be equipped with

a wire slot, to meet the hidden wiring of the building surface. 

47 

DMX 
8pixel 

w !Al !Al n 
� 2700-BOOOK � � � 

GOLF RCL30 

Fixed U shape bracket Size: 1000x30x66.8mm(L *W*H) Net Weight: 1 .2kg 

HO OH 

30 

1000 

iJ N@lg� 

Specification 

Model LED Quant i ty(PCS) 

RCL30 48 

Light Distribution 

-/+180 

Average beam angle (50%): 120' 

Power(W) 

11 

14 

11 

Beam angle 

120 

120 

120 

�� 

CCT 

2700-6000K 

RGBW 

RGB 

• • Technical Parameters

Lu mens output(lm) Efficacy(lm/W) 

242-264 

168-180

121-152

22-24

12-14.8

11-13.8
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LED FLOOD LIGHT 

GOLF 

ContempororyGood Design 

WINNER2020 

49 

GOLF 

LED FLOOD LIGHT 

P53 I RFL 190R 

P57 I RFL 220R 

P60 I RFL 260R 

P63 I RFL 350R 

50 



Specifications 

Power Consumption r,J) 

Input Voltage 

Beam Angle 

CCT(K) 

RGB/RGBW 

7in1 Colour 

RGB/RGBW 

Cylindrical Screen 

Universal rotate bracket 

DMX512 

Honeycomb Screen Cylindrical screen 

51

531 RFL 190R 

24-48 

DC24V/AC220V 

4 ° /8° /15° /30 ° /45 ° /60 ° /15x60 ° /20x40° 

2700-6000 

• 

• 

• 

• 

• 

• 

57 I RFL220R 60 I RFL260R 60 I RFL350R 

48-72 60-120 90-180 

AC220V AC220V AC220V 

4 ° /8° /15 ° /30 ° /45° /60° /15x60° /20x40 ° 4 ° /8 ° /15 ° /30° /45° /60° /15x60 ° /20x40° 4 ° /8 ° /15° /30° /45° /60 ° /15x60 ° /20x40° 

2700-6000 2700-6000 2700-6000 

• • • 

• • • 

• • • 

• • • 

• • • 

• • • 
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LED FLOOD LIGHT 

GOLF RFL 190R 

Reinvent the classic 

53 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

Features 

• Selected high-efficiency LED and ultra-white glass

• With 94% light transmittance are combined to achieve long

distance accurate projection 

• The design of seperate structure of the optical cavity and 

driver with good heat dissipation reduce the ambient 

temperature of driver and maintain the product components

stability , thus it ensures product longer lifespan.

• Black light technology. Deep-hidden anti-glare design is 

developed to achieve dual anti-glare purpose

• 0~360°rotatable rackets, precisely adjustable dial, safety

self-locking structure design 

� 
� 

40 

w 
� 

2700-6000K 

u60° u 15x60° il 20X40° 

a a 

Honeycomb Screen Cylindrical screen 
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GOLF RFL 190R 

RFL190R DC24V Size: 211x64.5x248mm{L *W*H) Net Weight:2.25kg 

� 

� 211 

RFL190R AC 100-240V Size: 211x142x248mm{L *W*H) Net Weight: 3.9kg 

Specification 

Model No. LED s (PCS) PowerConsumption(w) 

18 36 

RFL 190R 

18 48 

9 24 

55 

142 

Bea m Angle(0) 

8 ° /15° /30° / 45 ° /60 ° 

15x60 ° /20x40 ° 

15°/30 ° /45 ° 

15x60 ° /20x40 ° 

8 °/15°/30° /45 ° /60 ° 

15x60 ° /20x40 ° 

15°/30 ° /45 ° 

15x60 ° /20x40 ° 

CCT 

2700-6000K 

RGBW 

RGB 

RGBW4 in 1 

RGB3 in 1 

2700-6000K 

RGBW 

RGB 

RGBW4 in 1 

RGB3 in 1 

2700-6000K 

RGBW 

• • Technical Parameters

� 

213.7 

Lumens output{lm) 

2844-2952 

972-1080

864-972 

1404-1512 

1152-1260 

3633-3777 

1104-1248 

969-1113 

1536-1680 

1200-1344 

1368-1440 

648-720 

Efficacy(lm/w) 

79-82 

27-30 

24-27

39-42 

32-35 

75-78 

23-26

20-23

32-35 

25-28

57-60 

27-30 

Light Distribution 

-/+180 

-90 90 -90 90 -90 

0 0 

Beam Angle (FWHM): 4° Beam Angle (FWHM): 8° 

-/+180 

0 0 

Beam Angle (FWHM): 60° Beam Angle (FWHM): 15x60° 

-/+180 

90 

0 

BeamAngle(FWHM): 15° 

0 
Beam Angle (FWHM): 20X40° 

-/+180 

-90 

0 

Beam Angle (FWHM): 30° 

-/+180 

90 -90 90 

0 

Beam Angle (FWHM): 45° 
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LED FLOOD LIGHT 

GOLF RFL220R 

Reinvent the classic 

57 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

Features 

• Selected high-efficiency LED and ultra-white glass

• With 94% light transmittance are combined to achieve long

distance accurate projection

• The design of seperate structure of the optical cavity and 

driver with good heat dissipation reduce the ambient

temperature of driver and maintain the product components

stability, thus it ensures product longer lifespan.

• Black light technology. Deep-hidden anti-glare design is 

developed to achieve dual anti-glare purpose 

• 0-360°rotatable rackets, precisely adjustable dial, safety 

self-locking structure design

2700-6000K 

40 

u 60
° u15x60°(j 20X40

° 

aa 

Honeycomb Screen Cylindrical Screen 
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GOLF RFL220R 

RFL220R Size: 251.Sx148.Sx272.Smm(L *W*H) Net Weight: 5.5kg 

Specification 

Model No. LEDs (PCS) PowerConsumption(w) BeamAn gle(0 ) 

30 60 

8 ° /15° /30° /45° /60° 

15x60° /20x40° 

15° /30° /45° 

15x60° /20x40° 

•• Technical Parameters

229.5 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 4740-4920 79-82

RGBW 1620-1800 27-30
RGB 1440-1620 24-27

RGBW4in 1 2340-2520 39-42
RGB3 in 1 1920-2100 32-35 

2700-6000K 5450-5666 75-78 
RFL220R 8 ° /15° /30° / 45° /60° 

----------------------------------------------------------------------------

15x600 /20x400 RGBW 1656-1872 23-26

30 72 

18 48 

Light Distribution 

-/+180 -/+180 

-90 

0 0 

-------------------------------------------��-�---------------1454-16 70 _____________ 20-23 --------

15° /30° /45° 

15x60° /20x40° 

-/+180 

0 

RGBW4in 1 

RGB3 in 1 

2700-6000K 

RGBW 

2304-2520 

1800-2016 

2736-2880 

1296-1440 

-/+180 

32-35

25-28

57-60

27-30

-/+180 

0 

90 

Beam Angle (FWHM): 4° Beam Angle (FWHM): 8° Beam Angle (FWHM): 15° Beam Angle (FWHM): 30° Beam Angle (FWHM): 45° 

-/+180 -/+180 -/+180 

-90 90 

0 0 0 

Beam Angle (FWHM): 60° Beam Angle (FWHM): 1 Sx60° Beam Angle (FWHM): 20X40° 

59 

LED FLOOD LIGHT 

GOLF RFL260R 

Reinvent the classic 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

60 



Features 

• Selected high-efficiency LED and ultra-white glass

• With 94% light transmittance are combined to achieve long
distance accurate projection

• The design of seperate structure of the optical cavity and
driver with good heat dissipation reduce the ambient 
temperature of driver and maintain the product components 
stability, thus it ensures product longer lifespan. 

• Black light technology. Deep-hidden anti-glare design is 
developed to achieve dual anti-glare purpose

• 0~360°rotatable rackets, precisely adjustable dial, safety
self-locking structure design

61 

IDMxl 
� 

w 
� 

2700-6000K 

■ 4' 118' 015' 03

0

' il45' 

� 

60

' �

1

5

x60

'il 
20X

4

0

' 

aa 

Honeycomb Screen Cylindrical screen 

GOLF RFL260R 

RFL260R Size: 286x150x310mm(L *\N"H) Net Weight: 5.8kg 

Specification 

Model No. LEDs (PCS) Pa,,verConsumption(w) BeamAngle( 0 ) 

RFL260R 

48 

48 

24 

24 

100 

120 

60 

64 

8 °/15°/30° /45° /60° 

15x60° /20x40° 

15°/30° /45° 

15x60° /20x40° 

8 °/15°/30° /45° /60° 

15x60° /20x40° 

15°/30° /45° 

15x60° /20x40° 

150 

CCT 

2700-6000K 

RGBW 

RGB 

RGBW4in 1 

RGB3 in 1 

2700-6000K 

RGBW 

RGB 

RGBW4 in 1 

•• Technical Parameters

Lumens output(lm) 

7900-8200 

2700-3000 

2400-2700 

3900-4200 

3200-3500 

9084-9444 

2760-3120 

2424-2784 

3840-4200 

Efficacy(lm/w) 

79-82

27-30

24-27

39-42

32-35

75-78

23-26

20-23

32-35
----------------------------------------------------------------------------

RGB3 in 1 

2700-6000K 

RGBW 

3000-3360 

3420-3600 

1728-1920 

25-28 

57-60

27-30 
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LED FLOOD LIGHT 

GOLF RFL350R 

Rei nvent the classic 

63 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

Features 

• Selected high-efficiency LED and ultra-white glass

I I 

• With 94% light transmittance are combined to achieve long

distance accurate projection

• The design of seperate structure of the optical cavity and 

driver with good heat dissipation reduce the ambient

temperature of driver and maintain the product components

stability, thus it ensures product longer lifespan.

• Black light technology. Deep-hidden anti-glare design is 

developed to achieve dual anti-glare purpose 

• 0-360°rotatable rackets, precisely adjustable dial, safety 

self-locking structure design

2700-6000K 

■ 4

° 

0 8

° 

g1
5

° 

0 3

0° 

a45

° 

u 60° u1
5

x60° a 20X

4

0° 

aa 

Honeycomb Screen Cylindrical screen 
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GOLF RFL350R 

RFL350R Size: 356x204x4 29.Sm m(L 'W'H) Net Weight: 12kg 

<1>356.0 

Specification 

Model No. LEDs (PCS) PowerConsumption(w) BeamAngle(0) 

60 

RFL350R 

72 

36 

Light Distribution 

-/+180 

-90 

0 

150 

180 

90 

-/+180 

0 

8 ° /15 ° /30 ° /45 ° /60 ° 

15x60 ° /20x40 ° 

15 ° /30 ° /45 ° 

15x60 ° /20x40 ° 

8 ° /15 ° /30 ° /45 ° /60 ° 

15x60 ° /20x40 ° 

15 ° /30 ° /45 ° 

15x60 ° /20x40 ° 

-/+180 

CCT 

2700-6000K 

RGBW 

RGB 

RGBW4in 1 

RGB3 in 1 

2700-6000K 

RGBW 

RGB 

RGBW4in 1 

RGB3 in 1 

2700-6000K 

RGBW 

•• Technical Parameters

Lumens output(lm) 

11850-12300 

4050-4500 

3600-4050 

5850-6300 

4800-5250 

13626-14166 

4140-4680 

3636-4176 

5760-6300 

4500-5040 

5130-5400 

2430-2700 

-/+180 

0 

378.5 

Efficacy(lm/w) 

79-82

27-30 

24-27

39-42

32-35

75-78

23-26

20-23

32-35

25-28

57-60

27-30

-/+180 

0 

90 

Beam Angle (FWHM): 4° Beam Angle (FWHM): 8° Beam Angle (FWHM): 15° Beam Angle (FWHM): 30° Beam Angle (FWHM): 45° 

-/+180 -/+180 -/+180 

-90 90 

0 0 

Beam Angle (FWHM): 60° Beam Angle (FWHM): 1 Sx60' Beam Angle (FWHM): 20X40' 
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LED FLOOD LIGHT 

Project Case 

67 



EXTENDED SERIES 

GOLF 

69  

GOLF 

EXTENDED SERIES 

P71 I RLS 001 

P72 I RLS 003 

P73 I RLS 007 

P74 I RTY 008 
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EXTENDED SERIES EXTENDED SERIES 

GOLF RLS001 GOLF RLS003 

Universal rotate bracket 

Applied luminaires code RFL 190R RFL220R RFL260R Applied luminaires code I RFL 190R RFL220R 

Height 6m Height 6m 
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EXTENDED SERIES EXTENDED SERIES 

GOLF RLS007 GOLF RLS008 

Universal rotate bracket Universal rotate bracket 

Applied luminaires code RFL190R RFL220R Applied luminaires code I RFL 190R RFL220R 

Height 4m 
Height 1m 
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LED INGROUND LIGHT

LED INGROUND LIGHT

G O L F

G O L F

75 76

RZS 195P111

P114 RZS 265

P117 RZS 325

RDM 155XQP96

P99 RDM 195XQ

P102

RDM 195T

P108

RDM 265XQ

RDM 265T

P105

RDM 65P81

P84 RDM 155

P87

RDM 265

P94

RDM 195

RDM 325

P90
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1-3W

DC12V

7/15/30/45/60/15x60

2700-6000

18-24W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

6-8W

DC24V

7/15/30/45/60/15x60

2700-6000

30-36W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

10W

DC24V

2700-6000

73 RGL65 76 RGL155      79 RGL195   82 RGL265 88 RGL155WW 91 RGL195WW 94 RGL265WW

97 RGL195T

20W

DC24V/AC100-240V

35X53/20，40X70/30，
50X95/40

2700-6000

30x60/20，40x85/30，
50x95/40

30W

DC24V/AC100-240V

35X53/20，40X70/30，
50X95/40

2700-6000

12W

AC100-240V

18/ 30/40/60

2700-6000

18-24W

AC100-240V

18/ 30/40/60

2700-6000

30-36W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

18-24W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

48-54W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

100 RGL265T 103 RGL195SM 106 RGL265SM 109 RGL325SM

48-54W

DC24V/AC100-240V

7/15/30/45/60/15x60

2700-6000

85 RGL325

Power Consumption(W)

(°)Beam Angle

CCT

COB

RGB

DMX512

Input Voltage

Bullseyes Louvre

Honeycomb Louvres

Power Consumption(W)

(°)Beam Angle

CCT

COB

RGB

DMX512

Input Voltage

Bullseyes Louvre

Honeycomb Louvres

Bullseyes Louvre Honeycomb Louvres



Graphite Black

RAL9011

Luminaire colour code

2700-6000K

DMX
512 -40～＋45°C

60°15° 30° 45°7°

15x60°

IK07 IP67

Inground Lights- Classic Series

DC
12V

RGL65GOLF

LED INGROUND LIGHT

A full range of anti-glare accessories optional

Imported silicone rubber sealing ring, IP68

negative-pressure protection cable patents. 

Professional structure design prevents the 

embedded parts from falling out.

Features

Honeycomb Louvre 
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Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

RGL65����Size：62x115.5mm(∅*H�)�����Net Weight：0.45kg

32-70

25-30

60-105

36-48

7°/15°/30°/45°/60°
15x60°

RGL65

1
32-70

25-30

20-35

12-16

2700-6000K

RGB

2700-6000K

RGB
3

1

1

IK10 IP67 DC
24V

Specification

Technical�Parameters

RGL65GOLF

Inground Lights- Classic Series

Graphite Black

RAL9011

Luminaire colour code

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Light�Distribution

RGL155GOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)

∅62

11
5
.5

∅56
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Features 

• A full range of anti-glare accessories optional 

• Imported silicone rubber sealing ring, IP68

negative-pressure protection cable patents.

• Professional structure design prevents the

embedded parts from falling out.

83 

� 
� 

15x60° 

w 
� 

a 

2700-6000K 

a 

�� 
Bullseyes Louvre Honeycomb Louvres 

GOLF RGL155 

RGL155 Size:155x114mm(0*H) NetWeight:1.35kg 

0154.95 

Specification 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0 ) 

3 

RGL 155 

4 

Light Distribution 

-/+180 

-90 90 

0 

Beam Angle (FWHM): 7° 

-/+180 

-90 90 

Beam Angle (FWHM): 60° 

-90 

-90 

6 

8 

0 

7°/15°/30°/45°/60° 

15x60° 

90 -90 

Beam Angle (FWHM): 15° 

-/+180 

90 

0 

Beam Angle (FWHM): 15x60° 

• • Technical Parameters

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

-/+180 

0 

Lumens output(lm) 

282-300 

132-150 

376-400

176-200

90 -90 

Beam Angle (FWHM): 30° 

Efficacy(lm/w) 

47-50 

22-25

47-50 

22-25

-/+180 

0 

Beam Angle (FWHM): 45° 

90 
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LED INGROUND LIGHT 

GOLF RGL195 

lnground Ligh t s - Classic Se ries 

Luminaire colour code 

Graphite Black 

RAL9011 

Features 

• A full range of anti-glare accessories optional

• Imported silicone rubber sealing ring, IP68

negative-pressure protection cable patents.

• Professional structure design prevents the

embedded parts from falling out.

2700-6000K 

11 7

° 

11 15

° 

0 3
0

° 

a 45

° 

u 
6

0
° 

u15x60° 

aa 

Bullseyes Louvre Bullseyes Louvre 
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Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

RGL195�����Size：200x114mm(∅*H�)�����Net Weight：2.5kg

RGL195

846-900

396-450

1128-1200

528-600

7°/15°/30°/45°/60°
15x60°

RGL195

18
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
24

9

12

IK10 IP67 DC
24V

Specification

Technical�Parameters

GOLF

Inground Lights- Classic Series

Graphite Black

RAL9011

Luminaire colour code

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Light�Distribution

∅200

11
4

∅195

AC100V
-240V

RGL265GOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)
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Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

2700-6000K

DMX
512

60°15° 30° 45°7°

15x60°

RGL265�����Size：260x119mm(∅*H�)�����Net Weight：3.8kg

1410-1500

660-750

1692-1800

792-900

7°/15°/30°/45°/60°
15x60°

RGL265

30
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
36

18

24

Specification

Technical�Parameters

RGL265GOLF

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Light�Distribution

1
1

9 ∅260

∅248.9

A full range of anti-glare accessories optional

Imported silicone rubber sealing ring, IP68

negative-pressure protection cable patents. 

Professional structure design prevents the 

embedded parts from falling out.

Features

Lumens output(lm) Efficacy(lm/w)

-40～＋45°C

Bullseyes Louvre Honeycomb Louvres

89 90



2700-6000K

DMX
512

60°15° 30° 45°7°

15x60°

IK10 IP67 DC
24V

Inground Lights- Classic Series

Graphite Black

RAL9011

Luminaire colour code

A full range of anti-glare accessories optional

Imported silicone rubber sealing ring, IP68

negative-pressure protection cable patents. 

Professional structure design prevents the 

embedded parts from falling out.

Features

AC100V
-240V

RGL325GOLF

LED INGROUND LIGHT

Honeycomb Screen Light Baffle

-40～＋45°C
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RGL325�����Size：325x171.8mm(∅*H�)�����Net Weight：�7.5kg

2256-2400

1056-1200

2538-2700

1188-1350

7°/15°/30°/45°/60°
15x60°

RGL325

48
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
54

30

36

IK10 IP67 DC
24V

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

Specification

Technical�Parameters

RGL325GOLF

Graphite Black

RAL9011

Luminaire colour code

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Light�Distribution

Inground Lights- Wall-Washing Series

∅325.0
1
6
6
.0

1
7
1
.8

RGL155WWGOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)

∅233
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RGL155WW�����Size：155x114mm(∅*H�)�����Net Weight：��1.35kg

240-320

30X60°/20°

40X85°/30°

50X95°/40°

RGL155WW 10 30-402700-6000K1

∅155

155

11
4

2700-6000K

35°X53°/20° 40°X70°/30° 50°X95°/40°

Specification

Light�Distribution

Technical�Parameters

RGL155WWGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

Dual-angle polarized light design for pefect uniformity 

wall washing effects.

Tilt Angle 20°, 30°, 40° solutions for different scenarios.

Professional unilateral anti-glare design

Features

Honeycomb Screen

Lumens output(lm) Efficacy(lm/w)

Beam Angle (FWHM)：35X53°/20°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：：40X70°/30°

V�
H�

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：：50X95°/40°

V�
H�

0

-40～＋45°C
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AC100V
-240V

Inground Lights- Wall-Washing Series

2700-6000K

35°X53°/20° 40°X70°/30° 50°X95°/40°

IK10 IP67 DC
24V

Graphite Black

RAL9011

Luminaire colour code

Dual-angle polarized light design for pefect uniformity 

wall washing effects.

Tilt Angle 20°, 30°, 40° solutions for different scenarios.

Professional unilateral anti-glare design

Features

RGL195WWGOLF

LED INGROUND LIGHT

-40～＋45°C
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Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

RGL195WW�����Size：200x114mm(∅*H�)�����Net Weight：2.5kg

600-800

35X53°/20°

40X70°/30°

50X95°/40°

RG195WW 20 30-402700-6000K1

IK07 IP67 DC
24V

Specification

Light�Distribution

Technical�Parameters

RGL195WWGOLF

Graphite Black

RAL9011

Luminaire colour code

Beam Angle (FWHM)：35X53°/20°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Beam Angle (FWHM)：40X70°/30°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Beam Angle (FWHM)：50X95°/40°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Inground Lights- Wall-Washing Series
∅200

11
4

∅195

AC100V
-240V

RGL265WWGOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)

Beam Angle (FWHM)：35X53°/20°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：：40X70°/30°

V�
H�

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：：50X95°/40°

V�
H�

0
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2700-6000K

900-1200

35X53°/20°

40X70°/30°

50X95°/40°

RGL265WW 30 30-402700-6000K1

35°X53°/20° 40°X70°/30° 50°X95°/40°

RGL265WW�����Size：260x119mm(∅*H�)�����Net Weight：3.8kg

Specification

Light�Distribution

Technical�Parameters

RGL265WWGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

Beam Angle (FWHM)：35X53°/20°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Beam Angle (FWHM)：40X70°/30°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Beam Angle (FWHM)：50X95°/40°

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

V 
H 

0

Dual-angle polarized light design for pefect uniformity 

wall washing effects.

Tilt Angle 20°, 30°, 40° solutions for different scenarios.

Professional unilateral anti-glare design

Features

1
1

9

∅260

∅248.9

Lumens output(lm) Efficacy(lm/w)

-40～＋45°C
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60°18° 30° 40°

2700-6000K

Inground Lights- Adjustable Series

IK10 IP67

Graphite Black

RAL9011

Luminaire colour code

  Angle adjustable  from outside.

 Double silicone ring guarantees reliable protection

Features

AC100V
-240V

RGL195TGOLF

LED INGROUND LIGHT

-40～＋45°C

Bullseyes Louvre
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RGL195T�����Size：200x224mm(∅*H�)�����Net Weight：3.8kg

564-60018°, 30°,40°，60°RGL195T 12 47-502700-6000K1

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：18°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：40°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

2
2
4

∅195

∅200 IK10 IP67

Specification

Light�Distribution

Technical�Parameters

RGL195TGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

Graphite Black

RAL9011

Luminaire colour code

Inground Lights- Adjustable Series

AC100V
-240V

RGL265TGOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)
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2700-6000K

60°18° 30° 40°

RGL265T���Size：260x224mm(∅*H�)�����Net Weight：�4.9kg

840-900

1260-1350

18°, 30°,40°，60°RGL265T

20

30

2700-6000K1

2700-6000K

42-45

42-451

2
2
4

∅255

∅260

Specification

Light�Distribution

Technical�Parameters

RGL265TGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：18°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：40°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

  Angle adjustable  from outside.

 Double silicone ring guarantees reliable protection

Features

Lumens output(lm) Efficacy(lm/w)

-40～＋45°C

Bullseyes Louvre
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2700-6000K

DMX
512

60°15° 30° 45°7°

15x60°

Inground Lights- Surface-Mounted Series

IK10 IP67 DC
24V

Graphite Black

RAL9011

Luminaire colour code

Convex glass design prevents dust and fallen leaves from

affecting the light output.

Optional hidden installation at the bottom, no bracket exposed

Simple shape, outshell color can be customized to satisfy 

different scenario.

Features

AC100V
-240V

RGL195SMGOLF

LED INGROUND LIGHT

-40～＋45°C

Bullseyes Louvre Honeycomb Louvres
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RGL195SM�����Size：200x152.2mm(∅*H�)���Net Weight：2.5kg

846-900

396-450

1128-1200

528-600

7°/15°/30°/45°/60°
15x60°

RGL195SM

18
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
24

9

12

1
5
2
.2

∅200

∅180.8
IK10 IP67 DC

24V

Specification

Light�Distribution

Technical�Parameters

RGL195SMGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

Graphite Black

RAL9011

Luminaire colour code

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Inground Lights- Surface-Mounted Series

AC100V
-240V

RGL265SMGOLF

LED INGROUND LIGHT

Lumens output(lm) Efficacy(lm/w)
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2700-6000K

DMX
512

60°15° 30° 45°7°

15x60°

RGL265SM�����Size：250x164.5mm(∅*H)������Net Weight：3.8kg

1410-1500

660-750

1692-1800

792-900

7°/15°/30°/45°/60°
15x60°

RGL265SM

30
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
36

18

24

1
6
4
.5

∅250

∅232.5

Specification

Light�Distribution

Technical�Parameters

RGL265SMGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Convex glass design prevents dust and fallen leaves from

affecting the light output.

Optional hidden installation at the bottom, no bracket exposed

Simple shape, outshell color can be customized to satisfy 

different scenario.

Features

Lumens output(lm) Efficacy(lm/w)

-40～＋45°C

Bullseyes Louvre Honeycomb Louvres
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2700-6000K

DMX
512

60°15° 30° 45°7°

15x60°

IK10 IP67 DC
24V

Graphite Black

RAL9011

Luminaire colour code

Inground Lights- Surface-Mounted Series

Convex glass design prevents dust and fallen leaves from

affecting the light output.

Optional hidden installation at the bottom, no bracket exposed

Simple shape, outshell color can be customized to satisfy 

different scenario.

Features

AC100V
-240V

RGL325SMGOLF

LED INGROUND LIGHT

-40～＋45°C

Bullseyes Louvre Honeycomb Louvres
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RGL325SM�����Size：320x194mm(∅*H)����Net Weight：��7.5�kg

2256-2400

1056-1200

2538-2700

1188-1350

7°/15°/30°/45°/60°
15x60°

RGL325SM

48
47-50

22-25

47-50

22-25

2700-6000K

RGB

2700-6000K

RGB
54

30

36

∅298.0
∅234

194

∅320

Specification

Light�Distribution

Technical�Parameters

RGL325SMGOLF

Model No. Power Consumption(w) Beam Angle(°) CCT�LEDs (PCS)

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：15x60°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：7°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：30°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：45°

V 
H 

0

-/+180

150-150

120

90

60

30-30

-60

-90

-120

0

Beam Angle (FWHM)：60°

V 
H 

0

Lumens output(lm) Efficacy(lm/w)
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P123 RDO  35

P126 RDO  45

P129 RDO  4030B

P132 RDO  5040B

P135 RDO  7023B

P138 RDO  5635

P141 RDO  4530

P144 RDO  5540

P147 RDO  80B

P150 RDO  100B

P153 RDO  90

P156 RDO  120

P159 RDO  150

LED DOT LIGHT

LED DOT LIGHT

119 120



Mounting Clip

Aluminum Profile

121

0.7-0.9/1.3-1.8

120°

2700-6000K

123 RDO35

1.3-1.8/2.4-3

2700-6000K

126 RDO45

0.7-0.9/1.3-1.8

2700-6000K

129 RDO4030B  132 RDO5040B  

2.4-2.8

DC12V/DC24V DC24VDC12V/DC24V

120° 120° 120°

2700-6000K

1.4/1.8

120°

2700-6000K

135 RDO7023B

1.8/2

2700-6000K

138 RDO5635  

1.4/1.8

DC24V

2700-6000K

141 RDO4530 144 RDO5540  

1.8

DC24V DC24VDC24V/DC48V

120° 90X120° 90X120°

2700-6000K

3-6

90/120°

2700-6000K

147 RDO80B

7-10

2700-6000K

150 RDO100B  

DC24V DC24V

3-6

2700-6000K

153 RDO90

7-10

2700-6000K

156 RDO120   

12-15

DC24V

2700-6000K

159 RDO150

DC24V DC24V

90/120° 90/120° 90/120° 90/120°

DC12V/DC24V

122

Aluminum Profile



124123

Graphite Black
RAL9011

Luminaire colour code Optional transparent, milky, frosted cover
Support customized multi-lamp series connection 
A variety of installation methods to meet various application scenarios

Ultrasonic combined with gluing process, IP67 grade

2700-6000K

wDMX
512 - ～＋ °30 55 C

DC
24VIP67

Ultrasonic combined with gluing art, double waterproof, IP67 protection grade， 
cost-effective, suitable for various installation scenarios

DC
12V

ROUND SERIES
RDO35

International Financial Center, Guiyang 



126125

Graphite Black
RAL9011

Luminaire colour code

DC
24VIP67

Ultrasonic combined with gluing art, double waterproof, IP67 protection grade， 
cost-effective, suitable for various installation scenarios

RDO35

Size：35x12.4mm（∅*H)   Net Weight：30g

49

11

36

70

15

40

1200.73

6

2700-6000K

RGB

RGBW

RDO35

4

0.9

1.4

120

120 2700-6000K 98 70
RDO35

21 15

6

RGB1.4 120

1.8 120 RGBW 72 40

37.4

25.6

12.4

38
.0

35.0

Average beam angle(50％)：105.2°

DC12V

DC24V

ROUND SERIES
RDO45



128127

Average beam angle(50％)：110.8°

RDO45

Size：45x12.4mm（∅*H)   Net Weight：40g

Optional transparent, milky, frosted cover
Support customized multi-lamp series connection 
A variety of installation methods to meet various application scenarios

Ultrasonic combined with gluing process, IP67 grade

2700-6000K

wDMX
512 98

21

72

168

36

70

15

40

70

15

120

120

1.4

1.8

6

8

8

2700-6000K

RGB

2700-6000K

RGB

RDO45

9

2.4

3

120

120 RGBW 120 40

RGBW

34.4

12.4

53
.2

45.0

47.2

-30~+55 C

Chang Shan



130129

DC
24VIP67

Ultrasound and glue filling process, double waterproof, cost-effective, 
suitable for a variety of installation sites

DC
12V

Graphite Black
RAL9011

Luminaire colour code

2700-6000K

wDMX
512 - ～＋ °25 55 CUltrasonic combined with gluing process, IP67 grade

Support customized multi-lamp series connection 

A variety of installation methods to meet various application scenario

Dragon Valley, Nanjing

RECTANGULAR SERIES
RDO4030B



132131

DC
24VIP67

Ultrasound and glue filling process, double waterproof, cost-effective, 
suitable for a variety of installation sites

RDO4030B

Size：40x30x14.3mm（L*W*H)   Net Weight：30g

Graphite Black
RAL9011

Luminaire colour code

Average beam angle(50％)：104.2°

49

11

36 

98

70

15

40

15 

1200.73

4

4

2700-6000K

2700-6000K

RGB

RGBW
RDO4030B

6

6

1.4

1.4

0.9

1.8

120

120

120

120 21

40

RGB

RGBW 72

70 

14.3

30
.0

33
.0

24.9

40.0

RECTANGULAR SERIES
RDO5040B



134133

RDO5040B

Size：50x40x13.8mm（L*W*H)   Net Weight：40g

Average beam angle(50％)：104.2°

2700-6000K

wDMX
512 - ～＋ °25 55 C

196

98

70

35

120

120

2.8

2.8

6

8

2700-6000K

42 15RGB

RGBW

RDO5040B

50
.0

40.0 13.8

34
.9

Ultrasonic combined with gluing process, IP67 grade

Support customized multi-lamp series connection 

A variety of installation methods to meet various application scenario

Phoenix Bridge, Nansha, Guangdong



136135

DC
24VIP65

360° all-round glue filling, fit for extremely narrow installation places

Graphite Black
RAL9011

Luminaire colour code

wDMX
512 - ～＋ °25 55 C

360° glue-filling art

Small product width for extremely narrow installation place

Optional secondary optical lens, suitable for high-definition vertical screen

Glory Project, Xinjiang

RECTANGULAR SERIES
RDO7023B



138137

RDO7023B

Size：70.1x23x15mm（L*W*H)   Net Weight：30g

DC
24VIP65

360° glue-filling art, IP65 grade，48V voltage for super long distance string lights

DC
48V

Average beam angle(50％)：93.7°

21

63

15

35

120

120

1.4

1.8
6

RGB

RGBW
RDO7023B

70
.1

15.0 23.0

Graphite Black
RAL9011

Luminaire colour code

RECTANGULAR SERIES
RDO5635



139 140

RDO5635

Size：56.4x35x15mm（L*W*H)   Net Weight：50g

Average beam angle(50％)：104.2°

2700-6000K

wDMX
512 - ～＋ °25 55 C

63 351201.86 RGBW

360° glue-filling process

48V power supply, more string lights to reduce the workload of lamp installation

Professional circuit design to ensure more safety product performance

70 3512028 RGBW

RDO5635

RDO5635

34.0

23
.8

34
.6

15.0

56.4

Dragon Valley, Nanjing

DC24V

DC48V



142141

DC
24VIP65

360° all-round glue-filled waterproof, with anti-glare function

Graphite Black
RAL9011

Luminaire colour code

wDMX
512 - ～＋ °25 55 C

360° glue-filling process

Special optical lens design to meet the needs of anti-glare scenes

Special optical design, improve product brightness and lighting efficiency

Ant Financial Building

RECTANGULAR SERIES
RDO4530



144143

RDO4530

Size：45x30x16mm（L*W*H)   Net Weight：30g

DC
24VIP65

360° all-round glue-filled waterproof, with anti-glare function

Average beam angle(50％)：99.5°

21

54

15

30

60X120

60X120

1.4

1.8

6

8

RGB

RGBW

RDO4530

45
.0

16.0

30.0

12.0

Graphite Black
RAL9011

Luminaire colour code

RECTANGULAR SERIES
RDO5540



146145

RDO5540

Size：55x40x15.4mm（L*W*H)   Net Weight：30g

Average beam angle(50％)：99.5°

2700-6000K

wDMX
512 - ～＋ °25 55 C

27

54

15

30

60X120

60X120

1.8

1.8

6

8

RGB

RGBW

RDO5540

55
.0

15.4 40.0

360° glue-filling process

Special optical lens design to meet the needs of anti-glare scenes

Special optical design, improve product brightness and lighting efficiency

Yellow Dragon CBD, Hangzhou



148147

DC
24VIP65

Gluing combined with water leakage protection, cost effective

2700-6000K

wDMX
512 - ～＋ °25 55 C

360° glue-filling process

Diamond cover (T3)

Support customized multi-lamp series connection to meet project needs

Graphite Black
RAL9011

Luminaire colour code

Suzhou Municipal Museum & Activity Center

DIE-CAST SERIES
RDO80B



150149

RDO80B

Size：80x54mm（∅*H)  

DC
24VIP65

Gluing combined with water leakage protection, cost effective

Graphite Black
RAL9011

Luminaire colour code

Average beam angle(50％)：98.7°

400

200

80

40

90

90

5

5

12

18

2700-6000K

RGBW

280 4090718 RGBW

RDO80B

240 809036

120 409039 RGBW

2700-6000K

55
.0

22
.5

67.1

82.0

80.0

30
°

DIE-CAST SERIES
RDO100B



152151

RDO100B

Size：100x67.2mm（∅*H)  

Average beam angle(50％)：98.7°

2700-6000K

wDMX
512 - ～＋ °25 55 C

700

480

70

40

90

90

10

12

24

12

2700-6000K

RGBW

150 15901012 RGB

RDO100B

83.9

7.5

67.2

26.0

360° glue-filling process

Diamond cover (T3)

Support customized multi-lamp series connection to meet project needs

30
°

100.0

104.0Suzhou Municipal Museum & Activity Center



154153

DC
24VIP66

Structure waterproof protection grade IP66, matching a variety of light distribution covers

2700-6000K

wDMX
512 - ～＋ °25 55 C

Structure waterproof IP66

Four kinds of covers: Frosted/transparent/milky/diamond 

External heat dissipation ribs, unique air-cooled circulation design

Graphite Black
RAL9011

Luminaire colour code

Xian Free Trade Zone

DIE-CAST SERIES
RDO90



155

RDO90

Size：90x60mm（∅*H)  

DC
24VIP66

Structure waterproof protection grade IP66, matching a variety of light distribution covers

Average beam angle(50％)：98.7° Average beam angle(50％)：124.8°

240

240

120

80

40

40

90

6
6

9

2700-6000K

RGBW

RGBW

RDO90

3 90

3

90

60

480

120

20

80

20

90

612

RGB

2700-6000K

RGB6 90

3

90

90.0

SR30

2- 4.5x8

98
.5

60
.0

32
.7

Graphite Black
RAL9011

Luminaire colour code

156

DIE-CAST SERIES
RDO120



158157

RDO120

Size：120x75mm（∅*H)  

Average beam angle(50％)：98.7° Average beam angle(50％)：93.7°

800

400

140

80

40

20

90

10

24

10

2700-6000K

2700-6000K

RGBW

RGB
RDO120 7

90

10

90

280

200

560

40

20

80

90

10

12

16

RGBW

RGB

7 90

90

13
5.

6

120.0

2- 5.5x14
120.0

SR46

38
.7 74

.8

Xian National Games project

Structure waterproof IP66

Four kinds of covers: Frosted/transparent/milky/diamond 

External heat dissipation ribs, unique air-cooled circulation design

2700-6000K

wDMX
512 - ～＋ °25 55 C



160159

DC
24VIP66

Structure waterproof protection grade IP66, matching a variety of light distribution covers

2700-6000K

wDMX
512 - ～＋ °25 55 C

Graphite Black
RAL9011

Luminaire colour code

Xian National Games project

Structure waterproof IP66

Four kinds of covers: Frosted/transparent/milky/diamond 

External heat dissipation ribs, unique air-cooled circulation design

DIE-CAST SERIES
RDO150
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RDO150

Size：150x93mm（∅*H)  

Average beam angle(50％)：98.7° Average beam angle(50％)：93.7°

RDO150

1200

300

600

80

20

40

90

15

24 2700-6000K

RGBW

RGB

90

15

90
12

16
4.

6

46
.9

150.0

SR57

93
.0

2- 5.5x17.5
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167 RGL 30 RGL 200176RGL 50170 RGL 100173 RGL 300179

2700-6000K 2700-6000K

DC24V DC24V

2700-6000K 2700-6000K

DC24V

2700-6000K

DC24V DC24V

12-14 20-268.6-1110-15 3-4.7

120 120120120 120



Extremely narrow frame, no dark zone between fixtures 
Ultra-white silk screen frosted glass, high light efficiency, uniform light output

Superior quality, extremely narrow frame

Graphite Black
RAL9011

Luminaire colour code

LED INGROUND LIGHT
RGL30

168167

IK07 IP67 DC
24V

＋ °

w
2700-6000K

DMX
512 -30 45 C～

120°

Xixi National Wetland Park, Hangzhou



Graphite Black
RAL9011

Luminaire colour code

170169

- / + 180
150-150

120

90

60

30-30

-60

-90

-120

0

V
H 

0

48RGL30

72-120

24-60

6-10

2-5120

42-70 3-5

12

12

14

IK07 IP67 DC
24V

L

L

30
72

92

27
30

2700-6000K

RGB

RGBW

L=1000/500/300mm

RGL30

Size：1000x30x92mm（L*W*H)    Net Weight：3.2kg

Superior quality, extremely narrow frame

LED INGROUND LIGHT
RGL50

Average beam angle(50％)：120°



Extremely narrow frame, no dark zone between fixtures 
Ultra-white silk screen frosted glass, high light efficiency, uniform light output

2700-6000K

RGB

RGBW

172171

48RGL50

70-110

36-60

7-11

3-5120

56-102 4-8

10

12

14

＋ °

w
2700-6000K

DMX
512 -30 45 C～

120°

L

50

92

46

50

72

L

L=1000/500/300mm

RGL50

Size：1000x50x92mm（L*W*H)    Net Weight：4.4kg

- / + 180
150-150

120

90

60

30-30

-60

-90

-120

0

V
H 

0

Average beam angle(50％)：120°



Graphite Black
RAL9011

Luminaire colour code

174173

One-piece die-casting design, ensuring heat dissipation and improve waterproof performance
Extremely narrow frame, no dark zone between fixtures

Ultra-white silk screen frosted glass, uniform light output

＋ °

w
2700-6000K

DMX
512 -30 45 C～

120°

IK07 IP67 DC
24V

Superior quality, extremely narrow frame

LED INGROUND LIGHT
RGL100



2700-6000K

RGB

RGBW
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- / + 180
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90

60

30-30

-60

-90

-120

0

V
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0

12RGL100

15-24
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1-4120

9.4-23.5 2-5

3

4

4.7

IK07 IP67 DC
24V

100 92

10
0

99

99

75.5

25

20

176

Graphite Black
RAL9011

Luminaire colour code

RGL100

Size：100x100x92mm（L*W*H)    Net Weight：0.8kg

Superior quality, extremely narrow frame

LED INGROUND LIGHT
RGL200

Average beam angle(50％)：120°



One-piece die-casting design, ensuring heat dissipation and improve waterproof performance
Extremely narrow frame, no dark zone between fixtures

Ultra-white silk screen frosted glass, uniform light output

2700-6000K

RGB

RGBW

177

- / + 180
150-150

120

90

60

30-30

-60

-90

-120

0

V
H 

0

36RGL200

216-432

17-51

24-48

2-6120

33-66 3-6

9

8.5

11

＋ °

w
2700-6000K

DMX
512 -30 45 C～

120°

200 92

20
0

199

19
9

75.5

25

20
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RGL200

Size：200x200x92mm（L*W*H)    Net Weight：2.4kg

Average beam angle(50％)：120°



180179

One-piece die-casting design, ensuring heat dissipation and improve waterproof performance
Extremely narrow frame, no dark zone between fixtures

Ultra-white silk screen frosted glass, uniform light output

＋ °

w
2700-6000K

DMX
512 -30 45 C～

120°

IK07 IP67 DC
24V

Graphite Black
RAL9011

Luminaire colour code

Superior quality, extremely narrow frame

LED INGROUND LIGHT
RGL300



2700-6000K

RGB

RGBW

181

- / + 180
150-150

120

90

60

30-30

-60

-90

-120

0

V
H 

0

80RGL300

240-300

60-120

12-15

3-6120

156-234 6-9

20

20

26

300 92

30
0

299

29
9

75.5

25

20

RGL300

Size：300x300x92mm（L*W*H)    Net Weight：4.9kg

Average beam angle(50％)：120°
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17
20
23

29
26

14

LED INGROUND LIGHT

LED INGROUND LIGHT

164

P167 RGL  30

P170 RGL  50

P173 RGL  100

P176 RGL  200

P179 RGL  300



Contact details 

IINNO Ltd 
Unit 04-05, 16th Floor, 

The Broadway No. 54-62 Lockhart Road, 

Wanchai, Hong Kong 

Tel: +852 2134 9906 
+86 (0)769 2301 0151/2 

M: +86 13922905402 

Email: sales@iinno-lighting.com

www.iinno-lighting.com 

ooe® 

https://www.youtube.com/user/IINNOLED
https://www.facebook.com/iinnolight
https://www.instagram.com/iinno_light/
https://www.linkedin.com/company/iinno-intelligent-innovations/


Landscaping Lighting IIA Designing your lighting solutions
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