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Product Index 

•• LED FLOOD LIGHT

017 I RFL40S 021 I RFL40P 0251 RFL55S 

033 I RFL 120S 0431 RFL 140S 053 I RFL 140P 

091 I RFL 155 091 I RFL 165 091 I RFL200 

099 I RFL 140P(5in1) 100 I RFL 140P(7in1) 101 I RFL 180(5in1) 

•• LED WALL WASHER

I /I� 
107 1 RWW30C 110 I RWW35C 113 I RWW40C 

1271 RWW66 1301 RWW90 1331 RWW100 

•• LED LINEAR LIGHT

1411 RLL21 144 I RCL22 

011  

029 I RFL95C 

063 I RFL180 

091 I RFL220S 

102 1 RFL 180(7in1) 

116 I RWW37S 

•• LED INGROUND LIGHT

180IRGL70S 

• • EXTENSION SERIES

073 I RFL210 087 I RFL220 

1871 RWP80 1911 RWP140 1941 RDL65 1971 RWL 1 00S 200 IRSL75 203 IRSL50S 

0911 RFL260 

206 I RSL55 209 I RLL 140 2131 RFL175 

• • INTELLIGENT CONTROL SYSTEM

l 217 I Urban Smart Lighting Solution 

120 I RWW39S 123 I RWW55 
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LED FLOOD LIGHT 

Matrix 

013

LED FLOOD LIGHT 

017 RFL40S 

021 RFL40P 

025 RFL55S 

029 RFL95C 

033 RFL 120S 

043 RFL 140S 

053 RFL 140P 

063 RFL 180 

073 RFL210 

087 RFL220 

091 RFL 155/165/200/220S/260 

099 RFL 140P(5 in 1) 

100 RFL 140P(7 in 1) 

101 RFL 180(5 in1) 

102 RFL 180(7 in1) 
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017 I RFL40S 021 I RFL40P 025 I RFL55S 0291 RFL95C 
033 I RFL 120S 043 I RFL 140S 053 I RFL 140P 063 I RFL180 

Power(w) 1-3 1-3 3-8 12 Power(w) 24-192 24-192 45-270 90-810 

Input Voltage DC24V DC24V DC24V/DC12V DC24V Input Voltage DC24V/AC220V DC24V/AC220V DC24V/AC220V AC220V 

BeamAngle 7/15/25/15*45 7/15/25/15*45 4/7 /8/15/20/30/15*45 7 /1 0/15/20/30/40 Beam Angle 12/22/30/45/60/15*60 4/8/20/35/45/15*45 6/8/20/22/35/45/10*45 3.5/5.5/8/15/20/22/ 
35/40/45/60 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 

RGB/RGBW • • RGB/RGBW • • • • 

5 in1 Colour 5 in1 Colour • • 

7 in1 Colour 7 in1 Colour • 

Combination Combination • • • • 

Anti-glare Accessor ies • • • • Anti-glare Accessories • • • • 

T ile Bracket • • • Un iversa l bracket • • • 

Spike • • • • DMX512 • • • • 

DMX512 • • • 

073 I RFL210 0811 RFL220 091 I RFL 155 091 I RFL 165 091 I RFL200 091 I RFL220S 091 I RFL260 

Power(w) 100-900 100-1080 48 72 100 140 180 

Input Voltage AC220V AC220V AC220V AC220V AC220V AC220V AC220V 

BeamAngle 3.5/5.5/8/15/20/22/ 2.5/8/20/40 8/22/30/45 22/30/45 8/22/30/45 22/30/45 22/30/45 35/40/45/60 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 

RGB/RGBW • • • • • • • 

5in 1 Colour • 

7in 1 Colour • 

Combination • • 

Anti-glar e Access or ies • • • • • • • 

Un iversa l bracket • • • • • 

DMX512 • • • • • • • 
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LED FLOOD LIGHT 

Matrix RFL40S 

Ultra mini size, various accessories, diamonring-shape bracket flood light 

017  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 
Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Super small volume, good concealment 

• Matching multiple installation racks, flexible installation

method

• Multiple anti-glare accessories optional

• Especially suitable for application like ancient buildings and 

temples etc. 

w 
� 

2700-6000K 

� 15x45' 
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Matrix RFL40S 

RFL40S DC24V Size : 40X40X58.9mm NetWeight: 0.12Kg 

40 

RFL40S DC24V Size: 40X60.SX86.9mm NetWeight: 0.12Kg 

40 

o�n
��AD 

�1 [::: 
A-A 

RFL40S DC24V Size : 178X37.4X93.7mm NetWeight: 0.15kg 

178 

RFL40S DC24V Size: 120X37.4Xll8mm NetWeight: 0.15kg 

�! 11 • II O II ·I I 

� 

·Q
� 

96 

120 

019  

• • Technical Parameters

Mod el No. LEDs (PCS) PowerConsumption(w) Bea m Angle(0) CCT Lume ns output(lm) Efficacy(lm/w) 

RFL40S 1-3 7/15/25/15x45 2700-6000K 77-261 77-87

• • Light Distribution

-/+180 -/+180 -/+180 -/+180 

Beam Angle (FWHM):7° Beam Angle (FWHM):15° Beam Angle (FWHM):25° Beam Angle (FWHM):15x45° 

020 



LED FLOOD LIGHT 

Matrix RFL40P 

Ultra mini size, various accessories, diamond ring flood light 

021  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal While Signal Green 

RAL9003 RAL6032 

•• Features

• Super small volume, good concealment

• Matching multiple installation racks, flexible installation

method

• Multiple anti-glare accessories optional

• Especially suitable for application like ancient buildings and 

temples etc.

2700-6000K 

� 15x45° 
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Matrix RFL40P 

RFL40P DC24V Size: 40X40X58.9mm NetWeight: 0.12Kg 

RFL40P DC24V Size: 40X60.5X86.9mm NetWeight: 0.12Kg 

41 

;; 

J-� □
�

A [] 

�1 [::: 
A-A 

RFL40P DC24V Size : 178X37.4X93.7mm NetWeight: 0.15kg 

RFL40P DC24V Size: 120X37.4Xl18mm NetWeight: 0.15kg 

023 
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20 

96 

120 

• • Technical Parameters

Mod el No. LEDs (PCS) PowerConsumption(w) Beam Angle(° ) CCT Lume ns output(lm) Effi cacy(lm/w) 

RFL40P 1-3 7/15/25/15x45 2700-6000K 77-261 77-87

• • Light Distribution

-/+180 -/+180 -/+180 -/+180 

Beam Angle (FWHM):7° Beam Angle (FWHM):15° Beam Angle (FWHM):25° Beam Angle (FWHM):15x45° 
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LED FLOOD LIGHT 

Matrix RFL55S 

Small size to meet colorful light requirements, die-cast integrated floodlight 

025  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Small and delicate appearance, good concealment

• Multiple installation racks can be matched, flexible

installation

• Multiple anti-glare accessories optional

• Widely applied in small columns.narrow space etc, like 

temples. 

2700-6000K 

026 



Matrix RFL55S 

RFLSSS DC24V Size:58X45.4X70mm NetWeight:0.25kg 

i2 

58 

'
1 J"_r;r tj::j 
� 

"1�� 

� -ct 

5 

RFLSSS DC24V Size:58X60. 5Xl00mm Ne1Weight:0.28kg 

·� b
30 

58 

�I [ = ")

RFLSSS DC24V Size:178X45Xl12.3mm Ne1Weight:0.3kg 

I. 

Jt 

RFLSSS DC24V Size:120X45Xl37mm Ne1Weight:0.3kg 

�1 11· II O II ·11 

to 

96 

120 120 
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• • Technical Parameters

100· 

Cul 
� 

74 

100· 

I\ 

15 

74 

Model No. LEDs (PCS) 

RFL55S 3 

4 

• • Light Distribution

-/+180 

Beam Angle (FWHM):4° 

-/+180 

Beam Angle (FWHM):20° 

PowerConsumption(w) Bea m Angle(°) 

3 4 

6 7/20/30 

8 8/15/30/15x45 

-/+180 

Beam Angle (FWHM):?0 

-/+180 

Beam Angle (FWHM):30° 

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 

2700-6000K 

RGB 

2700-6000K 

Beam Angle (FWHM):8° 

-/+180 

Beam Angle (FWHM):15x45° 

163 

416-483

192-208

529-628

60 

70-81

31-34

70-82 

Beam Angle (FWHM):15° 
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LED FLOOD LIGHT 

Matrix RFL95C 

Small and luxurious, low-power full-color flood light 

029 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 
Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Superior cost effective floodlights

• Mono color,RGB, RGBW, RGBA optional 

• Mulitple anti-glare accessories optional

• Can be applied in parks, greenery, trees, bridges, bodies,

urban buildings and other scenes

2700-6000K 

�40' 
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Matrix RFL95C 

RFL95C DC24V Size:107X54.9Xl23.5mm NetWeight:0.4kg 

97 

rrJ m □ �'rn·15 5 

M 

107 
£ 

65 

�I #/ �

RFL95C DC24V Size:107X48.7Xl23.5mm NetWeight:0.4kg 

97 

� 

� m 

�·� 5 5 

"' 

107 
�i; � # 

RFL95C DC24V Size:107X42Xl23.5mm NetWeight:0.4kg 

97 

� 

107 

Model No. 

RFL95C 

:;; � 

LED s (PCS) Power Consumption(w) Beam An gle(°)

3 

6 

12 

12 

12 

12 

10/15/30 

7 

15/20/30/40 

031 

180
° 

180
° 

,-,., 

180
° 

,-,., 

CCT 

RGBW 4 in1 

2700-6000K 

2700-6000K 

RGB 

RGBW 

• • Technical Parameters

180
° 

,-,., 

� 

® 

2 

180
° 

,-,., 

� 

180
° 

,-,., 

L umens outpu t(lm ) 

413-435

1007 

1062-1099 

559-593 

646-664 

180
° 

25 

180
° 

180
° 

,-._ 

Effic a cy(lm/ w) 

33-35 

86 

92-95 

46-49 

59-61

• • Light Distribution

-/+180 -/+180 -/+180 

0 

Beam Angle (FWHM):7° Beam Angle (FWHMJ:10° Beam Angle (FWHM):15° 

Beam Angle (FWHMJ:20° 

-/+180 -/+180 

0 

Beam Angle (FWHM):30° Beam Angle (FWHM):40° 

032 



LED FLOOD LIGHT 

Matrix RFL120S 

IIP661 I f4i I IAC110V-220V/AC220VI 

Flexible combination, multi-angle selection, full color coverage 

033 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Superior cost effective floodlights 

• 
Mono color,RGB, RGBW, RGBA optional 

• 

Mulitple anti-glare accessories optional 
• 

Can be applied in parks, greenery, trees, bridges, bodies, 

urban buildings and other scenes 

2700-6000K 

�12° 

lr422° 

�30° 

�45' □ 60' 

□ 15x60° 

034 



Matrix RFL120S 

•• Parameters Overview

Mod el No. LEDs (PCS) Power Consumption (w) Beam A ngle(°) 

RFL 1208(1*1) 12/22/30/45/ 
24 24 

DC24V 60/15x60 

RFL 120S(1*1) 12/22/30/45/ 
24 24 

AC220V 60/15x60 

RFL 120S(1*2) 12/22/30/45/ 
48 48 

DC24V 60/15x60 

RFL 120S(1*2) 12/22/30/45/ 
48 48 

AC220V 60/15x60 

RFL 120S(1*3) 12/22/30/45/ 
72 72 

DC24V 60/15x60 

RFL 120S(1*3) 12/22/30/45/ 
72 72 

AC220V 60/15x60 

RFL 120S(1*4) 12/22/30/45/ 
96 96 

DC24V 60/15x60 

RFL 120S(1*4) 12/22/30/45/ 
96 96 

AC220V 60/15x60 

RFL 1208(2*2) 12/22/30/45/ 
96 96 

DC24V 60/15x60 

RFL 120S(2*2) 12/22/30/45/ 
96 96 

AC220V 60/15x60 

RFL 120S(2*3) 12/22/30/45/ 
144 144 

AC220V 60/15x60 

RFL 1208(2*4) 12/22/30/45/ 
192 192 

AC220V 60/15x60 

035  

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 2370-2555 99-110
---------------------------------------------------------------------------

RGB 1265-1408 50-56 
---------------------------------------------------------------------------

RGBW 1474-1567 59-62 

2700-6000K 2277-2583 88-98 

RGB 1210-1373 46-49 

RGBW 1451-1572 52-56 

2700-6000K 4645-5007 95-105

RGB 2479-2759 48-53 
---------------------------------------------------------------------------

RGBW 2889-3071 56-59 

2700-6000K 4552-4907 85-95 
---------------------------------------------------------------------------

RGB 2429-2704 43-48

RGBW 2831-3009 50-53 

2700-6000K 7015-7562 95-105 
---------------------------------------------------------------------------

RGB 3744-4167 48-53 

RGBW 4416-4638 56-59 

2700-6000K 6874-7411 85-95 
---------------------------------------------------------------------------

RGB 3669-4084 43-48
---------------------------------------------------------------------------

RGBW 4275-4545 50-53 

2700-6000K 9385-10117 95-105 

RGB 5009-5575 48-53 
---------------------------------------------------------------------------

RGBW 5837-6205 56-59 

2700-6000K 9197-9915 85-95 

RGB 4909-5464 43-48
---------------------------------------------------------------------------

RGBW 5720-6081 50-53 

2700-6000K 9385-10117 95-105 
---------------------------------------------------------------------------

RGB 5009-5575 48-53 

RGBW 5837-6205 56-59 

2700-6000K 9197-9915 85-95 

RGB 4909-5464 43-48
---------------------------------------------------------------------------

RGBW 5720-6081 50-53 

2700-6000K 13842-14923 85-95 

RGB 7388-8223 43-48
---------------------------------------------------------------------------

RGBW 8609-9152 50-53

2700-6000K 18487-19931 85-95
---------------------------------------------------------------------------

RGB 9868-10983 43-48

RGBW 11498-12223 50-53 

• • Light Distribution

0 

BeamAngle(FWHM): 12° 

0 

BeamAngle(FWHMJ: 60° 

0 

Beam Angle (FWHMJ: 22° 

-/+180 

0 

Beam Angle (FWHMJ: 1 Sx60° 

Beam Angle (FWHMJ: 30° Beam Angle (FWHM): 45° 

036 



Matrix RFL120S 

RFL120S DC24V Size: 151.2x77.2x156mm Net Weight: 0.9kg 

I 
O'I ,� 

Model No. LEDs (PCS) Pcr,,ver Consumption(w) Beam Angle(°) 

RFL 1208(1*1) 24 24 12/22/30/45/ 
60/15x60 

RFL 120S AC220V Size : 151.2x88.23x162mm Net Weight: 1.4kg 

1 1.2 0 

Mode l No. LEDs (PCS) Pcr,,verConsumption(w) Beam Angle(°) 

RFL120S(1*1) 24 

037 

24 12/22/30/45/ 
60/15x60 

• • Technical Parameters

C CT Lume ns output(lm} Efficacy(lm/w) 

2700-6000K 2370-2555 99-110 

RGB 1265-1408 50-56 
------------------------------------------------------------------------------

RGBW 

C CT 

2700-6000K 

RGB 

RGBW 

1474-1567 

Lume ns output(lm) 

2277-2583 

1210-1373 

1451-1572 

0 

59-62

Efficacy(lm/w) 

88-98 

46-49

52-56 

RFL 120S DC24V Size : 274.2x51.4x162mm Net Weight : 1.3kg 

Model No. LEDs (PCS) Pcr,,ver Consumption(w) Beam Angle(0} 

RFL 1208(1*2) 48 48 12/22/30/45/ 
60/15x60 

RFL 120S AC220V Size : 274.2x73.4x162mm Net Weight : 2.3kg 

�

�

Model No. 

RFL 1208(1*2) 

180
° 

274.2 0 

HI0 

T 12Q Q 

LEDs (PCS) Pcr,,verConsumption(w) Beam Angle(°) 

48 48 12/22/30/45/ 
60/15x60 

65.4 

C CT Lumens output(lm} Efficacy(lm/w) 

2700-6000K 4645-5007 95-105

RGB 2479-2759 48-53
------------------------------------------------------------------------------

RGBW 

C CT 

2700-6000K 

RGB 

RGBW 

2889-3071 

Lumens output(lm) 

4552-4907 

2429-2704 

2831-3009 

0 

56-59

Efficacy(lm/w) 

85-95

43-48

50-53

038 



Matrix RFL120S 

RFL 120S DC24V Size : 396.8x51.4x162mm Net Weight : 2.1kg 

� 

6.8 

UI 

Model No. LEDs (PCS) POIN8f" Consumption(w) Beam Angle(°) 

RFL 1208(1*3) 72 72 12/22/30/45/ 
60/15x60 

RFL 120S AC220V Size : 396.8x73.4x162mm Net Weight : 2.8kg 

0 

UI 

73.4 

Model No. LEDs (PCS) POIN8f"Consumption(w) Beam Angle(°) 

RFL 1208(1*3) 72 

039 

72 12/22/30/45/ 
60/15x60 

• • Technical Parameters

C CT Lumens output(lm} Efficacy(lm/w) 

2700-6000K 7015-7562 95-105
------------------------------------------------------------------------------

RGB 

RGBW 

C CT 

2700-6000K 

RGB 

RGBW 

3744-4167 

4416-4638 

Lumens output(lm) 

6874-7411 

3669-4084 

4275-4545 

48-53 

56-59 

0 

90.4 

Efficacy(lm/w) 

85-95

43-48 

50-53 

RFL120S DC24V Size: 519.4x51.4x162mm NetWeight:3.lkg 

�� 
- �flflfl 0 0 0 0 0 0ooo ooo ooo l 

II 
«a I 

Model No. LEDs (PCS) POIN8f" Consumption(w) 

RFL 1208(1*4) 96 96 

51.4 

Beam Angle(0} 

12/22/30/45/ 
60/15x60 

RFL 120S AC220V Size : 519.4x73.4x162mm Net Weight : 3.3kg 

Model No. 

RFL 1208(1 *4) 

519.4 

11�1 

180" ,---------, 

0 

LEDs (PCS) POIN8f"Consumption(w) Beam Angle(°) 

96 96 12/22/30/45/ 
60/15x60 

93.4 65.4 

C CT Lumens output(lm} Efficacy(lm/w) 

2700-6000K 9385-10117 95-105 
------------------------------------------------------------------------------

RGB 

RGBW 

C CT 

2700-6000K 

RGB 

RGBW 

5009-5575 

5837-6205 

Lumens output(lm) 

9197-9915 

4909-5464 

5720-6081 

48-53 

56-59 

0 

Efficacy(lm/w) 

85-95

43-48 

50-53 

                    040 



Matrix RFL120S 

RFL 120S DC24V Size : 303.6x307.3x140.7mm Net Weight: 3.8kg 

256.2 

Model No. 

RFL 120S(2*2) 

60" 

� 

,rr 4 2000 
r II ij 

LEDs (PCS) Pcr,,ver Consumption(w) 

96 96 

Beam Angle(°) 

12/22/30/45/ 
60/15x60 

RFL 120S AC220V Size : 303.6x319.lx153.4mm Net Weight: 4.3kg 

�I� 0 0  
000 

Q 0 D � 

�I� 0 0  
000 

?SS? 

OMO 

Model No. LEDs (PCS) Pcr,,ver Consumption(w) Beam Angle(°) 

RFL 120S(2*2) 96 96 12/22/30/45/ 
60/15x60 

041  

• • Technical Parameters

CCT Lumens output(lm} Efficacy(lm/w) 

2700-6000K 9385-10117 95-105 
------------------------------------------------------------------------------

RGB 5009-5575 48-53 

RGBW 5837-6205 56-59 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 9197-9915 85-95

RGB 4909-5464 43-48 
------------------------------------------------------------------------------

RGBW 5720-6081 50-53

RFL120S AC220V Size: 426.2x319.lx153.4mm Ne!Weight: 5.7kg 

Model No. LEDs (PCS) Pcr,,ver Consumption(w) Beam Angle(0} 

12/22/30/45/ RFL 120S(2*3) 144 144 
60/15x60 

RFL120S AC220V Size: 548.8x153.4x319.lmm Ne!Weight: 6.4kg 

60
° 

� 

E::fP§ 
I-----�--------< 1''! -��� � I�!

4000 

Model No. LEDs (PCS) Pcr,,ver Consumption(w) 

RFL 120S(2*4) 192 192 

Beam Angle(°) 

12/22/30/45/ 
60/15x60 

CCT Lumens output(lm} Efficacy(lm/w) 

2700-6000K 13842-14923 85-95 
------------------------------------------------------------------------------

RGB 7388-8223 43-48 

RGBW 8609-9152 50-53 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 18487-19931 85-95

RGB 9868-10983 43-48 
------------------------------------------------------------------------------

RGBW 11498-12223 50-53 

042 



LED FLOOD LIGHT 

Matrix RFL140S 

IIP661 l@I I �i I IAC110V-220V/AC220VI 

Narrow beam, flexible combination, classical 

043 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• High end medium/high power floodlight

• Mono color,RGB, RGBW, RGBAoptional 

• Ultra narrow beam lens available 

• Mulitple anti-glare accessories optional 

• Can be applied in bridges, building facade, sculpture and 

trees etc. 

2700-S000K 

044 



Matrix RFL140S 

•• Parameters Overview

Model No. LEDs (PC S) PowerConsumption (w) Beam A ngle( ° ) 

RFL 140S (1*1) 
DC24V 

RFL 140S (1*1) 
AC220V 

RFL 140S (1*2) 
DC24V 

RFL 140S (1*2) 
AC220V 

RFL 140S (1*3) 
DC24V 

RFL 140S (1*3) 
AC220V 

RFL 140S (1*4) 
DC24V 

RFL 140S (1*4) 
AC220V 

RFL 140S (2*2) 
DC24V 

9 

18 

9 

18 

18 

36 

18 

36 

27 

54 

27 

54 

36 

72 

36 

72 

36 

72 

045  

24 4 

24 8/20/30/45/15x45 

24 4 

24 8/20/30/45/15x45 

48 4 

48 8/20/30/45/15x45 

48 4 

48 8/20/30/45/15x45 

72 4 

72 8/20/30/45/15x45 

72 4 

72 8/20/30/45/15x45 

96 4 

96 8/20/30/45/15x45 

96 4 

96 8/20/30/45/15x45 

96 4 

96 8/20/30/45/15x45 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 1574 68 

RGB 928 43 

2700-6000K 1958-2219 86-98 

RGB 951-1098 41-48

2700-6000K 1543 65 

RGB 910 40 

2700-6000K 1918-2174 77-88 

RGB 931-1076 36-43

2700-6000K 3120 65

RGB 1820 42 

2700-6000K 3837-4413 82-94 
----------------------------------------------------------------------------

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

1863-2128 

2974 

1784 

3760-4352 

1826-2067 

4659 

2749 

5795-6568 

2814-3250 

4566 

2674 

5679-6436 

2758-3185 

2700-6000K 6233 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGB 

3678 

7753-8787 

3765-4348 

6108 

3580 

7598-8611 

3690-4261 

2700-6000K 6233 

RGB 

2700-6000K 

RGB 

3678 

7753-8787 

3765-4348 

39-46 

62 

39 

74-88

35-49

65 

41

82-94

39-46

58 

38 

74-84 

35-41 

65 

40

82-94

39-46

58 

37 

74-84

35-41

65 

40 

82-94 

39-46 

36 

RFL 140S (2*2) 

AC220V 
72 

54 

RFL 140S (2*3) 
AC220V 

108 

72 

RFL 140S (2*4) 

•• 

AC220V 
144 

Light Distribution 

-/+180 

0 
BeamAngle(FWHM): 4° 

-/+180 

BeamAngle(FWHM): 45° 

96 4 

96 8/20/35/45/15x45 

144 4 

144 8/20/35/45/15x45 

192 4 

192 8/20/35/45/15x45 

-/+180 

Beam Angle (FWHM): 8° 

-/+180 

Beam Angle (FWHM): 15x45° 

2700-6000K 6108 58 
---------------------------------------------------------------------------

RGB 3580 37 

2700-6000K 7598-8611 74-84
---------------------------------------------------------------------------

RGB 3690-4261 35-41 

2700-6000K 9551 58 

RGB 5295 36 

2700-6000K 11436-12960 74-84

RGB 5554-6413 35-41 

2700-6000K 12278 58 

RGB 6946 35 

2700-6000K 15273-17309 74-84

RGB 7418-8565 35-41 

-/+180 -/+180 

0 

Beam Angle (FWHM): 20° Beam Angle (FWHM): 35° 
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Matrix RFL140S 

RFL 140S DC24V Size : 172.0x96.5x172.8m m Net Weight : 1.2kg 

@@@ 
"' 

@@@ -� 

I 
@@@ 

II Ill 
172.0 I 

RFL 140S DC24V Size : 172.0x83.4xl 72.8mm Net Weight : 1.2kg 

1ao· 

� 

• • Technical Parameters

� B � � � 
Model No. LEDs (PCS) Power Consumpti on(w) Beam Angle(° ) 

9 24 4 

RFL140S (1 * 1) 

18 24 8/20/30/45/15x45 

RFL 140S AC220V Size: 172.0x106.5x172.8mm Net Weight : 1.8kg 

@@@ 
@@@ -� 

@@@ 

172.0 

RFL140SAC220V Size: 172.0x93.4x172.8 mm NetWeight: 1.8kg 

180" 

� 

p��g 
Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(° ) 

RFL 140S(l * 1) 
AC220V 

9 

18 

047 

24 

24 8/20/30/45/15x45 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

Lumens output(lm) Effi cacy(lm/w) 

1574 68 

928 43 

1958-2219 86-98 

951-1098 41-48 

Lumens output(lm) Effi cacy(lm/w) 

1543 

910 

1918-2174 

931-1076 

65 

40 

77-88 

36-43

RFL 140S DC24V Size : 12.0x68.7x187.8mm Net Weight : 1.8kg 

294 0 

@@@ @@@ 
"' 

@@@ @@@ -� 
@@@ @@@ 

II 
I 312.0 

RFL 140S DC24V Size : 312.0x55.7x187.8mm Net Weight: 1.8kg 

Model No. LEDs (PCS) 

18 

RFL140S (1 *2) 

36 

180
° � 

Power Consumption(w) Beam Angle(0) 

48 4 

48 8/20/30/45/15x45 

RFL 140S AC220V Size : 312.0x88.7x188mm Net Weight : 2.4kg 

180" 
"' 

�� 

p 
� �� t � �I 

200.0 

RFL140SAC220V Size: 312.0x76x188mm NetWeight: 2.4kg 

312 

Model No. 

RFL 140S (1 *2) 
AC220V 

LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

18 48 4 

36 48 8/20/30/45/15x45 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

w 

� 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

Lumens output(lm) 

3120 

1820 

3837-4413 

1863-2128 

� 

� 

Lumens output(lm) 

2974 

1784 

3760-4352 

1826-2067 

Effi cacy(lm/w) 

65 

42 

82-94 

39-46

� 

Effi cacy(lm/w) 

62 

39 

74-88 

35-49 

                 048 



Matrix RFL140S 

RFL 140S DC24V Size : 452x68.7x187.8mm Net Weight : 2.6kg 

3200 T 
rn1 

QI 

RFL 140S DC24V Size : 452x55.7x187.8mm Net Weight : 2.6kg 

Model No. 

RFL 140P (1 *3) 

452.0 

320.0 

rn 
r 

180" 

LEDs (PCS) PowerConsumpti on(w) Beam A ngle(°) 

27 72 4 

CCT 

2700-6000K 

RGB 

2700-6000K 

• • Technical Parameters

Lumens output(lm) Effi cacy(lm/w) 

4659 

2749 

5795-6568 

65 

41 

82-94 
54 72 8/20/30/45/15x45 · --------------------------------------------------------------------------

RFL 140S AC220V Size : 452x88. 7x188mm Net Weight : 3.2kg 

180" 

RFL140SAC220V Size: 52X76X188mm NetWeight: 3.2kg 

Model No. LEDs (PCS) PowerConsumption(w) Beam A ngle(° ) 

RFL 1405 (1 *3) 
AC220V 

27 

54 

049 

72 4 

72 8/20/30/45/15x45 

RGB 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

2814-3250 39-46 

Lumens output(lm) Effi cacy(lm/w) 

4566 

2674 

5679-6436 

2758-3185 

58 

38 

74-84

35-41 

RFL140S DC24V Size: 592x68.7x187.8mm NetWeight: 3.7kg 

1ao· 
� 

81 
r��-- -4=50=.o _ _  �T IS

�
J 592.0 

RFL 140S DC24V Size : 592x55.7x187.8mm Net Weight : 3.7kg 

1ao· 

� J 
1�1 

450.0 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

36 96 4 

RFL140P (1 *4) 

72 96 8/20/30/45/15x45 

RFL140SAC220V Size: 592x88.7x188mm NetWeight: 5.1kg 

RFL140SAC220V Size: 592X76Xl88mm NetWeight: 5.1kg 

Model No. 

RFL 1405 (1 *4) 
AC220V 

450.0 

LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

36 96 4 

72 96 8/20/30/45/15x45 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

Lumens output(lm) Effi cacy(lm/w) 

6233 

3678 

7753-8787 

3765-4348 

65 

40 

82-94

39-46

Lumens output(lm) Effi cacy(lm/w) 

6108 

3580 

7598-8611 

3690-4261 

58 

37 

74-84

35-41 
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Matrix RFL140S 

RFL 1405 DC24V Size : 314.4 x351 x 167mm Net Weight : 5.0kg 

TT 

RFL1405 DC24V Size: 314.4x351x167mm NetWeight: 5.0kg 

70
° 

• • Technical Parameters

EtPi�1[9:Ff9:P 

Model No. LEDs (PCS) PowerConsumption(w) Beam A ngle( °) 

36 96 4

RFL 1405 (2*2) 

72 96 8/20/30/45/15x45 

RFL140SAC220V Size: 314.4x351x164mm NetWeight: 5.0kg 

n 

RFL1405AC220V Size: 314.4x351x164mm NetWeight: 5.0kg 

Model No. LEDs (PCS) PowerConsumption(w) Beam A ngle( °) 

36 96 4 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

CCT 

Lumens output(lm) Efficacy(lm/w) 

6233 

3678 

7753-8787 

3765-4348 

65 

40 

82-94

39-46

Lumens output(lm) Efficacy(lm/w) 

2700-6000K 6108 58 

RFL 1405 (2*2) -----------------------------------------------------------------------------------�9-�------------------���-�----------------------�! __________ _ 
AC220V 

72 96 

051  

8/20/30/45/15x45 
2700-6000K 

RGB 

7598-8611 

3690-4261 

74-84 

35-41

RFL1405AC220V Size: 84x351x177mm NetWeight: 6.7kg 

RFL140SAC220V Size: 484x351x163.7mm NetWeight: 6.7kg 

�l�I� -���· ·���-

:ii 0 7_o• CT 

�l�I� 
'°' ��aa� 

Model No. 

RFL 1405 (2*3) 
AC220V 

LEDs (PCS) PowerConsumption(w) Beam Angle( 0) 

54 144 4

108 144 8/20/30/45/15x45 

RFL 1405 AC220V Size : 621x351x77mm Net Weight : 11.7kg 

� 

RFL1405AC220V Size: 621x351x177mm NetWeight: 11.7kg 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

7_()° 

Lumens output(lm) Efficacy(lm/w) 

9551 

5295 

11436-12960 

5554-6413 

58 

36 

74-84 

35-41 

���� 

Model No. 

RFL 1405 (2*4)
AC220V 

LEDs (PCS) PowerConsumption(w) Beam Angle( 0) 

72 192 4 

144 192 8/20/30/45/15x45 

CCT 

2700-6000K 

RGB 

2700-6000K 

RGB 

Lumens output(lm) Efficacy(lm/w) 

12278 

6946 

15273-17309 

7418-8565 

58 

35 

74-84

35-41

052 



LED FLOOD LIGHT 

MatriX RFL140P 

IIP661 l@I I f4� I IAC110V-220V/AC220VI 

Flexible combination, uniform mixing color. 

Full-color narrow beam floodlight 

053 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• High end medium/high power floodlights

• Mono color,RGB, RGBW, RGBA optional

• Ultra narrow beam lens available 

• Multiple anti-glare accessories optional 

• Can be applied in bridges, building facade, sculpture and 

trees etc. 
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Matrix RFL140P 

•• Parameters Overview

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

RFL 140P(l *1) 
DC24V 

RFL140P(l *1) 
AC220V 

RFL 140P(l *2) 
AC220V 

RFL 140P(l *3) 
AC220V 

RFL 140P(2*2) 
AC220V 

RFL 140P(2*3) 
AC220V 

4 

6 

18 

4 

6 

18 

8 

12 

36 

12 

18 

54 

16 

24 

72  

24 

36 

108 

055 

45 

45 

45 

45 

45 

45 

90 

90 

90 

135 

135 

135 

180 

180 

180 

270 

270 

270 

6 

22/45 

8/20/30/45/15x45 

6 

22/45 

8/20/30/45/15x45 

6 

22/45 

8/20/30/45/15x45 

6 

22/45 

8/20/30/45/15x45 

6 

22/45 

8/20/30/45/15x45 

6 

22/45 

8/20/30/45/15x45 

CCT 

RGBW4 in1 

RGBW4 in1 

2700-6000K 

Lum ens output(lm) 

1009 

1640-1849 

3452-3607 

Efficacy(lm/ w) 

25 

40-45

70-76
---------------------------------------------------------------------------

RGB 

RGBW4 in1 

RGBW4 in1 

2700-6000K 

RGB 

RGBW4 in1 

RGBW4 in1 

2700-6000K 

1185-1333 

1009 

1640-1849 

3452-3607 

1185-1333 

2018 

3280-3698 

6304-7215 

30-34

25

40-45

70-76

30-34

25

40-45

70-76
---------------------------------------------------------------------------

RGB 2371-2666 30-34

RGBW4 in1 3027 25

RGBW4 in1 4920-5547 40-45

2700-6000K 9456-10823 70-75
---------------------------------------------------------------------------

RGB 3557-4000 30-34

RGBW4 in1 4500 25

RGBW4 in1 7 200-8100 40-45

2700-6000K 12600-13500 70-75
---------------------------------------------------------------------------

RGB 

RGBW4 in1 

RGBW4 in1 

2700-6000K 

RGB 

5400-6120 

6054 

9841-11095 

18913-21646 

7114-8000 

30-34 

25 

40-45

70-75

30-34

•• Light Distribution

-/+180 -/+180 -/+180 -/+180 

-90 90 -90 90 -90 90 -90 90 

0 
0 

Beam Angle (FWHM): 6° Beam Angle (FWHM): 8° 

Beam Angle (FWHM): 20' Beam Angle (FWHM): 22' 

-/+180 -/+180 -/+180 

0 0 0 

Beam Angle (FWHM): 30' Beam Angle (FWHM): 45° Beam Angle (FWHM): 15x45° 

                   056 



Matrix RFL140P 

RFL 140P DC24V Size : 175x102x210mm Net Weight : 1.8kg 

,SR 

� 
0 

175 

RFL140P DC24V Size: 175x97x210mm NetWeight: 1.8kg 

17 

RFL140P DC24V Size: 175x85.7x210mm NetWeight: 1.8kg 

175 

Model No. LED s (PCS) PowerConsumption(w) Beam A ngle (0) 

4 45 6 

6 45 22/45 
RFL 140P (1 *1) 

18 45 8/20/30/45/15x45 

057  

• • Technical Parameters

CCT Lume ns output(lm) Efficacy(lm/w) 

RGBW4in1 1009 25  

RGBW4in1 1640-1849 40-45

2700-6000K 3452-3607 70-76
----------------------------------------------------------------------------

RGB 1185-1333 30-34 

RFL140P AC220V Size: 175x131.Sx210mm NetWeight: 2.3kg 

156 

� 
� 

0 

175 

"' 
"' 

RFL 140P AC220V Size : 175x127x210mm Net Weight : 2.3kg 

156 

@@@ 
@@@ 

175 

RFL140P AC220V Size : 175xl15.2x210mm NetWeight: 2.3kg 

0 
N 

Model No. 

175 

� 

LED s (PCS) PowerConsumption(w) Beam A ngle (0) 

4 45 6 

w 

CCT Lume ns output(lm) Efficacy(lm/w) 

RGBW 4in1 1009 25 

6 45 22/45 RGBW 4in1 1640-1849 40-45 
RFL 140P (1 *1) --------------------------------------------------------------------------------------------------------------------------------------------------------

18 45 
2 700-6000K 3452-3607 70-76 

8/20/30/45/1 5x45 ---------------------------------------------------------------------------
RGB 1185-1333 30-34 

058 



Matrix RFL140P 

RFL 140P AC220V Size : 332.4x145x211.Smm Net Weight : 3.5kg 

� 
0 

� 
0 

296 

332.4 

RFL 140P AC220V Size : 332.4x145x206.Smm Net Weight : 3.5kg 

ITT @@@ @@@ 

I
@@@ @@@ 

296 

332.4 

RFL 140P AC220V Size : 332.4x145x195.2mm Net We i ght : 3.5kg 

Model N o. LEDs (PCS) PowerConsumption(w) Be am Angle( 0) 

8 90 6 

RFL 140P (1 *2} 12 90 22/45 

36 90 8/20/30/45/15x45 

059  

CCT 

RGBW 4in1 

RGBW 4in1 

2700-6000K 

• • Technical Parameters

Lumens output(lm) Efficacy(lm/w) 

2018 25 

3280-3698 40-45

6304-7215 70-76 
---------------------------------------------------------------------------

RGB 2371-2666 30-34 

RFL 140P AC220V Size : 472.Sx145x211.Smm Net Weight : 6.0kg 

� 
� � � 0 0 0 

4Sfi 

,nc 

RFL 140P AC220V Size : 472.Sx145x206.Smm Net Weight : 6.0kg 

RFL 140P AC220V Size : 472.Sx145x195.2mm Net We i ght : 6.0kg 

� 0 

� 
0 

� � 
"" 

'70 C 

Model N o. LEDs (PCS) PONerConsumption(w) Be am Angle( 0) 

12 135 6 

RFL 140P (1 *3) 
18 135 22/45 

54 135 8/20/30/45/15x45 

CCT 

RGBW 4in1 

RGBW 4in1 

2700-6000K 

Lumens output(lm) Efficacy(lm /w) 

3027 25 

4920-5547 40-45

9456-10823 70-75
---------------------------------------------------------------------------· 

RGB 3557-4000 30-34 

060 



Matrix RFL140P 

RFL140P AC220V Size : 357.8x350x231.Smm NetWeight: 8.0kg 

��@@ 

�
a D �

VI� II � 7

��
250 

@@ 

296 

357.8 

RFL140P AC220V Size: 357.8x350x226.Smm NetWeight: 8.0kg 

RFL 140P AC220V Size : 357.8x350x215 .2mm Net Weight : 8.0kg 

357.8 

Model N o. LEDs (PCS) PowerConsumption(w) Be am A ngle ( 0) 

RFL 140P (2*2) 

16 

24 

72 

061  

180 

180 

180 

6 

22/45 

8/20/30/45/15x45 

CCT 

RGBW 4in1 

RGBW 4in1 

• • Technical Parameters

Lume ns output(lm) Effica cy(lm/w) 

4500 

7200-8100 

25 

40-45 

2700-6000K 12600-13500 70-75 
----------------------------------------------------------------------------

RGB 5400-6120 30-34

RFL140P AC220V Size : 497.8x350x231.Smm NetWeight: 13.0kg 

RFL140P AC220V Size: 497.8x350x226.Smm NetWeight: 13.0kg 

RFL140P AC220V Size: 497.8x350x215 .2mm NetWeight: 13.0kg 

���

� �

Model N o. LEDs (PCS) Po,verConsumption(w) Be am A ngle ( 0) 

RFL 140P (2*3) 

24 

36 

108 

270 

270 

270 

6 

22/45 

8/20/30/45/15x45 

CCT 

RGBW 4in1 

RGBW 4in1 

Lume ns output(lm) Effica cy(lm/w) 

6054 

9841-11095 

25 

40-45 

2700-6000K 18913-21646 70-75 
---------------------------------------------------------------------------

RGB 7114-8000 30-34
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LED FLOOD LIGHT 

Matrix RFL210 

Free combination, flexible splicing, 
multiple anti-glare accessories optional 

073  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Free combination, flexible splicing, innovative detachable 

mechanical connection design, easy on-site installation 

and disassembly

• Fully automated single module production, stable quality 

and fast shipment 

• Ultra-thin centrifugal heat dissipation design, higher heat 

dissipation efficiency, lighter, thinner and more compact

body, easy to hide

• A variety of anti-glare accessories are available, suitable

for all kinds of environments (the anti-glare accessories

can be added and replaced on site) 

• Can meet 1 00w to 900w even more through combination 

w 
� 

2700-6000K 

■ 3.5° 

.5.5' ■ 8' "-15' �20' 

�22' �30' �40' �45' □ 60' 

074 



Matrix RFL210 

•• Parameters Overview

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°) CCT Lume ns output(lm) Efficacy(lm/w) 

RFL210(1*1) 

RFL210(1*2) 

RFL210(1*3) 

RFL210(2*2) 

RFL210(2*3) 

RFL210(3*3) 

9 100 

42 100 

18 200 

3.5 

5.5/22/40 

8/15/20/30/45/60 

3.5 

2700-6000K 

RGBW4in 1 

2700-6500K 

RGB 

RGBW 

2700-6000K 

6775 

2400-3100 

5900-7380 

2800-3200 

4590-5670 

13350 

67.75 

24-31 

59-73

28-32

45.9-56.7 

66.75 
-----------------------------------------------------------------------------------------------------------

5.5/22/40 RGBW4in 1 4246-5652 21.23-28.26 
-------------------------------------------------------------------------------------------------------------------------------------------------------

2700-6500K 14040-14260 70.2-71.3 

84 200 8/15/20/30/45/60 RGB 7020-7130 35.1-35.65 

RGBW 7722-7842 38.61-39.21 

3.5 2700-6000K 20325 67.75 
27 300 -----------------------------------------------------------------------------------------------------------

5.5/22/40 RGBW4in 1 6369-8478 21.23-28.26 
-------------------------------------------------------------------------------------------------------------------------------------------------------

2700-6500K 21060-21390 70.2-71.3 

126 300 8/15/20/305/45/60 RGB 10530-10695 35.1-35.65 

RGBW 11583-11763 38.61-39.21 

3.5 2700-6000K 27100 67.75 
36 400 

5.5/22/40 RGBW4in 1 8492-11224 21.23-28.06 

2700-6500K 28080-28520 70.2-71.3 

168 400 8/15/20/30/45/60 RGB 14040-14260 35.1-35.65 

RGBW 15444-15684 38.61-39.21 

3.5 2700-6000K 40650 67.75 
54 600 

5.5/22/40 RGBW4in 1 12738-16956 21.23-28.26 

2700-6500K 42120-42780 70.2-71.3 

252 600 8/15/20/30/45/60 RGB 21060-21390 35.1-35.65 

RGBW 23166-23526 38.61-39.21 

3.5 2700-6000K 60975 67.75 
81 900 

5.5/22/40 RGBW4in 1 19107-25434 21.23-28.26 

2700-6500K 63180-64170 70.2-71.3 

378 900 8/15/20/30/45/60 RGB 31590-32085 35.1-35.65 

RGBW 34749-35289 38.61-39.21 

075 

•• Light Distribution

-/+180 -/+180 -/+180 
-/+180 

-90 90 -90 90 -90 90 -90 90 

0 0 0 0 

Beam Angle (FWHM): 3.5° Beam Angle (FWHM): 5.5° Beam Angle (FWHM): 8° Beam Angle (FWHM): 15°

-/+180 -/+180 -/+180 -/+180 

-90 90 -90 90 -90 90 -90 90 

0 0 0 0 

Beam Angle (FWHM): 20° Beam Angle (FWHM): 22° Beam Angle (FWHM): 35° Beam Angle (FWHM): 40°

-/+180 -/+180 

-90 90 -90 90 

0 0 

Beam Angle (FWHM): 45° Beam Angle (FWHM): 60° 
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Matrix RFL210 

RFL210 Size:233x212x 203mm Net Weight:4.Skg 

no·1� 

□ 
Model No. LEDs (PCS) Power Consumption(w) Beam Angle( °) 

9 100 

RFL210(1 *1) 

42 100 

RFL210 Size:44Sx212x 218mm Net Weight:7.8kg 

N 

N □□ 
424 

ITJ {TI 

3.5 

5.5/22/40 

8/15/20/30/45/60 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle( °) 

18 

RFL210(1*2) 

84 

077  

200 

200 

3.5 

5.5/22/40 

8/15/20/30/45/60 

•• Technical Parameters

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 6775 67.75 
---------------------------------------------------------------------------

RGBW4in 1 2400-3100 24-31

2700-6000K 5900-7380 59-73 
---------------------------------------------------------------------------

RGB 2800-3200 28-32 
---------------------------------------------------------------------------

RGBW 

CCT 

2700-6000K 

RGBW4in 1 

2700-6500K 

RGB 

RGBW 

4590-5670 45.9-56.7 

Lumens output(lm) Efficacy(lm/w) 

13350 

4246-5652 

14040-14260 

7020-7130 

7722-7842 

66.75 

21.23-28.26 

70.2-71.3 

35.1-35.65 

38.61-39.21 

RFL210 Size: 657 x212x 228 mm Net Weight: 11kg 

Model No. LEDs (PCS) Power Consumption(w) Beam Angle( °) 

3.5 
27 300 

5.5/22/40 

RFL210(1 *3) 

126 300 8/15/20/30/45/60 

RFL210 Size :443.9 x424x 271 mm Net Weight: 14.5kg 

□ □ 

□ □ 
424 

436 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle( 0) 

36 

RFL210(2*2) 

168 

400 

400 

3.5 

5.5/22/40 

8/15/20/30/45/60 

CCT 

2700-6000K 

RGBW4in 1 

2700-6500K 

RGB 

RGBW 

CCT 

2700-6000K 

RGBW4in 1 

2700-6500K 

RGB 

RGBW 

Lumens output(lm) Efficacy(lm/w) 

20325 67.75 

6369-8478 21.23-28.26 

21060-21390 70.2-71.3 

10530-10695 35.1-35.65 

11583-11763 38.61-39.21 

Lumens output(lm) Efficacy(lm/w) 

27100 

8492-11224 

28080-28520 

14040-14260 

15444-15684 

67.75 

21.23-28.06 

70.2-71.3 

35.1-35.65 

38.61-39.21 
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Matrix RFL210 

RFL210 Size: 655.9 x424x 271mm Net Weight: 22kg 

□ □ 
□ □ 

636 

648 

Model No. 

RFL210(2*3) 

□ 
□ 

LEDs (PCS) Power Consumption(w) Beam Angle(0) 

54 600 

252 600 

3.5 

5.5/22/40 

8/15/20/30/45/60 

RFL210 Size: 672x413x 636 mm Net Weight: 42kg 

ra 

650 

�e-----------=45=------------,0 1 1 ' 

Model No. LEDs (PCS) Power Consumption(w) Beam Angle(0) 

81 

RFL210(3*3) 

378 

079  

900 

900 

3.5 

5.5/22/40 

8/15/20/30/45/60 

CCT 

2700-6000K 

RGBW 4in 1 

2700-6500K 

RGB 

RGBW 

CCT 

2700-6000K 

RGBW 4in 1 

2700-6500K 

•• Technical Parameters

Lumens output(lm) Effica cy(lm/w) 

40650 

12738-16956 

42120-42780 

21060-21390 

23166-23526 

Lumens output(lm) 

60975 

19107-25434 

63180-64170 

67.75 

21.23-28.26 

70.2-71.3 

35.1-35.65 

38.61-39.21 

Effica cy(lm/w) 

67.75 

21.23-28.26 

70.2-71.3 
---------------------------------------------------------------------------

RGB 31590-32085 35.1-35.65 

RGBW 34 7 49-35289 38.61-39.21 
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LED FLOOD LIGHT 

MatriX RFL220 

IIP6611@1101 IAC110V-220V/AC220VI

Ultra narrow beam 2.5°, long-distance accurate projection 

081  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• High-end high-power 1 kilo watt floodlights

• 2.5 degree K value 126, can challenge 600M more 

Projection at higher distances 

• Suitable for super high-rise buildings, ultra-long­

distance accurate projection 

2700-6000K 

082 



Matrix RFL220 

•• Parameters Overview

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle ( ° ) 

9 100 2.5 

RFL220(1*1) 

54 120 8/20/40 

18 200 2.5 

RFL220(1*2) 

108 240 8/20/40 

27 300 2.5 

RFL220(1*3) 

162 360 8/20/40 

36 400 2.5 

RFL220(2*2) 

216 480 8/20/40 

54 600 2.5 

RFL220(2*3) 

324 720 8/20/40 

81 900 2.5 

RFL220(3*3) 

486 1080 8/20/40 

083 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

6500K 

RGB 

2700-6000K 

RGB 

Lumens output(lm) 

6000 

1800 

9417-9692 

3606-4043 

4440-5040 

12000 

3600 

19200-19680 

7200-7920 

Efficacy(lm/w) 

60 

18 

80-82 

30-33

37-42 

60 

18 

80-82 

30-33
---------------------------------------------------------------------------

RGBW 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

8640-9600 

18000 

5400 

28800-29520 

10800-11880 

12960-14400 

24000 

7200 

38400-39360 

14400-15840 

17280-19200 

36000 

10800 

57600-59040 

21600-23760 

25920-28800 

54000 

16200 

84753-87228 

32454-36387 

38880-43200 

36-40

60 

18

80-82

30-33

36-40

60 

18

80-82 

30-33

36-40

60 

18

80-82 

30-33

36-40

60 

18

80-82 

30-33

36-40

•• Light Distribution

-/+180 -/+180 -/+180 

Beam Angle (FWHMJ: 2.5° Beam Angle (FWHMJ: 8° 

Beam Angle (FWHMJ: 20' Beam Angle (FWHM): 40' 
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Matrix RFL220 

RFL220 Size : 260x169.4x243.5mm NetWeight: 5.4kg 

233 

□ 
1 

260 

RFL220 Size : 260x136.8x243.5mm Net Weight : 5.4kg 

233 

□ 
1 

260 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

9 100 2.5 

RFL220( 1 * 1) 

54 120 8/20/40 

085  

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

• • Technical Parameters

Lumens output{lm) Efficacy(lm/w) 

6000 

1800 

9417-9692 

3606-4043 

4440-5040 

60 

18 

80-82

30-33

37-42

RFL220 Size : 511.4x265x120.9mm Net Weight : 10kg 

I ) 

463 

490 
_ ___li 

� 
13 

�: I : pij 400 

RFL220 Size : 511.4x265x90.3mm Ne!Weight: 10kg 

I ) 

463 

490 
_ _M 

� 
13 

��: I : t lij400 

Model No. LEDs (PCS) Power Consumption(w) Beam Angle(0) 

18 200 2.5 

RFL220(1 *2) 

108 240 8/20/40 

"' 

� 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

"' 

Lumens output{lm) Efficacy(lm/w) 

12000 

3600 

19200-19680 

7200-7920 

8640-9600 

60 

18 

80-82

30-33

36-40

086 



Matrix RFL220 

RFL220 Size : 751.4x120.9x265mm Net Weight : 15kg 

,[ 1 I I t 693 

I 

720 

] ·lm 
13 

ll�i{: f I §I
530 

RFL220 Size : 751.4x90.3x265mm Net Weight : 15.5kg 

'1 � 
I I 

693 

I 

720 

"1 ,LJD 
13 

ll�i{: f I §I
Q3Q 

Model No. LEDs (PCS) PawerConsumption(w) Beam Angle(°) 

27 300 2.5 

RFL220(1*3) 

162 360 8/20/40 

087 

iii 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

• • Technical Parameters

� 

Lume ns output(lm} Efficacy(lm/w) 

18000 

5400 

28800-29520 

10800-11880 

12960-14400 

60 

18 

80-82

30-33

36-40

RFL220 Size : 537.8x490x245.9mm NetWeight: 20kg 

� � 

462.3 

514 

i,__ 

ill 
·� I r II

�
417 

RFL220 Size : 537.8x490x215.3mm NetWeight: 20kg 

I I 

462.3 

514 

L� 

ff \ 
·4f r 11

§1
1:l 

417 

Model No. LEDs (PCS) Power Consumption(w) 

36 400 

RFL220(2*2) 

216 480 

Beam Angle(0) 

2.5 

8/20/40 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

Lume ns output(lm) Efficacy(lm/w) 

24000 60 

7200 

38400-39360 

14400-15840 

17280-19200 

18 

80-82

30-33

36-40
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Matrix RFL220 

RFL220 Size : 777.8x490x215.3mm Net Weight: 31kg 

� 

746 

41�:. 577 

693 

I 

0 

J 

II 
I 

1 {D 
[ij 

I �1 

RFL220 Size : 777.8x490x215.3mm Net Weight: 31kg 

I ) 

693 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

54 600 2.5 

RFL220(2*3) 

324 720 8/20/40 

089 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

• • Technical Parameters

Lume ns output(lm) 

36000 

10800 

57600-59040 

21600-23760 

25920-28800 

Efficacy(lm/w) 

60 

18 

80-82 

30-33 

36-40 

RFL220 Size : 760x777x391mm Net Weight : 48kg 

730 

'j 
I 

J

� T 550 

r '
,
, 

1
,

, 

L 1ao J 
"l 

fg 

I , i-1 1-

t lllp�ll :1 

, _
___

_________ __
_ .(�)\ / ________ ,., 

., 
:7 

RFL220 Size : 60x777x360.4mm Net Weight : 48kg 

CJ[J 
I

D 

T ]JP 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

81 900 2.5 

RFL220(3*3) 

486 1080 8/20/40 

CCT 

6500K 

RGB 

2700-6000K 

RGB 

RGBW 

Lume ns output(lm) 

54000 

16200 

84 753-87228 

32454-36387 

38880-43200 

Efficacy(lm/w) 

60 

18 

80-82 

30-33

36-40

090 



LED FLOOD LIGHT 

Matrix RF L 155/165/200/220S/260 

IIP6611@1101 IAC110V-220V/AC220VI

Unique heat dissipation design, compact integrated floodlight 

091 

•• 
.. 
•• 
•• 
• 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Single-head high-power flood light, Mono, RGB/RGBW

colorful control requirements

• Aviation aluminum profile, ultra-thin industrial design,

easy to install 

• Less weight and slim size help reduce transportation

costs 

• Suitable for scenes such as the trees, large buildings,

sculptures, etc. 

2700-6000K 
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Matrix RF L 155/165/200/220S/260 

RFL155 Size: 171x67x203.4mm NetWeight: 1.8kg 

158 

,:□, 
. . . 

171 

165 

.iLL 

[j �J 
171 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

45 48 22/30/45 

RFL 155(1*1) 

18 48 8 

RFL155 Size: 190Xl21.8X206.Smm NetWeight: 2.25kg 

-� □ 
170 

190 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°)

RTG155(1*1) 60 72 

RFL200 Size : 222.4 x129x237.4mm NetWeight: 4.28kg 

200 0 

0 □ . � 

213.4 
222.4 

22/30/45 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°)

96 100 22/30/45 

RFL2001*1) 

42 100 8 

093  

• • Technical Parameters

� � 
CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 4416-4 700 92-98 
_______ RGB ________________ 1�4_9.:-_1�;3_�-------------- 30-32 _______ _ 

RGBW 1920-2016 40-42 
2700-6000K 3360-3500 70-73 

--- _____ 13,_ �!?-_ -----_ ----------- 1 050 --- _ ------ _ ---- __ ---22_ ---- _ ---- _ 
RGBW 1340-1440 28-30 

CCT 

2700-6000K 
RGB 

RGBW 

CCT 

Lumens output(lm) 

6320-6480 
3050-3140 
3790-3960 

17 
ll}J 

__filJl 

Lumens output(lm) 

Efficacy(lm/w) 

88-90
42-44
53-55 

Efficacy(lm/w) 

2700-6000K 9500-10000 95-100 
RGB 3200-3500 32-35 

RGBW 4200-4500 42-45 
2700-6000K 7300-7600 73-76 ---------------------------------------------------------------------------

RGB 2400 24 ---------------------------------------------------------------------------
RGBW 3000-3200 30-32 

RFL220S Size: 238Xl22.1X255.Smm NetWeight: 3.75kg 

. � □ 
220 

238 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

RFL220S(1*1) 126 140 22/30/45 

RFL260 Size: 281Xl23X313 mm NetWeight: 5.0kg 

re 

1a5• 
/. ''\ □ 

281 

11�::-? a' � 

p 
Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

RFL260 (1*1) 162 180 22/30/45 

• • Light Distribution

-/+180 -/+180 

0 0 
Beam Angle (FWHM): 8° Beam Angle (FWHM): 22° 

CCT 

2700-6000K 

RGB 

RGBW 

CCT 

2700-6000K 

RGB 

RGBW 

-/+180 

0 

Lumens output(lm) 

13P" 
/ ,_\ 

12620-12750 

6620-6750 

7620-7800 

i 
Lumens output(lm) 

19081-19381 

8766-8809 

11646-117 46 

135° 

Efficacy(lm/w) 

84-85

44-45 

51-52 

135° 

/-'\ 

Q 
Efficacy(lm/w) 

106-108

48-49 

64-65

-/+180 

Beam Angle (FWHM): 30° Beam Angle (FWHM): 45° 

094 



Intelligent Matrix 

095  

Digital Light 
Color System 

► Rizhao red series

Crimson 
International 

orange 

► Antique yellow series 

.. .. 

► Qiyun purple series 

► Ice moon blue series 

► Jump green series

Tomato 
Cherry 

blossom pink 

► Asian Games color series 

Lakeard 
Mounlain Green 

Rainbow Purple 

096 



LED FLOOD LIGHT 

Matrix Digital light and color system 

IIP661 l@I I �i I IAC110V-220V/AC220VI 

High-end design to satisfy designers' infinite imagination 

by innovative floodlights 

097 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• 5/7 in 1 superior light technology

• Wider color gamut; multi-body lens, mixing light more

uniformly and more saturated 

• Self-developed light mixing algorithm calculation, high 

color saturation, restore the real color 

• OMX wired control: large-scale group centralized 

control, strong reliability and stability 

• Blue wireless control: flexible control in a small range, 

convenient adjustment, and strong interaction 

5in1 7in1 

lr410-30° 

098 



Matrix RFL140P(5 in1) 

RFL140P DC24V Size: 175x210x85.7mm NetWeight: 1.8Kg 

156 

� 
0 

175 

LJ 
a. ��------+------" 

RFL140P AC220V Size: 175X210X97mm NetWeight: 2Kg 

156 

� 
0 

175 

D 
a. ��

Mode l No. LEDs (PCS) PO'llllel"Consumption(w) Beam Angle(°} 

RFL 140 P(5 in 1) 20 45 22/45 

•• Light Distribution

-/+180 -/+180 

Beam Angle (FWHM): 22° Beam Angle (FWHM): 45° 

099 

•• Technical Parameters

131.5 145.4 

CCT Lume ns output(lm) Efficacy(lm/w) 

Sin1 1607-1636 35-36 

Matrix RFL140P(7 in1) 

RFL140P DC24V Size: 85.7 x205x 210 mm NetWeight: 1.8Kg 

205 

186 

?S 

RFL140P AC220V Size : 115.7x205x 210mm NetWeight: 2.5Kg 

205 

186 -

0 
� □ N 

Mode l No. LEDs (PCS) Power Consumption(w) Beam Angle(0) 

RFL 140 P(7 in1) 21 45 12/22/45 

•• Light Distribution

-/+180 -/+180 

Beam Angle (FWHM): 12° 
Beam Angle (FWHM): 22° 

•• Technical Parameters

CCT Lume ns output(lm) Efficacy(lm/w) 

7in1 2765-2820 61-62

Beam Angle (FWHM): 45° 
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Matrix RFL180P(5 in1) 

RFL180P DC24V Si ze: 229X255.5Xl46mm NetWeight: 4.6kg 

203 

000 

000 

000 

Model N o. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

RFL 180P(5 in 1) 45 90 22/45 

•• Light Distribution

-/+180 

0 

BeamAngle(FWHM): 22° 

101  

-/+180 

Beam Angle (FWHM): 45° 

•• Technical Parameters

220
° 220

° 

I\ I\ 

� 

CCT Lumens output(lm) Efficacy(lm/w) 

5in1 3875-4124 43-46

Matrix RFL180P(7 in1) 

RFL180PAC220V Size: 249X255.5X130mm NetWeight: 4.6kg 

223 

@@@ 
@@@ 
@@@ 

249 

Model N o. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

RFL 180P(7 in 1) 63 90 12/22/45 

•• Light Distribution

-/+180 -/+180 

0 0 

Beam Angle (FWHM): 12° Beam Angle (FWHM): 22° 

•• Technical Parameters

220
° 

220
° 

I\ I\ 

� 

CCT Lumens output(lm) Efficacy(lm/w) 

7in1 3875-4124 43-46

-/+180 

0 

Beam Angle (FWHM): 45° 

102 



LED WALL WASHER 

Matrix 

103 

LED WALL WASHER 

107 RWW30C 

110 RWW35C 

113 RWW40C 

116 RWW37S 

120 RWW39S 

123 RWW55 

127 RWW66 

130 RWW90 

133 RWW100 

104 



/ � 
1071 RWW30C 110 I RWW35C 113 I RWW40C 1161 RWW37S 120 I RWW39S 123 I RWW55 127 I RWW66 130 I RWW90 133 I RWW100 

Power(W) 12-15 18-36 18 24-48 18-36 60-72 60-72 100-120 120-150 

AC220V • • • • • 

DC24V • • • • • • • 

Beam Angle(°) 15/30/45/15*60/20*40 15/30/45/60/20*40/ 7 /15/30/45/15*60/ 7/15/30/45/60/20*40 7/15/30/45/60/ 7 /15/30/45/60/20*40 3. 5/8/ 15/30 7 /15/30/45/60/ 3.5/8/15/30 
20*40/15*60 20*40 /20*40/15*60 20*40/15*60 /20*40/15*60 20*40/15*60 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 

RGB/RGBW • • • • • • • • 

Anti-glare Accessories • • • • • • • • • 

DMX512 • • • • • • • • 

105  106 



Matrix RWW30C 

T Shape Bracket Size :1000x30x30.5mm(L "W'H) Net Weight :1.2kg 
L�1000/500/300mm 

i"( J 
il 

Jr" -J3
.............................. :�n ........ _ ...............: �"' 

T Shape Bracket Size :1000x30x30.5mm(L *W'"H) Net Weight :1.2kg 
L�1000/500/300mm 

Ii 
1000 

�) 

�
(' 

B 

:: ( 

Model LED Quantity(PCS) 

RWW30C 36 

• • Light Distribution

�
B 
ii 

Pow er(W) 

12-15

0 

Jr" 

@=j "' 

Beam angle(0 ) 

15/20/30/45/ 
20*40 

CCT 

2700-6500K 

RGB 

RGBW 

0 

• • Technical Parameters

180" 

,.--...._ 

�rm 
f � 

Lu m ens output(lm) Efficacy(lm/w) 

1140-1425 

480-600

540-675

95 

40 

45 

Beam Angle (FWHM): 15
° Beam Angle (FWHM): 20

° 

Beam Angle (FWHM): 30
° 

Beam Angle (FWHM): 45
° 

-/+180 

0 

Beam Angle (FWHM): 20X40
° 

109 

LED WALL WASHER 

Matrix RWW35C 

l1P66I I �i I 

High cost effective wall washer 
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•• Features

2700-6000K 

• Multiple choices to meet the needs of different scenarios 

• Simple design appearance, 

• Extreme optical design, showing perfect light effect

u 20X40°

u 15x60' 

111 

Matrix RWW35C 

Tshape Bracket Size :1000x35x58.7mm Net Weight :1.2kg 
L�1000/500/300mm 

J 
il 

---=-"""""""'?1 ..... -..........,,.. ...... : 

Tshape Bracket Size :1000x35x58.7mm Net Weight :1.2kg 
L�1000/500/300mm 

-ll --))---1]
L � E[ :J 

� 

�"' 

� 
JL 

M odel LED Quan t i ty(PCS) Power(W) Beam angle(0 ) 

RWW3 5C 

18 

24 

36 

•• Light Distribution

0 

Beam Angle (FWHM): 15
° 

-/+180 

0 

Beam Angle (FWHM): 15X60
° 

18 

24 

36 

0 

15/30/45/60/ 
15*60/20*4 0 

Beam Angle (FWHM): 30
° 

-/+180 

0 

Beam Angle (FWHM): 20X40
° 

J3 

J3 

•• Technical Parameters

180° 

180° 

.,-.. 

CCT Lu mens out put(lm) Efficacy(lm/ w) 

2700-6500K 

2700-6500K 

2700-6500K 

0 

Beam Angle (FWHM): 45
° 

1620 

2160 

3 240 

0 

90 

90 

90 

Beam Angle (FWHM): 60
° 
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LED WALL WASHER 

Matrix RWW40C 

High cost effective wall washer  

113  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

2700-6000K 

• Multiple choices to meet the needs of different scenarios 

• Simple design appearance,

• Extreme optical design, showing perfect light effect 
0

7
° 

0
15• 

0
30• il45• u50• 
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Matrix RWW40C 

Tshape Bracket Size :1000x38x115mm Net Weight :2.4kg 
L�1000/500/300mm 

7.5 

�------�-----------iJ ;;: u --� 

L[ -=-cCP _L �� JJ ::l

Model LED Quantity(PCS) 

18 

RWW40C 
24 

36 

• • Light Distribution

-/+180 

Po wer(W) 

36 

24 

24 

36 

36 

-/+180 

0 

Beam angle(0) 

15/30/45/15*60/ 
20*40 

15/30/45/60/15*60/ 
20*40 

7 /15/30/45/60/15*60/ 
20*40 

15/30/45/15*60/ 
20*40 

7/15/30/45/15*60/ 
20*4 1 

• • Technical Parameters

CCT Lu mens output(lm) Efficacy(lm/w) 

RGB 3 in1 900-1080 25-30 
----------------------------------------------------------------------------

RGB 3 in1 

2700-6000K 

2700-6000K 

RGB 

RGBW 4in1 

2700-6000K 

-/+180 

0 

600-720

1770-2050 

2160-23 40 

900-1080

1500-1620 

2650-3050 

25-30 

74-86 

60-65

25-30

42-45

74-86 

-/+180 

0 

Beam Angle (FWHM): 7
° 

Beam Angle (FWHM): 15
° 

Beam Angle (FWHM): 30
° 

Beam Angle (FWHM): 45
° 

-/+180 -/+180 -/+180 

0 0 

Beam Angle (FWHM): 60
° 

Beam Angle (FWHM): 15X60
° 

Beam Angle (FWHM): 20X40
° 

115  

LED WALL WASHER 

Matrix RWW37S 

IIP661 l@I I f4� I IAC110V-220V/AC220VI 

All-position grid anti-glare cover, full-color, classic wall washer 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 
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•• Features

• Segmented grid anti glare cover (36pcs ), good anti-glare 

effect, easy to install with button

• Expand the scope of application scenarios

• Support single color , RGB, RGBW 4 in 1 

•• Light Distribution

0 0 

Beam Angle (FWHM): 7° Beam Angle (FWHM): 15
° 

117  

2700-S000K 

0 0 

Beam Angle (FWHM): 30
° 

Beam Angle (FWHM): 45° 

Matrix RWW37S 

Lshape Bracket Size : 1000x38x84m m Net Weight :2.4kg 
L=1000/500/300mm 

180' 
,,----.._ 

•• Technical Parameters

I
i 

I I I I I I I I I I I /'1 I I I I I I I I I , ii 

"t" "T 

� � 

41.25 

� 

/� 
Tshape Bracket Size :1000x38x115mm Net Weight :2.4kg 
L=1000/500/300mm 

Model LED Quant i ty(PCS ) 

36 

18 
RWW37S 

24 

•• Light Distribution

0 

Beam Angle (FWHM): 60
° 

zj tt �ti ? 

��" 

L 

Power(W) 

36 

36 

48 

0 

Beam angle(0 ) 

7 /15/30/45/60/ 
20x40/15x60 

15/30/20x40/ 
15x60 

7 /15/30/45/60/ 
20x40/15x60 

15/30/20x40/ 
15x60 

Beam Angle (FWHM): 15X60
° 

CCT Lu mens output(lm ) Efficacy(lm/w ) 

2700-6000K 3060-3420 85-95 
----------------------------------------------------------------------------

RGB 

RGBW 

RGBW4in 1 

2700-6000K 

RGB 

RGBW 

RGBW4in 1 

0 

Beam Angle (FWHM): 20X40
° 

1512-1620 

1620-1692 

1260-1440 

3456-3600 

1728-1824 

1824-1968 

1680-1920 

42-45

45-47

35-40 

72-75 

36-38

38-41

35-40 
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LED WALL WASHER 

Matrix RWW39S 

Wash the wall evenly, no dark areas, high cost effective wallwashers 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

120 



LED WALL WASHER 

Matrix RWW55 

IIP661 I f4i I IAC110V-220V/AC220VI

Med ium power full color wall washer 

123 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Segmented grid anti glare cover (36pcs), good anti-glare 

effect, easy to install with button 

• Expand the scope of application scenarios 

• Support single color, RGB, RGBW 4 in 1

w 
� 

u15x60° u 20X40° 

2700-6000K 
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Matrix RWW55 

DCtype30leds R-f:l000x55x87.8mm NetWeight:3.0kg 
L=1000/500/300mm 

..r 

1§00000J?oooooooooo� )OOOOOOOOOOsooooocjl 

..r 

1b§oooo90000000000� pooooooooasooooocjl 

11111
_p

11111111111111111111
�

11111 

Model LED Quantity(PCS) Power(W) 

30 60 

24 60 

RWW55 

36 72 

• • Light Distribution

0 0 

Beam angle(0 ) 

7/15/30/45/60/ 
20x40/15x60 

15/30/20x40/ 
15x60 

7/15/30/45/60/ 
20x40/15x60 

Beam Angle (FWHM): 7° Beam Angle (FWHM): 15
° 

125 

• • Technical Parameters

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 4320-4500 72-75

RGBW4in1 1920-2160 32-36 

2700-6000K 5184-5400 72-75

RGB 2592-2736 36-38 

RGBW 2736-2952 38-41 

0 0 

Beam Angle (FWHM): 30
° 

Beam Angle (FWHM): 45° 

AC type 30 leds Size :995x55x87.8mm Net Weight :3.Skg 

L=995/660/330mm 

..r �\p ,_ 
�\ 1§00000'.9ooooooooo r9ooooooosooooo§1

!' �\p ,_ 
�\ 1§00000J?oooooooool rooooooooz:ioooogl

1,1111
:;

111111111111111111111
{

11111 

Model LED Quantity(PCS) Power(W) 

30 60 

24 60 

RWW55 

36 72 

• • Light Distribution

0 0 

Beam angle(0 ) 

7 /15/30/45/60/ 
20x40/15x60 

15/30/20x40/ 
15x60 

7 /15/30/45/60/ 
20x40/15x60 

Beam Angle (FWHM): 60
° 

Beam Angle (FWHM): 15X60
° 

_ 55 _ 

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 4260-4440 71-74

RGBW4in1 2100-2220 35-37 

2700-6000K 5328-5544 74-77 

RGB 2520-2664 35-37 

RGBW 2664-2808 37-39

0 

Beam Angle (FWHM): 20X40
° 

126 



LED WALL WASHER 

Matrix RWW66 

IIP661 IAC110V-220V/AC220VI 

High power small angle wal l  washer 

127 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Ultra high power wallwasher, DC/AC optional 

• Light mixed evenly, ultra bright wallwashing, thin and light

design, easy installation 

• Can be applied in transcending building screens to solve

difficulties of installation

• Ultra beam angle optional 

2700-S000K 

128 



Matrix RWW66 

DC type 30 leds Size :1000x55x87.8mm Net Weight :3.Skg 
L=1000/500/300mm 

24 

_j
' 

,_
'IP 

�d!L 
loooo�ooooooooooooo§ooool 

�, I I 28 

' 

_j 
' 

,_
'

�1oooo§oooooooooooooo§oooo1 
::; 

3 

Model LED Quantity(PCS) Power(W) Beam angle(0) 

3.5 

RWW66 24 60 3.5/8 

72 8/15/30 

•• Light Distribution

-/+180 -/+180 

0 0 

Beam Angle (FWHM): 3.5° Beam Angle (FWHM): 8° 

129  

•• Technical Parameters

i[� 
_s_o_ 

� 

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 4020-4380 67-73

RGB 1980 33 

4in1 2880-3310 40-46

-/+180 -/+180 

0 

Beam Angle (FWHM) : 15° Beam Angle (FWHM): 30° 

LED WALL WASHER 

Matrix RWW90 

IIP661 I f4� I IAC110V-220V/AC220VI 

High luminous efficiency, full color coverage, super power wall washer 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

130 



•• Features

• Ultra high power wallwasher, DC/AC optional

• Light mixed evenly, ultra bright wallwashing, thin and light 

design, easy installation 

• Can be applied in transcending building screens to solve 

difficulties of installation 

131 

w 
� 

�15x60°

ij 2ox40° 

2700-B000K 

Matrix RWW90 

Lshape Bracket a1 Size :1000x95xll 7mm Net Weight :4.9kg 
L=1000/500/300mm 

�� 

11 _r L___J °L ii

1sssss�sssssss�,ssssssss�sssss1 �

m
s 

i:i�

'? 

"' 90 

120 

Baffel type Size :1000x95xl 77mm Net Weight :5.2kg 
L=1000/500/300mm 

•• Technical Parameters

. 
150

° 

�� 

I :r� "t I 

BBBBB888888BBB�88888BBB8BB888B 1 

m 
.i1ffi,- �

"' 90 

a:i 120 

Model  LED Quant i ty(PCS) 

60 
RWW90 

64 

•• Light Distribution

0 

Beam Angle (FWHM): 7
° 

-/+180 

0 

Beam Angle (FWHM): 60° 

Power(W) 

120 

120 

0 

Beam angle(0 ) 

7 /15/30/45/60/ 
20x40/15x60 

Beam Angle (FWHM): 15° 

-/+180 

0 

Beam Angle (FWHM): 15X60° 

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 

RGB 

RGBW 

0 

Beam Angle (FWHM): 30° 

-/+180 

0 

Beam Angle (FWHM): 20X40° 

8640-9000 

4320-4560 

4560-4920 

0 

72-75 

36-38 

38-41 

Beam Angle (FWHM): 45° 
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LED WALL WASHER 

Matrix RWW100 

High power smal l  angle wall washer 

133  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Ultra high power wallwasher, DC/AC optional

• Light mixed evenly, ultra bright wallwashing, thin and light

design, easy installation

• Can be applied in transcending building screens to solve 

difficulties of installation

W Fl !Al !Al 
���� 
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Matrix RWW100 

Lshape Bracket Size :1000x38x115mm Net Weight :5.Skg 
L�1000/500/300mm 

bfj c:::::::} I 

Model LED Quantity(PCS) Power(W) Beam angle( 0

) 

3.5 

120 

RWW100 48 3.5/8 

150 8/15/30 

• • Light Distribution

-/+180 -/+180 

0 0 

Beam Angle (FWHM): 3.5° Beam Angle (FWHM): 8° 

135 

• • Technical Parameters

CCT Lu mens output(lm) Efficacy(lm/w) 

2700-6000K 8760-9480 73-79 
-----------------------------------------------------------------------------

RGB 3840 32 

RGBW4in1 6150-7200 41-48

-/+180 -/+180 

0 

Beam Angle (FWHM) : 15° Beam Angle (FWHM): 30° 

136 



LED LINEAR LIGHT 

Matrix 

137 

LED LINEAR& CONTOUR LIGHT 

141 RLL21 

144 RCL22 

138 



� 

1411 RLL21 144 I RCL22 

Power(W) 11-14 11-14 

Input Voltage DC24V DC24V 

Beam Angle(0 ) 45/60/120 120 

CCT(K) 2700-6000 2700-6000 

RGB/RGBW • • 

Alu Cover • 

PMMA Cover • 

DMX512 • • 

139  



LED LINEAR LIGHT 

Matrix RLL21 

Full-color multi-stage change, flexible installation, 

ultra slim linear 

141 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal While Signal Green 

RAL9003 RAL6032 

•• Features

• Exquisite appearance, uniform light output. 

• Flexible and customizable installation 

• Applied for architecture, ancient buildings and 

bridge contours 

2700-6000K 

a45• �60° □ 120· 

142 



Matrix RLL21 

U shape bracket, Light baffle Size : 1000x23.9x25.7mm Net Weight : 0.55kg 

L= 1000/500/300mm 

lo o §:o o o o o o o o o o J) 1p o o o o o::§ o o ol 

J1:(i \ I 
'i-: ti] 0 ) &] :ii 

23.9 

Lshapebracket Size: 1000x35.lx41mm NetWeight: 0.56kg 

L=1000/500/300mm 

U shape bracket, Light baffle Size : 1000x23.9x25. 7mm Net Weight : 0.55kg 

L=1000/500/300mm 

Lshapebracket Size: 1000x35.lx34.5mm NetWeight: 0.31kg 

L=1000/500/300mm 

le c c c CJ CJ CJ CJ CJ CJ CJ CJ �'p CJ CJ CJ CJ CJ CJ CJ CJ CJ CJ CJI I
"'\QJ "'\QJ 

\\ 

)) ¥J 

Model N o .  LEDs (PCS) PowerConsumption(w) Beam Angle(0) 

RLL21 48 

•• Light Distribution

-/+180 

0 

11 

14 

11 

-/+180 

45/60/120 

45/60/120 

45/60/120 

18 o
c 

r-----._ 

35.50 

CCT 

2700-6000K 

RGBW 

RGB 

-/+180 

0 

•• Technical Parameters

Lumens output(lm) 

600 

430 

360 

Efficacy(lm/w) 

50 

36 

30 

Beam Angle (FWHM): 45° Beam Angle (FWHM): 60° Beam Angle (FWHM): 120° 

143 

LED LINEAR LIGHT 

Matrix RCL22 

Exquisite appearance, flexible instal latio n, low-power co ntouring l ight 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

144 



•• Features

• Exquisite ap pearance, uniform l ight output.

• Flex ible and custom iz able instal l ation

• App l ied for architecture, ancient buil dings and 
bridge contours 

145 

□ 120° 

w 
� 

2700-6000K 

Matrix RCL22 

Lshape bracket Size : 1000x22x75mm Net Weight: 1.15kg 

L=1000/500/300mm 

Tshapebracket Size: 1000x22x81.5mm NetWeight: 1.15kg 

L=1000/500/300mm 

buckle bracket Size : 1000x22x62mm Net Weight : 1.15kg 

L=1000/500/300mm 

.. 

�� 

::' 

24 

JI 

t==� =====I(!==\ ======11 � 
22 

• w w • 
,. ,L � �-------\>----- ��� 20 

Model N o . LEDs (PCS) PowerConsumption(w) Beam Angle(° ) 

RLK22 48 

•• Light Distribution

-/+180 

Beam Angle (FWHM): 120° 

11 

14 

11 

120 

120 

120 

CCT 

2700-6000K 

RGBW 

RGB 

•• Technical Parameters

Lumens output(lm) 

204 

84 

60 

Efficacy(lm/w) 

17 

7 

5 
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LED INGROUND LIGHT 

Matrix 

147 

LED INGROUND LIGHT

180 RGL70S 

148 



Power0N) 

Input Voltage 

Beam Angle(
°

) 

CCT(K) 

RGB 

Anti-glare accesso ries 

Adjus table angle 

DMX512 

149  

1801 RGL70S 

18-36 

DC24V 

15/30/45/60/15*60/ 
20*40 

2700-6000 

• 

• 

• 

LED INGROUND LIGHT 

Matrix RGL70S 

Seamless but brightening the facade, ultra-close and 

deep anti-glare inground lights 

Luminaire colour code 

Graphite Black 

RAL9011 

180 



•• Features

• Easier installation, good concealment

• Built- in anti-glare structure design

• Lean against the wall closely and wash the wall evenly

• Applied to monuments, city walls, building walls 

181 

w 
� 

2700-S000K 

015
° 

030
° 

a45
° 

u6□

0 

u 20X40' u 15X60' 

Matrix RGL70S 

RGL70S Size: 1000x98x80mm Net Weight: 4.8kg 
L=1000/500/300mm 

1rr=====

1

-1-ocoooco====----�OCXXXXXXX)===---===--�q
'F====

r,__-ooo_ - 0_0000=::00000::=.==ool
=,r--r

· 

I,

Model No. LEDs (PCS) Pa.verConsumption(w) Beam Angle(0) 

RGL70 S 

18 

24 

36 

18 

18 

•• Light Distribution

-/+180 

0 

Beam Angle (FWHMJ: 15° 

-/+180 

0 

Beam Angle (FWHMJ: 20x40° 

18 

24 

36 

24 

36 

-/+180 

15/30/45/60/ 
20x40/15x60 

15/30/20x40/ 
15x60 

Beam Angle (FWHMJ: 30° 

Beam Angle (FWHMJ: 15x60' 

•• Technical Parameters

81 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 

RGB 

2700-6000K 

RGB 

2700-6000K 

RGBW4in 1 

RGBW4in 1 

-/+180 

0 

Beam Angle (FWHM): 45° 

1296-1350 

396-414 

1728-1800 

528-552 

2592-2700 

408-456 

612-684 

72-75 

22-23

72-75 

22-23

72-75 

17-19 

17-19

-/+180 

0 

BeamAngle(FWHMJ: 60° 

182 



EXTENSION PART 

Matrix 

183 

EXTENSION SERIES 

187 RWP80 

191 RWP140 

194 RDL65 

197 RWL 100S 

200 RSL75 

203 RSL50S 

206 RSL55 

209 RLN140 

213 RFL 175 

184 



1871 RWP80 1911 RWP140 1941 RDL65 1971 RWL 100S 200 I RSL75 2031 RSL50S 2061 RSL55 2091 RLN140 2131 RFL175 

Product n ame Wall pack Wall pack Down light Window light Step light Step light Step light Lawn light Flood light for c urve roof 

Powerr,N) 3-12 12-16 3-8 7 3 3 6-8 12-32 5 

Input Voltage DC24V DC24V DC24V DC24V/DC12V DC24V/DC12V DC12V DC24V/DC12V DC24V DC24V 

Beam Angle(') 4/7 /8/15/20/30/15*45 7 /8/15/20/30/15*45 4/7 /8/15/20/30/15*45 3*180 7/15/25 7/15/25 7/8/15/20 7/8/15/20/30/15*45 7/15/25/15*45 

CCT(K) 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 2700-6000 

A n ti-gl are accessories • • • • 

Adju stable angle • • 

DMX512 • 

185  186 



LED WALL PACK 

Matrix RWP80 

Simple appearance, convenient installation, 

compatible with indoor and outdoor wall lamp 

187  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Fully multi-scene application 

• Applied to aisle niches, pillars, architectural walls, wall 

decorative lighting and functional lighting 

2700-6000K 

u 30
° a 15X45' 
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Matrix RWP80 

RWPSO Single head Size : 80x105xlllmm Net Weight : 0.6kg 

Model No. 

RW P80 
S i ngle hea d  

LEDs (PCS) 

3 

4 

111 

II II 

� 

PowerConsumption(w) Beam Angle(°) 

3 

6 

8 

4 

7/20/30 

8/15/30/15x45 

RWPSO Double Head Size : 80x105x152mm Net Weight : 0.9kg 

152 

II II 

� 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(°) 

RW P80 
Double Hea d  

2 

6 

8 

189 

6 

12 

12 

4 

7/20/30 

8/15/30/15x45 

CCT 

2700-6000K 

2700-6000K 

2700-6000K 

80 

CCT 

2700-6000K 

2700-6000K 

2700-6000K 

• • Technical Parameters

Lumens output(lm) 

163 

416-483

589-628 

� 

� 

Lumens output(lm) 

326 

832-966

883-942 

Efficacy(lm/w) 

60 

70-81 

77-82 

Effi cacy(lm/w) 

60 

70-81 

77-82 

• • Light Distribution

-/+180 -/+180 -/+180 -/+180 

Beam Angle (FWH M): 4° Beam Angle (FWHM): 7° Beam Angle (FWHM): 8° Beam Angle (FWHM): 15° 

-/+180 -/+180 -/+180 

Beam Angle (FWH M): 20° Beam Angle (FWHM): 30° Beam Angle (FWHM): 15x45° 

190 



LED WALL PACK 

Matrix RWP140 

Simple appearance, convenient installation, 

compatible with indoor and outdoor wall lamp 

191 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 
Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Fully multi-scene application 

• Applied to aisle niches, pillars, architectural walls, wall 

decorative lighting and functional lighting 

2700-6000K 

a15X45' 

192 



Matrix RWP140 
•• Technical Parameters

RWP140 Size : 140x90x75mm Net Weight : 0.85kg 

140 

fl al 

Model No. 

RWP140 

LEDs (PCS) 

6 

8 

•• Light Distribution

BeamAngle(FWHM): 7° 

-/+180 

Beam Angle (FWHM): 30° 

193  

PowerConsumption(w) Beam Angle(° ) 

12 

16 

-/+180 

7/20/30 

8/15/30/15x45 

Beam Angle (FWHM): 8° 

-/+180 

Beam Angle (FWHM): 15x45° 

140 

CCT Lumens output(lm) Effic acy(lm/w) 

2700-6000K 

2700-6000K 

-/+180 

Beam Ang le (FWH M): 15° 

778-919

1073-1102 

64-75 

68-70

-/+180 

Beam Angle (FWHM): 20° 

LED DOWN LIGHT 

Matrix RDL65 

Simple appear a nce, convenient instal l ation, 

compatible with indoor and outdoor wal l  l amp 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 
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•• Features

• Fully multi-scene application

• Applied to aisle niches, pillars, architectural walls, wall 

decorative lighting and functional lighting

195 

2700-6000K 

u 30' a 15X45' 

Matrix RDL65 

RDL65 Size : 65x65x118mm NetWeight: 0.25kg 

Model No. 

RDL65 

LEDs (PCS) 

3 

4 

•• Light Distribution

Beam Angle (FWHM): 4° 

-/+180 

BeamAngle(FWHMJ: 20° 

65 

Power Consumption(w) Beam Angle(0) 

3 

6 

8 

4 

7/20/30 

8/15/30/15x45 

BeamAngle(FWHMJ: 7' 

-/+180 

BeamAngle(FWHMJ: 30' 

•• Technical Parameters

118 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 

2700-6000K 

2700-6000K 

Beam Angle (FWHMJ: 8° 

-/+180 

Beam Angle (FWHMJ: 15x45' 

163 

416-483 

589-628 

0 

60 

70-81

77-82 

Beam Angle (FWHMJ: 15° 

196 



LED WINDOW LIGHT 

Matrix RWL 100S 

Exquisite and compact, arc-shaped luminous, 

multi-color window lamp 

197 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Die-casting body shape, exquisite and beautiful

• 180 degree uniform light output, precise light control 

• Can be applied in niches, aisles, windowsills 

w 
� 

□ 3X180' 

2700-6000K 

198 



Matrix RWL100S 

RWL100S Size: 0101.2mmX57.6 Net Weight: 0.35kg 

Model No . LEDs (PCS) PowerConsumption(w) Beam Angle ( °) CCT 

RWL 100S 7 3x180 2700-6000K 

•• Light Distribution

Beam Angle (FWHM): 3x180° 

199 

•• Technical Parameters

Lumens output(lm) Efficacy(lm/w) 

385 55 

LED STEP LIGHT 

Matrix RSL75 

Anti-insect and anti-collision safety guarantees  internal 

anti-glare, multi-scene ap plication 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 
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•• Features

• Die-casting and one-piece lamp body, exquisite and 

beautiful

• Equipped with 2.5mm transparent tempered glass, 

with safety protection from against insects and 

collisions

• Built-in honeycomb anti-glare, no glare within 4~5mtrs

• Can be installed on multiple sides to expand the 

scope of application

• Applied to various steps and walkways indoors and 

outdoors

201  

2700-6000K 

Matrix RSL75 

RSL 75 Size : 75x75x88 .6mm Net Weight : 0.25kg 

•• Technical Parameters

75 

□ lo ... �I 

Model No. LEDs (PCS) PowerConsumption(w) Beam Angle(° ) CCT Lumens output(lm) Efficacy(lm/w) 

RSL75 3 7/15/25 2700-6000K 81-86 27-29 

•• Light Distribution

-/+180 -/+180 -/+180 

BeamAngle(FWHM): 7° BeamAngle(FWHM): 15° Beam Angle (FWHM): 25° 

202 



LED STEP LIGHT 

Matrix RSLSOS 

Anti-insect and anti-collision safety guarantees internal 

anti-glare, multi-scene application 

203 

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Anti-collision and stop insect guarantees internal anti-

glare

• Die-casting body shape, exquisite and beautiful

• Front 2.5mm transparent tempered glass

• Built-in honeycomb anti-glare treatment

• No glare within 4-5m

• Can be installed on multiple sides to expand the scope

of application

• Applied to various steps and niches indoors and

outdoors

2700-6000K 

117' 1115' 025' 
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Matrix RSL50S 

RSLSOS Size: 71X71X50mm NetWeight: 0.25kg 

Model No. LEDs (PCS) 

RSL50S 

• • Light Distribution

-/+180 

0 
BeamAngle(FWHM): 7' 

205  

0 
71 

PowerConsumption(w) Beam Angle ( °) 

3 7 /15/25 

-/+180 

Beam Angle (FWHM): 1 S' 

• • Technical Parameters

0 

0 

50 

CCT Lumens output(lm) Efficacy(lm/w) 

2700-6000K 85-91 28-30 

-/+180 

Beam Angle (FWHM): 25' 

LED STEP LIGHT 

Matrix RSL55 

Anti-insect and anti-collision safety guarantees internal 

anti-glare, multi-scene ap plication 

Luminaire colour code 

Graphite Black Iron Grey 
RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

206 



•• Features

• Anti-collision and stop insect guarantees internal anti-

glare 

• Die-casting body shape, exquisite and beautiful

• Front 2.5mm transparent tempered glass 

• Built-in honeycomb anti-glare treatment 

No glare within 4~5m

• Can be installed on multiple sides to expand the scope

of application

• Applied to various steps and niches indoors and 

outdoors

207  

2700-S000K 

Matrix RSL55 

RSLSS Size: 100Xl00X62mm NetWeight: 0.5kg 

0 
100 

Model No. LEDs (PCS ) PowerConsumption(w) Beam Angle(0) 

RSL55 
3 

4 

•• Light Distribution

BeamAngle(FWHMJ: 7° 

6 

8 

Beam Angle (FWHMJ: 8° 

7/20 

8/15 

0 

0 

62 

CCT 

2700-6000K 

2700-6000K 

•• Technical Parameters

Lumens output(lm) 

131-280

239-302

Efficacy(lm/w) 

21-40

30-38

Beam Angle (FWHM): 15° Beam Angle (FWHM): 20° 
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LED LAWN LIGHT 

Matrix RLN140 

Simple design, flexible adjustment of light-emitting 

direction and light range, private customized lawn lamp 

209  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Exquisite high-end, private customization

• Flexible choice of single head or double head 

• The illumination distance and light output intensity can

be adjusted according to needs,

• 1-6m, no glare uniform light spot without stray light

2700-6000K 

ij 15X45
° 
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Matrix RLN140 

Single head lawn lamp Size : 140x75x600mm Net Weight : 3.1kg 

1400 

• • Technical Parameters

75.0 
1400 

CJ 

Double head lawn lamp Size : 140x75x600mm Net Weight : 3.5kg 

Note: two heads can be adjusted and two sides can emit light 

Model No. LEDs (PCS) Power Consumption(w) 

140 0 75.0 

CJ 

CJ 

Beam Angle(0) 

� 

CCT 

RLN140 6 12 7/20/30 2700-6000K 

,acn 

Lumens output( lm) Efficacy{lm/w) 

778-919 64-75

Si ngle head 
--------------------------------------------------------------------------------------------------------------------------------------------------------

8 16 8/15/30/15x45 2700-6000K 1073-1102 68-70 

RLN140 12 24 7/20/30 2700-6000K 1556-1838 64-75

Double Hea d  16 32 8/15/30/15x45 2700-6000K 2146-2204 68-70

211 

• • Light Distribution

-/+180 

0 

BeamAngle(FWHM): 7° 

-/+180 

BeamAngle(FWHM): 30° 

-/+180 

Beam Angle (FWHM): 8° 

-/+180 

Beam Angle (FWHM): 15x45° 

-/+180 -/+180 

Beam Angle (FWHM): 15° Beam Angle (FWHM): 20° 
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LED FLOOD LIGHT FOR CURVE ROOF 

Matrix RFL175 

Streamlined arc design, perfect for installation, 

flexible installation of tile lights 

213  

Luminaire colour code 

Graphite Black Iron Grey 

RAL9011 RAL7011 

Signal White Signal Green 

RAL9003 RAL6032 

•• Features

• Tile-like design, better integrated into the building 

itself

• Die-cast body housing, with good heat dissipation 

w 
� 

2700-6000K 

II 7° 

1115' 

D 
25' [j 15X45' 
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History of urban smart lighting 
cloud control system 

► 2009

Independent Innovation Research And
Cevelopment Control System

► 2017

Urban Smart lighting Cloud Control System1 .0

► 2018

National 13th Five-Year Planning Subject

Topic 3 "Research on key technologies of intelligent lighting System in Public Buildings

"responsible for sub-project"System security, reliability part of the study

► 2019

Urban Smart lighting Cloud Control System2.0
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Integrated control system of main 

and sub controller 

•• Architectural features

Single node and small project 

221 

Master sub-control 

integrated controller 

•• Project scene

Single sculpture, green belt and small 

building project (less than 1200 pixels) 

Typical LAN control system 

l 

•• Architectural features

Single -node LAN control 

Sub controller 

Master controller 

l 
• • •

Sub controller 

j 

•• Project scene

Single building o r  multiple buildings 

which is easy to connection and closed, 

small landscape projec t {less than 10, 

000,0 pixels) 
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G PS/ BTS synchronization control 

Sub controller • • •

Synchronous 
master controller 

Sub controller 

•• Architectural features

Multi-node wireless s ynchronization 

control 

223 

I 
GPS/BTS 

• • •

Sub controller 

Synchronous 
master controller 

• • • Sub controller 

•• Project scene

Multip le buildings and projects on both sides of the 

river, projects on both sides of the road and projects 

on both sides of the bridge need linkage; those 

park projects that don't need Centrally controlled 

but need linkage (the number of nodes is greater 

than 2 and less than 10, The engineering quantity 

of a single node is no more than 1 OW pixels) 

Typical LAN online control 

nl r- · 

; _.. -· . � ...... 
Computer 

• 

Switch 

• • •

Master controller Master controller 

Sub controller Sub controller Sub controller Sub controller 
• • • • • • 

i i i i 

77777?7> 
•• Architectural features

Ce ntralized control of 

multi-node wired LAN 

•• Project scene

LAN multi-node ce ntra lized control project, 

such as community, park , etc 
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Internet Central ited 
Control System 

i� 
- 4G router

Timing device 
IPC

Switch

Smart gateway

-- EIIIIIL 

• • •

Master 
controller

Strong current
module

Sub Controller 

•• Architectural features

Multi-node integrated Internet centralized 

control of strong and weak power 

225 

Control Center 

l�
- 4Grouter

Timing device 

Smart gateway

Strong current
module

•• Project scene

IPC

Switch

Master
controller

Sub Controller

single buildings requiring centralized control 

of strong and weak electricity(less than 

10,000,0 pixels) 



Stage lighting 

---

� Control Management 
A Center 

Intelligent street light 

i 

Cloud Platform 

0 

Intelligent traffic 

Monitoring 

Comprehensive Interaction of 
Audio and Video across Space 

GPS/BTS 
I I 

Private Clouds Publi! Clouds Hybrid Clouds 

I I --------F--------------------
1 

-;:::, 5G Router 
I 

Weak Currant Weak Current Smart Gateway Strong Power 
Sub-contro!ar Sub-contromar Modula 

.,. 

strmgElactri:: 
Circuit 

: i 

1.Smart control cross-region lighting program change

and strong current switch control (node, grouping and

overall control can be realized)

2.Scene control strong current timing switch, scene

mode control, weak current annual program list control

3.Real time monitoring Strong power timing switch,

scene mode control, weakness year-round program

control

4.Data analysis system operation data collection,

calculation, analysis

-;:::, 5G Router 
I 

Master controller N+ 1 

Switch 

! 1 l 

- - .-..
WeSM.Current Weak.Current 
Sub-controller Sl.b--controler 

Smart Gate>Nay Strong Po.Yer 
M

T
ule 

StrongElecilic 
Circuit 

;a 
:i 

CD 
D> 3m
:i;: D> .c 

§' - C: 0'-5• 
CD ::, 3 C 0 CD 

! ... ::, 
.,.i-

a 
CD 

Q 3,, 
i:, CD 

C: CD -. 
.. D> .. a S' 
5; (C 
ID m 

� D> ::, 
::, < 

s' a.:;· 
:co 

(C C: ::, � 3 3 
(/1 -• CD 
0 !5:a C: 
::, � D> 

r::, 
0 Cl. 

:S n en 

Cl. D> -
CD �a 

0 C: 
_:::i 

� � 

5.Fault Warning Proactively monitor and report status

and data abnormalities

6.IOT Expansion Standard hardware ports, with

sensing devices,acquisition equipment and other IOT to

achieve the IOT terminal expansion

?.Open platform Open software platform, can be 

compatible with monitoring system, sound system, 

stage lighting and other systems 

a.operation log Record and query historical operation

information
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