
















 SL7500  SL7501  SL7502  SL7503

Road light series

P1-P10

Flood light series

P11-P164

 SL1306 SL1307 SL1309  SL1305  SL1302 SL1301

 SL1303  SL1322 SL1323  SL1321

 SL1104U  SL1104F  SL1105U  SL1105F  SL1125F

 SL1103F SL1103U SL1102F

 SL1126F

 SL1258U

 SL1102U

 SL1135F SL1132F

 SL1145F

 SL1136F  SL1137F  SL1139F

 SL1140F

 SL1150F

 SL1351  SL1352

SL1271U SL1281U

SL1232F SL1235F

SL1278USL1272U SL1127F SL1269U

 SL1236F  SL1239F  SL1240U  SL1245U

 SL1262U SL1260F SL1260U  SL1318  SL1318U



Inground light series

P179-P238

LED Tree Light series

P165-P178

 SL1310A  SL1310B  S1310C  SL1310D SL1319U SL1319

 SL1132T  SL1135T  SL1136T  SL1137T

SL2311B  SL2311C SL2311A

 SL2309  SL2304 SL2308P

 SL2312  SL2307

 SL2308

 SL2306

 SL5109  SL5106

 SL6155  SL6156  SL6122  SL6125

 SL5119  SL5116

 SL6157  SL6123

Underwater light series

P265-P268

Wall light series

P269-P282

 SL3322

 SL3210

 SL3220 SL3230 SL3240

LED Highbay light series

P283-P294

Control system

P295-P304

 SL0180U  SL0180C  SL0181U  SL0181C  SL0182U  SL0182C

SL-B2120KSL-M3200SL-M2120K

SL-BT100

SL-E2120K SL-E3200

SL-Y2000

SL-M3200R

 SL2305  SL2169C

 SL21005

 SL2106C

 SL2101 SL2102 SL2103C

 SL2110C SL2112C  SL2109C SL2128C SL2130C

 SL2152C SL2164C  SL2162C  SL2161C  SL2150C

 SL21003

 SL2104B

 SL2104A

Outline light series

P239-P264

 SL3316 SL3315  SL3317  SL3317L  SL3317S  SL3321

 SL2104D SL2104C

 SL3106 SL3122  SL3123  SL3361  SL3362

 SL3351  SL3352  SL3353  SL3110  SL3121

 SL2166C















SL1309

Flood Light Series
Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1309E-24

CREE XP-L/OSRAM P9

24pcs

200W

AC100V~305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

- 25℃～50℃

10%～90%

SL1309E-12(0.5m)

CREE XP-L/OSRAM P9

12pcs

100W

AC100-305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

- 25℃～50℃

10%～90%

SL1309F-24

OSRAM RGBW 4in1 OSRAM RGBW 4in1

24pcs

200W

AC100-305V

50/60Hz

RGBW

DMX512

80000H

IP66

- 25℃～50℃

10%～90%

SL1309F-12(0.5m)

12pcs

100W

AC100-305V

50/60Hz

RGBW

DMX512

80000H

IP66

- 25℃～50℃

10%～90%

3.5°(only cree)6° 12° 20° 30° 60° 10X70° 5X20°  15° 20° 30°10X30°10X60°

 Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

011  

6pcs 12pcs 6(pcs) 12(pcs) In series(max)

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



SL1307

Flood Light Series

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1307E-20

CREE/LUMILEDS

20pcs

95W/75W/(only2.6°)

DC24V/AC100-305V

50/60Hz

RGB/Single

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%

2/22(pcs) 5/45(pcs) 2/4/6(pcs) 5/8/12(pcs)

SL1307E-10(0.5m)

CREE/LUMILEDS

10pcs

48W/37W/(only2.6°)

DC24V/AC100-305V

50/60Hz

RGB/Single

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%

SL1307F-20

OSRAM RGBW 4in1 OSRAM RGBW 4in1

20pcs

100W/60W/40W

DC24V

/

RGBW

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

SL1307F-10(0.5m)

10pcs

50W/30W/20W

DC24V

/

RGBW

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

2.6°3.5°6°12°20°30°60° 10X70°5X20° 8°15°20°30°10X30°10X60°

In series(max)

Distribution Curve Flux (SBC Case) 

SL1307 15° SL1307 10X30°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

11000

22000

33000

44000

55000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

cdcd

0

1100

2200

3300

4400

5500

013     014 



SL1306

Flood Light Series

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1306B-54

CREE/LUMILEDS

54pcs

108W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1306A-54

CREE/LUMILEDS

54pcs

60W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1306B-27(0.5m)

CREE/LUMILEDS

27pcs

54W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1306A-27(0.5m)

CREE/LUMILEDS

27pcs

30W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

5°8°12.5°20°30°60° 15X30°10X60°

1/20(pcs) 2/20(pcs) 2/24(pcs) 4/44(pcs)In series(max)

SL1306 15°

SL1306 8°SL1306 5°

Distribution Curve Flux (SBC Case) 

SL1306 16x55° SL1306 15x30°

SL1306 45° SL1306 10x60°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°` s ,7.7°

:cd

H 0.0°` s ,7.6°

(50%):7.7°

0

13000

26000

39000

52000

65000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,8.1°

°

°

:cd

H 0.0°] p ,8.3°

(50%):8.2

0

15000

30000

45000

60000

75000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°, 12. 5°
 cdcd

H 0. 0°, 12. 5°

( 50%): 12. 5

0

9000

18000

27000

36000

45000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,33.7°

:cd

H 0.0°] p ,41.2°

(50%):37.4

0

1500

3000

4500

6000

7500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°` s ,42.0°

°

:cd

H 0.0°` s ,46.7°

(50%):44.3

0

1800

3600

5400

7200

9000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°8. 1°
 cdcd

H 0. 0°58. 3°

( 50%): 33. 2

0

3000

6000

9000

12000

15000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,17.7°

°

:cd

H 0.0°] p ,56.6°

(50%):37.1

0

1500

3000

4500

6000

7500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0° 14. 8°
 cdcd

H 0. 0°34. 4°

(50%): 24. 6

0

4000

8000

12000

16000

20000

017    



SL1305

Flood Light Series

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

In series(max)

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1305F-18

CREE RGBW 4 in 1

18pcs

72W

DC36V

/

RGBW

20°30°15X60°

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1305A-36

CREE/LUMILEDS

36pcs

42W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°60° 15X30°10X60°

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1305A-24

CREE/LUMILEDS

24pcs

28W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1305A-18

CREE/LUMILEDS

18pcs

22W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1305A-12

CREE/LUMILEDS

12pcs

14W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1305A-9(0.5m)

CREE/LUMILEDS

9pcs

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

3pcs 3/30(pcs) 5/46(pcs) 6/60(pcs) 10/94(pcs) 13/120(pcs)

SL1305 8°

SL1305 45°

SL1305 30°

SL1305 60°

Distribution Curve Flux (SBC Case) 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 08. 2°
cdcd

H 0. 08. 8°

( 50%): 8. 5

0

14000

28000

42000

56000

70000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°31. 9°
cdcd

H 0. 0°36. 9°

( 50%): 34. 4

0

900

1800

2700

3600

4500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,47.2°

:cd

H 0.0°] p ,48.3°

°(50%):47.7

0

700

1400

2100

2800

3500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°平72. 0°
cdcd

H 0. 0°平面, 81. 4°

( 50%): 76. 

0

600

1200

1800

2400

3000

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

019  020



Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1301

Flood Light Series

30

 Create soft light lines without light gap

A B

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

SL1305 15X30° SL1305 10X60°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°E p ,20.3°

:cd

H 0.0°E p ,34.3°

(50%):27.3

0

1800

3600

5400

7200

9000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°` s ,10.8°

:cd

H 0.0°` s ,57.4°

(50%):34.1

0

1400

2800

4200

5600

7000

022 



Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Rangle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1301H-24

     CREE/OSRAM RGBW 4IN1

24pcs

48W

DC24V

/

RGBW

20°40°60° 15X60°15X25°

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1301H-18

     

18pcs

36W

DC24V

/

RGBW

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-36

LUMILEDS     

36pcs

36W

DC24V/AC220

/

RGB/Single

  8°12.5°20°30°60° 15X30°10X60°

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-24

LUMILEDS     

24pcs

24W

DC24V/AC220

/

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-18

LUMILEDS     

18pcs

18W

DC24V/AC220

/

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301H-12(0.5)

CREE/OSRAM 4in1 

12pcs

24W

DC24V/AC220

/

RGB/Single

20°40°60°15X60°

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

Led Brand

Led Quantity

Rared Power

 Input Voltage

Frequency Range

Color

 Beam Rangle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1301H-9(0.5)

      CREE/OSRAM RGBW 4IN1

9pcs

18W

DC24V

/

RGBW

      20°40°60° 15X60°

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1301H-6(0.3)

     

6pcs

12W

DC24V

/

RGBW

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-18(0.5)

LUMILEDS     

18pcs

18W

DC24V

/

RGB/Single

15°20°30°60° 15X30°10X60°

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-12(0.5)

LUMILEDS     

12pcs

12W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-9(0.5)

LUMILEDS     

9pcs

9W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1301A-8(0.3)

LUMILEDS 

8pcs

8W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%～90%

5pcs

12pcs 12pcs20pcs 20pcs 26pcs 30pcs

6pcs 6/60(pcs) 10/90(pcs) 12/120(pcs) 10/90(pcs)In series(max)

In series(max)

SL1301 12.5° SL1301 20°

Distribution Curve Flux (SBC Case) 
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SL1301 30°
SL1301 60°
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Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Anti-glare shield

SL1302

Flood Light Series

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Specification

SL1302A-24

CREE/LUMILEDS

24pcs

26W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1302A-18

CREE/LUMILEDS

18pcs

20W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1302A-9(0.5m)

9 cs

10W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

CREE/LUMILEDS

p

SL1302A-12

CREE/LUMILEDS

12pcs

13W

DC24V

/

Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1302A-36

CREE/LUMILEDS

36pcs

40W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

5°8°12.5°20°30°60° 15X30°10X60°

 Product Code  

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

LED Brand

SL1302A-6(0.3m)

CREE/LUMILEDS

6pcs

7W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

n series 3pcs 4pcs 6pcs 10pcs 14pcs 20pcs

SL1302 5°

SL1302 30° SL1302 15x30°

SL1302 12.5°

Distribution Curve Flux (SBC Case) 
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025   026 



SL1302 10x60°

SL1303

Flood Light Series

A型

B型

C 型

Product Introduction
1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、Three rack mounting ways available can meet the various occasions demands for outdoor projects.

3、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.
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SL1303 10x60°

SL1303 30°

SL1303 15x30°

Distribution Curve Flux (SBC Case) 
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1303F-18

CREE RGBW 4 in 1

18pcs

72W

DC36V

/

RGBW

20°30°15X60°

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1303A-36

CREE/LUMILEDS

36pcs

42W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°60° 15X30°10X60°

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1303A-30

CREE/LUMILEDS

30pcs

36W

DC36V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1303A-27

CREE/LUMILEDS

27pcs

32W

DC36V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1303A-18

CREE/LUMILEDS

18pcs

22W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1303A-9(0.5m))

CREE/LUMILEDS

9pcs

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

3pcs 3/30(pcs) 6/36(pcs) 6/40(pcs) 6/60(pcs) 12/120(pcs)

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.
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Anti-glare shield

SL1323

Flood Light Series

029    030 

In series(max)



SL1323 25x45°

SL1323 20° SL1323 40°

Distribution Curve Flux (SBC Case) 
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1323A-24

LUMILEDS/OSRAM

24pcs

24W

DC24V

/

Single/RGBW 4IN1

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1323A-18

LUMILEDS/OSRAM

18pcs

18W

DC24V

/

Single/RGBW 4IN1

20°30°45°60°25X45°

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1323A-12(0.5)

LUMILEDS/OSRAM

12pcs

12W

DC24V

/

Single/RGBW 4IN1

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1323A-9(0.5)

LUMILEDS/OSRAM

9pcs

9W

DC24V

/

Single/RGBW 4IN1

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1323A-6(0.3)

LUMILEDS/OSRAM

6pcs

6W

DC24V

/

Single/RGBW 4IN1

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 6pcs 8pcs 12pcs 16pcs 24pcs

Product Introduction

1、High power LED liner light, fashion and beautiful appearance, with the design of increasing heat dissipation to fully ensure the stability and 

      long lifespan of LED fixture.

2、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment, lampshade adopts high strength toughened glass, 

      resist the impact and friction, has excellent rainwater clean ability.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color,;Constant current driver with PWM gray 

      control installed inside, RGB gray level can reach to 65,536 degree equally, make the dynamic light-dimmer more soft,and the color richer. 

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

SL1322

Flood Light Series
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SL1322 45° SL1322 25x45°

Distribution Curve Flux (SBC Case) 
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

 Ambient Humidity

SL1322A-24

OSRAM RGBW 4IN1

24pcs

24W

DC24V

/

RGB

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1322A-18

OSRAM RGBW 4IN1

18pcs

18W

DC24V

/

RGB

20°30°45°60°25X45°

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1322A-12(0.5)

OSRAM RGBW 4IN1

12pcs

12W

DC24V

/

RGB

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1322A-9(0.5)

OSRAM RGBW 4IN1

9pcs

9W

DC24V

/

RGB

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

SL1322A-6(0.3)

OSRAM RGBW 4IN1

6pcs

6W

DC24V

/

RGB

DMX512 

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 6pcs 8pcs 12pcs 16pcs 24pcs

DC24V/  AC100-240V

(Single Color)

 Wiring Diagram

RGB A 

DMX512
Signal    Driver

 DC24V

Signal amplifier

 DC24V  DC24V  DC24V  DC24V

 DC24V  DC24V  DC24V  DC24V  DC24V

DMX 512
Controller

AC100-240V

AC100-240V

Signal amplifier

   Driver    Driver    Driver    Driver

   Driver    Driver    Driver    Driver    Driver

DMX512
Signal

RGB B 

AC100-240V

 DC24V  DC24V  DC24V  DC24V  DC24V

 DC24V  DC24V  DC24V  DC24V  DC24V

AC100-240V

Signal amplifier

Signal amplifier

   Driver    Driver    Driver    Driver    Driver

   Driver    Driver    Driver    Driver    DriverDMX 512
Controller

DMX512
Signal

DMX512
Signal

033    034



zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics
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zoomneo 1x60°The third optics
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zoomneo 10x60°The third optics
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Distribution Curve Flux (SBC Case) 
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 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

 Protection Grade

Ambient Temperature

Ambient Humidity

DC24V

50/60Hz

Single

12°30°55°25X45°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

Flood Light Series
SL1321

Specification

 Product Code

 LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V    

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

20°30°55°25X45°

DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1321A-24

LUMILEDS/CREE

24pcs

24W

SL1321A-18

LUMILEDS/CREE

18pcs

18W

SL1321A-12

LUMILEDS/CREE

12pcs

12W

SL1321A-9(0.5m)

LUMILEDS/CREE

9pcs

9W

SL1321A-12(0.5m)

LUMILEDS/CREE

12pcs

12W

SL1321A-6(0.3m)

LUMILEDS/CREE

6pcs

6W

SL1321A-36

LUMILEDS/CREE

36pcs

36W

035    036



Flood Light Series
SL1351A

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

 Life

Protection Grade

Ambient Temperature

 Ambient Humidity

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V    

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

20°30°45°60°25X45°

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1351AA-36

LUMILEDS 2835

36pcs

36W

SL1351AB-18(0.5m)

LUMILEDS 3030

18pcs

24W

SL1351AA-18(0.5)

LUMILEDS 2835

18pcs

18W

SL1351AA-12(0.3m)

LUMILEDS 2835

12pcs

12W

SL1351AB-12(0.3m)

LUMILEDS 3030

12pcs

16W

SL1351AB-36

LUMILEDS 3030

36pcs

48W

27
.8

30

1000

70
.3

38

50

Flood Light Series
SL1351B

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V    

/

RGBW 4IN1

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

20°30°45°60°25X45°

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

SL1351BB-18

OSRAM

18pcs

36W

SL1351BB-12(0.5m)

OSRAM

12pcs

24W

SL1351BB-9(0.5m)

OSRAM

9pcs

18W

SL1351BB-6(0.3m)

OSRAM

6pcs

12W

SL1351BB-8(0.3m)

OSRAM

6pcs

16W

SL1351BB-24

OSRAM

24pcs

48W

27
.8

30

1000

70
.3

38

50

20
19

27
.8

30
.0 70

.3

38

50.0

20
19

27
.8

30
.0 70

.3

38

50.0

037    038



Flood Light Series
SL1352A

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

 Frequency Range

Color

 Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V    

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

20°30°45°60°25X45°

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1352AA-18

LUMILEDS 2835

18pcs

18W

SL1352AA-12(0.5m)

LUMILEDS 3030

12pcs

12W

SL1352AA-12(0.5m)

LUMILEDS 2835

9pcs

9W

SL1351AA-6(0.3m)

LUMILEDS 2835

6pcs

6W

SL1351AB-9(0.3m)

LUMILEDS 3030

9pcs

9W

SL1352AA-24

LUMILEDS 3030

24pcs

24W

27
.8

30
1000

70
.3

38

50

Flood Light Series
SL1352B

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

DC24V    

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

20°30°45°60°25X45°

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

DC24V

/

RGBW 4IN1

DMX512

50000H

IP66

 - 25℃～50℃

10%～90%

SL1352BB-12

OSRAM

12pcs

18W

SL1352BB-9(0.5m)

OSRAM

18pcs

12W

SL1352BB-6(0.5m)

OSRAM

6pcs

9W

SL1352BB-4(0.3m)

OSRAM

6pcs

6W

SL1352BB-6(0.3m)

OSRAM

6pcs

8W

SL1352BB-18

OSRAM

18pcs

24W

27
.8

30

1000

70
.3

38

50

20
19

27
.8

30
.0 70

.3

38

50.0

20
19

27
.8

30
.0 70

.3

38

50.0

039   040



e, adopt isolated two bodies design could hav

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughene

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM g
      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful. 

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

1、Patent owned design, fashion and beautiful appearanc e the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

d

      glass, resist the impact and friction.

ray  

Product IntroductionFlood Light Series
SL1132F

SL1132M

SL1132Z SL1132U

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1132FE-25

CREE XP-L

25pcs

120W

AC100-305V

50/60Hz

Single

2.6°3.5°6° 12° 20° 30°45°60°

10X70° 5X20

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132FD-25

CREE XP-G3

25pcs

85W

AC100-305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132FF-24

CREE RGBW 4 in1

24pcs

150W/200W

         DC36V / AC100-305V

50/60Hz

RGBW

6°15°20°30°30°

15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132FC-72

CREE XP-E2

72pcs

150W

 

50/60Hz

RGB/RBGW

5°8°12.5°30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90% 

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Distribution Curve Flux (SBC Case) 

SL1132 6° SL1132 15°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

" Y :cd
V 0.0 °] p ,5.8 °
" Y :cd

H 0.0 °] p ,5.7 °

0

110000

220000

330000

440000

550000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

50%): 14. 0

0

30000

60000

90000

120000

150000

041    042



043    044

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

Flood Light Series
SL1135F

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1132 20°

SL1132 15x60° SL1132 10x70°

SL1132 30°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

11000

22000

33000

44000

55000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

7000

14000

21000

28000

35000



SL1135M

SL1135H
SL1135L

SL1135Z

SL1135U

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm

Distribution Curve Flux (SBC Case) 

Product Introduction
一、

1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design, could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1135FE-16

CREE XP-L

16pcs

75W

AC100-305V

50/60Hz

Single

2.6°3.5°6° 12° 20° 30° 45° 60° 10X70° 5X20

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135FD-16

CREE XP-G3

16pcs

60W

AC100-305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135FF-16

CREE RGBW 4 in1

16pcs

100W

         DC36V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135FC-48

CREE XP-E2

48pcs

100W

 

50/60Hz

RGB/RGBW

5°8°12.5°30°15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 16pcs 22pcs 2/12(pcs)

SL1135 3.5°

光强

SL1135 8°

045    046

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0 °] y ,3.4 °

:cd

H 0.0 °] y ,3.3 °

0

100000

200000

300000

400000

500000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0 °̀ s ,7.9 °
H 0.0 °̀ s ,8.7 °

0

40000

80000

120000

160000

200000



SL1135M-26-06-04

SL1135 12° SL1135 20°

SL1135 30°

SL1135 60°

SL1135 40°

047    

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

°(50%):11.8

0

13000

26000

39000

52000

65000

平均光束角 平均光束角

平均光束角

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

°(50%):23.2

0

8000

16000

24000

32000

40000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1700

3400

5100

6800

8500
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

°(50%):44.1

0

5000

10000

15000

20000

25000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1100

2200

3300

4400

5500



049      050

Flood Light Series
SL1136F

SL1136SSL1132F-26-06-06 SL1135F-26-04-04

SL1140M-26-04-03 SL1145M-26-02-03

60
00

62
03

847 620
755

41
76

500

310

25
00

60

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



SL1136 6°

SL1136 12° SL1136 20°

SL1136 8°

051   052

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,5.6°
H 0.0°] p ,5.6°

(50%):5.6%

0

40000

80000

120000

160000

200000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

12000

24000

36000

48000

60000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

Specification

SL1136M
SL1136U

SL1136HSL1136L

SL1136Z

Distribution Curve Flux (SBC Case) 

 Product Code

 Led Brand

Led Quantity

Rared Power

 Input Voltage

Frequency Range

Color

Beam Angle

 Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1136FE-9

CREE XP-L

9pcs

45W

AC100-264V

50/60Hz

Single

2.6°3.5°6° 12° 20° 30°45° 60° 10X70° 5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136FD-9

CREE XP-G3

9pcs

35W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136FF-9

CREE RGBW 4 in1

9pcs

60W

DC36V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136FC-27

CREE XP-E2

30pcs

60W

 

50/60Hz

RGB

5°8°12.5° 30°15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

AVL Dia of 

pole(168-268)mm

In series(max) 28pcs 36pcs 3/22(pcs) 3/22(pcs)



Flood Light Series
SL1137F

SL1137S

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°  

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1136 30°

SL1136 10x70°

SL1136 60°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1200

2400

3600

4800

6000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

2000

4000

6000

8000

10000

3.Honeycomb glass

2.Honeycomb grill

1.Round-meshed grill

1

2

3

SL1132  / SL1135 / SL1136 / SL1137 / SL1139 

053    054



Specification

Distribution Curve Flux (SBC Case) 

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1137FE-6

CREE XP-L

6pcs

30W

AC100-264V

50/60Hz

Single

2.6° 3.5°6° 12° 20° 30° 45° 60° 10X70° 5X20°   

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%～90%

SL1137FD-6

CREE XP-G3

6pcs

22W

AC100-DC264V

50/60Hz

Single

 

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%～90%

SL1137FF-6

CREE RGBW 4 in 1

6pcs

30W

DC24V/AC100-264V

50/60Hz

RGBW

15°20°30°15X60° 

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1137FC-18

CREE XP-E

18pcs

36W

DC24V/AC100-264V

50/60Hz

RGB

5°8°12.5°30°15X60° 

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

In series(max) 44pcs 60pcs 4/44(pcs) 4/36(pcs)

SL1137M

SL1137U

SL1137HSL1137L

SL1137Z

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)MM AVL Dia of 

pole(168-268)mm

SL1137 8°

SL1137 15°

SL1137 12°

SL1137 30°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

8000

16000

24000

32000

40000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

(

0

3000

6000

9000

12000

15000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1400

2800

4200

5600

7000

055    056
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Flood Light Series
SL1139F

SL1139S

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



059    060

SL1139MSL1139U

SL1139HSL1139L

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm

SL1139Z

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1139FE-4

CREE XP-L 

4pcs

20W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%°

SL1139FF-4

CREE RGBW 4 in 1

4pcs

20W

DC24V

50/60Hz

RGBW

15°20° 30°15X60°

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

SL1139FD-4

CREE XP-G3

4pcs

15W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%°

2.6°3.5°6°12°20°30°45°60°10X70°5X20°

66pcs 88pcs 7pcs In series(max)

Distribution Curve Flux (SBC Case) 

SL1139 22.5°

SL1139 12.5° SL1139 20°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1300

2600

3900

5200

6500
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1600

3200

4800

6400

8000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,21.6°
H 0.0°] p ,21.2°

0

1700

3400

5100

6800

8500



Flood Light Series
SL1150F

SL1150S

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1139 30° SL1139 60°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

700

1400

2100

2800

3500 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500

061    062



e, adopt isolated two bodies design could hav

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM g
      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful. 

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

1、Patent owned design, fashion and beautiful appearanc e the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

      glass, resist the impact and friction.

ray  

Product Introduction

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

 Color

Control Mode

 Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1150Fl-5

CREE XHP35

5pcs

45W

AC100-305V

50/60Hz

Single

6°12° 20°30°

45° 10X70° 5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1150FD-15

CREE XP-G3

15pcs

50W

AC100-305V

50/60Hz

Single

5°8°12.5°20°30°

45°60°15X30°10X60°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1150FF-5

CREE RGBW 4 in1

5pcs

50W

DC24V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1150F-C50

CREE COB

1pcs

50W

AC100-305V

50/60Hz

Single

12°24°38°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90% 

Beam Angle

In series(max) 28pcs 26pcs 2/26pcs 26pcs

SL1150M

SL1150HSL1150L

SL1150U

SL1150Z

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm SL1150 6° SL1150 12°

Distribution Curve Flux (SBC Case) 

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

30000

60000

90000

120000

150000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

7000

14000

21000

28000

35000

063    064



SL1140S

Flood Light Series
SL1140F

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1150 45°

SL1150 20°

SL1150 60°

SL1150 30°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,31.3
H 0.0°E p ,31.4

°(50%):31.3

0

1900

3800

5700

7600

9500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1100

2200

3300

4400

5500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

700

1400

2100

2800

3500

066 



Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1140FI-3

CREE XHP35

3pcs

30W

AC100-264V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%°

SL1140FE-3

CREE XP-L

3pcs

15W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%°

2.6°3.5°6°12°20°30°45°10X70°5X20°

SL1140FD-3

CREE XP-G3

3pcs

12W

AC100-264V

50/60Hz

Single

5°20°

CC/DALI/0-10V

50000H

IP66

- 25℃～50℃

10%～90%

SL1140FG-1

OSRAM

1pc

15W/30W

DC12V/DC24V

50/60Hz

RGBW

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

SL1140FF-3

CREE RGBW 4 in 1

3pcs

12W

DC24V

/

RGBW

DMX512

50000H

IP66

- 25℃～50℃

10%～90%

15°20°30°15x60°

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1140F-C15

CREE COB

1pcs

15W

AC100-264V

50/60Hz

Single

12° 24° 38° 45° 60°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1140F-C20

CREE COB

1pcs

20W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max)

In series(max)

44pcs

88pcs 66pcs

88pcs 110pcs 4/9(pcs) 12pcs

SL1140U

SL1140Z

SL1140HSL1140L

SL1140M

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm

SL1140 6° SL1140 12°

Distribution Curve Flux (SBC Case) 

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

6000

12000

18000

24000

30000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

067    068



Flood Light Series
SL1145F

SL1145S

SL1145U

82

82

Honeycomb glass

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1140 12°

SL1140 30° SL1140 60°

SL1140 20°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1500

3000

4500

6000

7500

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1500

3000

4500

6000

7500 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500

070



Specification

 Product Code

Led Brand

 Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Rangle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1145FE-1

CREE XHP35

1pc

10W

AC100-264V

50/60Hz

Single

3° 15° 20° 10X60°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1145FF-1

CREE RGBW 4 in 1

1pc

8W

DC12V/DC24V

/

RGBW

8°25°10X45°

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%

SL1145F-C12

CREE COB

1pc

12W

AC100-264V

50/60Hz

Single

12° 24° 38°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 130pcs 110pcs9/18(pcs)

SL1145 24°

SL1145 3° SL1145 12°

SL1145 15°

SL1145 38°

Distribution Curve Flux (SBC Case) 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

(50%):10.9

0

1200

2400

3600

4800

6000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,17.3°
H 0.0°] p ,17.3°

(50%):17.3

0

500

1000

1500

2000

2500 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
] p

:cd

0

600

1200

1800

2400

3000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

400

800

1200

1600

2000

071   



Flood Light Series
SL1102U

Distribution Curve Flux (SBC Case) 

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

SL1102G

SL1102S

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1102UD-36

CREE XP-G3

36pcs

105W

AC100-240V

50/60Hz

Single

8°12.5°20°30°45°60° 15X30°10X60°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102UC-36

CREE

36pcs

86W

       DC24V/AC100-240V

50/60Hz

RGB/Single

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102UB-36

CREE

36pcs

60W

50/60Hz

RGB/Single

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102UC-24

CREE

24pcs

50W

DC36V/AC100-240V

50/60Hz

RGB/Single

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 12pcs 1/15(pcs) 2/22(pcs) 4/26(pcs)

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1102 8° SL1102 12.5°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,7.7°

:cd

H 0.0°] p ,7.6°

(50%):7.6

0

40000

80000

120000

160000

200000

光强光强

平均光束角 度
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,11.9°

:cd

H 0.0°] p ,11.2°

(50%):11.5%

0

15000

30000

45000

60000

75000

光强光强

平均光束角 度

073   074



SL1102 15° SL1102 20°

SL1102 45°

SL1102 15x30°

SL1102 60°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

16000

32000

48000

64000

80000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

7000

14000

21000

28000

35000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,54.2°

:cd

H 0.0°] p ,53.8°

0

1500

3000

4500

6000

7500

光强光强

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1000

2000

3000

4000

5000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,22.3°

:cd

H 0.0°] p ,17.2°

0

7000

14000

21000

28000

35000

光强光强

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1102F

SL1102X

075   076



Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1102FD-36

CREE 

36pcs

105W

AC100-240V

50/60Hz

Single

8°12.5°20°30°45°60° 15X30°10X60°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102FC-36

CREE

36pcs

86W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102FB-36

CREE

36pcs

60W

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1102FC-24

CREE

24pcs

50W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 12pcs 15pcs 22pcs 26pcs

Flood Light Series
SL1103U

SL1103G
SL1103S

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

 078



SL1103 8°

平均光束角

光强

SL1103 20°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,7.8°

:cd

H 0.0°] p ,8.0°

°

平均光束角

光强

°

平均光束角

光强

°(50%):7.9

0

11000

22000

33000

44000

55000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,21.3°

:cd

H 0.0°] p ,20.1°

(50%):20.7

0

1900

3800

5700

7600

9500

平均光束角

光强

istribution Curve Flux (SBC Case) 

Product Introduction

1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1103UC-18

CREE XP-G3

18pcs

45W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%°

SL1103UA-18

CREE

18pcs

21W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1103UB-18

CREE 

18pcs

30W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%°

28pcs 4/44(pcs) 7/60(pcs)

 8°12.5°20°30°45°60° 15X30°10X60°

In series(max)

SL1103 30°

SL1103 10x60°

SL1103 45°

SL1103 15x30°
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Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics
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Anti-glare shield

Flood Light Series
SL1103F

SL1103M

SL1103X

 Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1103FC-18

CREE XP-G3

18pcs

45W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%°

SL1103FA-18

CREE

18pcs

21W

DC24V/AC100-240V

50/60Hz

RGB/Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1103FB-18

CREE 

18pcs

30W

DC24V/AC100-240V

50/60Hz

RGB/Single

CC

50000H

IP66

- 25℃～50℃

10%～90%°

8°12.5°20°30°45°60° 15X30°10X60°

In series(max) 28pcs 4/44pcs 7/60pcs

081    



Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics
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10x60°

1x10°
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40°
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Anti-glare shield

Flood Light Series
SL1104U

SL1104G
SL1104S

SL1104 8° SL1104 12.5°

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1104UB-9

CREE

9pcs

20W

DC12V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1104UA-9

CREE

9pcs

11W

DC12V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

Distribution Curve Flux (SBC Case) 

8°12.5°20°30°45°60° 15X30°10X60°

 Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 In series(max) 3/66(pcs) 6/120(pcs)
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SL1104 15°

SL1104 30°

SL1104 60° SL1104 10x60°
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Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°
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Anti-glare shield

Flood Light Series
SL1104F

SL1104M

SL1104X



SL1104 8° SL1104 12.5°
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SL1105S

Distribution Curve Flux (SBC Case) 

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1104FB-9

CREE

9pcs

20W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1104FA-9

CREE

9pcs

11W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60° 15X30°10X60°

In series(max) 3/66(pcs) 6/120(pcs)

  088

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics
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Flood Light Series
SL1105U
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Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1105UC-3

CREE

3pcs

8W

DC12V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105UB-3

CREE

3pcs

6W

DC12V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105UA-3

CREE

3pcs

3.5W

DC12V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105U-C10

CREE

1pc

10W

DC12V/AC100-240V

50/60Hz

Single

25°

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

 Distribution Curve Flux (SBC Case) 

  8°12.5°20°30°45°60° 15X30°10X60°

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Flood Light Series
SL1105F

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics
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092

Distribution Curve Flux (SBC Case) 

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1105FC-3

CREE

3pcs

8W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105FB-3

CREE

3pcs

6W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105FA-3

CREE

3pcs

3.5W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1105F-C10

CREE

1pc

10W

AC100-240V

50/60Hz

Single

25°

CC

50000H

IP66

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60° 15X30°10X60°

AC100-240V

AC100-240V

AC100-240V

 DC24V DC24V  DC24V  DC24V  DC24V

 DC24V  DC24V  DC24V  DC24V  DC24V

AC100-240V

AC100-240V

 DC24V

 DC24V

 DC24V  DC24V  DC24V  DC24V

 DC24V  DC24V  DC24V  DC24V

RGB A

RGB B 

 (Single Color)

 Wiring Diagram
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DMX512
Signal

Signal amplifier

Signal amplifier

Signal amplifier

Signal amplifier

   Driver    Driver    Driver    Driver    Driver

   Driver   Driver   Driver   Driver   Driver

   Driver    Driver   Driver   Driver   Driver

   Driver    Driver    Driver    Driver    Driver

DMX 512
Controller

DMX 512
Controller



SL1125 12° SL1125 30°

SL1125 45° SL1125 10X60°
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Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics
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Flood Light Series
SL1125F

SL1125S

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1125FB-6

CREE 

6pcs

11W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1125FA-6

CREE 

6pcs

7W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1125F-C12

CREE COB

1pc

12W

AC100-240V

50/60Hz

Single

15°

CC

50000H

IP66

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60° 15X30°10X60°

SL1125FC-7

CREE 

7pcs

16W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

  093     094

Distribution Curve Flux (SBC Case) 
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SL1126S

SL1126 8°

SL1126 20°

SL1126 45°

SL1126 30°

SL1126 12.5°

Distribution Curve Flux (SBC Case) 
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Flood Light Series
SL1126F

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1126FA-3

CREE 

3pcs

3.5W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1126F-C6

CREE COB 

1pc

6W

AC100-240V

50/60Hz

Single

20°

CC

50000H

IP66

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60° 15X30°10X60°

SL1126FB-3

CREE 

3pcs

6W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°



SL1127 15° SL1127 30°
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Distribution Curve Flux (SBC Case) 
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Flood Light Series
SL1127F

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1127FC-1

CREE 

1pc

3W

AC100-240V/DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1127FA-1

CREE 

1pc

1.5W

AC100-240V/DC24V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

 15°28°  

SL1127S

SL1127C

Specification
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Flood Light Series
SL1269U

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

58
5,

3
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952
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200

150
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7
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Distribution Curve Flux (SBC Case) 

30

60

90

120

150
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600000

900000

1200000

1500000

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1269UE-96 

CREE XP-L/OSRAM P9

96pcs

800W

AC100-305V

50/60Hz

Single 

2.5° 4.5°8°12°20°30°

45° 60° 10X70°5X20°

CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1269UF-96 

CREE RGBW 4 in 1

96pcs

800W

AC100-305V

50/60Hz

RGBW

8° 25° 10X45°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1269UL-96 

OSRAM RGBW

96pcs

800W

AC100-305V

50/60Hz

RGBW

4.5°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1269UE-96HE 

CREE XHP50

96pcs

800W

AC100-305V

50/60Hz

Single  

8°12°20°30°

60°10X70°

CC

80000H

IP66

-25℃∽50℃

10%∽90%
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SL1269 8°

Flood Light Series
SL1272U

SL1272S

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



Product Introduction

1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

Specification

 Product Code

 Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Rangle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1272UD-180

CREE/LUMILEDS

180pcs

600W

AC100-305V

50/60Hz

Single

     2.6°3.5°6° 12° 20° 30°45° 60° 10X70° 5X20°

CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1272UC-180

CREE/LUMILEDS

180pcs （48R 48G 48B 36W）

420W

AC100-305V

50/60Hz

RGBW/RGBA/Single  

DMX512/RDM/CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1272UF-80

CREE RGBW 4 in 1

80pcs

720W

AC100-305V

50/60Hz

RGBW

8° 25° 10X45°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%
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50M
709.9Lx

177.51Lx

78.88Lx

44.34Lx

28.4Lx

19.7Lx

14.5Lx

11.9Lx

8.76Lx

7.09Lx

0M

2.6°4000K
SL1271U

100M

150M

200M

350M

300M

250M

400M

450M

500M
 6mm toughened glass, 93% light transmittance, excellent 
impact force resistance and self-cleaning performance

Professional anti-glare shade, three dimensional protection, avoiding glare.

Imported high temperature resistance sealed ring.

Standard graphic design shade reducing 
accumulation of dirt and water.

Metal mounting plate

The third generation newly innovated, extremely 
narrow lens: 2.6°

Integrated lens holder ensures precisely match between 
chips and lens.

Imported metal-core PCB with high 
thermal conductivity

 Meanwell high performance driver 
with 6KV lightning protection

Corrosion-resistant casting 
aluminum housing, double 
fluorocarbon powder coated, 10 
years color persistence.

 Aviation grade aluminum alloy 
bracket with high tensile strength over 
50tons.

锁。M20 Industrial grade cable 
lock

 M16/M20 304 Stainless steel screws, precise 
number graduated disc

Independently developed module integrated DMX512 
decoder and constant current, compatible with DMX512 
ROM and Gamma correction perfectly, acquires soft 
and delicate light.

Isolated cavities of light source and driver 
guarantee profound heat radiation.

 High Pressure Die-casting aluminum radiator 
owns excellent thermal management through 
thermoanalysis

 American original CREE 
LED
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Distribution Curve Flux (SBC Case) 

SL1271 3.5° SL1271 5°
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Flood Light Series
SL1271U

SL1271S

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Specification

1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, e
xcellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Product Introduction

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

 Ambient Temperature

Ambient Humidity

SL1271UD-90

CREE/LUMILEDS

90pcs

300W

AC100-305V

50/60Hz

Single 

      2.6° 3.5°6° 12° 20° 30°45° 60° 10X70° 5X20°

CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1271UC-90

CREE/LUMILEDS

90pcs（24R 24G 24B 18W)

210W

AC100-305V

50/60Hz

RGBW/RGBA/Single 

DMX512/RDM/CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1271UF-40

CREE RGBW 4 in 1

40pcs

360W

AC100-305V

50/60Hz

RGBW

8° 25° 10X45°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%
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SL1271 8° SL1271 12°

SL1271 20° SL1271 10x70°
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Flood Light Series
SL1278U

70

SL1278S

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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SL1278 20°

SL1278 30°

Distribution Curve Flux (SBC Case) 
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Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

Led Brand

 Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

 Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1278UD-36

LUMILEDS/CREE

36pcs

150W

AC100-305V

50/60Hz

Single 

       2.6°3.5°6° 12° 20° 30°45° 60° 10X70° 5X20°

CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1278UC-36

LUMILEDS/CREE

36pcs（9R 9G 9B 9W)

90W

AC100-305V

50/60Hz

RGBW/RGBA/Single 

DMX512/RDM/CC

80000H

IP66

-25℃∽50℃

10%∽90%

SL1278UR-36

LUMILEDS/CREE

36pcs

150W

AC100-305V

50/60Hz

RGBW

Bluetooth/DMX512

80000H

IP66

-25℃∽50℃

10%∽90%

SL1278UF-18

CREE RGBW 4 in 1

18pcs

150W

AC100-305V

50/60Hz

RGBW

8° 25° 10X45°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%
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Flood Light Series
SL1281U

SL1281S

SL1281G

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Product Introduction

1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughene d 

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

 Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1281UE-12

CREE XP-L/XP-G3

12pcs

56W

AC100-305V

50/60Hz

Single 

3.5°6° 12° 20° 30° 45° 60° 10X70° 5X20°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1281UD-12

LUMILEDS

12pcs

40W

AC100-305V

50/60Hz

Single 

2.6°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1281UF-12

CREE RGBW 4 in 1

12pcs

72W

DC36V/AC00-305V

50/60Hz

RGBW

15°20° 30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%
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Distribution Curve Flux (SBC Case) 

SL1281 3.5° SL1281 12°
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zoomneo

116 

SL1281 15°
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Flood Light Series
SL1232F

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1232U

SL1232Z

SL1232U

1、Pa

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, e

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

tent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

xcellent consistency of light color; Constant current driver with PWM gray  

Product Introduction
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Distribution Curve Flux (SBC Case) 

SL1232 12° SL1232 15°

SL1232 24°SL1232 30°
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Specification

 Product Code

 Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1232FE-25

CREE/OSRAM

25pcs

120W/150W（Only U type)

AC100-305V

50/60Hz

Single 

2.5°4.5°8°12°20°30°

45°60°10X70°5X20°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1232FF-24

CREE RGBW 4in1

24pcs

150W/200W

DC36V/AC100-305V

50/60Hz

RGBW

8° 15° 20°30°

15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1232FL-24

OSRAM RGBW

24pcs

150W/200W

DC24V/AC100-305V

50/60Hz

RGBW

3.5°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1232F-C120

CREE COB

4pcs

120W

AC100-305V

50/60Hz

Single 

12° 24° 36° 70°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1232FZ-96

CREE

96pcs

120W

DC24V/AC100-305V

50/60Hz

Single 

7～36°Photoelectron

zoom

Touch screen

80000H

IP66

-25℃∽50℃

10%∽90%

SL1232FB-48

OSRAM

48pcs

120W

DC36V/AC100-305

50/60Hz

RGBW

6°15°20°30°45°

20X40°15X25°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1232FC-48

OSRAM

48pcs

120W/150W（Only U type)

DC36V/AC100-305V

50/60Hz

Single 

6°15°20°30°45°

20X40°15X25°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%
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Flood Light Series
SL1235F

SL1235U

SL1235Z

SL1235HSL1235L

SL1235M

67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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Distribution Curve Flux (SBC Case) 

SL1235 8°
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SL1235 24°
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 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1235FE-16

CREE/OSRAM

16pcs

75W/100W（Only U type)

AC100-305V

50/60Hz

Single 

2.5°4.5°8°12°20°30°

45°60°10X70°5X20°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1235FF-16

CREE RGBW 4in1

16pcs

100W

DC36V/AC100-305V

50/60Hz

RGBW

8° 15° 20°30°

15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1235FL-16

OSRAM

16pcs

100W

DC24V/AC100-305V

50/60Hz

RGBW

3.5°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1235F-C80

CREE COB

4pcs

75W

AC100-264V

50/60Hz

Single 

12° 24° 38° 45°60°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1235FZ-64

CREE

64pcs

75W

DC24V/AC100-305V

50/60Hz

Single 

7～36°Photoelectron

zoom

Touch screen

80000H

IP66

-25℃∽50℃

10%∽90%

SL1235FB-32

OSRAM

32pcs

75W

DC36V/AC100-305

50/60Hz

RGBW

6°15°20°30°45°

20X40°15X25°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation ful

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gra

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

In series(max)

In series(max)

16/13(pcs)

2/13(pcs) 2/13(pcs) 13pcs

2/13(pcs) 2/13(pcs)

SL1235FC-32

OSRAM

32pcs

75W/100W（Only U type)

DC36V/AC100-305V

50/60Hz

Single/RGBW 

6°15°20°30°45°

20X40°15X25°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%
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SL1236U

SL1236Z

SL1236L SL1236H

SL1236M

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(AVL Dia of 

pole(168-268)mm

Flood Light Series
SL1236F

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1236S
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SL1236 12°
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 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1236FE-9

CREE/OSRAM

9pcs

45W/60W（Only U type)

AC100-264V

50/60Hz

Single 

2.5°4.5°8°12°20°30°

45°60°10X70°5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1236FF-9

CREE RGBW 4in1

9pcs

60W

DC36V/AC100-305V

50/60Hz

RGBW

8° 15° 20°30°

15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1236FL-9

OSRAM

9pcs

60W

DC36V/AC100-305V

50/60Hz

RGBW

3.5°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1236F-C50

CREE COB

1pcs

45W

AC100-305V

50/60Hz

Single 

12° 24° 36° 70°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1236FZ-36

CREE

36pcs

40W

DC24V/AC100-305V

50/60Hz

Single 

7～36°Photoelectron

zoom

Touch screen

50000H

IP66

-25℃∽50℃

10%∽90%

SL1236FB-18

LUMILEDS/OSRAM

18pcs

36W

DC24V/AC100-305

50/60Hz

RGBW

6°15°20°30°45°

20X40°15X25°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation ful

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gra

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

In series(max)

In series(max)

28/22(pcs)

4/36(pcs) 3/33(pcs) 28pcs

3/22(pcs) 3/22(pcs)

2/22(pcs)

SL1236FC-18

LUMILEDS/OSRAM

18pcs

45W/60W（Only U type)

DC24V/AC100-240V

50/60Hz

Single

6°15°20°30°45°

20X40°15X25°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%
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SL1236 60°

Distribution Curve Flux (SBC Case) 
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Flood Light Series
SL1239F

SL1239U

SL1239Z

SL1239S

SL1239L SL1239H

SL1239M

(67-325)mm T≥4

AVL Dia of pole(67-325)mm T≥4

(168-268)mm AVL Dia of 

pole(168-268)mm

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1239FE-4

CREE/OSRAM

4pcs

20W

AC100-264V

50/60Hz

Single 

2.5°4.5°8°12°20°30°

45°60°10X70°5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1239FF-4

CREE RGBW 4in1

4pcs

30W

DC24V

/

RGBW

8° 15° 20°30°

15X60°

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%

SL1239FL-4

OSRAM

4pcs

30W

DC24V

/

RGBW

3.5°

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1239F-C20

CREE COB

1pcs

20W

AC100-264V

50/60Hz

Single 

12° 24° 38° 45°60°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1239FZ-16

CREE

16pcs

18W

DC24V/AC100-305V

50/60Hz

Single 

7～36°Photoelectron

zoom

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation ful

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gra

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

In series(max)

In series(max)

66pcs

8/70pcs 66pcs66pcs

4pcs

Distribution Curve Flux (SBC Case) 

SL1239 3.5°SL1239 2.5°

SL1239 10x70°SL1239 4x35°

SL1239 15x60° SL1239 30x85°

SL1239FB-8

OSRAM

8pcs

20W

DC24V/AC100-240V

50/60Hz

Single 

6°15°20°30°45°

20X40°15X25°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%
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Distribution Curve Flux (SBC Case) 

SL1240 8° SL1240 12°
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Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1240U

SL1240S

SL1240C

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1240UE-1

CREE/OSRAM

1pcs

10W

AC100-264V

50/60Hz

Single 

2.5°4.5°8°12°20°30°

45°60°10X70°5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1240UF-1

CREE RGBW 4in1

1pcs

8W

DC24V

/

RGBW

8° 15° 20°30°15X60°

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%

SL1240UB-4

OSRAM

4pcs

10W

DC12V/AC100-240V

50/60Hz

Single

6°15°20°30°45°20X40°

15X25°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

 Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1240U-C12

CREE COB

1pcs

12W

AC100-264V

50/60Hz

Single 

12° 24° 36°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1240UZ-4

CREE

4pcs

10W

DC24V/AC100-305V

50/60Hz

Single 

7～36°Photoelectron zoom

DMX512

50000H

IP66

-25℃∽50℃

10%∽90%
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SL1240 45°

zoomneo 2.5°

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

SL1245S

Flood Light Series
SL1245F

SL1245C
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SL1245 12°

SL1245 15°

SL1245 8°

Distribution Curve Flux (SBC Case) 
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

 Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

 Ambient Temperature

Ambient Humidity

SL1245FE-1

CREE XHP35

1pcs

10W

DC12V/DC24V

/

Single 

2.6°3.5°6°12°20°30°45°60°10X70°5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1245FF-1

CREE RGBW 4 in 1

1pcs

8W

DC12V/DC24V

/

RGBW

15° 20°30°15X60°

DMX512(External drive)

50000H

IP66

-25℃∽50℃

10%∽90%
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Flood Light Series
SL1258U

SL1258UB-120 

CREE 

120pcs

225W

DC36V/AC90-265V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1258UB-70 

CREE 

70pcs

150W

AC180-305V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1258UB-90 

CREE 

90pcs

185W

DC36V/AC90-265V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

8°12.5°20°30°60° 15X30°10X60°

Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

In series(max) 1/6(pcs) 1/6(pcs) 8(pcs)

Distribution Curve Flux (SBC Case) 

SL1258 8° SL1258 12°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,11.9°

:cd

H 0.0°] p ,10.9°

(50%):11.4

0

40000

80000

120000

160000

200000

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,11.8°

:cd

H 0.0°] p ,11.6°

(50%):11.7

0

50000

100000

150000

200000

250000



SL1258 160x65°

SL1258 30°SL1258 20°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

17000

34000

51000

68000

85000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1400

2800

4200

5600

7000

Flood Light Series
SL1260U

SL1260UB-50

SL1260UB-30F

SL1260G

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

7000

14000

21000

28000

35000



Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

 Product Code

Led Brand

 Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1260UC-50

OSRAM

48pcs

120W

AC200-240V

50/60Hz

Single

            8°12.5° 20° 30° 48°60°15X35° 10X60°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260UB-50

CREE

48pcs

102W/82W

DC36V/AC90-265V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260UB-30

CREE

30pcs

60W

DC24V/AC90-265V

50/60Hz

RGBW/Single

DMX512/CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260UB-30F

CREE

30pcs

60W

AC90-265V

50/60Hz

Single

120X70°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 10pcs 2/12(pcs) 2/22(pcs) 22pcs

Distribution Curve Flux (SBC Case) 

SL1260 8°

SL1260 20°

SL1260 40°

SL1260 120x70°

SL1260 45°

SL1260 30°

SL1260 12°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

光强: cd
V 0. 0°平面, 7. 7°

光强: cd

H 0. 0°平面, 7. 5°

平均光束角( 50%): 7. 6度

0

50000

100000

150000

200000

250000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

光强: cd
V 0. 0°平面, 12. 7°

光强: cd

H 0. 0°平面, 12. 5°

平均光束角( 50%): 12. 6度

0

19000

38000

57000

76000

95000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

8000

16000

24000

32000

40000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

H 0.0° ,39.7°

0

1900

3800

5700

7600

9500

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

4000

8000

12000

16000

20000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

(50%):48.7

0

1900

3800

5700

7600

9500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

700

1400

2100

2800

3500
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Flood Light Series
SL1260F

SL1260FB-30F

SL1260X

SL1260FB-50

Distribution Curve Flux (SBC Case) 

SL1260 8° SL1260 12°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

光强: cd
V 0. 0°平面, 7. 7°

光强: cd

H 0. 0°平面, 7. 5°

平均光束角( 50%): 7. 6度

0

50000

100000

150000

200000

250000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

光强: cd
V 0. 0°平面, 12. 7°

光强: cd

H 0. 0°平面, 12. 5°

平均光束角( 50%): 12. 6度

0

19000

38000

57000

76000

95000

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1260FC-50

OSRAM

48pcs

120W

AC90-265V

50/60Hz

Single

8°12.5° 20° 30° 48°60°15X35° 10X60°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260FB-50

CREE

48pcs

102W/82W

AC90-265V

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260FB-30

CREE

30pcs

60W

AC90-265V

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%∽90%

SL1260FB-30F

CREE

30pcs

60W

AC90-265V

50/60Hz

Single

120X70°

CC

50000H

IP66

-25℃∽50℃

10%∽90%

In series(max) 10pcs 12pcs 22pcs 22pcs



SL1262 20°

SL1262 120x70°

SL1262 45°

Flood Light Series
SL1262U

SL1262UB-28F

SL1262UB-20

Honeycomb glass
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Distribution Curve Flux (SBC Case) 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°E p ,23.1°

:cd

H 0.0°E p ,22.9°

(50%):23.0

0

3000

6000

9000

12000

15000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

光强: cd
V 0. 0°平面, 48. 9°

光强
光强光强

: cd

H 0. 0°平面, 48. 1°

平均光束角
平均光束角

光强光强

平均光束角

( 50%): 48. 5度

0

1100

2200

3300

4400

5500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°J ~ ,100.9°

:cd

H 0.0°J ~ ,76.0°

(50%):88.4

0

180

360

540

720

900

SHYLON  122

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control l

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL1262UB-20 

CREE 

20pcs

36W

AC90-265V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%~90%

SL1262UB-28F

NICHIA/LUMILEDS

28pcs

30W

AC90-265V

50/60Hz

Single

120X70°

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL1262UB-18

CREE 

18pcs

30W

DC24V  

/

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%~90%

SL1262UB-12 

CREE 

12pcs

22W

DC24V /AC90-265V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP66

- 25℃～50℃

10%~90%

8°12.5°20°30°48°60°15X30°10X60°

 In series(max) 36pcs 6/60(pcs)4pcs 44pcs
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Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1318

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318BE-15

CREE XP-L

15pcs

75W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6° 12° 20° 30°45°60° 10X70°5X20°  

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318BD-15

CREE XP-G3

15pcs

60W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318BF-15

CREE RGBW 4 in 1

15pcs

120W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318BJ-15

OSRAM

15pcs

60W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

 Ambient Humidity

SL1318CE-12

CREE XP-L

12pcs

60W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45°60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318CD-12

CREE XP-G3

12pcs

48W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318CF-12

CREE RGBW 4 in 1

12pcs

96W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318CJ-12

OSRAM

12pcs

48W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318AE-18

CREE XP-L

18pcs

90W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6° 12° 20°30°45° 60°10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318AD-18

CREE XP-G3

18pcs

72W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318AF-18

CREE RGBW 4 in 1

18pcs

144W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318AJ-18

OSRAM

18pcs

72W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max)

In series(max)

14/1(pcs)

16/2(pcs) 22/2(pcs) 1pcs 2pcs

n series(max) 22/2(pcs) 26/3(pcs) 1pcs 3pcs

18/2(pcs) 1pcs 2pcs
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Distribution Curve Flux (SBC Case) 

SL1318 6°
SL1318 12°

SL1318 30°

SL1318 10x70°SL1318 60°

SL1318 20°

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1318U
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30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

4000

8000

12000

16000

20000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1700

3400

5100

6800

8500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

700

1400

2100

2800

3500

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

300

600

900

1200

1500 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

700

1400

2100

2800

3500



 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318EE-6

CREE XP-L

6pcs

30W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6° 12° 20° 30°45°60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318ED-6

CREE XP-G3

6pcs

24W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318EF-6

CREE RGBW 4 in 1

6pcs

48W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318EJ-6

OSRAM

6pcs

24W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

 Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318UE-3

CREE XP-L

3pcs

15W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45°60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318UD-3

CREE XP-G3

3pcs

12W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318UF-3

CREE RGBW 4 in 1

3pcs

24W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318UJ-3

OSRAM

3pcs

12W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

 LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318DE-9

CREE XP-L

9pcs

45W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6° 12° 20° 30°45°60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318DD-9

CREE XP-G3

9pcs

36W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1318DF-9

CREE RGBW 4 in 1

9pcs

72W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1318DJ-9

OSRAM

9pcs

36W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max) 28/3(pcs) 36/4(pcs) 2pcs 4pcs

In series(max) 44/4(pcs) 55/6(pcs) 3pcs 6pcs

In series(max) 88/9(pcs) 110/12(pcs) 6pcs 12pcs

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1319
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Distribution Curve Flux (SBC Case) 

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1319BE-15

CREE XP-L

15pcs

75W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45° 60° 10X70° 5X20°  

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319BD-15

CREE XP-G3

15pcs

60W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319BF-15

CREE RGBW 4 in 1

15pcs

120W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319BJ-15

OSRAM

15pcs

60W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1319CE-12

CREE XP-L

12pcs

60W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45° 60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319CD-12

CREE XP-G3

12pcs

48W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319CF-12

CREE RGBW 4 in 1

12pcs

96W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319CJ-12

OSRAM

12pcs

48W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

 Color

 Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1319AE-18

CREE XP-L

18pcs

90W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6° 12°20° 30°45° 60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319AD-18

CREE XP-G3

18pcs

72W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319AF-18

CREE RGBW 4 in 1

18pcs

144W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319AJ-18

OSRAM

18pcs

72W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

Specification

 In series(max)

In series(max)

 In series(max)

14/1(pcs)

16/2(pcs)

22/2(pcs) 26/3(pcs) 1pcs 3pcs

22/2(pcs) 1pcs 2pcs

18/2(pcs) 1pcs 2pcs
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SL1319 6°
SL1319 12°
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SL1319 10x70°SL1319 60°
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Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1319EE-6

CREE XP-L

6pcs

30W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45° 60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319ED-6

CREE XP-G3

6pcs

24W

AC100-240V/DC24V

50/60Hz

Single

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319EF-6

CREE RGBW 4 in 1

6pcs

48W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319EJ-6

OSRAM

6pcs

24W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1318UE-3

CREE XP-L

3pcs

15W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12°20°30°45°60°10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319UD-3

CREE XP-G3

3pcs

12W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319UF-3

CREE RGBW 4 in 1

3pcs

24W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319UJ-3

OSRAM

3pcs

12W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1319DE-9

CREE XP-L

9pcs

45W

AC100-240V/DC24V

50/60Hz

Single

2.6° 3.5° 6°12° 20° 30°45° 60° 10X70° 5X20°   

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319DD-9

CREE XP-G3

9pcs

36W

AC100-240V/DC24V

50/60Hz

Single

 

CC

50000H

IP66

-25℃∽50℃

10%～90%

SL1319DF-9

CREE RGBW 4 in 1

9pcs

72W

DC24V

 /

RGBW

15°20°30° 15X60°  

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

SL1319DJ-9

OSRAM

9pcs

36W

DC24V

 /

RGBW

15°20°30° 15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%～90%

Specification

Flood Light Series
SL1319U

In series(max) 28/3(pcs) 36/4(pcs) 2pcs 4pcs

In series(max) 44/4(pcs)

88/8(pcs) 110/12(pcs) 6pcs 12pcs

55/6(pcs) 3pcs 6pcs

In series(max)
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Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1310A

159    

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1310AE-48

CREE XP-L/OSRAM P9

48pcs

300W

AC100-305V

50/60Hz

Single

6°12° 20° 30° 45° 60° 10X70°5X20°  

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

SL1310AF-48

CREE RGBW 4 in 1

48pcs

300W

AC100-305V

50/60Hz

RGBW

15° 20°30°10X30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%～90%

SL1310AC-108

CREE XP-G3

108pcs

300W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°60°15X30°10X60°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max) 4(pcs) 4pcs 4pcs

SHYLON  160
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Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1310BE-36

CREE XP-L/OSRAM P9

36pcs

240W

AC100-305V

50/60Hz

Single

6°12°20°30°45°60°10X70°5X20°  

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

SL1310BF-48

CREE RGBW 4 in 1

36pcs

240W

AC100-305V

50/60Hz

RGBW

15° 20°30°10X30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%～90%

SL1310BC-80

CREE XP-G3

80pcs

220W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°60°15X30°10X60°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max) 5pcs 5pcs 6pcs

Flood Light Series
SL1310B



Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1310C

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1310CE-24

CREE XP-L/OSRAM P9

24pcs

160W

AC100-305V

50/60Hz

Single

6°12° 20° 30°45° 60° 10X70°5X20°  

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

SL1310CF-24

CREE RGBW 4 in 1

24pcs

160W

AC100-305V

50/60Hz

RGBW

15° 20°30°10X30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%～90%

SL1310CC-54

CREE XP-G3

54pcs

160W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°60°15X30°10X60°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max) 8pcs 8pcs 8pcs

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°  
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Flood Light Series
SL1310D

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1310DE-18

CREE XP-L/OSRAM P9

18pcs

120W

AC100-305V

50/60Hz

Single

6°12° 20° 30°45° 60° 10X70°5X20°  

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

SL1310DF-18

CREE RGBW 4 in 1

18pcs

120W

AC100-305V

50/60Hz

RGBW

15° 20°30°10X30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%～90%

SL1310DC-40

CREE XP-G3

40pcs

120W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°60°15X30°10X60°

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%～90%

Specification

In series(max) 10pcs 10pcs 10pcs
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LED Tree Light 
SL1132T

165  

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60°  
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

e, adopt isolated two bodies design could hav

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM g
      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful. 

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

1、Patent owned design, fashion and beautiful appearanc e the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

      glass, resist the impact and friction.

ray  

Product Introduction

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

 Protection Grade

Ambient Temperature

Ambient Humidity

SL1132TE-25

CREE XP-L

25pcs

120W

AC100-305V

50/60Hz

Single

2.6°3.5°6°12° 20° 30°45°60°10X70° 5X20

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132TD-25

CREE XP-G3

25pcs

85W

AC100-305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132TF-24

CREE RGBW 4 in1

24pcs

150W/200W

         DC36V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1132TC-72

CREE XP-E2

72pcs

150W

 

50/60Hz

RGB

5°8°12.5°30°10X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90% 
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LED Tree Light
SL1135T

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Distribution Curve Flux (SBC Case) 
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Distribution Curve Flux (SBC Case) 

SL1135 3.5° SL1135 8°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

100000

200000

300000

400000

500000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

40000

80000

120000

160000

200000

SL1135 12° SL1135 20°
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 Product Introduction
1、Patent owned design, fashion and beautiful appearance, adopt isolated two bodies design, could have the separate heat dissipation fully 

      ensure the stability and long lifespan of LED light.

2、With multiway rotate function of round support or "U" support available to meet the various occasions demands for outdoor projects.

3、Light body adopts high pressure die-casting aluminum, surface with fluorine carbon spraying. Lampshade adopts high strength toughened

      glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

 Specification

 Product Code

Led Brand

 Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1135TE-16

CREE XP-L

16pcs

75W

AC100-305V

50/60Hz

Single

2.6°3.5°6°12° 20° 30°45° 60° 10X70° 5X20

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135TD-16

CREE XP-G3

16pcs

60W

AC100-305V

50/60Hz

Single

CC/DALI/0-10V

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135TF-16

CREE RGBW 4 in1

16pcs

100W

         DC36V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%

SL1135TC-48

CREE XP-E2

48pcs

100W

 

50/60Hz

RGB

5°8°12.5°30°15X60°

DMX512/RDM

80000H

IP66

-25℃∽50℃

10%∽90%
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In series(max) 16pcs 22pcs 2/12pcs 2/12pcs
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LED Tree Light
SL1136T

Specification

3.Honeycomb glass

2.Honeycomb grill

1.Round-meshed grill

1

2

3

SL1135T / SL1136T / SL1137T 

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1136TE-9

CREE XP-L

9pcs

45W

AC100-264V

50/60Hz

Single

2.6°3.5°6° 12° 20° 30°45°60° 10X70° 5X20°

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136TD-9

CREE XP-G3

9pcs

35W

AC100-264V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136TF-9

CREE RGBW 4 in1

9pcs

60W

DC36V / AC100-305V

50/60Hz

RGBW

15°20°30°15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%

SL1136TC-27

CREE XP-E2

30pcs

60W

 

50/60Hz

RGB

5°8°12.5°30°15X60°

DMX512/RDM

50000H

IP66

-25℃∽50℃

10%∽90%
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28pcs 36pcs 3/22pcs 3/22pcsIn series(max)

Distribution Curve Flux (SBC Case) 

SL1136 6° SL1136 8°
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-30
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200000 30
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-/+180
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0
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48000

60000

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



LED Tree Light
SL1137T

173                          174

SL1136 12° SL1136 20°
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SL1136 30°

SL1136 10x70°

SL1136 60°
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0

2000

4000

6000

8000

10000

Honeycomb glass

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield



Specification

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL1137TE-6

CREE XP-L

6pcs

30W

AC100-264V

50/60Hz

Single

2.6°3.5°6°12° 20° 30°45° 60°10X70°5X20°   

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%～90%

SL1137TD-6

CREE XP-G3

6pcs

22W

AC100-DC264V

50/60Hz

Single

 

CC/DALI/0-10V

50000H

IP66

-25℃∽50℃

10%～90%

SL1137TF-6

CREE RGBW 4 in 1

6pcs

30W

DC24V/AC100-264V

50/60Hz

RGBW

 15°20°30°15X60° 

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

SL1137TC-18

CREE XP-E

18pcs

36W

DC24V/AC100-264V

50/60Hz

RGB

5°8°12.5°30°15X60° 

DMX512

50000H

IP66

-25℃∽50℃

10%～90%

In series(max) 44pcs 60pcs 4/44pcs 4/36pcs

Distribution Curve Flux (SBC Case) 

SL1137 8°

SL1137 15°

SL1137 12°

SL1137 30°
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0
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0
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2800
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Based on CREE LED chips, we develop 3.5° /12° / 

20° / 30° / 60°/ 10X70° / 5X20° private lens for 

profes-sional tree lighting, which can realize precise 

lighting effect.  

Designed by                       Europe Design Centre, whole 

uplight series have got CCC, CE, ETL certificates, and is 

applying for various Industrial design awards, and the 

optical design and body structure have applied for patent in 

China. .  

We develop a special structure which can adjust 15deg by 

vertically and horizontally realized by two fixed points, and it is 

easy to operate and securely installed; All core parts are in the 

upper space of uplight, there is 130mm height for brackets and 

fitting parts, no influences on uplight for water lower than 130mm.  

With external 30 degree Integrated hood and internal 

anti-glare solution which usually for high-end museum 

lighting, this uplight also provides round-meshed grill, 

honeycomb grill, textured glass to get the“only lighting 

no lamp” effect. 

High pressure die casting aluminum light body with more than 2.5mm thickness; Patented internal and external combined heat 

dissipation design;

Imported silicone sealing ring ensures resistance to high/low temperature and aging; Double layer fluorocarbon coating provides a 

10years ; Made in UV-resistant PC, Light base is suitable for long-term contact with the ground and has excellent corrosion 

resistance. 
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Inground Light Series
SL2311A

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40°  
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

179  

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2311AE-20

CREE XP-L

20pcs

100W

AC176-264V

50/60Hz

Single

3.5°6°12° 20° 30°45°

60°10X70°5X20°  

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311AD-20

CREE XP-G3

20pcs

60W

AC90-264V

50/60Hz

Single

8° 12° 20° 30° 60°

10X70° 5X20°

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311AF-20

OSRAM RGBW 4in1

20pcs

100W

AC90-264V

50/60Hz

RGBW

8° 15° 20° 30°

10X30°10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2311AH-20

OSRAM RGBW 4in1

20pcs

60W

AC90-264V

50/60Hz

RGBW

15° 20° 30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

Specification

In series(max) 12pcs 20pcs 12pcs 20pcs
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Inground Light Series
SL2311B

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2311BE-10

CREE XP-L

10pcs

50W

AC90-264V

50/60Hz

Single

3.5°6°12° 20°30°45°

60°10X70°5X20°  

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311BD-10

CREE XP-G3

10pcs

30W

AC90-264V

50/60Hz

Single

8° 12° 20° 30° 60°

10X70° 5X20°

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311BF-10

OSRAM RGBW 4in1

10pcs

50W

AC90-264V

50/60Hz

RGBW

8° 15° 20° 30°

10X30°10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2311BH-10

OSRAM RGBW 4in1

10pcs

30W

AC90-264V

50/60Hz

RGBW

15° 20° 30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

Specification

In series(max) 26pcs 26pcs40pcs 40pcs

Inground Light Series
SL2311C

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°zoomneo 
1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2311CE-5

CREE XP-L

5pcs

30W

AC100-240V

50/60Hz

Single

3.5°6°12° 20°30°45°

 60°10X70°5X20°  

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311CD-5

CREE XP-G3

5pcs

20W

AC100-240V

50/60Hz

Single

8° 12° 20° 30° 60°

10X70° 5X20°

CC/DALI/0-10V

50000H

IP67

-25℃∽50℃

10%～90%

SL2311CF-5

OSRAM RGBW 4in1

5pcs

30W

AC100-240V

50/60Hz

RGBW

8° 15° 20° 30°

10X30°10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2311CH-5

OSRAM RGBW 4in1

5pcs

20W

AC100-240V

50/60Hz

RGBW

15° 20° 30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

Specification

In series(max) 40pcs 40pcs60pcs 60pcs
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Specification
 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2312B-24

CREE/OSRAM

24pcs

45W

DC24V/AC100-265V

50/60Hz

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

SL2312B-24

CREE/OSRAM

24pcs

28W

DC24V/AC100-265V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

SL2312A-18

CREE/OSRAM

18pcs

21W

DC24V/AC100-265V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

 - 25℃～50℃

10%～90%

SL2312H-24

OSRAM

24pcs

48W

DC24V/AC100-265V

50/60Hz

RGBW 4IN1

DMX512

50000H

IP67

 - 25℃～50℃

10%～90%

SL2312B-12(0.5m)

CREE/OSRAM

12pcs

28W

DC24V/AC100-240V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60°

8°12.5°20°30°45°60°15X30°10X60° 20°40°60° 15X25°15X60°

20°40°60° 15X25°15X60°

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

In series(max)

In series(max)

SL2312A-12(0.5m) SL2312A-9(0.5m)

CREE/OSRAM CREE/OSRAM

12pcs 9pcs

14W 11W

DC24V/AC100-265V DC24V/AC100-265V

Single

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

SL2312A-8(0.3m)

CREE/OSRAM

9pcs

11W

DC24V/AC100-265V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

SL2312A-6(0.3m)

CREE/OSRAM

6pcs

7W

DC24V/AC100-265V

50/60Hz

Single

CC/DALI/0-10V

50000H

IP67

- 25℃～50℃

10%～90%

SL2312H-12(0.5m) SL2312H-6(0.5m)

OSRAM OSRAM

12pcs

24W

6pcs

12W

DC24V/AC100-265V DC24V/AC100-265V

50/60Hz

RGBW 4IN1

50/60Hz

RGBW 4IN1

DMX512

50000H

IP67

 - 25℃～50℃

10%～90%

DMX512

50000H

IP67

 - 25℃～50℃

10%～90%

Inground Light Series
SL2306

Cut Size: L992*W70*H100mm

Cut Size: L492*W70*H100mm

Cut Size: L292*W70*H100mm

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°
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3/20pcs

10/80pcs 13/120pcs 6/54pcs 13/120pcs 20/150pcs 12/110pcs

5/46pcs 6/60pcs 5/46pcs 3/20pcs

Inground Light Series
SL2312

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°



 Product Code

LED Brand

LED Quantity

Rated Power

nput Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2306A-36

CREE

36pcs

42W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

30000H

IP67

- 25℃～50℃

10%～90%

SL2306A-24

CREE

24pcs

28W

DC36V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

30000H

IP67

- 25℃～50℃

10%～90%

SL2306A-18

CREE

18pcs

21W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

30000H

IP67

- 25℃～50℃

10%～90%

SL2306A-9(0.5m)

CREE

9pcs

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

30000H

IP67

- 25℃～50℃

10%～90%

SL2306A-6(0.3m)

CREE 

6pcs

7W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

 - 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60°

Product Introduction
1、Recessed in-ground liner LED wall washer, fashion and beautiful appearance; with the design of increasing heat dissipation to fully ensure 
the  

      stability and long lifespan of LED fixture.

2、Adjustable beam angle illuminant module make the effect of washing wall accurate and perfect.

3、The light body adopts #6063 aluminum alloy molding, surface with anodizing treatment; Faceplate use stainless steel; Lampshade adopts 

high  

      strength toughened glass, resist the impact and friction. and use aluminum alloy buried barrel. 

4、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

5、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

Specification

SL2306-48

EPISTAR

48pcs  

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

>120°

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2306H-24

CREE RGBW 4 in1

24pcs

48W

DC24V

/

RGBW

DMX512

30000H

IP67

- 25℃～50℃

10%～90%

20°40°60° 15X60°

In series(max) 3/30(pcs)

In series(max) 3pcs

5/46(pcs) 6/60(pcs) 13/120(pcs) 20/180(pcs) 13/120(pcs)

SHYLON  150

Distribution Curve Flux (SBC Case) 

SL2306 30°

SL2306 10x60°SL2306 60°

SL2306 12.5°

185    

0
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-/+180

-150

-120
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-30
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3000
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15000 30

60

90

120

150

-/+180
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-30

0

600

1200

1800

2400

3000

30
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-150

-120
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-30

0

900
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2700
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90

120
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-/+180
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-90

-60

-30

0

400
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Inground Light Series
SL2307

Specification
 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

/Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2307A-36

CREE

36pcs

42W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2307A-24

CREE

24pcs

28W

DC36V/AC100-240V

50/60Hz

RGB/Single

RGB/Single

50000H

IP67

- 25℃～50℃

10%～90%

SL2307A-18

CREE

18pcs

21W

DC24V/AC100-240V

50/60Hz

RGB/Single

RGB/Single

50000H

IP67

 - 25℃～50℃

10%～90%

SL2307A-9(0.5m)

CREE

9pcs

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

RGB/Single

50000H

IP67

- 25℃～50℃

10%～90%

SL2307A-6(0.3m)

CREE 

6pcs

7W

DC24V/AC100-240V

50/60Hz

RGB/Single

RGB/Single

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60°

Aluminum Panel

Cut Size: L992*W70*H100mm

SL2307-48

EPISTAR

48pcs  

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

>120°

RGB/Single

50000H

IP67

 - 25℃～50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2307H-24

CREE RGBW 4 in1

24pcs

48W

DC24V

50/60Hz

RGBW

20°40°60° 15X60°

DMX512

30000H

IP67

 - 25℃～50℃

10%～90%

 In series(max) 3/30(pcs)

In series(max) 3pcs

6/46(pcs) 6/60(pcs) 13/120(pcs) 20/180(pcs) 13/120(pcs)

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

waterproof stopper

114  187    

Distribution Curve Flux (SBC Case) 

SL2307 30°

SL2307 15x30°

SL2307 8°

                          188
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30
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-/+180

-150
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-90

-60

-30

0

600

1200

1800

2400

3000

Inground Light Series
SL2308

Specification
 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

/Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

/Ambient Humidity

Mode

SL2308A-24

CREE

24pcs

28W

DC36V/DC24V

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308A-18

CREE 

18pcs

21W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308A-9(0.5m)

CREE

9pcs

11W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308-48

EPISTAR

48pcs  

11W

DC24V

/

RGB/Single

>120°

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60°(Tilted 10 degrees:15°30°45°20X35°)

SL2308A-36

CREE

36pcs

42W

DC24V

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

开孔尺寸/Cut Size: L999*W50*H87mm

In series(max) 3/30(pcs) 7/5(pcs) 6pcs 13pcs 13pcs

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°zoomneo 
1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Distribution Curve Flux (SBC Case) 

SL2308 45° SL2308 25x45°

SL2308 10x60°

189                         190
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In series(max) 3/30(pcs) 7/5(pcs) 6pcs 13pcs 13pcs

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Inground Light Series
SL2308P

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2308PA-24

CREE 

24pcs

28W

DC36V/DC24V

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308PA-18

CREE 

18pcs

21W

DC24V 

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308PA-9(0.5m)

CREE 

9pcs

11W

DC24V 

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2308P-48

EPISTAR

48pcs  

11W

DC24V 

/

RGB/Single

>120°

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60°(Tilted 10 degrees:15°30°45°20X35°)

SL2308PA-36

CREE 

36pcs

42W

DC24V 

/

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

Cut Size: L999*W50*H87mm

191    

Inground Light Series
SL2309

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2309-48

EPISTAR

48pcs  

11W

DC24V

/

RGB/Single

>120°

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2309-156

EPISTAR

156pcs  

15W/10W

DC24V 

/

Single

>120°

CC

50000H

IP67

- 25℃～50℃

10%～90%

Cut Size: L999*W50*H87mm

In series(max) 3pcs 9pcs

                      192    



Inground Light Series
SL2304

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2304-288

OSRAM Chips

288pcs  

15W/10W

DC24V 

/

Single/RGB

>120°

CC/DMX 512

50000H

IP67

- 25℃~50℃

10%~90%

9pcsIn series(max)

Distribution Curve Flux (SBC Case) 

SL2309 120°

193                           194
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Inground Light Series
SL2305

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2305-156

EPISTAR

156pcs  

15W/10W

DC24V 

/

Single/RGB

>120°

CC/DMX 512

50000H

IP67

- 25℃~50℃

10%~90%

9pcsIn series(max)

195  

Distribution Curve Flux (SBC Case) 

SL2305 120°
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Inground Light Series
SL2169C

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2169CE-9

CREE XP-L

9pcs

90W

AC100-305V

50/60Hz

Single

4.5°8°12° 20° 30°

60° 10X70°5X20°  

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2169CF-9

CREE/OSRAM XM-L 4in1

9pcs

90W

AC100-305V

50/60Hz

RGBW 4IN1

15° 20°30°

15X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2169CC-36

CREE XP-G3

36pcs

90W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°

30°60°15X30°10X60°

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2169CA-81

OSRAM

81pcs

90W

AC100V-305V

50/60Hz

RGBW

12°15°24°20X30°

CC

80000H

IP67

-25℃∽50℃

10%～90%

Specification

In series(max) 14pcs 14pcs 14pcs 14pcs

197   

-5°

+15°
±25°



Inground Light Series
SL2166C

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2166CE-6

CREE XP-L

6pcs

60W

AC100-305V

50/60Hz

Single

4.5°12°8° 20° 30°60°

10X70°5X20°  

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2166CF-6

CREE/OSRAM XM-L 4in1

6pcs

60W

AC100-305V

50/60Hz

RGBW 4IN 1

15° 20°30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2166CC-24

CREE XP-G3

24pcs

60W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°

60°15X30°10X60°

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2166CA-54

OSRAM

54pcs

60W

AC100V-305V

50/60Hz

RGBW

12°15°24°20X30°

DMX512

80000H

IP67

-25℃∽50℃

10%～90%

In series(max) 20pcs 20pcs 20pcs 20pcs

Specification

199   

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

-5°

+15°
±25°

Inground Light Series
SL2164C

30pcs 30pcs 30pcs 30pcs

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2164CE-4

CREE XP-L

4pcs

40W

AC100-305V

50/60Hz

Single

4.5°8°12°20°30°

60° 10X70°5X20°  

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2164CF-4

CREE/OSRAM XM-L 4in1

4pcs

40W

AC100-305V

50/60Hz

RGBW 4IN1

15° 20°30°

10X30°10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2164CC-16

CREE XP-G3

16pcs

40W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°

60°15X30°10X60°

CC

80000H

IP67

-25℃∽50℃

10%～90%

In series(max)

Specification

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

-5°

+15°
±25°

                      200

SL2164CA-36

OSRAM

36pcs

40W

AC100V-305V

50/60Hz

RGBW

12°15°24°20X30°

DMX512

80000H

IP67

-25℃∽50℃

10%～90%



Inground Light Series
SL2162C

60pcs 60pcs 60pcs 60pcs

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2162CE-2

CREE XP-L

2pcs

20W

AC100-305V

50/60Hz

Single

4.5°8°12°20°30°

60° 10X70°5X20°  

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2162CF-2

CREE/OSRAM XM-L 4in1

2pcs

20W

AC100-305V

50/60Hz

RGBW 4IN1

15° 20°30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2162CC-8

CREE XP-G3

8pcs

20W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°

30°60°15X30°10X60°

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2162CA-18

OSRAM

18pcs

20W

AC100V-305V

50/60Hz

RGBW

12°15°24°20X30°

DMX512

80000H

IP67

-25℃∽50℃

10%～90%

In series(max)

Specification

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

-5°

+15°
±25°

Inground Light Series
SL2161C

120pcs 120pcs 120pcs7pcs

 Product Code

LED Brand

LED Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2161CE-1

CREE XP-L

1pcs

10W

AC100-305V

50/60Hz

Single

4.5°8°12°20°30°

60° 10X70°5X20°  

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2161CF-1

CREE/OSRAM XM-L 4in1

1pcs

10W

DC 24V

50/60Hz

RGBW 4IN1

15° 20°30°10X30°

10X60°

DMX512

50000H

IP67

-25℃∽50℃

10%～90%

SL2161CC-4

CREE XP-G3

4pcs

10W

AC100V-305V

50/60Hz

Single

5°8°12.5°20°30°

60°15X30°10X60°

CC

80000H

IP67

-25℃∽50℃

10%～90%

SL2161CA-9

OSRAM

1pcs

10W

DC24V

50/60Hz

RGBW

12°15°24°20X30°

DMX512

80000H

IP67

-25℃∽50℃

10%～90%

In series(max)

Specification

Honeycomb grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

-5°

+15°
±25°
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Distribution Curve Flux (SBC Case) 

SL2152 8°
SL2152 12.5°

SL2152 20°

SL2152 10x60° SL2152 15x30°

SL2152 30°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

19000

38000

57000

76000

95000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1400

2800

4200

5600

7000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

4000

8000

12000

16000

20000

Inground Light Series
SL2152C

Product Introduction

  space, the buried barrel adopts aluminium alloy compression moulding forming. Surface with anodizing treatment has the stronger structure 

 and anti-corrosion capability, that its thermal conductivity is 200 times higher than the normal project plastic's, meet the LED light body 

  requirement for heat conduct to the outside of concrete and land,  fully ensure the stability and long lifespan of LED fixture.

、1 High power LED underground light, fashionable and beautiful appearance. The light body uses the design of increasing heat dissipation 

SL2152CC-36 SL2152CB-36

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

蜂窝格栅

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

2、Stainless steel faceplate, high pressure die casting light body, surface with electrostatic plastic coating. Lampshade adopts high strength 

      toughened glass, resist the impact and friction.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.
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Specification

Product Code

ED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

CREE  

36pcs

72W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

80000H

IP67

- 25℃～50℃

10%～90%

SL2152CC-36

CREE  

36pcs

56W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

80000H

IP67

- 25℃～50℃

10%～90%

SL2152CB-36

8°12.5°20°30°45° 60°15X30°10X60°

 In series(max) 2/18(pcs) 2/22(pcs)

RGB A

RGB B 

 (Single Color)

 Wiring Diagram

AC100-240V

AC100-240V

AC100-240V

Signal amplifier

Signal amplifier

DMX512
Signal

DMX512
Signal

DMX 512
Controller

AC100-240V

AC100-240V

Signal amplifier

Signal amplifier

DMX512
Signal

DMX512
Signal

DMX 512
Controller
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Distribution Curve Flux (SBC Case) 

SL2150 15°

SL2150 30° SL2150 45°

SL2150 20°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

4000

8000

12000

16000

20000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1800

3600

5400

7200

9000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1000

2000

3000

4000

5000

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2150CE-12

CREE

12pcs

60W

AC100-240V

50/60Hz

Single

CC

80000H

IP67

- 25℃～50℃

10%～90%°

SL2150CD-12

CREE

12pcs

42W

AC100-240V

50/60Hz

Single

CC

80000H

IP67

- 25℃～50℃

10%～90%°

3.5°6°12°20°30°45°60°10x70°

SL2150CC-24

CREE  

24pcs

60W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°45° 60°15X30°10X60°

DMX512/CC

80000H

IP67

- 25℃～50℃

10%～90%

SL2150CB-24

CREE  

24pcs

42W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

80000H

IP67

- 25℃～50℃

10%～90%

SL2150CF-12

CREE RGBW 4 in 1

12pcs

100W

DC24V/AC100-240V

50/60Hz

RGBW

DMX512

80000H

IP67

- 25℃～50℃

10%～90%

15°20°30°15x60°

In series(max) 22pcs 30pcs 3/22(pcs) 3/30(pcs) 1/12(pcs)

Inground Light Series
SL2150C

Product Introduction
、

  space, the buried barrel adopts aluminium alloy compression moulding forming. Surface with anodizing treatment has the stronger structure 

 and anti-corrosion capability, that its thermal conductivity is 200 times higher than the normal project plastic's, meet the LED light body 

  requirement for heat conduct to the outside of concrete and land,  fully ensure the stability and long lifespan of LED fixture.

2、Stainless steel faceplate, high pressure die casting light body, surface with electrostatic plastic coating. Lampshade adopts high strength 

      toughened glass, resist the impact and friction.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

1、High power LED underground light, fashionable and beautiful appearance. The light body uses the design of increasing heat dissipation 

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°zoomneo 
1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°
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SL2150 60° SL2150 10x60°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,73.7°
H 0.0°] p ,74.5°

°(50%):74.1

0

700

1400

2100

2800

3500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,56.8°
H 0.0°] p ,13.6°

°(50%):35.2

0

3000

6000

9000

12000

15000
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Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°
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Product Introduction

  space, the buried barrel adopts aluminium alloy compression moulding forming. Surface with anodizing treatment has the stronger structure 

 and anti-corrosion capability, that its thermal conductivity is 200 times higher than the normal project plastic's, meet the LED light body 

  requirement for heat conduct to the outside of concrete and land,  fully ensure the stability and long lifespan of LED fixture.

2、Stainless steel faceplate, high pressure die casting light body, surface with electrostatic plastic coating. Lampshade adopts high strength 

      toughened glass, resist the impact and friction.

3、Adopt American CREE original LED light source, high flus output, excellent consistency of light color; Constant current driver with PWM gray  

      control installed inside, RGB gray level reaches to 65,536 degree equally, make the light result much beautiful.

4、Powerful DMX512 interface adopts high reliable bus connect, all has the function of automatic addressing.

、1 High power LED underground light, fashionable and beautiful appearance. The light body uses the design of increasing heat dissipation 

Inground Light Series
SL2130C

SL2130CA-24
SL2130CB-18
SL2130CA-18 SL2130CB-24



Distribution Curve Flux (SBC Case) 

SL2130 12.5°

SL2130 30°

SL2130 60°

SL2130 15x30°

SL2130 10x60°

SL2130 45°

SL2130 20°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

8000

16000

24000

32000

40000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

4000

8000

12000

16000

20000

30

60

90

120

150-/+180-150

-120

-90

-60

-30

0

1200

2400

3600

4800

6000
30

60

90

120

150-/+180-150

-120

-90

-60

-30

0

800

1600

2400

3200

4000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,84.7°
H 0.0°] p ,84.4°

0

500

1000

1500

2000

2500
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1300

2600

3900

5200

6500
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2130CB-24

CREE

24pcs

40W

DC36V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%°

SL2130CA-24

CREE 

24pcs

30W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%°

SL2130CB-18

CREE  

18pcs

30W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°45°60°15X30°10X60° 

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2130CA-18

CREE  

18pcs

21W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2130CF-9

CREE RGBW 4 in 1

9pcs

72W

DC24V/AC100-240V

50/60Hz

RGBW

DMX512

50000H

IP67

- 25℃～50℃

10%～90%

15°20°30°15x60°

In series(max) 5/30(pcs) 4/44(pcs) 4/44(pcs) 6/60(pcs) 2/18(pcs)



Distribution Curve Flux (SBC Case) 

SL2128 8°

SL2128 20°

SL2128 45°

SL2128 10x60°

SL2128 60°

SL2128 30°

SL2128 12.5°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,21.0°

:cd

H 0.0°] p ,21.0°

0

3000

6000

9000

12000

15000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,41.4°

:cd

H 0.0°] p ,40.2°

0

800

1600

2400

3200

4000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

500

1000

1500

2000

2500 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

200

400

600

800

1000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1500

3000

4500

6000

7500

光强光强 光强光强

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Inground Light Series
SL2128C
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Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2128CC-12

CREE

12pcs

32W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2128CA-12

CREE

12pcs

14W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45° 60°15X30°10X60°

 In series(max) 4/40(pcs) 10/90(pcs)
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Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Inground Light Series
SL2112C



Distribution Curve Flux (SBC Case) 

SL2112 8°

SL2112 20°

SL2112 45°

SL2112 15x30°

SL2112 30°

SL2112 10x60°

SL2112 12.5°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10000

20000

30000

40000

50000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

5000

10000

15000

20000

25000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

800

1600

2400

3200

4000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

500

1000

1500

2000

2500
30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

1400

2800

4200

5600

7000

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

3000

6000

9000

12000

15000

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2112CB-12

CREE

12pcs

22W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2112CA-12

CREE

12pcs

14W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60° 

In series(max) 6/60(pcs) 10/90(pcs)
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Distribution Curve Flux (SBC Case) 

SL2110 8°

SL2110 20°

SL2110 45° SL2110 60°

SL2110 15x30°

SL2110 30°

SL2110 12.5°
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0
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500
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0

300

600
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1500 30
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0
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380
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30
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150

-/+180

-150
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-30

0

1300

2600

3900

5200

6500

Inground Light Series
SL2110C

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°
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Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2110CC-7

CREE

7pcs

16W

AC100-240V

50/60Hz

Single

CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2110CC-6

CREE

6pcs

14W

DC24V/AC100-240V

50/60Hz

RGB

DMX512

50000H

IP67

- 25℃～50℃

10%～90%

8°12.5°20°30°45°60°15X30°10X60° 

In series(max) 80pcs 10/90pcs

Honeycomb grill

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Inground Light Series

SL2109C-C12

SL2109C

                         222



Distribution Curve Flux (SBC Case) 

SL2109 45°SL2109 30°

SL2109 20°SL2109 12.5°
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(
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

 Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2109CB-9

CREE

9pcs

16W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°45°60°

DMX512/CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2109C-C12

CREE COB

1pcs

12W

DC24V/AC100-240V

50/60Hz

Single

25°Asy.10°

CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2109CA-9

CREE

9pcs

11W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

-25℃∽50℃

10%∽90%

In series(max) 9/80(pcs) 3/120(pcs) 12/110(pcs)

Inground Light Series
SL2106C

SL2106C-C8

Honeycomb glass

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°
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SL2106 8°

SL2106 20° SL2106 25°Tilt.10°

SL2106 30°

SL2106 12.5°

SL2106 45°

SL2106 60°

Distribution Curve Flux (SBC Case) 
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光强光强
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Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

 Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2106CB-6

CREE

6pcs

12W

DC24V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°45°60°

DMX512/CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2106C-C8

CREE COB

1pcs

8W

DC24V/AC100-240V

50/60Hz

Single

25°Tilt.10°

CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2106CA-6

CREE

6pcs

7W

DC24V/AC100-240V

50/60Hz

RGB/Single

DMX512/CC

50000H

IP67

-25℃∽50℃

10%∽90%

In series(max) 12/110(pcs) 20/180(pcs) 18/160(pcs)
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SL2103 20° SL2103 15x30°

Inground Light Series
SL2103C

SL2103C-C6

Honeycomb glass

Round-meshed grill
zoomneo 2.5° 

zoomneo 3.5° 
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

Anti-slip glass

2.5°

3.5°

5°

10°

15°

20°

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2103CB-3

CREE

3pcs

6W

DC12V/AC100-240V

50/60Hz

RGB/Single

8°12.5°20°30°45°60°

PWM/CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2103C-C6

CREE COB

1pcs

6W

DC12V/AC100-240V

50/60Hz

Single

25°Tilt.10°

CC

50000H

IP67

-25℃∽50℃

10%∽90%

SL2103CA-3

CREE

3pcs

3.5W

DC12V/AC100-240V

50/60Hz

RGB/Single

PWM/CC

50000H

IP67

-25℃∽50℃

10%∽90%

 In series(max) 12/200(pcs) 12/200(pcs)20/300(pcs)

Distribution Curve Flux (SBC Case) 
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Inground Light Series
SL2102

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control 

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Mode

SL2102A-3

CREE

3pcs

4W

DC24V /DC12V

/ /

RGB/Single 

      8°12.5°20°30°45°

DMX512/CC DMX512 

50000H 50000H

IP67 IP67

- 25℃～50℃ - 25℃～50℃

10%～90% 10%～90%

SL2102C-1

CREECREE RGBW 4 in 1

1pc1pc

3W4W

DC24V/AC100-240VDC24V/DC12V

RGBW

15° 20° 30° 15X60°

50/60Hz

Single

120°

CC

50000H

IP67

- 25℃～50℃

10%～90%

SL2102F-1

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2101A-1

CREE

1pc

1.5W

DC24V/AC100-240V

50/60Hz

Single

25°120°

CC

50000H

IP67

- 25℃～50℃

10%～90%

Inground Light Series
SL2101
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

nput Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL21005H-1

CREE

1pc

1.5W

SL21005A-1

CREE

1pc

1.5W

DC12V / DC24V DC12V / DC24V 

/ /

RGB/Single RGBW

8°12.5°20°30°45°120° 120°

DMX512/PWM/CC DMX512

50000H 50000H

IP67 IP67

- 25℃～50℃ - 25℃～50℃

10%～90% 10%～90%

Inground Light Series
SL21005

Distribution Curve Flux (SBC Case) 

SL21005 20°

SL21005 120°

SL21005 15°

SL21005 30° SL21005 60°

231                        232

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

70

140

210

280

350 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

80

160

240

320

400

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,33.8°

:cd

H 0.0°] p ,31.4°

0

30

60

90

120

150 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

12

24

36

48

60

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

10

20

30

40

50

光强光强



Distribution Curve Flux (SBC Case) 

SL21003 120°
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Inground Light Series
SL21003

SL21003A-1

EPISTAR

1pc

0.5W

DC12V/DC24V

/

Single

120°

CC

50000H

IP67

- 25℃~50℃

10%~90%
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Distribution Curve Flux (SBC Case) Distribution Curve Flux (SBC Case) 

SL2104A 60°
SL2104B 2X60°
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2104AB-1

CREE 

1pc

3W

DC24V/AC100-240V

50/60Hz

Single

60°

CC

50000H

IP67

- 25℃～50℃

10%～90%

Inground Light Series
SL2104A

Inground Light Series
SL2104B

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

/Ambient Humidity

SL2104BB-2

CREE 

2pcs

4W

DC24V/AC100-240V

50/60Hz

Single

2X60°

CC

50000H

IP67

-25℃~50℃

10%~90%
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Distribution Curve Flux (SBC Case) Distribution Curve Flux (SBC Case) 

SL2104C 4X60° SL2104C 12X15°

光强光强
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Inground Light Series
SL2104C

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2104 B-4C

CREE 

4pcs

4W

DC24V/AC100-240V

50/60Hz

Single

4X60°

CC

50000H

IP67

- 25℃～50℃

10%～90%

Inground Light Series
SL2104D

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL2104DB-12

CREE 

4pcs

4W

DC24V/AC100-240V

50/60Hz

Single

12X15°

CC

50000H

IP67

-25℃~50℃

10%~90%
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Outline Light Series
SL3315

 Product Code

LED Brand

LED Quantity

Rated Power

/Input Voltage

/Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3315-48

OSRAM Chips

48pcs  

10W/15W

DC24V

/

RGB/RGBW/RGB+W/Single

20°30°45°60°20x40°120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

Specification

In series(max) 10/8(pcs)

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5°
zoomneo 5°The third optics

zoomneo 10°
zoomneo 10°The third optics

zoomneo 30°

zoomneo 40°
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10°
zoomneo 1x10°The third optics

zoomneo 1x40°
zoomneo 1x40°The third optics

zoomneo 15°
zoomneo 15°The third optics

zoomneo 20°
zoomneo 20°The third optics

zoomneo 1x60°
zoomneo 1x60°The third optics

zoomneo 10x60°zoomneo 
10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Distribution Curve Flux (SBC Case) 

SL3315 25x45°SL3315 30°
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SL3316 30° SL3316 120°

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3316

Outline light series

SL3316-48

OSRAM Chips

48pcs  

10W/15W

DC24V

/

RGB/RGBW/Single

30°60°120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

In series(max) 10/8(pcs)

Honeycomb grill
zoomneo 2.5°

zoomneo 3.5°
zoomneo 3.5°The third optics

zoomneo 2.5°The third optics

zoomneo 5° 
zoomneo 5°The third optics

zoomneo 10° 
zoomneo 10°The third optics

zoomneo 30° 

zoomneo 40° 
zoomneo 40°The third optics

zoomneo 30°The third optics

zoomneo 1x10° 
zoomneo 1x10°The third optics

zoomneo 1x40° 
zoomneo 1x40°The third optics

zoomneo 15° 
zoomneo 15°The third optics

zoomneo 20° 
zoomneo 20°The third optics

zoomneo 1x60° 
zoomneo 1x60°The third optics

zoomneo 10x60° 
zoomneo 10x60°The third optics

1x60°

10x60°

1x10°

30°

40°

1x40°

2.5°

3.5°

5°

10°

15°

20°

Anti-glare shield

Distribution Curve Flux (SBC Case) 
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10/8(pcs)串n series(max)

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3317-48

OSRAM Chips

48pcs  

10W/15W

DC24V

/

RGB/RGBW/Single

>120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

SL3317

Outline Light Series

Specification

SL3317 120°

Distribution Curve Flux (SBC Case) 
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10/8(pcs)In series(max)

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3317L

Outline light series

SL3317L-48

OSRAM Chips

48pcs  

10W/15W

DC24V

/

RGB/RGBW/Single

>120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3317S-48

OSRAM Chips

48pcs  

10W/15W

DC24V

/

RGB/RGBW/Single

>120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

SL3317S

Outline Light Series

Specification

In series(max) 10/8(pcs)
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Specification

SL3322

Outline Light Series

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Model

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3322-48

OSRAM Chips

48pcs  

10W

DC24V

/

RGB/Single

>120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

10pcsIn series(max)

Specification

SL3321

Outline light series

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Model

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3321-48

OSRAM Chips

48pcs  

10W

DC24V

/

RGB/Single

30°60°120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

In series(max) 10/8(pcs)



Specification

 Product Code

Led Brand

Led Quantity

Rared Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3351-48

OSRAM

48pcs

12W/15W

DC24V

/

RGBW/Single

20°30°45°60°20x40°

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

SL3351-24(0.5m)

OSRAM

24pcs 

6W/8W

DC24V

/

RGBW/Single

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

SL3351-18(0.3m)

OSRAM

18pcs

4W/5W

DC24V

/

RGBW/Single

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

Outling light Series
SL3351

46

25

31.5

1000

Specification

 Product Code

Led Brand

Led Quantity

Rared Power

 Input Voltage

Frequency Range

Color

 Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

 Ambient Humidity

SL3352-48

OSRAM

48pcs

12W/15W

DC24V

/

RGBW/Single

     120°

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

SL3352-24(0.5m)

OSRAM

24pcs 

6W/8W

DC24V

/

RGBW/Single

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

SL3352-18(0.3m)

OSRAM

18pcs

4W/5W

DC24V

/

RGBW/Single

DMX512/CC

50000H

IP65

-25℃∽50℃

10%∽90%

Outling light Series
SL3352

32

26

21

25

1000

45
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SL3210

Outline light series

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3210B-4

CREE 

4pcs  

8W

DC24V/AC100-240V

50/60Hz

Single

CC

50000H

IP65

- 25℃~50℃

10%~90%

SL3210R-12

CREE  

12pcs  

14W

DC24V 

/

RGB 

DMX512 

50000H

IP65

- 25℃~50℃

10%~90%

SL3210B-2

CREE 

2pcs  

4W

DC24V/AC100-240V

50/60Hz

Single

CC

50000H

IP65

- 25℃~50℃

10%~90%

2°20°30°60°

259                                     260

SL3210 30°SL3210 2°

Distribution Curve Flux (SBC Case) 

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,38.8°
H 0.0°] p ,17.4°

°(50%):28.1

0

11

22

33

44

55

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,180.0°
H 0.0°] p ,180.4

°(50%):180.2

0

70

140

210

280

350



SL3240

Outline light series

8(pcs)串联In series(max)

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3240C-16

LUMILEDS 

16pcs

36W

DC24V

/

RGBW

2°X 120°

DMX512

50000H

IP65

- 25℃～50℃

10%～90%

8(pcs)

SL3240C-16

LUMILEDS 

16pcs

36W

AC100-240V

50/60Hz

Single

2°X 120°

CC

50000H

IP65

- 25℃～50℃

10%～90%

Specification

RGB B 

(Single Color)

 Wiring Diagram

DC12V/24V

AC100-240V

AC100-240V

 DC12V  DC12V  DC12V  DC12V  DC12V

 DC12V  DC12V  DC12V  DC12V  DC12V

Signal amplifier

Signal amplifier

   Driver   Driver   Driver    Driver    Driver

   Driver   Driver   Driver   Driver   Driver

DMX512
Signal

DMX512
Signal

DMX512
Controller
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

nput Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3230C-8

CREE

8pcs  

20W

DC24V

/

RGBW/Single

8X120°

DMX512/CC

50000H

IP65

- 25℃～50℃

10%～90%

SL3230

Outline light series

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

500

1000

1500

2000

2500

SL3220

Outline Light Series

 Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL3220C-1

CREE XP-G2

1pcs  

3W

AC100-240V/DC24V

50/60Hz

Single

CC

50000H

IP65

- 25℃～50℃

10%～90%

SL3220A-3

CREE 

3pcs / 12pcs  

3W

AC100-240V/DC12V

50/60Hz

Single/RGBW

CC/DMX512

50000H

IP65

- 25℃～50℃

10%～90%

2°X 120°

263    264

SL3230 8X120°

Distribution Curve Flux (SBC Case) 



SL5109

Underwater Light Series

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL5109B-9

CREE

9pcs

16W

DC12V/DC24V 

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

SL5109A-9

CREE

9pcs

10W

DC12V/DC24V 

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

8°12.5°20°30°45°

In series(max) 4/9(pcs) 7/14(pcs)

265   266

In series(max) 6/12(pcs) 10/20(pcs)

 Specification

SL5106

Underwater Light Series

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL5106B-6

CREE

6pcs

12W

DC12V/DC24V 

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

SL5106A-6

CREE

6pcs

7W

DC12V/DC24V

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

8°12.5°20°30°45°

Distribution Curve Flux (SBC Case) 

SL5106 20° SL5116 30°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,20.6°

:cd

H 0.0°] p ,20.4°

(50%):20.5%

0

1200

2400

3600

4800

6000 30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°平面, 37. 9°
H 0. 0°平面, 37. 8°

50%): 37. 9度

0

300

600

900

1200

1500



 In series(max)

Underwater Light Series
SL5119

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL5119A-9

CREE 

9pcs

10W

DC12V /DC24V

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

SL5119B-9

CREE  

9pcs

16W

DC12V /DC24V

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

8°12.5°20°30°45°

4/9(pcs) 7/14(pcs)

In series(max)

Specification

SL5116

Underwater Light Series

 Product Code

LED Brand

LED Quantity

/Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

SL5116A-6

CREE 

6pcs

7W

DC12V /DC24V

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

SL5116B-6

CREE  

6pcs

12W

DC12V /DC24V

/

RGB/Single

DMX512/CC

50000H

IP68

- 25℃～50℃

10%～90%

8°12.5°20°30°45°

6/22(pcs) 10/20(pcs)
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SL6155

SL6155 8° SL6155 12.5°

Wall light series

A型
B型

Product Introduction

1、Patent owned design, fashionable and beautiful appearance, adopt unique body structure, increase 120% heat dissipation square, that fully 

      ensure the stability and long lifespan of LED.

2、All new sealing way make the light has better waterproof performance, can meet the various occasions demands for outdoor projects.

3、The light body adopts high pressure aluminum alloy molding, surface with electrostatic plastic coating, lampshade adopts high strength 

      toughened glass, resist the impact and friction.

4、Adopt American CREE original LED light source, high flus output, excellent intensity of light color.

Specification

 Distribution Curve Flux (SBC Case) 

8°12.5°  20°  30°  45°

SL6155B-18

Up and down

CREE 

18pcs

36W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL6155A-18

Up and down

CREE

18pcs

21W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

 Product Code

Light direction

LED Brand

 LED Quantity

 Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

 Life

 Protection Grade

 Ambient Temperature

Ambient Humidity

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,7.6°
H 0.0°] p ,7.2°

(50%):7.4%

0

7000

14000

21000

28000

35000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,12.0°
H 0.0°] p ,12.0°

(50%):12.0

0

4000

8000

12000

16000

20000
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SL6155 20°

SL6155 45°

SL6155 10x60° SL6155 15x30°

SL6155 60°

SL6155 30°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,21.3°

:cd

H 0.0°] p ,21.0°

(50%):21.1%

0

1500

3000

4500

6000

7500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,40.4°

:cd

H 0.0°] p ,40.1°

(50%):40.2

0

600

1200

1800

2400

3000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,55.0°

:cd

H 0.0°] p ,55.1°

(50%):55.0

0

400

800

1200

1600

2000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,80.4°

:cd

H 0.0°] p ,79.7°

(50%):80.0

0

200

400

600

800

1000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,46.2°
H 0.0°] p ,8.0°

(50%):27.1%

0

900

1800

2700

3600

4500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,29.2°
H 0.0°] p ,14.5°

(50%):21.9

0

1500

3000

4500

6000

7500

SL6156

Wall Light Series
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SL6156 15° SL6156 20°

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°  8. 7°
ccdd

H 0. 08. 3°

(050%): 8. 5

0

5000

10000

15000

20000

25000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0°] p ,19.5°
H 0.0°] p ,19.4°

(50%):19.4%

0

3000

6000

9000

12000

15000

Specification

Distribution Curve Flux (SBC Case) 

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Light direction

SL6156B-9

CREE

9pcs

16W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

SL6156A-9

CREE 

9pcs

11W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

SL6156-C20

CREE COB

1pc

26W

AC100-240V

50/60Hz

Single

15°

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

 8°12.5°20°  30°  45°

SL6157

Wall Light Series
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Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Light direction

SL6157B-9

Down

CREE  

9pcs

16W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL6157A-9

CREE 

9pcs

11W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

SL6157-C20

Down

CREE COB

1pc

26W

AC100-240V

50/60Hz

Single

15°

CC

50000H

IP66

- 25℃～50℃

10%～90%

8° 12.5°20°  30°  45°

SL6122

Wall light series

A型 B型
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Distribution Curve Flux (SBC Case) 

SL6155 8° SL6155 12.5°

SL6155 20°

SL6155 45° SL6155 60°

SL6155 30°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,21.3°

:cd

H 0.0°] p ,21.0°

(50%):21.1%

0

1500

3000

4500

6000

7500

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,40.4°

:cd

H 0.0°] p ,40.1°

(50%):40.2

0

600

1200

1800

2400

3000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,55.0°

:cd

H 0.0°] p ,55.1°

(50%):55.0

0

400

800

1200

1600

2000
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,80.4°
H 0.0°] p ,79.7°

(50%):80.0

0

200

400

600

800

1000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,7.6°

:cd

H 0.0°] p ,7.2°

(50%):7.4%

0

7000

14000

21000

28000

35000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

:cd
V 0.0°] p ,12.0°

:cd

H 0.0°] p ,12.0°

(50%):12.0

0

4000

8000

12000

16000

20000

Specification

Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam 

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Angle

Light direction

SL6122C-6

Up and down

CREE

6pcs

16W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL6122A-6

CREE 

6pcs

8W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Up and down

8°12.5°  20°  30°  45°

277  278



SL6123 12.5° SL6123 20°

SL6123 30° SL6123 45°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,19.2°
H 0.0°] p ,18.8°

(50%):19.0%

0

800

1600

2400

3200

4000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,34.1°
H 0.0°j ' ,34.7°

(50%):34.42

0

600

1200

1800

2400

3000

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,46.2°
H 0.0°] p ,45.9°

(50%):46.0

0

300

600

900

1200

1500

Wall Light Series
SL6123

Specification

Distribution Curve Flux (SBC Case) 

 Product Code

LED Brand

LED Quantity

Rated Power

nput Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

Light direction

SL6123C-3

CREE

3pcs

8W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

SL6123A-3

CREE

3pcs

3.5W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

SL6123-C10

CREE COB

1pc

10W

AC100-240V

50/60Hz

Single

15°

CC

50000H

IP66

- 25℃～50℃

10%～90%

Down

8°12.5°20°  30°  45°

0

30

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0. 0°11. 4°
H 0. 0°11. 3°

( 50%): 11. 4

0

1200

2400

3600

4800

6000
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 Distribution Curve Flux (SBC Case) 

Specification

 Product Code

LED Brand

LED Quantity

Rated Power

Input Voltage

Frequency Range

Color

Beam Angle

Control Mode

Life

Protection Grade

Ambient Temperature

Ambient Humidity

 Light direction

SL6125C-3

Down

CREE 

3pcs

8W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL6125A-3

Down

CREE  

3pcs

3.5W

AC100-240V

50/60Hz

Single

CC

50000H

IP66

- 25℃～50℃

10%～90%

SL6125-C10

Down

CREE COB

1pc

10W

AC100-240V

50/60Hz

Single

15°

CC

50000H

IP66

- 25℃～50℃

10%～90%

8°12.5°20°  30°  45°

Wall Light Series
SL6125

SL6125 12.5° SL6125 20°

SL6125 30° SL6125 45°

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

V 0.0° ,19.2°
H 0.0°] p ,18.8°
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Contact details 

IINNO Ltd 
Unit 04-05, 16th Floor, 

The Broadway No. 54-62 Lockhart Road, 

Wanchai, Hong Kong 

Tel: +852 2134 9906 
+86 (0)769 2301 0151/2 

M: +86 13922905402 

Email: sales@iinno-lighting.com

www.iinno-lighting.com 

ooe® 

https://www.youtube.com/user/IINNOLED
https://www.facebook.com/iinnolight
https://www.instagram.com/iinno_light/
https://www.linkedin.com/company/iinno-intelligent-innovations/
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