


LED high bay series to provide remarkable lighting solutions mainly 
for warehouses, factories, school gymnasiums, or any large and 
cavernous space.

In LED high bay industrial, IINNO lighting is the leader that is not 
only innovative in terms of outlook design but also offers durable 
and cost-effective performance. Different price positioning of the 
luminaire can be found here.

These lights’ efficiency reaches from 135lm/w to 200lm/w available. 
And they are compatible with an intelligent control system which 
ensures a longer lifespan and lowers 90% cost. 

Moreover, IINNO high bay family engineered multiple profession-al 
optical lenses and various installation accessories which meet all 
your requirements for any project.

LED HIGHBAY LIGHT 
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HL10, HL11, HL17, HL27, HL29, HLO

UFO High Bay Light

HL15, HL22

Linear High Bay Light

HL10, HLO

Classic High Bay Light
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Plug & play sensor

Emergency function

Max 200W

Selectable Wattage & CCT

Smooth Lamp Body & Dust Free & Low Glare

5 or 7yrs warranty base on 24hrs working

5 years warranty 

HL27 Series

UP TO 190lm/W
1

Mounting Options
2

Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

SPS60-HL27 SPS80-HL27 SPS100-HL27 SPS120-HL27 SPS150-HL27 SPS180-HL27 SPS200-HL27

9,000lm 12,000lm

60W 80W

15,000lm

100W

18,000lm

120W

22,500lm

150W

27,000lm

180W

30,000lm

200W

150lm/W (190lm/W optional) 

CRI >Ra70(>Ra80, optional)

IP66

Working Temperature

Product Parameters

Lens Optional

-30°C to +50°C

60°/90°/120°

Light Distribution Optional

120°60° 90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15° 0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15° 0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

Wattage:

100W

Luminaire Net Weight: 

2.15±0.2kg

Wattage:

150W

Luminaire Net Weight: 

3.14±0.2kg

Wattage:

200W

Luminaire Net Weight: 

3.38±0.2kg

Dimensions

φ263.9mm(10.39＂)

The actual height of the product is related to the height of the power supply

181.8mm
(7.16＂)

φ305.9mm(12.05＂) φ359.7mm(14.17＂)

178.3mm
(7.02＂)

182.3mm
(7.18＂)
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Selectable
CCT

CCT

Selectable
Wattage

Plug & Play 
Microwave Motion

Sensor

Battery Backup
1.5 / 3H ( optional )

DIMMING BASE
SELECTABLE CCT

SELECTABLE WATTAGE

DIMMING POWER SUPPLY

SELECTABLE CCT

SELECTABLE WATTAGE

3000K

SMALL SIZE: MAX 100W
MEDIUM SIZE: MAX 150W
LARGE SIZE: MAX 200W

A= MAX POWER (100W-200W)
B= MAX POWER×75% (W)
B= MAX POWER×50% (W)

WW= 3000K~4000K
NW= 4000K~5000K
CW= 5000K~6000K

4000K 5000K

4000K 5000K 6000K



IP65&IK08 double protection, die-cast aluminum shell, 

good heat dissipation, corrosion resistance

Optional beam angle 60°/90°/120°, suitable for 

different application scenarios. 

Controls (optional): Dali Dimming/Microwave/Zigbee 

5 Years warranty 

HL28 Series

Honeycomb design

Lens Optional 120°

Light Distribution Optional

Mounting Options

Model

Wattage

Lumen Output

Luminous Efficacy

Working Temperature

SPS100-HL28 SPS150-HL28 SPS200-HL28

 

15,000lm 22,500lm 30,000lm

100W 150W 200W

SPS240-HL28

36,000lm

240W

SPS300-HL28

45,000lm

300W

150lm/W

CRI >Ra70(>Ra80 optional)

IP Rating IP65

-30°C to +50°C

Product Parameters

1 2

120°60° 90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

900

1800

2700

3600

4500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1300

2600

3900

5200

6500
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Dimensions
Wattage

3.83±0.2

150W

5.78±0.2

200W

Dimensions(mm)

Net Weight(kg) 2.36±0.2 2.96±0.2

240W 300W100W

φ280X164 φ338X166 φ400X170

6.79±0.2

φ440X182φ400X167



Industrial lighting applications with a aesthetic streamline design. 

Diecasting aluminium with sand blasting appearance

anti-static, thermostable, anti-corrosive paint

Reliable light source with high performance

5 Years warranty 

HL29 Series

Aesthetic streamline 
design

Light Distribution Optional

Mounting Options
1 2

120°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

900

1800

2700

3600

4500
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Lens Optional 120°

Model

Wattage

Lumen Output

Luminous Efficacy

Working Temperature

SPS100-HL29 SPS150-HL29 SPS200-HL29

 

13,500lm 20,250lm 27,000lm

100W 150W 200W

135lm/W

CRI >Ra70(>Ra80 optional)

IP Rating IP65

-30°C to +50°C

Product Parameters

Dimensions
Wattage:

100W

Luminaire Net Weight: 3.4±0.2kg

Wattage:

150W

Luminaire Net Weight: 

4.5±0.2kg

Wattage:

200W

Luminaire Net Weight: 

5.3±0.2kg

φ280mm(11.03＂)

179.82mm
(7.08＂)

φ320mm(12.60＂)

184.82mm
(7.28＂)

φ360mm(14.18＂)

197.82mm
(7.79＂)
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Play & plug Merrytek sensor

Emergency function

Outdoor application as Post Top

Max 200W

5 Years warranty

HL17-B3 Series

UP TO 180lm/W
1 32 4

Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

SPS100-HL17-B3 SPS150-HL17-B3 SPS200-HL17-B3

16,000lm 32,000lm24,000lm 

100W 150W 200W

150lm/W (180lm/W optional) 

CRI >Ra70(>Ra80, 90 optional)

IP65

Working Temperature

Lens Optional

-30°C to +50°C

60°/90°/120°

120°60° 90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1100

2200

3300

4400

5500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1300

2600

3900

5200

6500

174mm
(6.85＂)

Φ290mm (11.42＂)

Wattage:

100W

Luminaire Net Weight: 

2.5±0.2kg

181mm
(7.13＂)

Φ340mm (13.39＂)

Wattage:

150W

Luminaire Net Weight: 

3.7±0.2kg

183mm
(7.21＂)

Φ380mm (14.96＂)

Wattage:

200W

Luminaire Net Weight: 

4.7±0.2kg

Dimensions

Product Parameters

Light Distribution Optional

Mounting Options



Controls (optional): Dali Dimming/Microwave/Zigbee

Emergency function optional

Max 240W

5 or 7yrs warranty base on 24hrs working

Regular stock, fast delivery to meet your project deadline.

HL17-B4 Series
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Product extension

Plug & Play Motion Sensor

Regular Model

Black/White

Mergency lighting

Garden lighting



HLO Series

UP TO 200lm/W
Built-in driver design

Compact size, saving shipping cost greatest 

High energy efficiency up to 95%

Optimum point on quality & cost, 

5 Years warranty 
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178.3mm
(7.02＂)

Φ250mm (9.84＂)

Wattage:

100W

Luminaire Net Weight: 

2.3±0.2kg

181.3mm
(7.14＂)

Φ299.3mm (11.78＂)

Wattage:

150W

Luminaire Net Weight: 

2.93±0.2kg

183.3mm
(7.22＂)

Φ345.15mm (13.59＂)

Wattage:

200W/240W Luminaire 

Net Weight: 3.38

±0.2kg

Dimensions

1

Mounting Options
32 4

Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

SPS100-HL17-B4 SPS150-HL17-B4 SPS200-HL17-B4

15,000lm 22,500lm 30,000lm

100W 150W 200W

SPS200-HL17-B4

36,000lm

240W

150lm/W

CRI >Ra70(>Ra80, 90 optional)

IP65

Working Temperature

Product Parameters

Lens Optional

-30°C to +50°C

60°/90°/120°

Light Distribution Optional

120°60° 90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1100

2200

3300

4400

5500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1300

2600

3900

5200

6500
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Housing+driver, 2 in 1

60°, 90° Frosted Aluminum Optional 

Suitale size, save your great 
space and shipping cost

Ordinary HLO

60°, 90°, 120°  PC Lens Optional

Best balance point on cost+quality Around 

$0.18 per Watt+5 Years warranty Cheapest 

shipping cost

Fast delivery time, 10000pcs housing stocked 

Sensor Optioal

Lens Optional

Light Distribution Optional

Mounting Options

Product Parameters

Model

Wattage

Lumen Output

Luminous Efficacy

Working Temperature

150lm/W(200lm/W optional) 

CRI >Ra70(>Ra80 optional)

IP Rating IP65

-30°C to +50°C

60°/90°/120°

SPS100-HLO SPS150-HLO SPS200-HLOSPS80-HLOSPS60-HLO

14,000lm 21,000lm 28,000lm11,200lm8,400lm  

100W80W60W 150W 200W

Dimensions
Wattage:

60W/80W/100W

Luminaire Net Weight: 1.83±0.2kg

Wattage:

150W/200W Luminaire 

Net Weight: 2.64

±0.2kg

124mm
(4.88＂)

Φ270mm(10.67＂)

124mm
(4.88＂)

Φ319mm(12.56＂)

21 3 3

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

700

1400

2100

2800

3500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1100

2200

3300

4400

5500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

120°60° 90°



With or without reflector

With reflector PC (60°/120°) or AL (60°/90°/120°) reflector

Without reflector-60°/90°/120°

MAX 800W

Daylight/Microwave motion sensor

Emergency kit and Zigbee are available

Regular stock,fast delivery to meet your project deadline.

HL10 Series
Private mold cold-forging heatsink

Lens Optional

Light Distribution Optional

Mounting Options

Model

Wattage

Lumen Output

Luminous Efficacy

Working Temperature

SPS100-HL10 SPS150-HL10 SPS200-HL10SPS80-HL10SPS60-HL10

14,000lm 21,000lm 28,000lm11,200lm8,400lm

100W80W60W 150W 200W

140lm/W (160lm/W optional)

CRI >Ra70(>Ra80 optional)

IP Rating IP65

-30°C to +50°C

60°/90°/120°

Product Parameters

Wattage:

80W/100W Luminaire 

Net Weight: 2.6±0.2kg

Wattage:

150W

Luminaire Net Weight: 

3.62±0.2kg

201mm
(7.91＂)

Φ230mm (9.06＂)

201mm
(7.91＂)

Φ260mm (10.24＂)

Wattage:

200W

Luminaire Net Weight: 

4.13±0.2kg

207mm
(8.15＂)

Φ300mm (11.81＂)

Dimensions
Wattage:

60W

Luminaire Net Weight: 1.3±0.2kg

Φ174mm (7.09＂)

174mm
(6.18＂)

1 32 54

120°60° 90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

900

1800

2700

3600

4500

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1300

2600

3900

5200

6500

21 22



9 Reflectors

Up light 6.2%

With our special optic design acrylic reflector, 
6.2% of the total lumen is light to the ceiling. It’s the 
most  perfect high bay lighting solution for shopping 
mall. The whole space is very bright and less 
glaring. Customers are happy to stay for a longer 
time for shopping. 

Up light 0.1%

Without the special design reflector, only 1% of 
the light is light to the ceiling. It’s very common for 
most of LED lighting fixtures. But with high 
performance HiCloud LED high bay, customers are 
still happy with the lighting upgrade. 

60° AL reflector

90° AL reflector

120° AL reflector 60° AL reflector

60° Frosted AL reflector

90° Frosted AL reflector

120° PC reflector

60° PC with bottom cap 60°/90°/120°

From 300W to 800W

2423



IINNO LED flood light family mainly designed for Area 
lighting, Sport lighting, Parking lots and Billboard lighting. 

Full power ranges and symmetric or asymmetric beam 
angles to satisfy the most applications needs. 

Also offers high wattage of 300W.

 IINNO flood light series are ideal illuminating for any 
outdoor area as well as dramatically reducing energy con-
sumption.

LED FLOOD LIGHT

FL24, FL25, FL28, FL29, FL30, FL31, 
FL32, FL33A, FL33B, FL34

Flood light

25 26
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FL24 Series

Classic super-thin 
Design

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

SPS150-FL24 SPS200-FL24

21,000lm 28,000lm

150W 200W

Lumen Output

Luminous Efficacy

 

140lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS10-FL24 SPS20-FL24 SPS30-FL24

1,400lm 28,00lm

10W 20W

42,00lm

30W

70,00lm

50W

SPS50-FL24

14,000lm

100W

SPS100-FL24

16,800lm

120W

SPS120-FL24

Wattage

3.3±0.2 4.03±0.2 5.3±0.2

80W 100W 120W

6.5±0.2

150W/200W

Dimensions(mm)

Net Weight(kg) 0.52±0.2 0.93±0.2 1.2±0.2 1.96±0.2

10W 20W 30W 50W

166X116X32 217X152X40 227X167X40 310X220X48 354X245X50 470X360X54430X330X54402X295X54

Light Distribution

120°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1500

3000

4500

6000

7500

Mounting Options

32

Adjustable angle 180°

Die-casting ultra-thin radiator, IP65 

Innovative G-buckle technology, free from 

screws, easy for assembly.

Regular stock and fast delivery

5 years warranty

Lens Optional 120°
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FL25 Series
Private mold unqiue design

Free maintenance
Innovative  G-buckle technology, free 
from screws, easy for assembly.

Fins design
Air convection, good heat sink performance, 
Long life-span

Smart protection cap
To fix on the bracket, to protect the 
screws from dust, water, and potential 
external damage.

Classic American flood style

Die-casting aluminum ADC12 

Multiple mounting methods, Slip fitter/pole mount/

yoke mount/trunion mount

Variety of lens optional Type I-V 30/60/90/120°5 

5 Years warranty



High quality PC material lens
30° / 60° / 90° Type II, TypeIII beam angle available

The visor reduce glare
Reduce glare when lighting, protect the PC lens 
when sunlight

6 kinds of mounting brackets 
Meeting different applications

Light Distribution Optional

31 32

Dimensions

40W-60W 80W-200W

1 32 4 5 6

Product Parameters
Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

 

 

130lm/W

CRI >Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS30-FL25 SPS150-FL25 SPS200-FL25SPS50-FL25 SPS80-FL25

3,900lm 19,500lm 26,000lm65,00lm 10,400lm

30W 50W 80W

SPS100-FL25

13,000lm

100W

SPS120-FL25

15,600lm

120W 150W 200W

Dimensions(mm)

Net Weight(kg)

Wattage

2.4±0.2 4.1±0.2 6.9±0.2

40W/50W/60W 80W/100W/120W 150W/200W

229.5X220X132 308.8X270X169 361.3X319X240

Mounting Options

Lens Optional TYPE I/TYPE II/TYPE III/TYPE IV/TYPE V/30°/60°/90°/120°

120°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1500

3000

4500

6000

7500
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FL28 Series

UP TO 160lm/W

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

SPS150-FL28 SPS200-FL28 SPS300-FL28

24,000lm 32,000lm

150W 200W

48,000lm

300W

Lumen Output

Luminous Efficacy

 

160lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

Lens Optional TYPE I/TYPE II/TYPE III/TYPE IV/TYPE V/30°/60°/90°/120°/30*90°

SPS30-FL28 SPS50-FL28 SP80-FL28

4,800lm 80,00lm

30W 50W

12,800lm

80W

16,000lm

100W

SPS100-FL28

19,200lm

120W

SPS120-FL28

Wattage

6.7±0.2

200W

9.8±0.2

250W/300W

Dimensions(mm)

Net Weight(kg) 4.05±0.2 5.5±0.2

30W/50W/80W 100W/120W/150W

389.2X296.5X57 436.7X341.3X57 581.5X435.9X60492.6X378.6X57

Mounting Options

1 2 3

30° 60°

Light Distribution Optional

TYPE Ⅲ

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

20000

40000

60000

80000

100000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

10000

20000

30000

40000

50000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

4000

8000

12000

16000

20000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

7000

14000

21000

28000

35000

TYPE ⅣTYPE Ⅱ

Slim and good-looking design.

Available with 9 different types of changeable lens

Beam angle TYPE I/TYPE II/TYPE III/TYPE IV/

TYPE V/30°/60°/90°/120°/30*90°

Photocell control available

Timing dimmable available

5 years warranty



FL29 Series
One watt & one mould size design

35 36

Asymmetric lens- CHANGEABLE

Granular powder 
More sense of 

Classic

Robust steel 
bracket 3G 

vibration

Flange base

180° rotary 
design for all 
direction

Photocell 
Sensor 
waterproof

Optional color

Useful light

Useless light
ASY ASY

120°

Area to be lit Area to be lit

Optimum piont on cost and quality. 

Much suitable for distributors re-stocking, 10-300W 

Up to 150lm/W

Different lens: from 10D to 90D, Type 1 to Type V. 

PIR Sensor available

5 years warranty
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Dimensions

Product Parameters

Wattage

IP Rating

CRI

16,500lm 22,000lm

150W 200W

39,000lm

300W

Lumen Output

Luminous Efficacy

 

110lm/W 130lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

1,100lm 22,00lm

10W 20W

33,00lm

30W

55,00lm

50W

11,000lm

100W

Wattage

2.62±0.2 3.6±0.2 5.2±0.2

100W 150W 200W

8.85±0.2

300W

Dimensions(mm)

Net Weight(kg) 0.5±0.2 0.68±0.2 1.12±0.2 1.65±0.2

10W 20W 30W 50W

159X127X44 188X147X42 242X193X46 293X237X47 344X280X55 569X406X70476X366X63424X320X61

Mounting Options

1 2 3

120°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

1500

3000

4500

6000

7500

Light Distribution

Flexible 
combnation
tempered glass border color and 
nami reflector color

Lens options
10°/25°/45°/60°(A)

15°/30°/60°/90°/150°*70°/150°*150°(B)

PIR sensor
10W, 20W, 30W, 50W, 100W

Lens Optional 10°/25°/45°/60°(A)         15°/30°/60°/90°/150°*70°/150°*150°(B)      120°(Without Lens)

Model SPS150-FL29 SPS200-FL29 SPS300-FL29SPS10-FL29 SPS20-FL29 SP30-FL29 SPS50-FL29 SPS100-FL29



FL30 Series
UP TO 160lm/W

Available with 6 different types of changeable lens

Beam angle TYPE II/TYPE III/TYPE IV/30°/60°/90°

Up to 160lm/W (140lm/W optional)

Photocell control available

Timing dimmable available

5 years warranty

39 40

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy

 

160lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

Lens Optional TYPE II/TYPE III/TYPE IV/30°/60°/90°

SPS30
-FL30

SPS50
-FL30

SPS60
-FL30

SPS80
-FL30

SPS100
-FL30

SPS120
-FL30

SPS150
-FL30

SPS200
-FL30

SPS240
-FL30

SPS300
-FL30

SPS400
-FL30

4,800lm 8,000lm 9,600lm 12,800lm 16,000lm 19,200lm 24,000lm 32,000lm 38,400lm 48,000lm 64,000lm

30W 50W 60W 80W 100W 120W 150W 200W 240W 300W 400W

Wattage

4.7±0.2

200W/240

5.6±0.2 7.1±0.2

300W 400W

Dimensions(mm)

Net Weight(kg) 2.07±0.2

Ceiling installation Wall Mount Pedestal Mount

3.42±0.2

30W/50W/60W/80W 100W/120W/150W

242X53.8X317.1 307.2X60.7X432.1 378X61X562.3 420.8X60.8X610.9367.2X60.8X482.4

Mounting Options

1 2 3

Light Distribution Optional

30°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

20000

40000

60000

80000

100000

60°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

10000

20000

30000

40000

50000

TYPE Ⅲ

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

3000

6000

9000

12000

15000

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

7000

14000

21000

28000

35000

TYPE Ⅳ

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

4000

8000

12000

16000

20000

TYPE Ⅱ90°

0°

110°

90°

60°

30°

45°

110°

90°

60°

45°

30°15° 15°

0

900

1800

2700

3600

4500
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5 kinds of power
50W/100W/200W/300W/400W

Lens options
30°/60°/90°/TYPE Ⅱ/TYPE Ⅲ/TYPE Ⅳ

High Quality Aluminum 
Housing
Larger surface area, 
good heat dissipation effect
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IINNO LED Stadium Lightcan be widely used in football fields, 
basketball courts, rugby fields, tennis courts, racetracks, cricket 
pitches, baseball fields, hockey courts, etc.,with its Long lifespan, 
energy efficiency, dimmable, and instant switches functions, etc.

The power can reach 1500W.

The product adopts a modular design and is easy to maintain.

High brightness and high light efficiency, low glare.

LED Stadium Light

Stadium Light

FL31, FL33-A, FL33-B, FL34, 

FL35, FL36, FL37
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FL31 Series

Each module can be adjusted 

Available with 7 different types of changeable lens

Beam angle 10°/20°/40°/P50°/60X60°/90X90°/30X70°

Up to 140lm/W

kit combination and splicing for easier assembly

Rotary angle adjustment

5 years warranty

45 03

Dimensions

Product Parameters

Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy

 

 

140lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS300-FL31 SPS600-FL31 SPS900-FL31

42,000lm 84,000lm

300W 600W

126,000lm

900W

168,000lm

1200W

SPS1200-FL31

252,000lm

1800W

SPS1800-FL31

Wattage

40.25±0.2

1800W

Dimensions(mm)

Net Weight(kg) 7.8±0.2 16.25±0.2 22.4±0.2 29±0.2

300W 600W 900W 1200W

544X253X126.5 685X553X173 685X853X172 997X923X221.2 1319.7X923X221.2

Mounting Options

Light Distribution

Lens Optional 10°/20°/40°/P50/60X60°/90X90°/30X70°

10° 20° 40°
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High quality PC material 
lens
10°/20°/40°/P50/60X60°/90X90°/30X70°

 5 kinds of power
300W/600W/900W/1200W/1800W

Sandblasted die-cast 
aluminum
Appearance anti-static, thermostable, anti-corrosive pain FL33-A Series

Available with 8 different types of changeable lens

Beam angle 8°/20°/40°/60°/90°/120°/140X100°/P50°

Up to 150lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

UP TO 150lm/W
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5 kinds of power
240W/360W/480W/600W/720W

Lens options
8°/20°/40°/60°/90°/120°/140X100°/P50

Pure aluminum plate material
three side ventilation design, good heat dissipation effect

**
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Dimensions

Product Parameters

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy

 

 

150lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

36,000lm 54,000lm 72,000lm 90,000lm 108,000lm

240W 480W360W 600W 720W

Wattage

Dimensions(mm)

Net Weight(kg) 4.7±0.2 5.6±0.2 7.2±0.2 10.3±0.2

240W 360W 600W 720W

332X350X180 480X350X180

7.5±0.2

480W

628X350X180 776X350X180 924X350X180

Mounting Options

Light Distribution

Lens Optional 8°/20°/40°/60°/90°/120°/140X100°/P50

8° 20° 40° 60°

120° 140X100° P50°90°

1

49 50

Model SPS240-FL33A SPS360-FL33A SPS480-FL33A SPS600-FL33A SPS720-FL33A
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FL33-B Series
UP TO 150lm/W

Available with 8 different types of changeable lens

Beam angle 8°/20°/40°/60°/90°/P50°/P50H

Up to 150lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy 150lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS240-FL33B SPS480-FL33B SPS720-FL33B

36,000lm

240W

72,000lm

480W

108,000lm 144,000lm 180,000lm 225,000lm

720W 960W 1200W 1500W

SPS960-FL33B SPS1200-FL33B SPS1500-FL33B

Wattage

Dimensions(mm)

Net Weight(kg) 4.2±0.2 7.4±0.2 10.3±0.2 13.2±0.2 16.1±0.2 19±0.2

560X125X215 338X587X180 484X587X180 632X587X180 780X587X180 928X587X180

Mounting Options

Light Distribution

Lens Optional 8°/20°/40°/60°/90°/120°/140x100°/P50°

8° 20° 40° 60° P50°90°

1

480W 720W 960W 1200W 1500W240W
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Lens options
8°/20°/40°/60°/90°/120°/140x100°/P50°

6 kinds of power
240W/480W/720W/960W/1200W/1500W

Pure aluminum plate material
three side ventilation design, good heat dissipation effect FL34 Series

Available with 8 different types of changeable lens 

Beam angle 8°/20°/40°/60°/90°/120°/140X100°/P50 

Up to 160lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

UP TO 160lm/W

54



**

03

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy 3030(150lm/W)  3535(130lm/W)  5050(160lm/W)

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS720-FL34 SPS960-FL34 SPS1200-FL34

115,200lm 153,600lm 192,000lm 240,000lm

720W 1200W960W 1500W

SPS1500-FL34

Wattage

Dimensions(mm)

Net Weight(kg) 24.46±0.2 27.6±0.2 34±0.2

720W 960W 1500W

788.9X704X289 932.9X704X289

32±0.2

1200W

1076.9X704X289 1220.9X704X289

Mounting Options

Light Distribution

Lens Optional 8°/20°/40°/60°/90°/120°/140X100°/P50°

8° 20° 40° 60°

120° 140X100° P50°90°

1 2

4 kinds of 
power
720W/960W/1200W/1500W

 Hollow design of heat sink
Pure aluminum plate material, efficient heat dissipation

Adjustable module
Each Module can be adjusted independently 
whatever the project wants. 

55 56



60°
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FL35 Series

UP TO 150lm/W
Available with 3 different types of changeable lens

Beam angle 10°/25°/60°

Up to 150lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy 150lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature

SPS300-FL35 SPS400-FL35 SP500-FL35

45,000lm

300W

60,000lm

400W

75,000lm 90,000lm 150,000lm 180,000lm

500W 600W 1000W 1200W

SPS600-FL35 SPS1000-FL35 SPS1200-FL35

Wattage

Dimensions(mm)

Net Weight(kg) 10.2±0.2 10.2±0.2 14±0.2 14±0.2 25±0.2 25±0.2

420X384X196 420X384X196 490X460X330 490X460X330 645X620X380 645X620X380

Mounting Options

Light Distribution

Lens Optional

-30°C to +50°C 

10°/25°/60°

10° 20°

400W 500W 600W 1000W 1200W300W

58
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3 Kinds Bracket optional
According to the requirements of different application 
scenarios, a variety of Bracket

3 kinds of power
300W/400W/500W/600W/1200W

FL36 Series

Available with 5 different types of changeable lens 

Beam angle 10°/20°/40°/P50°/60°

Up to 150lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

UP TO 150lm/W

60

Optical lens design
Beam angle 10°/25°/60°
Effectively suppress glare and scattered light.
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Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy 150lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS240-FL36 SPS480-FL36 SPS720-FL36 SPS960-FL36 SPS1200-FL36

36,000lm 144,000lm 180,000lm 216,000lm

240W 1200W960W

108,000lm

720W

72,000lm

480W 1440W

SPS1440-FL36

Wattage

Dimensions(mm)

Net Weight(kg) 13.4±0.2 17±0.2 24.4±0.2

720W 960W 1440W

630X240X522

10±0.2

480W

630X240X367

4±0.2

240W

590X190X200 630X240X590

20.6±0.2

1200W

630X240X745 704X240X900

Mounting Options

Light Distribution

Lens Optional 10°/20°/40°/50°/60°

10° 20° 40° 60°P50°

1

6 kinds of power
240W/480W/720W/960W/1200W/1440W

Modular design
Each Module can be adjusted independently 
whatever the project wants. 

Optical lens design
Beam angle 10°/20°/40°/P50°/60°Effectively 
suppress glare and scattered light.
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90°
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FL37 Series
UP TO 150lm/W

Available with 3 different types of changeable lens

Beam angle 30°/60°/90°

Up to 150lm/W

Pure aluminum plate material

IP65 & IK08 double protection

5 years warranty

Dimensions

Product Parameters
Model

Wattage

IP Rating

CRI

Lumen Output

Luminous Efficacy

 

 

150lm/W

>Ra70(>Ra80, 90 optional)

IP65

Working Temperature

SPS240-FL37 SPS500-FL37 SPS720-FL37

36,000lm

240W

75,000lm

500W

108,000lm 150,000lm 180,000lm

720W 960W 1200W

SPS1000-FL37 SPS1200-FL33B

Wattage

Dimensions(mm)

Net Weight(kg) 7.8±0.2 11.8±0.2 16.9±0.2 20.5±0.2 25.6±0.2

315X430X155 495X430X155 675X430X155 855X430X155 1035X430X155

Mounting Options

Light Distribution

Lens Optional

-30°C to +50°C 

30°/60°/90°

30° 60°

1

500W 720W 1000W 1200W240W
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5 kinds of power
240W/500W/720W/1000W/1200W

65 66

Modular design
Each Module can be adjusted independently 
whatever the project wants. 

Optical lens design
Beam angle 30°/60°/90°
Effectively suppress glare and scattered light.



LED WALL PACK LIGHT
Till now, IINNO wall pack family is lone. However, don’t worry,  
IINNO is expanding its family members. 

IINNO plans to develop amenity and security wall packs. Sensor 
and emergency solution will be available for you. 

IINNO existing wall pack is elegant design and enduring. 

It is the worldwide’s most popular solution which will help you win 
more market share.

WP2A, WP3B

Half cut off wall pack

WP2B

Full cut off wall pack
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Full cut off wall pack

69 70

WP2 Series

Creative mounting 
bracket design

Accessories are introduced

Photocel sensor available

Industrial Style Design
The streamline design happens for dust-resistance, 
easy-to-clean and better cooling performance 

Half cut off wall pack

Private mould

Saving installer’s cost highly 

PC or glass lens

130lm/w & IP66 water-proof 

5 Years warranty



WP3 Series

Creative mounting 
bracket design

Product Parameters

13,800lm

Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

115lm/W

CRI >Ra70(>Ra80, 90 optional)

IP65

-30°C to +50°C

SPS90-WP2A SPS120-WP2BSPS120-WP2A

10,350lm 13,800lm 13,800lm

90W 120W

SPS90-WP2B

10,350lm

90W 120W

7271

Working Temperature

Dimensions
Wattage:

90W

Luminaire Net Weight: 4.25±0.2kg

Wattage:

120W

Luminaire Net Weight: 

4.45±0.2kg

Wattage:

90W

Luminaire Net Weight: 

4.25±0.2kg

Wattage:

120W

Luminaire Net Weight: 

4.45±0.2kg

362.5mm(14.27＂)

220mm
(8.66＂)

208mm
(8.19＂)

208mm
(8.19＂)

69

362.5mm(14.27＂)

220mm
(8.66＂)

1

Easy Installation
WP2A

WP2B

32 4 5

180

1 32 4 5

180

Private mould

Saving installer’s cost highly 

PC or glass lens

130lm/w & IP66 water-proof 

5 Years warranty
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Light Distribution

Dimensions

Easy Installation

Product Parameters

Model

Wattage

Lumen Output

Luminous Efficacy

IP Rating

115lm/W

CRI >Ra70(>Ra80, 90 optional)

IP65

Working Temperature -30°C to +50°C

SPS20-WP3B SPS70-WP3BSPS30-WP3B

2,300lm 8,050lm3,450lm

20W 30W

SPS60-WP3B

6,900lm

60W 70W
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1 32 4

130

E
E

L

N

E

N
L

Wattage: 

20W/30W

Luminaire Net Weight: 

1.65±0.2kg

Wattage: 

60W/70W

Luminaire Net Weight: 

3.82±0.2kg

223.8mm
(8.81＂)

14
5.

2m
m

(5
.7

2＂
)

335.2mm
(13.20＂)

21
8.

1m
m

(8
.5

9＂
)

167.1mm
(6.57＂)

27°

131.2mm
(5.17＂)

27°

0

30

60

90

150

-/+180

-150

-120

-90

-60

-30

0

600

1200

1800

2400

3000

120°

Suitale size, save your 
great space and shipping 
cost

Ordinary WP3

Shade Reflector
Reduce glare when lighting, protect the 
PC lens when sunlight

Creative mounting 
bracket
Convienient mounting



Commerical lighting IIIDesigning your lighting solutions


