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Garden light

Taurus
HYT-LED27A

Artemis
HYT-LED27G

Aries
HYT-LED27B

Thomas
HYT-LED27F

Hyperion
HYT-LED27H

Themis
HYT-LED27J

 Leo
HYT-LED27D



0605

Taurus
HYT�LED27A

ø76mm

Model

HYT-LED27A

Carton Size(L*W*H)

505*455*600mm

QTY/Carton

1

G.W.(kg)

13.8

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 129lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

440
490

11
3

10
0

60
0

Ф76

Village Park RoadParking lot

Order code

227101

227101

227102

227103

227104

227101

227105

227106

227107

227108

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

128

128

128

128

129

115

115

115

115

118

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



0807

Aries
HYT�LED27B

ø60mm 

Model

HYT-LED27B

Carton Size(L*W*H)

505*455*260mm

QTY/Carton

1

G.W.(kg)

11.7

N.W.(kg)

9.3

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 143lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

490

670

44
0

11
3

Ф
60

Village Park RoadParking lot

S01A4-T1 S02A4-T2 S03A4-T2 S04A4-T2 S05A4-T2 S06A4-T2 S07A4-T3

S08A4-T3 S09A4-T4

S10A4-T2 S11A4-T3 S12A4-TL S13A4-T2 S27A4-TL

3535/5050

50

50

Order code

227201

227202

227203

227204

227205

227206

227207

227208

227209

227210

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

140

143

130

130

130

130

134

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



1009

Thomas
HYT�LED27F

ø60mm / ø76mm

Model

HYT-LED27F

Carton Size(L*W*H)

505*455*260mm

QTY/Carton

1

G.W.(kg)

11.7

N.W.(kg)

7.15

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC(standard)

Silicone

3 or 5 MacAdam steps

490

490

44
0

11
3

23
0

10
0

Ф60/Ф76

Village Park RoadParking lot

Order code

227401

227402

227403

227404

227405

227406

227407

227408

227409

227410

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

130

130

130

130

130

120

120

120

120

120

Luminaire efficacy
Up to(lm/W)

G02A4-T5

G06A4-T5

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



1211

Leo
HYT�LED27D

ø60mm / ø76mm

Model

HYT-LED27D

Carton Size(L*W*H)

505*455*630mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

9.7

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 135lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

440 490

11
3

10
0

Ф60/Ф76

Village Park RoadParking lot

Order code

227301

227302

227303

227304

227305

227306

227307

227308

227309

227310

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

133

133

133

133

135

117

117

117

117

123

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



490

490

44
0

60
0

Ф60/Ф76

1413

Artemis
HYT�LED27G

ø60mm / ø76mm

Model

HYT-LED27G

Carton Size(L*W*H)

505*455*630mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

8.7

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~60W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

Order code

227501

227502

227503

227504

227505

227506

Chip

5050

5050

5050

3535

3535

3535

LED QTY 

8

16

24

8

16

24

Lens Type

4

4

4

4

4

4

Power

20W

40W

60W

20W

40W

60W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

120

120

120

Luminaire efficacy
Up to(lm/W)

G02A4-T5

G06A4-T5

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



1615

Hyperion
HYT�LED27H

Model

HYT-LED27H

Carton Size(L*W*H)

515*455*220mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

19
1

490

44
0

Order code

227601

227602

227603

227604

227605

227606

227607

227608

227609

227610

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

140

143

130

130

130

130

134

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W



1817

Themis
HYT�LED27J

ø76*120mm

Model

HYT-LED27J

Carton Size(L*W*H)

505*455*140mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 143lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

10
29

279

490

12
3

Ф76*120

Order code

227701

227702

227703

227704

227705

227706

227707

227708

227709

227710

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

140

143

130

130

130

130

134

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



2019

Garden light

Balloon
HYT-LED95

Dragonfly
HYT-LED95A

Bamboo
HYT-LED95B

Candle
HYT-LED95D



Order code

295101

295102

295103

Chip

5050

5050

5050

LED QTY 

24

30

36

Lens Type

24

30

36

Power

30W

40W

50W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

Luminaire efficacy
Up to(lm/W)

2221

Balloon
HYT�LED95

ø60mm

Model

HYT-LED95

Carton Size(L*W*H)

520*460*600mm

QTY/Carton

1

G.W.(kg)

6.2

N.W.(kg)

4.4

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

30~50W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

IP66 IK09

Village Park RoadParking lot

Other op�on

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

510

Ф400

Ф60

Stripe version Milk white

G11C36-T3 C12C36-T5

5050

36*1

H

L W



IP66 IK09 HYT-LED95D(With pole)

Order code

295301

295302

295303

Chip

5050

5050

5050

LED QTY 

24

30

36

Lens Type

24

30

36

Power

30W

40W

50W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

Luminaire efficacy
Up to(lm/W)

2423

Bamboo
HYT�LED95B

ø60mm

Model

HYT-LED95B

Carton Size(L*W*H)

520*460*600mm

QTY/Carton

1

G.W.(kg)

5.2

N.W.(kg)

3.9

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

30~50W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

Other op�on

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G11C36-T3 C12C36-T5

5050

36*1

540

Ф170

Ф60

H

L W



Order code

295201

295202

295203

Chip

5050

5050

5050

LED QTY 

24

30

36

Lens Type

24

30

36

Power

30W

40W

50W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

Luminaire efficacy
Up to(lm/W)

2625

Dragonfly
HYT�LED95A

ø60mm

Model

HYT-LED95A

Carton Size(L*W*H)

520*460*600mm

QTY/Carton

1

G.W.(kg)

6.5

N.W.(kg)

4.8

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

30~50W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

IP66 IK09

Village Park RoadParking lot

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G11C36-T3 C12C36-T5

5050

36*1

60

Ф700

540

H

L W



Order code

295401

295402

295403

Chip

5050

5050

5050

LED QTY 

24

30

36

Lens Type

24

30

36

Power

30W

40W

50W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

Luminaire efficacy
Up to(lm/W)

2827

Candle
HYT�LED95D

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Technical data

Up to 100,000hrs LM70,Ta 25℃

30~50W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

IP66 IK09

Village Park RoadParking lot

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G11C36-T3 C12C36-T5

5050

36*1

540

Ф170

3000-6000

3000

4000

5000

6000

Hight:3-6M



3029

Garden light

Hades
HYT-LED29

Zues
HYT-LED29A

Cookies
HYT-LED29C

Posedion
HYT-LED29B



3231

Hades
HYT�LED29

ø60mm

Model

HYT-LED29

Carton Size(L*W*H)

410*410*635mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.7

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 105m/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

400

400

60
3

40
0

Ф60

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Order code

229101

229102

229103

229104

229105

229106

229107

229108

229109

229110

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

103

103

103

103

105

90

90

90

90

95

Luminaire efficacy
Up to(lm/W)

Details



3433

Zues
HYT�LED29A

ø60mm / ø76mm

Model

HYT-LED29A

Carton Size(L*W*H)

410*410*610mm

QTY/Carton

1

G.W.(kg)

12.6

N.W.(kg)

12.2

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 121lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

400

400

40
0

59
2

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Order code

229201

229202

229203

229204

229205

229206

229207

229208

229209

229210

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

118

118

118

118

119

115

115

115

115

121

Luminaire efficacy
Up to(lm/W)

Details



3635

Posedion
HYT�LED29B

ø60mm / ø76mm

Model

HYT-LED29B

Carton Size(L*W*H)

610*410*155mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.5

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

603

40
0

12
2

603

S01A4-T1 S02A4-T2 S03A4-T2 S04A4-T2 S05A4-T2 S06A4-T2 S07A4-T3

S08A4-T3 S09A4-T4

S10A4-T2 S11A4-T3 S12A4-TL S13A4-T2 S27A4-TL

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Order code

229301

229302

229303

229304

229305

229306

229307

229308

229309

229310

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

140

143

130

130

130

130

134

Luminaire efficacy
Up to(lm/W)

Details



3837

Cookies
HYT�LED29C

ø60mm / ø76mm

Model

HYT-LED29C

Carton Size(L*W*H)

415*415*265mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

9.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

76±0

400

40
0

23
0

G02A4-T5

G06A4-T5

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Order code

229401

229402

229403

229404

229405

229406

229407

229408

229409

229410

Chip

5050

5050

5050

5050

5050

3535

3535

3535

3535

3535

LED QTY 

8

16

24

32

48

8

16

24

32

48

Lens Type

4

4

4

4

4

4

4

4

4

4

Power

20W

40W

60W

80W

100W

20W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

140

140

140

140

143

130

130

130

130

134

Luminaire efficacy
Up to(lm/W)

Details



4039

Garden light

Perge
HYT-LED25A

Spark
HYT-LED25B

Ruso
HYT-LED25

Pele
HYT-LED25N

Copen
HYT-LED25H

Gaea
HYT-LED25J



Order code

225101

225102

225103

225104

225105

225106

225107

225108

225109

225110

225111

225112

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

116

116

109

113

112

112

104

109

112

112

115

109

Luminaire efficacy
Up to(lm/W)

4241

Ruso
HYT�LED25

ø60mm

Model

HYT-LED25

Carton Size(L*W*H)

520*460*600mm

QTY/Carton

1

G.W.(kg)

10.6

N.W.(kg)

9.2

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 116lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

IP66 IK09

Village Park RoadParking lot

500

57
9

20
2 60

500

44
5

Ф60

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

LM79

H

L W

Details



4443

Pele
HYT�LED25N

ø60mm

Model

HYT-LED25N

Carton Size(L*W*H)

520*460*700mm

QTY/Carton

1

G.W.(kg)

10.0

N.W.(kg)

9.1

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 116lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

500

67
1

10
0

Ф60

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

Order code

225601

225602

225603

225604

225605

225606

225607

225608

225609

225610

225611

225612

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

116

116

109

113

112

112

104

109

112

112

115

109

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W



4645

Spark
HYT�LED25B

ø60mm

Model

HYT-LED25B

Carton Size(L*W*H)

645*460*150mm

QTY/Carton

1

G.W.(kg)

9.3

N.W.(kg)

8.4

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

Order code

225301

225302

225303

225304

225305

225306

225307

225308

225309

225310

225311

225312

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

140

140

132

135

123

123

115

120

113

113

116

109

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

9512
1

Ф
60

100

630

500

44
5



www.hoscalighting.com 48 HYT-LED25 Series47

Perge
HYT�LED25A

ø60mm

Model

HYT-LED25A

Carton Size(L*W*H)

515*460*270mm

QTY/Carton

1

G.W.(kg)

8.6

N.W.(kg)

7.5

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 152lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

500

22
9

60

Ф60

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

Order code

225201

225202

225203

225204

225205

225206

225207

225208

225209

225210

225211

225212

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

152

152

143

149

133

133

124

131

122

122

124

117

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W

Details



5049

Copen
HYT�LED25H

Model

HYT-LED25H

Carton Size(L*W*H)

515*460*220mm

QTY/Carton

1

G.W.(kg)

9.8

N.W.(kg)

8.6

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 152lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

500

17
8

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

Order code

225401

225402

225403

225404

225405

225406

225407

225408

225409

225410

225411

225412

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

152

152

143

149

133

133

124

131

122

122

124

117

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W



5251

Gaea
HYT�LED25J

ø76mm

Model

HYT-LED25J

Carton Size(L*W*H)

515*460*220mm

QTY/Carton

1

G.W.(kg)

11.1

N.W.(kg)

9.2

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 152lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

10
26

284

500

94

Ф76*120

G09A6-T5S

3535/5050

G10A14-T4S G08A14-T5

3030

50

50

50

50

Order code

225501

225502

225503

225504

225505

225506

225507

225508

225509

225510

225511

225512

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

24

36

36

54

24

36

36

54

56

84

126

126

Lens Type

6

6

6

6

6

6

6

6

14

14

14

14

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

152

152

143

149

133

133

124

131

122

122

124

117

Luminaire efficacy
Up to(lm/W)

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

IP66 IK09 LM79

H

L W



5453

Hasta
HYT�LED30

ø60mm

Model

HYT-LED30

Carton Size(L*W*H)

710*265*215mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

Order code

230101

230102

230103

230104

230105

230106

Chip

5050

5050

5050

3030

3030

3030

LED QTY 

16

24

48

56

84

168

Lens Type

4

4

4

14

14

14

Power

40W

60W

100W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

130

130

130

120

120

120

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

H

L W

Ф60

26

19
1

24
6

696

G10A14-T4S G08A14-T5

3030

50

50



5655

Vacant
TWO SIZE

HYT-LED31BHYT-LED31A

Model

HYT-LED31A

HYT-LED31B

Carton Size(L*W*H)

510*480*565mm

510*485*165mm

QTY/Carton

1

1

G.W.(kg)

11.3

11.3

N.W.(kg)

10.0

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 130lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

HYT-LED31B

HYT-LED31A

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

H

L W

Ф500 Ф457

Ф60

65

53
0

Ф500 Ф457

13
8

65

Order code

231101

231102

231103

231104

231105

231106

231107

231108

231109

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

16

24

32

16

24

32

64

96

128

Lens Type

4

4

4

4

4

4

16

16

16

Power

40W

60W

80W

40W

60W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

120

120

120

125

125

125

Luminaire efficacy
Up to(lm/W)

Order code

231201

231202

231203

231204

231205

231206

231207

231208

231209

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

16

24

32

16

24

32

64

96

128

Lens Type

4

4

4

4

4

4

16

16

16

Power

40W

60W

80W

40W

60W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

130

130

130

120

120

120

125

125

125

Luminaire efficacy
Up to(lm/W)

G03A16-T4 G04A16-T5

3030

50

50



5857

Garden light

Diamond
HYT-LED22

Twins
HYT-LED28

Pentastar
HYT-LED23A

Queen
HYT-LED98

Conical
HYT-LED02



6059

Diamond
HYT�LED22

Model

HYT-LED22

Carton Size(L*W*H)

600*530*340mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 140lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

580

31
2

51
1

581

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

Order code

222101

222102

222103

222104

222105

222106

222107

222108

222109

222110

222111

222112

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

16

24

24

36

16

24

24

36

64

96

96

144

Lens Type

4

4

4

4

4

4

4

4

16

16

16

16

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

140

140

133

137

130

130

121

118

128

128

121

123

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



6261

Pentastar
HYT�LED26A

ø60mm

Model

HYT-LED23A

Carton Size(L*W*H)

600*530*570mm

QTY/Carton

1

G.W.(kg)

10.5

N.W.(kg)

9.9

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~100W

Up to 126lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

53
8

60

581

51
1

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

Order code

223101

223102

223103

223104

223105

223106

223107

223108

223109

223110

223111

223112

Chip

5050

5050

5050

5050

3535

3535

3535

3535

3030

3030

3030

3030

LED QTY 

16

24

24

36

16

24

24

36

64

96

96

144

Lens Type

4

4

4

4

4

4

4

4

16

16

16

16

Power

40W

60W

80W

100W

40W

60W

80W

100W

40W

60W

80W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

126

126

120

123

101

101

109

91

99

99

94

95

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



6463

Conical
HYT�LED02

ø60mm

Model

HYT-LED02

Carton Size(L*W*H)

625*625*400mm

QTY/Carton

1

G.W.(kg)

9.6

N.W.(kg)

8.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

40~80W

Up to 104lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Order code

202101

202102

Chip

3030

3030

LED QTY 

64

128

Lens Type

64

64

Power

40W

80W

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

104

104

Luminaire efficacy
Up to(lm/W)

Village Park RoadParking lot

39
0

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



6665

Queen
TWO SIZE

HYT-LED98S
ø26mm

HYT-LED98
ø60mm / ø76mm

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~80W

Up to 127lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I or Class II

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Order code

2098101

2098102

2098103

2098104

2098105

2098106

Chip

5050

5050

3535

3535

3030

3030

LED QTY 

8

16

8

16

32

64

Lens Type

4

4

4

4

16

16

Power

20W

40W

20W

40W

20W

40W

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

127

127

109

109

112

112

Luminaire efficacy
Up to(lm/W)

Order code

2098201

2098202

2098203

2098204

2098205

2098206

2098207

2098208

2098209

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

30W

60W

80W

30W

60W

80W

30W

60W

80W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

127

127

129

109

109

111

112

112

115

Luminaire efficacy
Up to(lm/W)

Village Park RoadParking lot

HYT-LED98

HYT-LED98S

440×440

60mm / 76mm

88
0

360

63
0

26mm

Model      

HYT-LED98S

HYT-LED98

Carton Size(L*W*H)

400*400*660mm

455*455*520mm

QTY/Carton

1

1

G.W.(kg)

5.9

6.5

N.W.(kg)

5.2

6.0L

S

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

LM79

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W

S L



6867

Twins
HYT�LED28

ø60mm

Model

HYT-LED28

Carton Size(L*W*H)

365*495*190mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~40W

Up to 114lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I

1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Order code

228101

228102

228103

228104

Chip

5050

5050

3535

3535

LED QTY 

16

24

16

24

Lens Type

4

4

4

4

Power

20W

40W

20W

40W

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

Lifespan
L70/B10

114

114

91

91

Luminaire efficacy
Up to(lm/W)

Village Park RoadParking lot

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

3535/5050

50

50

H

L W

Ф60

Ф192Ф192

605

43
3

28
6

Details



7069

Garden light

Bugle
HYT-LED09B

Lama
HYT-LED10B

Villa
HYT-LED10C

Crown
HYT-LED19

Tera
HYT-LED19A

Villar
HYT-LED96



7271

Bugle
TWO SIZE

HYT-LED09 HYT-LED09B

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

10~100W

Up to 148lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Screen

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

Flat tempered glass 5mm thickness

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

Model      

HYT-LED09

HYT-LED09B

Carton Size(L*W*H)

575*575*445mm

755*755*535mm

QTY/Carton

1

1

G.W.(kg)

7.1

11.6

N.W.(kg)

5.6

10.1L

S

Bugle HYT-LED09B

Bugle HYT-LED09

46
5

Ф750

35
0

Ф560

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

LM79

Order code

209101

209102

209103

209104

209105

209106

Chip

5050

5050

3535

3535

3030

3030

LED QTY 

8

16

8

16

32

64

Lens Type

4

4

4

4

16

16

Power

10W

30W

10W

30W

20W

40W

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

148

142

143

138

128

128

Luminaire efficacy
Up to(lm/W)

Order code

209201

209202

209203

209204

209205

209206

209207

209208

209209

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

127

127

129

112

112

115

121

128

123

Luminaire efficacy
Up to(lm/W)

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W

S L



7473

Lama
HYT�LED10B

Model

HYT-LED10B

Carton Size(L*W*H)

750*750*690mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 117lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Stretching Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Order code

210201

210202

210203

210204

210205

210206

210207

210208

210209

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

114

114

117

101

101

103

109

116

110

Luminaire efficacy
Up to(lm/W)

Village Park RoadParking lot

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W

Ф700

65
0



Order code

210301

210302

210303

210304

210305

210306

210307

210308

210309

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

114

114

117

101

101

103

109

116

110

Luminaire efficacy
Up to(lm/W)

7675

Villa
HYT�LED10C

Model

HYT-LED10C

Carton Size(L*W*H)

550*550*650mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 117lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

520

60
0

H

L W



Order code

2096101

2096102

2096103

2096104

2096105

2096106

2096107

2096108

2096109

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

105

105

105

90

90

90

95

95

95

Luminaire efficacy
Up to(lm/W)

7877

Villar
HYT�LED96

Model

HYT-LED96

Carton Size(L*W*H)

540*540*890mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 105lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

520

85
0

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



Order code

219101

219102

219103

219104

219105

219106

219107

219108

219109

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

114

114

117

101

101

103

109

116

110

Luminaire efficacy
Up to(lm/W)

8079

Crown
HYT�LED19

Model

HYT-LED19

Carton Size(L*W*H)

520*520*965mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 117lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

Φ470

93
5

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



Order code

219201

219202

219203

219204

219205

219206

219207

219208

219209

Chip

5050

5050

5050

3535

3535

3535

3030

3030

3030

LED QTY 

12

24

36

12

24

36

48

96

144

Lens Type

4

4

4

4

4

4

16

16

16

Power

20W

40W

80W

20W

40W

80W

40W

60W

100W

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 108,000hrs

＞ 54,000hrs

＞ 54,000hrs

＞ 54,000hrs

Lifespan
L70/B10

114

114

117

101

101

103

109

116

110

Luminaire efficacy
Up to(lm/W)

8281

Tera
HYT�LED19A

Model

HYT-LED19A

Carton Size(L*W*H)

485*485*415mm

QTY/Carton

1

G.W.(kg)

11.3

N.W.(kg)

10.0

Parameter

Life�me

Wa�ags

Light efficacy

CRI

Color temperature

Opera�on voltage

Frequency

Power factor

Technical informa�on

Op�cs available

Packing Informa�on

Technical data

Up to 100,000hrs LM70,Ta 25℃

20~100W

Up to 117lm/W

≥ 70 or ≥ 80

3000K, 4000K, Amber color

AC 90-305V or AC 220-240V

50 / 60Hz

≥0.95 cos

Parameter

Driver isola�on

Control dimming

Opera�ng temperature

Body parts material

Op�c

Cover

Gasket

Color stability

Technical data

Class I

DALI / 1-10V / Timing / PWM

-35℃~50℃ / 10% ~ 95% (humidity)

Die cast Aluminum

PC (standard) / PMMA (op�on)

PC

Silicone

3 or 5 MacAdam steps

Village Park RoadParking lot

65
0

Ф470

* 5050: LUMILEDS 5050; 3535: CREE XPG3; 3030: LUMILEDS 3030

G01A4-T4 G02A4-T5

G05A4-T4 G06A4-T5 G07A4-T4

G03A16-T4 G04A16-T5

3535/5050

3030

50

50

50

50

H

L W



Contact details 

IINNO Ltd 
Unit 04-05, 16th Floor, 

The Broadway No. 54-62 Lockhart Road, 

Wanchai, Hong Kong 

Tel: +852 2134 9906 
+86 (0)769 2301 0151/2 

M: +86 13922905402 

Email: sales@iinno-lighting.com

www.iinno-lighting.com 

ooe® 

https://www.youtube.com/user/IINNOLED
https://www.facebook.com/iinnolight
https://www.instagram.com/iinno_light/
https://www.linkedin.com/company/iinno-intelligent-innovations/


Road LightingDesigning your lighting solutions




