








































PF≥0.9

Ø300mm

Ø300mm

AL41A

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC    PCLED CEILING LIGHT

120°

Certification
Code Voltage Watt Lumen(±5%) Class

II

II

PF≥0.9

AL41B

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC    PCLED CEILING LIGHT

120°

Certification
Code Voltage Watt Lumen(±5%) Class

II

II

4140



PF≥0.9 PF≥0.9

Ø298mm
Ø400mm

1525mm 1542mm

50mm 67mm

AL24A AL24B

Beam Angle Beam Angle

Light Source Light Source

Gear Gear

LED SMD   Internal  driver
PC    Aluminium

LED SMD   Internal  driver
PC    AluminiumLED CEILING LIGHT LED CEILING LIGHT

120° 120°

Certification Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

Code Voltage Watt Lumen(±5%) Class

I

I

I

44



PF≥0.9

ACC-AL166-WT/
BK-0200
ACC-AL166-WT/
BK-0200

Accessories

AL173

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC    PCLED CEILING LIGHT

120°

Certification

Code Voltage Watt Lumen(±5%) Class

II

II

4544







WL101-8W

PF≥0.9

WL106

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC    PC

160°

Certification
Code Voltage Watt Lumen(±5%) Class

730lm I

PF≥0.9

WL101

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
Aluminium+SPCC    PC

90°

Certification
Code Voltage Watt Lumen(±5%) Class

700lm I

5150



PF≥0.9

WL95

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

360°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

PF≥0.9

75mm

WL99

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

120°

Certification
Code Voltage Watt Lumen(±5%) Class

750lm I

700lm I

5352



PF≥0.95

WL175A

Beam Angle

Light Source

Gear

LED SMD   Internal driver
Aluminium   PC

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

I

90° 60°

Certification

PF≥0.95

WL175B

Beam Angle

Light Source

Gear

LED SMD   Internal driver
Aluminium   PC

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

I

90° 60°

Certification

5554



PF≥0.95

Beam Angle

Light Source

Gear

LED SMD   Internal driver
Aluminium   PC

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

I

90° 60°

Certification

WL175C
75mm

75mm

75mm

PF≥0.9

WL170

Beam Angle

Light Source

Gear

LED SMD   Internal driver
Aluminium   PC

Code Voltage Watt Lumen(±5%) Class

I

3000lm I

I

100°

Certification

5756



PF≥0.88

WL173

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

PF≥0.9

WL122

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

5958



PF≥0.4

135mm

WL126

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

60°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

PF≥0.85 PF≥0.9

90
0m

m

70mm70mm70mm

WL141

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

I

6160



WL134

Beam Angle

Light Source

Gear

LED SMD   Internal  driver

20° 40°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

Ø39mm
Ø39mm

Ø39mm

WL100

Beam Angle

Light Source

Gear

LED COB   Internal  driver
Aluminium    PC

24° 36° 60°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

PF≥0.9

66



PF≥0.85

WL109

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC    PC

100°

Certification
Code Voltage Watt Lumen(±5%) Class

550lm I

6564



PF≥0.5

70mm

70mm

70mm

30mm

70mm

WL109

Beam Angle

Light Source

Gear

LED SMD    External  driver
Aluminium ADC12    Glass

60°

Certification

Code Voltage Watt Lumen(±5%) Class

II

II

II

II

Accessories

PF≥0.5

WL161

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium    PC

30° Asymmetric 30°

Certification

Code Voltage Watt Lumen(±5%) Class

III

III

II

II

6766



PF≥0.35

WL124

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC    PC

80° 90°

Certification

Code Voltage Watt Lumen(±5%) Class

II

II

II

II

6968



PF≥0.7

WL136

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Die-casting Aluminium+PC   

45°

Certification
Code Voltage Watt Lumen(±5%) Class

I

7170



PF≥0.4

Ø95mm

Ø95mm

71mm 71mm

27mm 27mm

63mm

63mm

115mm

364mm 344mm

WL127

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

 50°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

79mm

Accessories

PF≥0.9

WL135

Beam Angle

Light Source

Gear

 50°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

LED SMD   Internal  driver
Die-casting Aluminium+PC   PC

737



PF≥0.9

WL68

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC   PC

 30°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

PF≥0.9

WL69

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Iron+PC   

 36°

Certification
Code Voltage Watt Lumen(±5%) Class

II

II

7574



PF≥0.9

57mm

57mm

599mm

ML25

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC   PC

140°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

PF≥0.9

ML15

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC   PC

140°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

7776



PF≥0.9

555mm

ML26A

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

175°x110°

Certification

Code Voltage Watt Lumen(±5%) Class

700lm I

I

I

I

I

900mm

PF≥0.9

ML26B

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

175°x110°

Certification

Code Voltage Watt Lumen(±5%) Class

700lm I

I

I

I

I

7978



PF≥0.9

900mm

ML13

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
PC   PC

150°

Certification

Code Voltage Watt Lumen(±5%) Class

II

II

II

900mm

PF≥0.9

ML28

Beam Angle

Light Source

Gear

LED SMD   Internal driver
Aluminium   PC

Code Voltage Watt Lumen(±5%) Class

I

I

3700lm I

I

150°

Certification

8180



55mm

55mm

55mm

709mm

909mm

PF≥0.9

ML32A

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
PC   PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

II

II

II

55mm

55mm

55mm

500mm

PF≥0.9

ML32B

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC   PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

88



ML32C-500-8W55mm

550mm

60mm

PF≥0.9

ML32C

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
PC   PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

II

PF≥0.9

900mm

ML27

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC   

160°x110°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

8584



PF≥0.9

ML17-450-10W
ML17-450-13W

61mm

450mm

80mm

ML17

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
   PC

120°

Certification
Code Voltage Watt Lumen(±5%) Class

I

I

8786



PF≥0.9

79mm

79mm

900mm

ML35

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium+PC   PC

160°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

900mm

PF≥0.9

ML34

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC   PC

160°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

8988



900mm

PF≥0.9

ML31

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

110°

Certification
Code Voltage Watt Lumen(±5%) Class

II

II

SR

900mm

PF≥0.9

ML33

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

110°

Certification

Code Voltage Watt Lumen(±5%) Class

I

930lm I

I

I

I

9190



900mm

PF≥0.9

ML36

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

110° 110°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

I

I

900mm

30mm

30mm

30mm

PF≥0.9

ML39

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

110° 110°x5°

Certification

Code Voltage Watt Lumen(±5%) Class

I

950lm I

I

950lm I

I

99



PF≥0.9

ML29

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
Aluminium   PC

110°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

9594



PF≥0.9

ML43

590mm

Beam Angle

Light Source

Gear

LED SMD   Internal  driver
PC   PC

360°

Certification
Code Voltage Watt Lumen(±5%) Class

II

II

70mm

PF≥0.9

ML42

Beam Angle

Light Source

Gear

LED COB   Internal  driver
Aluminium   PC

40°

Certification
Code Voltage Watt Lumen(±5%) Class

I

9796



ML40-330-5W

72mm

160mm

330mm

PF≥0.9

ML40

Beam Angle

Light Source

Gear

LED COB    Internal  driver
Iron     PMMA

150°

Certification
Code Voltage Watt Lumen(±5%) Class

I

PF≥0.9

59mm

59mm

59mm

ML30

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
Aluminium     PC

110°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

9998



PF≥0.9

50mm

50mm

50mm

ML18

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
Aluminium+PC     PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

PF≥0.9

ML01

Beam Angle

Light Source

Gear

LED SMD    Internal  driver
Die-casting Aluminium     PC

120°

Certification

Code Voltage Watt Lumen(±5%) Class

I

I

I

101100




