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LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 1280lm 768lm ON-OFF
65 K-D3-A-315 15W 36V 350mA 90 2700K 24° 1280lm 679lm TRIAC

36° 1280lm 699lm 1-10V
DALI50° 1280lm 844lm

18° 1348lm 809lm ON-OFF
15W 36V 350mA 90 3000K 24° 1348lm 715lm TRIAC

36° 1348lm 736lm 1-10V
DALI50° 1348lm 889lm

18° 1456lm 874lm ON-OFF
15W 36V 350mA 90 4000K 24° 1456lm 772lm TRIAC

36° 1456lm 795lm 1-10V
DALI50° 1456lm 960lm

65 H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1000 400 300 400
1 3039 0.27 1 1101 0.50 1 690 0.75 1 961 0.78

2000 800 600 800
2 759 0.55 2 275 1.01 2 172 1.49 2 240 1.56

Ra>90 3000 3 337 0.82 1200 3 122 1.51 900 3 77 2.24 1200 3 106 2.35
10W 3000K

4000 4 189 1.10 1600 4 68 2.01 1200 4 43 2.99 1600 4 60 3.13
5 121 1.37 5 44 2.52 5 27 3.73 5 38 3.91

5000 2000 1500 2000

Beam angle:18°    Luminous flux: 637lm Beam angle:24°    Luminous flux: 561lm Beam angle:36°    Luminous flux: 578lm Beam angle:50°    Luminous flux: 895lm

H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1200 500 300 400
1 3723 0.30 1 1578 0.39 1 886 0.74 1 1203 0.78

2400 1000 600 800
2 930 0.59 2 394 0.92 2 221 1.48 2 300 1.56

Ra>90 3600 3 413 0.87 1500 3 175 1.37 900 3 98 2.22 1200 3 133 2.35
15W 3000K

4800 4 232 1.16 2000 4 99 1.83 1200 4 55 2.96 1600 4 75 2.13
5 149 1.45 5 63 2.29 5 35 3.70 5 48 3.91

6000 2500 1500 2000

Beam angle:18°    Luminous flux: 809lm Beam angle:24°    Luminous flux: 715lm Beam angle:36°    Luminous flux: 736lm Beam angle:50°    Luminous flux: 889lm

Silver UV White Black Silver UV White Black Optical Honeycomb Striped
processed processed Glass Filter Glass
black cup black cup

LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 965lm 605lm ON-OFF
K-D3-A-310 10W 36V 250mA 90 2700K 24° 965lm 533lm TRIAC

36° 965lm 549lm 1-10V
DALI50° 965lm 850lm

18° 1015lm 637lm ON-OFF
10W 36V 250mA 90 3000K 24° 1015lm 561lm TRIAC

36° 1015lm 578lm 1-10V
DALI50° 1015lm 895lm

18° 1096lm 688lm ON-OFF
10W 36V 250mA 90 4000K 24° 1096lm 606lm TRIAC

36° 1096lm 624lm 1-10V
DALI50° 1096lm 966lm
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LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 1280lm 768lm ON-OFF
65 K-D3-A-315-P 15W 36V 350mA 90 2700K 24° 1280lm 679lm TRIAC

36° 1280lm 699lm 1-10V
DALI50° 1280lm 844lm

18° 1348lm 809lm ON-OFF
15W 36V 350mA 90 3000K 24° 1348lm 715lm TRIAC

36° 1348lm 736lm 1-10V
DALI50° 1348lm 889lm

18° 1456lm 874lm ON-OFF
15W 36V 350mA 90 4000K 24° 1456lm 772lm TRIAC

36° 1456lm 795lm 1-10V
DALI50° 1456lm 960lm

65 H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1000 400 300 400
1 3039 0.27 1 1101 0.50 1 690 0.75 1 961 0.78

2000 800 600 800
2 759 0.55 2 275 1.01 2 172 1.49 2 240 1.56

Ra>90 3000 3 337 0.82 1200 3 122 1.51 900 3 77 2.24 1200 3 106 2.35
10W 3000K

4000 4 189 1.10 1600 4 68 2.01 1200 4 43 2.99 1600 4 60 3.13
5 121 1.37 5 44 2.52 5 27 3.73 5 38 3.91

5000 2000 1500 2000

Beam angle:18°    Luminous flux: 637lm Beam angle:24°    Luminous flux: 561lm Beam angle:36°    Luminous flux: 578lm Beam angle:50°    Luminous flux: 895lm

H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1200 500 300 400
1 3723 0.30 1 1578 0.39 1 886 0.74 1 1203 0.78

2400 1000 600 800
2 930 0.59 2 394 0.92 2 221 1.48 2 300 1.56

Ra>90 3600 3 413 0.87 1500 3 175 1.37 900 3 98 2.22 1200 3 133 2.35
15W 3000K

4800 4 232 1.16 2000 4 99 1.83 1200 4 55 2.96 1600 4 75 2.13
5 149 1.45 5 63 2.29 5 35 3.70 5 48 3.91

6000 2500 1500 2000

Beam angle:18°    Luminous flux: 809lm Beam angle:24°    Luminous flux: 715lm Beam angle:36°    Luminous flux: 736lm Beam angle:50°    Luminous flux: 889lm

Silver UV White Black Silver UV White Black Optical Honeycomb Striped
processed processed Glass Filter Glass
black cup black cup

LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 965lm 605lm ON-OFF
K-D3-A-310-P 10W 36V 250mA 90 2700K 24° 965lm 533lm TRIAC

36° 965lm 549lm 1-10V
DALI50° 965lm 850lm

18° 1015lm 637lm ON-OFF
10W 36V 250mA 90 3000K 24° 1015lm 561lm TRIAC

36° 1015lm 578lm 1-10V
DALI50° 1015lm 895lm

18° 1096lm 688lm ON-OFF
10W 36V 250mA 90 4000K 24° 1096lm 606lm TRIAC

36° 1096lm 624lm 1-10V
DALI50° 1096lm 966lm
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LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 2195lm 1775lm ON-OFF
65 K-D3-A-425 25W 36V 600mA 90 2700K 24° 2195lm 1800lm TRIAC

36° 2195lm 1766lm 1-10V
DALI50° 2195lm 1804lm

18° 2311lm 1868lm ON-OFF
83mm 25W 36V 600mA 90 3000K 24° 2311lm 1895lm TRIAC

125mm 36° 2311lm 1859lm 1-10V
DALI50° 2311lm 1899lm

18° 2496lm 2017lm ON-OFF
25W 36V 600mA 90 4000K 24° 2496lm 2045lm TRIAC

136mm 36° 2496lm 2007lm 1-10V
DALI50° 2496lm 2051lm

65 H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1300 1200 600 500
1 4034 0.36 1 3558 0.40 1 1734 0.71 1 1420 0.80

2600 2400 1200 1000
2 1009 0.71 2 889 0.80 2 433 1.43 2 355 1.60

Ra>90 3900 3 448 1.06 3600 3 395 1.21 1800 3 192 2.15 1500 3 157 2.40
20W 3000K

5200 4 252 1.42 4800 4 222 1.61 2400 4 108 2.86 2000 4 88 3.20
5 161 1.78 5 142 2.02 5 69 3.58 5 56 4.00

6500 6000 3000 2500

Beam angle:18°    Luminous flux1450lm Beam angle:24°    Luminous flux: 1490lm Beam angle:36°    Luminous flux: 1494lm Beam angle:50°    Luminous flux: 1532lm

83mm
125mm H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1800 1500 700 600
1 5661 0.32 1 4604 0.40 1 2156 0.72 1 1727 0.81

3600 3000 1400 1200
2 1415 0.65 2 1151 0.80 2 538 1.43 2 431 1.63

Ra>90 5400 3 629 0.97 4500 3 511 1.20 2100 3 259 2.15 1800 3 191 2.45
25W 3000K

7200 4 354 1.30 6000 4 287 1.61 2800 4 134 2.87 2400 4 107 3.27
5 226 1.62 5 184 2.41 5 86 3.59 5 69 4.09

9000 7500 3500 3000

136mm Beam angle:18°    Luminous flux: 1868lm Beam angle:24°    Luminous flux: 1895lm Beam angle:36°    Luminous flux: 1859lm Beam angle:50°    Luminous flux: 1899lm

Silver UV White Black Silver UV White Black Optical Honeycomb Striped
processed processed Glass Filter Glass
black cup black cup

LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 1830lm 1377lm ON-OFF
K-D3-A-420 20W 36V 500mA 90 2700K 24° 1830lm 1415lm TRIAC

36° 1830lm 1419lm 1-10V
DALI50° 1830lm 1455lm

18° 1926lm 1450lm ON-OFF
20W 36V 500mA 90 3000K 24° 1926lm 1490lm TRIAC

36° 1926lm 1494lm 1-10V
DALI50° 1926lm 1532lm

18° 2080lm 1566lm ON-OFF
20W 36V 500mA 90 4000K 24° 2080lm 1609lm TRIAC

36° 2080lm 1613lm 1-10V
DALI50° 2080lm 1654lm
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LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 3386lm 2491lm ON-OFF
65 K-D3-A-535 35W 36V 900mA 90 2700K 24° 3386lm 2360lm TRIAC

36° 3386lm 2587lm 1-10V
DALI50° 3386lm 2546lm

18° 3564lm 2622lm ON-OFF
97mm 35W 36V 900mA 90 3000K 24° 3564lm 2485lm TRIAC

150mm 36° 3564lm 2724lm 1-10V
DALI50° 3564lm 2680lm

18° 3849lm 2831lm ON-OFF
35W 36V 900mA 90 4000K 24° 3849lm 2684lm TRIAC

160mm 36° 3849lm 2942lm 1-10V
DALI50° 3849lm 2894lm

65 H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

1600 1300 900 700
1 5100 0.40 1 4101 0.45 1 2510 0.76 1 1958 0.89

3200 2600 1800 1400
2 1275 0.80 2 1025 0.90 2 627 1.52 2 489 1.79

Ra>90 4800 3 566 1.19 3900 3 455 1.35 2700 3 278 2.29 2100 3 217 2.69
30W 3000K

6400 4 318 1.59 5200 4 256 1.80 3600 4 156 3.05 2800 4 122 3.58
5 204 1.99 5 164 2.26 5 100 3.82 5 78 4.48

8000 6500 4500 3500

Beam angle:18°    Luminous flux2172lm Beam angle:24°    Luminous flux: 2087lm Beam angle:36°    Luminous flux: 2302lm Beam angle:50°    Luminous flux: 2282lm

97mm
150mm H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m) H(m) E(lx) D(m)+

2000 1600 1000 800
1 6152 0.40 1 4883 0.45 1 2972 0.76 1 2301 0.89

4000 3200 2000 1600
2 1538 0.80 2 1221 0.90 2 743 1.52 2 575 1.79

Ra>90 6000 3 683 0.20 4800 3 542 1.35 3000 3 330 2.28 2400 3 255 2.68
35W 3000K

8000 4 384 1.60 6400 4 305 1.80 4000 4 185 3.04 3200 4 143 3.58
5 245 2.00 5 195 2.25 5 118 3.80 5 92 4.48

10000 8000 5000 4000

160mm Beam angle:18°    Luminous flux: 2622lm Beam angle:24°    Luminous flux: 2485lm Beam angle:36°    Luminous flux: 2724lm Beam angle:50°    Luminous flux: 2680lm

Silver UV White Black Silver UV White Black Optical Honeycomb Striped
processed processed Glass Filter Glass
black cup black cup

LED LED Beam LED System Dimming
Model Power Voltage Current CRI CCT Angle Output Output Type

18° 2633lm 2063lm ON-OFF
K-D3-A-530 30W 36V 700mA 90 2700K 24° 2633lm 1982lm TRIAC

36° 2633lm 2186lm 1-10V
DALI50° 2633lm 2168lm

18° 2772lm 2172lm ON-OFF
30W 36V 700mA 90 3000K 24° 2772lm 2087lm TRIAC

36° 2772lm 2302lm 1-10V
DALI50° 2772lm 2282lm

18° 2994lm 2345lm ON-OFF
30W 36V 700mA 90 4000K 24° 2994lm 2254lm TRIAC

36° 2994lm 2486lm 1-10V
DALI50° 2994lm 2464lm
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